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PREFACE 



This publication is planned for use as a 
reference book by the PL/I Subset program- 
mer. It is not intended to be a tutorial 
publication, but is designed for the reader 
who already has a knowledge of the language 
and requires a source of reference mater- 
ial. 

It is divided into two parts. Part I 
contains discussions of the concepts of the 
language. Part II contains detailed rules 
and syntactic descriptions. 

Although implementation information is 
included, the book is not a complete des- 
cription of any implementation environment. 
In general,, it contains information needed 
in writing a program; it does not contain 
all of the information required to execute 
a program. 

The following features are described as 
they are implemented in the Second Version 
of the D-Compiler; they are; implemented 
differently in the First Version: 

1 • Arithmetic-to-Bit-String Con version : 
The First Version uses the internal 
representation of the arithmetic 
value; the Second Version takes the 
absolute value. This will have a 
different effect only for negative 
values. 

2. FIXEDOVERFLOW Co ndition : For the First 
Version, the result of this condition 
is truncation on the left and the 
standard system action is to comment 
and continue. For the Second Version, 
the result is undefined and the stand- 
ard system action is to comment and 
raise the ERROR condition. 

3» SK IP Op tion of PUT : A specification of 
SKIP(O) under the First Version causes 
the previously-transmitted line of 
characters to be replaced by the new 



line; the new line being the one 
actually printed. Under the Second 
Version, such a specification causes 
overprinting of the previously- 
transmitted line by the new line; 
thus, for example, underscoring is 
possible. 



REQUISITE PUBLICATION 



For information necessary to compile, 
linkage edit, and execute a program, the 
reader should be familiar with the follow- 
ing publication: 

IBM System/360 Disk and Tape Operating 
Systems; PL/I Programmer's Guide ,, Form 
C24-9005. 



RECOMMENDED PUBLICATIONS 



The following publications contain other 
information that might be valuable to the 
PL/I programmer or to a programmer who is 
learning PL/I: 

A PL/I Primer, Form C28-680& 

A Guide to PL/I for Commercial Program- 
mers , Form C20-1651 

A Guide to PL/I for FORTRAN Users , Form 
C20-1637 

The following publication contains a 
complete description of the PL/I Subset 
language: 

PL/I Subset Language Specification s, 
Form C28-6809 
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INTRODUCTION 



The PL/I Subset Language was designed 
for use in a data processing system of 
limited capacity. The subset is self- 
contained; i.e., the programmer can learn 
and use it without referring to the parent 
PL/I language. While many of the more 
sophisticated features of PL/I, such as 
asynchronous operations and compile-time 
facilities are not included in the PL/I 
subset, much of the programming power of 
PL/I has been retained. 

Two of the basic characteristics of PL/I 
that have been carried over into the PL/I 
subset (hereinafter simply called PL/I) are 
its block structure and its machine 
independence. They reduce the need to 
rewrite complete programs if either the 
machine environment or the application 
environment changes. 

A PL/I program is composed of blocks of 
statements called procedure blocks (or 
procedures) and begin blocks, each of which 
defines a region of the program. A single 
program may consist of one procedure or of 
several procedures and begin blocks. Eith- 
er a procedure block or a begin block can 
contain other blocks; a begin block must be 
contciined in a procedure block.. Each 
external procedure, that is, a procedure 
that is not contained in another procedure, 
is compiled separately. The same external 
procedure might be used in a number of 
different, programs. Consequently, a neces- 
sary change made in that one block effec- 
tively makers the change in all programs 
that use it. 

PL/I is much less machine dependent than 
most commonly used programming languages. 
In the interest of efficiency, however, 
certain features are provided that allow 
machine dependence for those cases in which 
complete independence would be too costly. 



need for cross references and to allow each 
chapter to stand alone as a complete ref- 
erence to its subject, some information is 
repeated from one chapter to another. Part 
I can, nevertheless, be read sequentially 
in its entirety. 

Part II, "Rules and Syntactic Descrip- 
tions," provides a quick reference to 
specific information. It includes less 
information about interrelationships, but 
it is organised so that a particular ques- 
tion can be answered quickly. Part II is 
organized purely from a reference point of 
view; it is not intended for sequential 
reading. 



For ex ampl 
Chapter 5 in I 
tion, " for inf 
tions of differ 
but he would 
"Statements," 
use of a spec! 
options allowe 
is written. 



e, a programmer would read 
art I, "Statement Classifica- 
ormation about the interac- 
rent statements in a program; 
look in Section J of Part II, 
to find all the rules for the 
fie statement, its effect, 
d, and the format in which it 



In the same manner, he would read Chap- 
ter 4 in Part I, "Expressions," for a 
discussion of the concepts of data conver- 
sion, but he would use Section F of Part 
II, "Data Conversion," to determine the 
exact results of a particular type of 
conversion. 

An explanation of the syntax language 
used in this publication to describe ele- 
ments of PL/I is contained in Part II, 
Section A, "Syntax Notation." 



IMPLEMENTATION CONSIDERATIONS 



USE OF THIS PUBLICATION 



This publication is designed as a ref- 
erence book for the PL/I programmer- Its 
two-part format allows a presentation of 
the material in such a way that references 
can be found quickly, in as much or as 
little detail as the user needs. 

Part I, "Concepts of PL/I," is composed 
of discussions and exanfples that explain 
the different features of the language and 
their interrelationships. To reduce the 



This publication reflects current fea- 
tures of the D-Compiler. Consequently, 
some features that are in the PL/I subset 
language are not described in this publica- 
tion. One example is the list-directed 
input/output facility of the language; 
another is the INITIAL attribute. 

Some language features that have been 
implemented with limitations are described 
in this book in the light of the limita- 
tions. Wherever a description here differs 
from the description of the same feature in 
P L/I Subset Language Specifications , Form 
C28-6809, it is not to be construed as a 
respecif ication of the language, but merely 
a description of the implementation. 



Introduction 



Note, however, that this book does 
reflect current language specifications. 
For example, the keyword BASED has been 
added to the language as the attribute 
specification for based variables,, replac- 
ing the attribute specification CONTROLLED 
(pointer-variable) . 

No attempt is made, however, to provide 
complete implementation information; this 
publication is designed for use in conjunc- 
tion with IBM System/360 Disk and Tape 



Operating Systems PL/I Programmer's Guide , 

Form C24-9005. Discussion of implementa- 
tion is limited to those features that are 
reguired for a full explanation of the 
language. For example, a complete discus- 
sion of the ENVIRONMENT attribute is essen- 
tial to an explanation of record-oriented 
input and output file organization. 



Implementation features identified by 
the phrase "for System/36 implementa- 
tions..." apply to all implementations of 
PL/I (subset or full set) for IBM 
System/360 computers. Features identified 
by the phrase "for the D-Compiler . ,. . " 
apply specifically to the IBM D-level com- 
piler (for PL/I subset) under the IBM 
System/360 Disk and Tape Operating Systems. 



A separate publication, IB M System/360 
P L/I Reference Manual , Form C28-8201, pro- 
vides the same type of implementation 
information as it applies to the F-level 
compiler (for the PL/I full set) used under 
the IBM System/360 Operating System. 



PART I: CONCEPTS OF PL/I 
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CHAPTER 1: BASIC CHARACTERISTICS OF PL/I 



The modularity of PL/I, the ease with 
which different combinations of language 
features can be used to meet different 
needs, is one of the most important charac- 
teristics of PL/I. 

This chapter contains brief discussions 
of most of the basic features to provide an 
overall description of the language. Each 
is treated in more detail in subsequent 
chapters. 



MACHINE INDEPENDENCE 



programmer considerable control over the 
degree of interaction between subroutines. 
They permit flexible communication and 
storage allocation,, at the same time allow- 
ing the definition of names and allocation 
of storage for private use within a proce- 
dure. 

By giving the programmer freedom to 
determine the degree to which a subroutine 
can be generalized, PL/I makes it possible 
to write procedures which can freely be 
used in other environments, while still 
allowing interaction in procedures where 
interaction is desirable. 



No language can be completely machine 
independent, but PL/I is much less machine 
dependent than most commonly used program- 
ming languages. The methods used to 
achieve this show in the form of restric- 
tions in the language. The most obvious 
example is that data with different charac- 
teristics cannot in general share the same 
storage; to equate a floating-point number 
with a certain number of alphabetic charac- 
ters would involve assumptions about the 
representation of these data items which 
would not be true for all machines. 

It is recognized that the price entailed 
by machine independence may sometimes be 
too high. In the interest of efficiency,, 
certain features such as UNSPEC, RECORD 
input/output, and the use of pointers do 
permit a degree of machine dependence. 



PROGRAM STRUCTURE 



A PL/I program consists of one or more 
blocks of statements called procedures. A 
procedure may be thought of as the main 
program or as a subroutine. Procedures may 
use other procedures, and these procedures 
or subroutines may either be compiled sep- 
arately or may be nested within the calling 
procedure and compiled with it. Each pro- 
cedure may contain declarations that define 
names and control allocation of storage. 

The rules defining the use of proce- 
dures, communication between procedures, 
the meaning of names, and allocation of 
storage are fundamental to the proper 
understanding of PL/I at any level but the 
most elementary. These rules give the 



DATA TYPES AND DATA DESCRIPTION 



The characteristic of PL/I that most 
contributes to the range of applications 
for which it can be used is the variety of 
data types that can be represented and 
manipulated. PL/I deals with arithmetic 
data, string data (bit and character), and 
program control data,, such as labels and 
pointers (or addresses). Arithmetic data 
may be represented in a variety of ways; it 
can be bineiry or decimal,, fixed-point or 
floating-point, and its precision may be 
specified. 

PL/I provides features to perform arith- 
metic operations, operations for compari- 
sons,, logical manipulation of bit strings, 
and operations and functions for assem- 
bling, scanning, and subdividing character 
strings. 

The compiler must be able to determine, 
for every ncime used in a program, the 
complete set of attributes associated with 
that name. The programmer may specify 
these attributes explicitly by means of a 
DECLARE stat€;ment, the compiler may deter- 
mine all or some of the attributes by 
context, or the attributes may be assumed 
by default. 



DEFAULT ASSUMPTIONS 



An important feature of PL/I is its 
default philosophy. If all the attributes 
associated v/ith a name, or all the options 
permitted in a statement, are not specified 
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by the programmer, attributes or options 
may be assigned by the compiler. This 
default action has two main consequences. 
First, it reduces the amount of declaration 
and other program writing required; second, 
it makes it possible to teach and use 
levels of the language for which the pro- 
grammer need not know all possible alterna- 
tives, or even that alternatives exist. 



Since defaults are based on as 
about the intent of the programmer 
or omissions may be overlooked, a 
rect. attributes may be assigned by 
To reduce the chance of this. 
Compiler optionally provides an 
listing, which can be used to c 
names in the program and the a 
associated with them. 



STORAGE ALLOCATION 



sumptions 
, errors 
nd incor- 
default. 
the D- 
attribute 
heck the 
t tributes 



A + B * C 



This specifies multiplicat 
of B by the value of C and 
of A to the result. PL 
restrictions on the kinds 
be used in an expression, 
could be a binary floating 
a decimal fixed- point numbe 
string, but none could 
string. 

When permissable mixed 
specified, the operands w 
so that the operation ca 
meaningfully. Note, howe 
rules for conversion mus 
carefully; converted data m 
same value as the origi 
course, any conversion reg 
compiler-generated coding, 
execution time. 



ion of the value 
adding the value 
/I places some 
of data that can 
For example, A 
-point number, B 
r, and C a bit 
be a character 



expressions are 
ill be converted 
n be evaluated 
ver, that the 
t be considered 
ay not have the 
nal. And, of 
uires additional 
which increases 



FL/I goes beyond most other languages in 
the flexibility of storage allocation that 
it provides. Dynamic storage allocation is 
comparatively difficult for an assembly 
language programmer to handle for himself; 
yet it is automatically provided in PL/I. 
There are three different storage classes: 
AUTOMATIC, STATIC, and BASED. In general, 
the default storage class in PL/I is 
AUTOMATIC. This class of storage is allo- 
cated whenever the block in which the 
variables are declared is activated. AUTO- 
MATIC storage is freed and is available for 
re-use whenever control leaves the block in 
which the storage is allocated. 

Storage may also be STATIC, in which 
case,, it is allocated when the program is 
loaded, or it may be BASED, in which case, 
the address associated with a variable can 
be controlled by the programmer. 

The existence of several storage classes 
enables the programmer to determine for 
himself the speed, storage space, or pro- 
gramming economy that he needs for each 
application. The cost of a particular 
facility will depend upon the implementa- 
tion, but it will usually be true that the 
more dynamic the storage allocation, the 
greater the overhead in execution time. 



EXPRESSIONS 



Calculations in PL/I are specified by 
expressions,. An expression has a meaning 
in PL/I that is similar to that of elemen- 
tary algebra. For example: 



The results of the evaluation of expres- 
sions are assigned to variables by means of 
the assignment statement,. An example of an 
assignment statement is: 

X = A + B * C; 

This means: evaluate the expression on the 
right and store the result in X. If the 
attributes of X differ from the attributes 
of the result of the expression, conversion 
will again be performed. 



DATA COLLECTIONS 



PL/I permits the programmer many ways of 
describing and operating on collections of 
data, or data aggregates. Arrays are col- 
lections of data elements, all of the same 
type, collected into lists or tables of one 
or more dimensions,. Structures are hierar- 
chical collections of data,, not necessarily 
all of the same type. Each level of the 
hierarchy may contain other structures of 
deeper levels. The deepest levels of the 
hierarchy represent elementary data items 
or arrays. 

Arrays cannot, contain structures,, but 
structures can contain arrays- Operations 
can be specified for arrays, structures » or 
parts of arrays or structures. For exam- 
ple: 



A = B + C; 

In this assignment statement,, A„ B, 
could be arrays or structures. 



and 
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INPUT AND OUTPUT 



Facilities for input and output allow 
the user to choose between factors such as 
simplicity, machine independence, and effi- 
ciency. There are two broad classes of 
input/output in PL/I: stream-oriented and 
record-oriented. 

Stream-oriented input/output is almost 
completely machine independent. On input, 
data items are selected one by one from 
what is assumed to be a continuous stream 
of characters that are converted to inter- 
nal forxa and assigned to variables speci- 
fied in a list. Similarly, on output, data 
items are converted one by one to external 
character form and are added to a concep- 
tually continuous stream of characters. 



exact copy of the internal representation. 
Because the aggregate is treated as a 
whole, and because no conversion is per- 
formed, this form of input/output is poten- 
tially more efficient than stream-oriented 
input/output, although the actual efficien- 
cy of each class will, of course, depend on 
the implementation. 

Stream-oriented input and output usually 
sacrifices efficiency for ease of handling. 
Each data item is transmitted separately 
and is examined to determine if data con- 
version is required. Record-oriented input 
and output, on the other hand, provides 
faster transmission by transmitting data as 
entire records, without conversion. 



INTERRUPT ACTIVITIES 



For printing, the output stream may be 
considered to be divided into lines and 
pages. An output stream file may be 
declared to be a print file with a certain 
line size and page size. The programmer 
has facilities to detect the end of a page 
and to specify the beginning of a line or a 
page. These facilities may be used in 
subroutines that can be developed into a 
report generating system suitable for a 
particular installation or application. 

Record input/output is machine depen- 
dent. It deals with collections of data,, 
called records,, and transmits these a 
record at a time without any data conver- 
sion; the external representation is an 



Modern computing systems provide facili- 
ties for interrupting the execution of a 
program whenever an exceptional condition 
arises. Further, they allow the program to 
deal with the exceptional condition and to 
return to the point at which the interrupt 
occurred. 



PL/ I prov 
variety of 
allows the p: 
of a condi 
interrupts w 
condition si 
ON statement 
be taken whe: 



ides facilities for detecting a 
exceptional conditions. It 
rogrammer to specify, by means 
tion prefix, whether certain 
ill or will not occur if the 
hould arise. And, by use of an 
, he can specify the action to 
n an interrupt does occur. 
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CHAPTER 2: PROGRAM ELEMENTS 



There are few restrictions in the format 
of PL/I statements. Consequently, programs 
can be written without cons ider.it ion of 
special coding forms or checking to see 
that each statement begins in a specific 
column. As long as each statesmen t is 
terminated by a semicolon, the format is 
completely free. Each statement may begin 
in che next column or position after the 
previous statement,, or any number of blanks 
may intervene. The D-Compiler requires 
that the first column of every card in the 
source program be blank; columns 73 through 
8 of these cards are ignored and can 
contain any information. 



CHARACTER SETS 



One of two character sets may be used to 
write a source program; ei~her a 
60-character seit or a 48-character set. 
For a given external procedure, the choice 
between the two sets is optional. In 
practice, this choice will depend upon the 
available equipment. 



Name 


Charaj 


Blank 




Equal or assignment 


= 


symbol 




Plus sign 


+ 


Minus sign 


- 


Asterisk or multiply 


* 


symbol 




Slash or divide symbol 


/ 


Left parenthesis 


( 


Right parenthesis 


) 


Comma 


i 


Point or period 


. 


Single quotation mark 


> 


or apostrophe 




Percent symbol 


% 


Semicolon 


; 


Colon 


: 


"Not" symbol 


n 


"And" symbol 


g 


"Or" symbol 


1 


"Greater than" symbol 


> 


"Less than" symbol 


< 


Break characters- 




Question mark 


"7 



Special characters are combined to 
create other symbols. For example, <-- 
means "less than or equal to,"' 1 = means 
"not equal to." The combination ** denotes 
exponentiation (X**2 means X 2 ) . Blanks are 
not permitted in such composite symbols. 



6 0-CHARACTER SET 



The 60-character set is composed of 
digits, special characters, and alphabetic 
characters . 



An alphameric character is either an 
alphabetic character or a digit, but not a 
special character. 

Note: The question mark, at present, has 
no specific use in the language, even 
though it is included in the 60-characte;r 
set. The percent symbol has no meaning in 
the PL/I subset, although it does have? 
meaning in the fullset. 



There are 2 9 alphabetic characters 
beginning with the currency symbol ($), the 
number sign (#), and the commercial "at" 
sign (a), which precede the 26 letters of 
the English alphabet in the IBM System/ 360 
collating sequence in Extended Binary- 
Coded-Decimal Interchange Code (EBCDIC). 
For use with languages other than English, 
the --hree alphabetic characters can be used 
to cause printing of letters that are not 
included in the standard English alphabet. 

There are ten digits. The decimal 
digits are the digits through 9. A 
binary digit is either a or a 1. 



There are 21 special characters. 
are as follows: 



They 



4 8-CHARACTER SET 



The 48-character set is composed of 4 8 
characters of the 6 0-character set. In all 
but five cases, the characters of the* 
reduced set can be combined to represent 
the missing characters from the larger set. 
For example, the semicolon (;) is not 



1 The break character is the same as the? 
typewriter underline character. It can be; 
used with a name, such as GROSS_PAY, to 
improve readability. 
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included in the 48-character set, but a 
comma followed by a point (,.), with no 
blanks intervening, can be used to rep- 
resent it. The five characters that are 
not duplicated are the commercial "at" 
sign, the number sign, the break character, 
the question mark, and the percent symbol. 



The bit -string operators are; 



denoting "not" 
denoting "and" 
denoting "or" 



The restrictions and changes for this 
character set are described in Part II, 
Section B, "Character Sets with EBCDIC and 
Card-Punch Codes." 



The strin g operator is: 

j | denoting concatenation 



USING THE CHARACTER SET 



Table 2-1 shows some of the functions of 
other special characters: 



All the elements that make up a PL/I 
program are constructed from the PL/I char- 
acter sets. There are two exceptions: 
character-string constants and comments maiy 
contain any character permitted by a parti- 
cular machine configuration. 



Certain characters perform specific 
functions in a PL/I program. For example, 
many characters perform as operators. 



Identifiers 



In a PL/I program, names or labels are 
given to data, files, statements, and entry 
points of different program areas.. In 
creating a name or label, a programmer must 
observe the syntactic rules for creating an 
identifier. 



There are four types of operators: 
arithmetic, comparison, bit-string, and 
string. 



An identifier is a single alphabetic 
character or a string of up to 31 alphamer- 
ic and break characters, not contained in a 
comment or constant, and preceded and fol- 
lowed by a blank or some other delimiter; 
the initial character of the string must be 
alphabetic . 



The ari thmetic operators are: 

+ denoting addition or prefix plus 
denoting subtraction or prefix 
minus 
* denoting multiplication 
/ denoting division 
** denoting exponentiation 



The comparison operators are: 



Language keywords also are identifiers. 
A keyword is an identifier that, when used 
in proper context, has a specific meaning 
to the compiler. A keyword can specify 
such things as the action to be taken, the 
nature of data, the purpose of a name. For 
example, READ, DECIMAL, and ENDFILE are 
keywords. A complete list of keywords and 
their use is contained in Part II, Section 
C, "Keywords." 






1 "" 
< 



denoting "greater than" 
denoting "not greater than" 
denoting "greater than or 

equal to" 
denoting "equal to" 
denoting "not equal to" 
denoting "less than or equal to" 
denoting "less than" 
denoting "not less than" 



Note: Most PL/I keywords are not reserved 
words. They are recognized as keywords by 
the compiles: only when they appear in their 
proper context. In other contexts they may 
be used as programmer-defined identifiers. 
(Those keywords that are reserved are given 
in Chapter 7, "Recognition of Names.") 
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Table 2-1. Some Functions of Special Characters 



1 Na:re 

I comma 

I 

| period 



| semicolon 

I 

| assignment 
j symbol 

i 

j colon 

I 

| blank 

I 

| single 

j quotation 

j mark 

I 

j parentheses 



| ^The character 

L 



Charac ter Use | 

, Separates elements of a list | 

I 

Indicates decimal point or binary point; connects elements of | 

a qualified name j 

! 
; Terminates statements | 

I 
= Indicates assignment of values 1 J 

I 

I 

: Connects prefixes to statements j 

i 
Separates elements of a statement | 

1 
' Encloses string constants and picture specifications | 



* ) Enclose „ists; specify information associated with various I 
keywords; in conjunction with operators and operands, delimit! 
portions of a computational expression I 

I 



can be used as an equal sign and as an assignment symbol. 



No identifie 
in length. Fo 
tifiers, as dis 
cannot exceed 
this limitatio 
names, called 
referred to by 
more than one 
dure. 



r can exceed 31 chciracters 
r the D-Compiler„ some iden- 
cussed in later chapters, 

six characters in length; 
n is placed upon certain 

external names, that, may be 
the operating system or by 
separately compiled proce- 



The Use of Blanks 



Blanks may be used freely throughout a 
PL/I program. They may or may not surround 
operators and most other delimiters. In 
general, any number of blanks may appear 
wherever one blank is allowed, such as 
between words in a statement. 



Examples of identifiers that could be 
used for names or labels: 



A 

FILE 2 

LOOPJ 

RATE_OF_PAY 

#32 



One or more blanks must be used to 
separate identifiers and constants that are 
not separated by some other delimiter or by 
a comment. However, identifiers,, constants 
(except character- string constants) and 
composite operators (for example, -,=) can- 
not contain blanks. 



Other cases that require or permit 
blanks are noted in the text where the 
feature of the language is discussed. See 
Figure 2-1 for examples. 



|AB+BC 

I 

| TABLE (10) 

I 

(FIRST, SECOND 



ATOB 



is equivalent to 
is equivalent to 
is equivalent to 
is not equiviilent to 



AB + BC 
TABLE (10) 
FIRST, SECOND 
A TO B 



Figure 2-1. Examples of the Use of Blanks 
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Comments 



Comments are permitted wherever blanks 
are allowed in a program, except within 
data items,, such as a character- string 
constant. A comment is treated as a blank 
and can therefore be used in place of a 
required separating blank. Comments do not 
otherwise affect execution of a program; 
they are used only for documentation pur- 
poses. Comments may be punched into the 
same cards as statements,, either inserted 
between statements or in the middle of 
them. 

The general format of a comment is: 

/* character-string */ 

The character pair /* indicates the 
beginning of a comment. The same character 
pair reversed, */,, indicates its end. No 
blanks or other characters can separate the 
two characters of either pair; the slash 
and the asterisk must be immediately adja- 
cent. The comment itself may contain any 
characters except the */ combination;, which 
would be interpreted as terminating the 
comment. 



Example : 

/* THIS WHOLE SENTENCE COULD 
INSERTED AS A COMMENT */ 



The assignment statement contains the 

and does not have a 



assignment 
keyword, 



symbol <=) 



BE 



Any characters permitted for a particu- 
lar machine configuration may be used in 
comments. 



BASIC PROGRAM STRUCTURE 



A PL/I program is constructed from basic 
program elements called statements . There 
are two types of statements: simple and 
compound. These statements make up larger 
program elements called groups and blocks, 



SIMPLE AND COMPOUND STATEMENTS 



There are three types of simple state- 
ments: keyword, assignment, and null, each 
of which contains a statement body that is 
terminated by a semicolon. 

A keyword statement has a keyword to 
indicate the function of the statement; the 
statement body is the remainder of the 
statement. 



The null statement consists only of a 
semicolon and indicates no operation; the 
semicolon is the statement body. 

Examples of simple statements are: 

GOTO LOOP_3; (GOTO is a keyword; a blank 
between GO and TO is optional. 
The statement body is LOOP_3 ; ) 

A = B + C; (assignment statement) 

A compound statement is a statement that 
contains one or more other statements as a 
part of its statement body. There are two 
compound statements: the IF statement and 
the ON statement, The final statement of a 
compound statement is a simple statement 
that is terminated by a semicolon. Hence, 
the compound statement is terminated by 
this semicolon. Examples of the two com- 
pound statements are: 



1, 



IF A>B THEN A = B+C; ELSE GO TO 
LOOP 3; 



This example 
follows: 



can also be written as 



IF A>B 

THEN A=B+C; 

ELSE GO TO LOOP_3; 

2, ON UNDERFLOW GO TO UNFIX; 

3. ON UNDERFLOW; 

In example 3,, the contained statement is 
the null statement represented by a semico- 
lon only; it indicates that no action is to 
be taken when an UNDERFLOW interrupt 
occurs . 

Statement Prefixes 



Both simple and compound statements may 
have one or more prefixes. There are two 
types of prefixes; the label prefix and the 
condition prefix. 

A label prefix identifies a statement so 
that it can be referred to at some other 
point in the program. A label prefix is an 
identifier that precedes the statement and 
is connected to the statement by a colon. 
Most statements may have one or more 
labels. If more than one is specified, 
they may be used interchangeably to refer 
to that statement. PROCEDURE and ENTRY 
statements must have one and only one 
label, 
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A conditio n prefi x specifies whether or 
not. program interrupts are to result from 
the occurrence of the named conditions. 
Condition names are language keywords, each 
of which represents an exceptional condi- 
tion that might arise during execution of a 
program,. Examples are OVERFLOW and SIZE. 
The OVERFLOW condition arises when the 
exponent of a floating-point number exceeds 
the maximum allowed (representing a maximum 
value of about 10 75 ). The SIZE condition 
arises when a value is assigned to a 
variable with loss of high-order digits or 
bits. 

A condition name in a condition pr€>fix 
may be preceded by the word NO to indicate 
that, effectively, no interrupt is to occur 
if the condition arises. If NO is used, 
there can be no intervening blank between 
the NO and the condition name. 

A condition prefix consists of a list of 
one or more condition names, separated by 
commas and enclosed in parentheses. Only 
one condition prefix may be attached to a 
statement, and the parenthesized list must 
be followed by a colon. A condition prefix 
precedes the entire statement, including 
any possible label prefixes for the state- 
ment., 

Example : 

(SIZE,NOOVERFLOW) : COMPUTE: A = B * C ** D; 

The condition prefix indicates that an 
interrupt is to occur if the SIZE condition 
arises during execution of the assignment 
statement, but that no interrupt is to 
occur if the OVERFLOW condition arises. 
Note that the condition prefix precedes the 
label prefix COMPUTE. 

Since intervening blanks between a pre- 
fix and its associated statement are 
ignored, it is often convenient to punch 
the condition prefix into a separate card 
that precedes the card into which the 



statement is punched. Thus, after debug- 
ging, the prefix can be easily removed. 
For example: 

(SIZE,NOOVERFLOW) : 



COMPUTE : 



A = B * C ** D; 



Condition prefixes are discussed in 
Chapter 11, "Exceptional Condition Handling 
and Program Checkout." 



GROUPS AND BLOCKS 



is a sequence of statements 

headed by 

It is used 
for control purpose 
called a DO-group. 



A group is a sequence of statements 
ded by a DO statement and terminated by 

'nrrpqnnnriinft F.Nn statement. It is US€»d 

A group also may be 



a corresponding END statement 



A block is a sequence of statements that 
defines an area of a program. It is used 
to delimit the scope of a name and for 
control purposes. A program may consist of 
one or more blocks. Every statement must 
appear within a block. There are two kinds 
of blocks : begin block s and procedur e 
blocks . A begin block is delimited by a 
BEGIN statement and an END statement. A 
procedure block is delimited by a PROCEDURE 
statement and an END stettement. Every 
begin block must be contained within some 
procedure block. 

Execution passes sequentially into and 
out of a begin block. However, a procedure 
block must be invoked by execution of a 
statement in another block. The first 
procedure in a program to be executed 
(sometimes called the mai n or initia l 
procedure) is invoked automatically by the 
operating system. For System/36 implemen- 
tations, this first procedure must be iden- 
tified by specifying OPTIONS (MAIN) in the 
PROCEDURE statement. 
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CHAPTER 3: DATA ELEMENTS 



Data is; generally defined as a represen- 
tation of information or of value. 

In PL/I, reference to a data item, 
arithmetic or string, is made by using 
either a variable or a constant (the terms 
are not exactly the same as in general 
mathematical usage) . 

& v ariab le is a symbolic name having a 
value that may change during execution of a 
program. 

A cons tant (which is not a symbolic 
name) has a value that cannot change. 

The following statement has both vari- 
ables and constants: 

AREA = RADIUS**2*3.1416; 

AREA and RADIUS are variables; the numbers 
2 and 3.1416 are constants. The value of 
RADIUS is a data item, and the result of 
the computation will be a data item that 
will be assigned as the value of AREA. The 
number 3. 1416 in the statement is itself 
the data item; the characters 3.1416 also 
are written to refer to the data item. 



Program control data is used by the pro- 
grammer to control the execution of his 
program. Statement labels and pointers are 
the types of program control data. 

A constant does more than state a value; 
it demonstrates various characteristics of 
the data item. For example, 3.1416 shows 
that the data type is arithmetic and that 
the data item is a decimal number of five 
digits and that four of these digits are to 
the right of the decimal point. 

The characteristics of a variable are 
not immediately apparent in the name. 
Since these characteristics, called attri- 
butes, must be known, certain keywords and 
expressions may be used to specify the 
attributes of a variable in a DECLARE 
statement. The attributes used to describe 
each data type are discussed briefly in 
this chapter- A complete discussion of 
each attribute appears in Part II, Section 
I, "Attributes." 



PROBLEM DATA 



If the number 3.1416 is to be used in 
more than one place in the program, it may 
be convenient to represent it as a variable 
to which the value 3.1416 has been 
assigned. Thus, the above statement could 
be written as: 



The types of problem data are arithmetic 
and string. 



ARITHMETIC DATA 



PI = 3.1416; 

AREA = RADIUS**2*PI; 

In this statement, only the digit 2 is a 
constant. 

In preparing a PL/I program,, the pro- 
grammer must be familiar with the types of 
data that are permitted, the ways in which 
data can be organized, and the methods by 
which data can be referred to. The follow- 
ing paragraphs discuss these features. 



DATA TYPES 



The types of data that may be used in a 
PL/I program fall into two categories: 
problem data and program control data. 
P ro blem data is used to represent values to 
be processed by a program. It consists of 
the arithmetic and string data types. 



An item of arithmetic data is one with a 
numeric value. Arithmetic data items have 
the characteristics of base, scale, and 
precision. The characteristics of data 
items represented by an arithmetic variable 
are specified by attributes declared for 
the name, or assumed by default. 

The base of an arithmetic data item is 
either decimal or binary. 

The scale of an arithmetic data item is 
either fixed-point or floating-point. A 
decimal fixed-point data item is a number 
in which the position of the decimal point 
is specified, either by its appearance in a 
constant or by a scale factor declared for 
a variable. A binary fixed-point data item 
cannot,, in general, contain a binary point; 
a binary point is assumed to be at the 
right of the rightmost digit in the item. 
(The D-Compiler does not allow the specifi- 
cation of a scale factor for fixed-point 
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binary items; however, certain mathematical 
operations involving fixed-point binary 
operands maintain an cictual binary point -- 
e.g.,, fixed-point binary division — so 
that fractional binary digits can occur in 
the result of such an operation. These 
exceptions are discussed in Chapter 4, 
"Expressions . " ) 

A. floating-point data item is a. number 
followed by an optionally signed integer 
exponent. The exponent specifies the 
assumed position of the decirtuil or binary 
point, relative to the position in which it 
appears . 

The precision of an arithmetic data item 
is the number of digits the data item can 
contain, in the case of fixed-point, or the 
minimum number of significant digits 
(excluding the exponent) to be maintained, 
in the case of floating-point. For decimal 
fixed-point data items, precision can also 
specify the assumed position of the decimal 
point, relative to the rightmost digit of 
the number. 

Base and scale of arithmetic variables 
are specified by keywords; precision is 
specified by parenthesized decimal integer 
constants . 

Whenever a data item is assigned to a 
fixed-point variable, the precision 
declared for that variable is maintained. 
The assigned item is aligned on the decimal 
or assumed binary point of the variable. 
Leading zeros are inserted if the assigned 
decimal or binary item contains fewer inte- 
ger digits than declared; trailing zeros 
are inserted if an assigned decimal item 
contains fewer fractional digits than 
declared. A SIZE error may occur if the 
assigned item contains too many integer 
digits; truncation on the right may occur 
if it contains too many fractional digits. 
Note that since the value represented by a 
binary fixed-point variable can have no 
fractional digits, any fractional digits 
contained in a binary fixed-point item 
assigned to such a variable are always 
truncated; thus,, a oinary fixed- point vari- 
able always represents an integer value. 

tn the following sections, the arithmet- 
ic data types discussed are decimal fixeid- 
point, sterling fixed-point, binary fixed- 
point, decimal floating-point, and binary 
floating-point. 



Decimal Fixed-Point Data 



A decim al f ixed-point constant consists 
of one or more decimal digits with an 
optional decimeil point. If no decimal 



point appears, the point is assumed to be 
immediately to the right of the rightmost 
digit. In most uses, a sign may optionally 
precede a decimal fixed-point constant. 

Examples of decimal fixed-point con- 
stants as written in a program are: 

3.1416 

455. 3 



732 



003 



5280 

.0012 

The keyword attributes for declaring 
decimal fixed-point variables are DECIMAL 
and FIXED. Precision is stated by two 
unsigned decimal integer constants, 
separated by a comma and enclosed in paren- 
theses. The first specifies the total 
number of digits; the second, the scale 
factor, specifies the number of digits to 
the right of the decimal point. If the 
variable is to represent integers, the 
scale factor and its preceding comma can be 
omitted. The attributes may appear in any 
order, but the precision specification must 
follow either DECIMAL or FIXED. 

Following are examples of declarations 
of decimal fixed-point variables: 

DECLARE A FIXED DECIMAL (5,4); 

DECLARE B FIXED (6,0) DECIMAL; 

The first DECLARE statement specifies that 
the identifier A is to represent decimal 
fixed- point items of not more than five 
digits, four of which are to be treated as 
fractional, that is, to the; right of thei 
assumed decimal point. Any item assigned 
to A will be converted to decimal fixed- 
point and aligned on the decimal point. 
The second DECLARE statement specifies that 
B is to represent integers of no more than 
6 digits. Note that the comma and the zero 
are unnecessary; it could have been 
specified B FIXED (6) DECIMAL. 

The maximum number of decimal digits 
allowed for System/360 implementations is 
15. Default precision, assumed when no 
specification is made, is (5„0). The 
internal coded arithmetic form of decimal 
fixed- point data is packed decimal. Packed 
decimal is stored two digits to the byte, 
with a sign indication in the rightmost, 
four bits of the rightmost byte. Conse- 
quently, a decimal fixed-point delta item is 
always stored as an odd number of digits, 
even though the declaration of the variable 
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may specify the number of digits (p) as an 
even number. Any such extra digit is in 
the high-order position, and it parti- 
cipates in any operations performed upon 
the data item, such as in a comparison 
operation. (Note that any arithmetic over- 
flow into such an extra high-order digit 
position can be detected only if the SIZE 
condition is enabled. ) 



immediately by the letter B, with no inter- 
vening blank. It cannot contain a binary 
point; a point is always assumed to follow 
the rightmost binary digit. In most uses, 
a sign may optionally precede the constant. 

Examples of binary fixed-point constants 
as written in a program are: 

10110B 



Sterling Fixed - Poin t Dat a 



11111B 



101B 



PL/I has a facility for handling con- 
stants stated in terms of sterling currency 
value,. The data may be written in a 
program with pounds, shillings, and pence 
fields, each separated by a period. Such 
data is converted and maintained internally 
as a decimal fixed- point number represent- 
ing the equivalent in pence. A sterling 
data constant ends with the letter L, 
representing the pounds symbol. All three 
fields (pounds, shillings, and pence) must 
be present in a sterling constant. Note 
that the pence field is one or more decimal 
digits with an optional decimal point (the 
integral part must be less than 12 and must 
contain at least one digit) — see the third 
example below. 

Examples of sterling fixed-point con- 
stants as written in a program are: 

101.13. 8L 

1.10.0L 

. . 2 . 5L 

2.4.6L 

The third example represents twopence- 
halfpenny. The last example represents two 
pounds, four shillings, and six pence. It 
is converted and stored internally as 534 
(pence) . 

There are no keyword attributes for 
declaring sterling variables, but a vari- 
able can be declared with a sterling 
picture,, or sterling values may be 
expressed in pence as decimal fixed-point 
data. The precision of a sterling constant 
is the precision of its value expressed in 
pence. 



The keyword attributes for declaring 
binary fixed-point variables are BINARY and 
FIXED. Precision is specified by a decimal 
integer, enclosed in parentheses, to rep- 
resent the maximum number of binary digits 
that the variable can contain. A binary 
fixed-point variable always represents an 
integer. The attributes can appear in any 
order, but the precision specification must 
follow either BINARY or FIXED. 

Following is an example of declaration 
of a binary fixed-point variable: 

DECLARE FACTOR BINARY FIXED (20); 

FACTOR is declared to be a variable that 
can represent arithmetic data items as 
large as 20 binary digits. 

The maximum number of binary digits 
allowed for System/360 implementations is 
31. The default precision for the D- 
Compiler is (15). The internal coded 
arithmetic form of binary fixed-point data 
is a fixed-point binary full word. A full 
word is 31 bits plus a sign bit. Any 
binary fixed-point data item is always 
stored as 31 digits, even though the dec- 
laration of the variable may specify fewer 
digits. The declared number of digits are 
considered to be in the low-order posi- 
tions, but the extra high-order digits 
participate in any operations performed 
upon the data item. (Note that any arith- 
metic overflow into such extra high-order 
digit positions can be detected only if the 
SIZE condition is enabled.) 

An identifier for which no declaration 
is made is assumed to be a binary fixed- 
point variable, with default precision, if 
its first letter is any of the letters I 
through N. 



Binary Fix ed -Point D ata 



Decimal Floating-Point Data 



h binary fixed-point constant consists 
of one or more binary digits, followed 



A decimal floating-point constant is 
written as a field of decimal digits 
followed by the letter E, followed by an 
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optionally signed decimal integer exponent 
that specifies a power of ten. The first 
field of digits may contain a decimal 
point. The entire constant may be preceded 
by a plus or minus sign. Examples of 
decimal floating-point constants as written 
in a program are: 

15E-23 

15E23 



is any of the letters A through H, 
through Z, or one of the alphabetic exten- 
ders, $, #, a. 



Bi nary Flo a ting - Point Data 



4E-3 

48333E65 

438E0 

3141593E-6 

.003141593E3 

The last two examples represent the same 
value. 

The keyword attributes for declaring 
decimal floating-point variables are DECI- 
MAL and FLOAT. Precision is stated by a 
decimal integer constant enclosed in paren- 
theses. It specifies the minimum number of 
significant digits to be maintained. If an 
item assigned to a variable has a field 
width larger than the declared precision of 
the variable, truncation may occur on the 
righ~„ The least significant digi.~ is the 
firs'- that is lost. Attributes may appear 
in any order, but the precision specifi- 
cation must follow DECIMAL or FLOAT. 

following is an example of declaration 
of a decimal floating-point variable: 

DECLARE LIGHT _YEARS DECIMAL FLOAT (5); 

This statement specifies that LIGUiT YEARS 
is to represent decimal f loating-po;_nt data 
items with an accuracy of at least five 
significant digits. 

The maximum precision allowed for deci- 
mal floating-point data items for 
System/360 implementations is (16); the 
exponent cannot, exceed two digits. A value 
range; of approximately 10-" 78 to 10 7 -' can be 
expressed by a decimal floating-point data 
item., Default precision is (6). The 
internal coded arithmetic form of decimal 
floating-point data is normalized hexadeci- 
mal floating-point, with the point assumed 
to the left of the first hexadecimal digit. 
If t.he declared precision is less than or 
equal to (6), short floating-point form is 
used; if the declared precision is greater 
than (6), long floating-point form is used. 

An identifier for which no declaration 
is made is assumed to be a decimal 
floating-point variable if its first, letter 



A binary floating-point constant con- 
sists of a field of binary digits followed 
by the letter E, followed by an optionally 
signed decimal integer exponent followed by 
the letter B. The exponent is a string of 
decimal digits and specifies an integral 
power of two. The field of binary digits 
may contain a binary point. A binary 
floating-point constant may be preceded by 
a plus or minus sign. Examples of binary 
floating-point constants as written in a 
program are: 



101101E5B 

101.101E2B 

11101E-28B 



The keyword attributes for declaring 
binary floating-point variables are BINARY 
and FLOAT. Precision is expressed as a 
decimal integer constant, enclosed in 
parentheses, to specify the minimum number 
of significant digits to be maintained. 
The attributes can appear in any order, but 
the precision specification must follow 
either BINARY or FLOAT. Following is an 
example of declaration of a binary 
floating-point variable: 



DECLARE S BINARY FLOAT (16); 



This specifies that the identifier S is to 
represent binary floating-point data items 
with 16 digits in the binary field. 

The maximum precision allowed for binary 
floating-point data items for System/ 36 
implementations is (53); default precision 
is (21). The exponent cannot exceed three 
decimal digits. A value range of approxi- 
mately 2- 26 ° to 2 252 can be expressed by a 
binary floating-point data item. The 
internal coded arithmetic form of binary 
floating-point data is normalized hexadeci- 
mal floating-point. If the declared preci- 
sion is less than or equal to (21), short 
floating-point form is used; if the 
declared precision is greater than (21), 
long floating-point form is used,. 



2 '4 



Numeric Character Data 



A numeric character data item (also 
known as a numeric field data item) is the 
value of a variable that has been declared 
with the PICTURE attribute and a numeric 
picture specification. The data item is 
the character representation of a decimal 
fixed-point or floating-point value. 

A numeric picture specification des- 
cribes a string of characters to which only 
data that has an arithmetic value is to be 
assigned. A numeric picture specification 
cannot contain the picture character X, 
which is used only for non- numeric pic- 
tures. The basic form of a numeric picture 
specification is one or more occurrences of 
the picture character 9 and an optional 
occurrence of the picture character V, to 
indicate the assumed location of a decimal 
point. The picture specification must be 
enclosed in single quotation marks. For 
example : 

'9 99V99' 

This numeric picture specification des- 
cribes a data item consisting of up to five 
decimal digits in character form, with a 
decimal point assumed to precede the right- 
most two digits. 

Repetition factors may be used in numer- 
ic picture specifications. A repetition 
factor is a decimal integer constant, 
enclosed in parentheses, that indicates the 
number of repetitions of the immediately 
following picture character. For example, 
the following picture specification would 
result in the same description as the 
example shown above: 

' (3)9V(2)9* 

The format for declaring a numeric char- 
acter variable is: 

DECLARE identifier PICTURE 

' numeric-picture-specif ication' ; 

For example: 

DECLARE PRICE PICTURE '999V99'; 

This specifies that any value assigned to 
PRICE is to be maintained as a string of 
five decimal digits, with an assumed deci- 
mal point preceding the rightmost two 
digits. Data assigned to PRICE will be 
aligned on the assumed point in the same 
way that point alignment is maintained for 
fixed-point decimal data. 

The numeric picture specification can 
specify all of the arithmetic attributes of 



data in much the same way that they are 
specified by the appearance of a constant. 
Only decimal numeric data can be represent- 
ed by picture characters. 



It is important to note that, although 
numeric character data has arithmetic 
attributes, it is not stored in coded 
arithmetic form. In System/360 implementa- 
tions, numeric character data is stored in 
zoned decimal format; before it can be used 
in arithmetic computations, it must be 
converted either to packed decimal or to 
hexadecimal floating-point format. Such 
conversions are done automatically, but 
they require extra execution time. 



Although numeric character data is in 
character form, like character strings, and 
although it is aligned on the decimal point 
like coded arithmetic data, it is processed 
differently from the way either coded 
arithmetic items or character strings are 
processed. Editing characters can be spec- 
ified for insertion into a numeric charac- 
ter data item, and such characters are 
actually stored within the data item. Con- 
sequently, when the data item is assigned 
to a character string, the editing charac- 
ters are included in the assignment. I£, 
however, a numeric character item is 
assigned to another numeric character or 
arithmetic Vctriable, the editing characters 
will not be included in the assignment; 
only the actual digits and the location of 
the assumed decimal point are assigned. 
(Note that character- string data cannot be 
assigned to numeric character variables.) 



Consider the following example: 

DECLARE PRICE PICTURE '$99V.99', 
COST CHARACTER ( 6 ) , 
VALUE FIXED DECIMAL (6 , 2) ; 

PRICE = 12.28; 

COST = '$12.28' ; 



In the picture specification for PRICE, the 
currency symbol ($) and the decimal point 
(.) are editing characters. They are 
stored as characters in the data item. 
They are not, however, a part of its 
arithmetic vatlue. After execution of the 
second assignment statement, the actual 
internal character representation of PRICE 
and COST cem be considered identical. If 
they were assigned to character strings, 
which were then printed, they would look 
exactly the same. They do not, however, 
always function the same. For example: 
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VALUE = PRICE; 

COST = PRICE; 

VALUE = COST; 

PRICE = COST; 

After the first two assignment state- 
ments are executed, the value of VALUE 
would be 001228 (with an assumed decimal 
point before the last two digits) and the 
value of COST would be ■ $12.28*. In the 
assignment of PRICE to VALUE, the currency 
symbol and the decimal point aire considered 
to be editing characters, and they are not 
part, of the assignment; the arithmetic 
value of PRICE is converted to internal 
coded arithmetic form. In the assignment 
of PRICE to COST, however, the assignment 
is to a character string, and the editing 
characters of a numeric picture specifi- 
cation always participate in such an 
assignment. 

The third and fourth assignment state- 
ments are invalid. The value of COST 
cannot be assigned to VALUE because a 
character string cannot be converted to 
coded arithmetic. The value of COST cannot 
be assigned to PRICE because a character 
string cannot be converted to numeric char- 
acter. 



machine configuration. Any blctnk included 
in a character string is considered an 
integral character of the data item and is 
included in the count of length. A comment 
that is inserted within a character string 
will not be recognized as a comment. The 
comment,, as well as the comment delimiters 
(/* and */), will be considered to be part 
of the character-string data. 

Character- string constants, when written 
in a program, must be enclosed in single 
quotation marks. If a single quotation 
mark is a character in a string, it must be 
written as two single quotation marks with 
no intervening blank. The length of a 
character string is the number of charac- 
ters between the enclosing quotation marks. 
If two single quotation marks are used 
within the string to represent a single 
quotation mark,, they are counted as a 
single character. 

Examples of character- string constants 



"LOGARITHM TABLE" 

'PAGE 5' 

' SHAKESPEARE ' ' S ' " * HAMLET " • • « • 

'AC438-19' 



Other editing characters, including zero 
suppression characters, drifting charac- 
ters, and insertion characters, can be used 
in numeric picture specif ications. For 
complete discussions of picture characters, 
see Part II, Section D, "Picture Specifi- 
cation Characters" and the discussion of 
the PICTURE attribute in Part II, Section 
I, "Attributes." 



STRING DATA 



A string is a contiguous sequence of 
characters (or binary digits) that is 
treated as a single data item. The length 
of the string is the number of characters 
(or binary digits) it contains. 

There are two types of strings: charac- 
ter strings and bit strings. 



Char act er-Strinc 



A character string can include any 
digit, letter, or special character recog- 
nized as a character by the particular 



(2) 'WALLA * 

The third example actually indicates 
SHAKESPEARE'S "HAMLET" with a length of 24. 
In the last example, the parenthesized 
number is a repetition factor which indi- 
cates repetition of the characters that 
follow. This example specifies the actual 
constant 'WALLA WALLA ' (the blank is 
included as one of the characters to be 
repeated) . The repetition factor must be 
an unsigned decimal integer constant, 
enclosed in parentheses. 

The keyword attribute for declaring a 
character-string variable is CHARACTER. 
Length is declared by a decimal integer 
constant, enclosed in parentheses, which 
specifies the number of characters in the 
string. The length specification must fol- 
low the keyword CHARACTER. For example: 

DECLARE NAME CHARACTER ( 1 5 ) ; 

This DECLARE statement specifies that the 
identifier NAME is to represent character- 
string data items, 15 characters in length. 
If a character string shorter than 15 
characters were to be assigned to NAME, it 
would be left adjusted and padded on the 
right with blanks to a length of 15. If a 
longer string were assigned, it would be 
truncated on the right. (Note: If such 
truncation occurs, no interrupt will result 
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as it might for truncation of arithmetic 
data; there is no ON-condition in PL/I to 
deal with string truncation. ) 



Character-string data in System/360 
implementations is maintained internally in 
character format, that is, each character 
occupies one oyte of storage. The maximum 
length allowed by the D-Compiler for vari- 
ables declared with the CHARACTER attribute 
is 255. The maximum length allowed for a 
character-string constant after application 
of repetition factors is also 255. The 
minimum length in either case is one. 

Character-string variables also can be 
declared using the PICTURE attribute of the 
form: 

PICTURE 'character-picture-specif ication* 

The character picture specification is a 
string composed entirely of the picture 
specification character X. The string of X 
picture characters must be enclosed in 
single quotation marks. The character X 
specifies that any character may appear in 
the corresponding position in the field. 
For example: 

DECLARE PART_NO PICTURE * XXXXXXXXXX* ; 

This DECLARE statement specifies that the 
identifier PART_NO will represent 
character-string data items consisting of 
any ten characters. 

Repetition factors are used in picture 
specifications differently from the way 
they are used in string constants. They 
must be placed inside the quotation marks. 
The repetition factor specifies repetition 
of the immediately following picture char- 
acter. For example, the above picture 
specification could be written: 

' (10)X f 



'l'B 

•UlllOlOllOOOl'B 

(64) '0*B 

The parenthesized number in the last exam- 
ple is a repetition factor which specifies 
that the following series of digits is to 
be repeated the specified number of times. 
The repetition factor must be an unsigned 
decimal integer constant enclosed in paren- 
theses. The example shown would result in 
a string of 64 binary zeros. 

A bit-string variable is declared with 
the BIT keyword attribute. Length is spec- 
ified by a decimal integer constant, 
enclosed in parentheses, to specify the 
number of binary digits in the string. The 
letter B is not included in the length 
specification since it is not an actual 
part of the string. The length specifi- 
cation must follow the keyword BIT. Fol- 
lowing is an example of declaration of a 
bit-string variable: 

DECLARE SYMPTOMS BIT (64); 

Like character strings, bit strings are 
assigned to variables from left to right. 
If a string is longer than the length 
declared for the variable, the rightmost 
digits are truncated; if shorter, padding, 
on the right, is with zeros. 

With System/360 implementations, bit 
strings are stored eight bits to a byte, 
and each string is aligned on a byte 
boundary. The maximum length allowed for a 
bit-string variable with the D-Compiler is 
64. The maximum length allowed for a 
bit-string constant after application of 
repetition factors is also 64. The minimum 
length in either case is one. 



PROGRAM CONTROL DATA 



The maximum length allowed for a picture 
specification is the same as that allowed 
for character-string constants, as dis- 
cussed above. 



The types of program control data are 
label and pointer. 



LABEL DATA 



Bit-Strinq Data 



A bit-string constant is written in a 
program as a series of binary digits 
enclosed in single quotation marks and 
followed immediately by the letter B. 



Examples of bit-string 
written in a program are: 



constants cis 



Label data is a type of program control 
data. A label data item is a label con- 
stant or the value of a label variable. 

A label constant is an identifier writ- 
ten as a prefix to a statement so that, 
during execution, program control can be 
transferred to that statement through a 
reference to its label. A colon connects 
the label to the statement. 
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ABCDE: DISTANCE = RATE*TIME; 

In this example, ABCDE is the statement 
label. The statement can be executed eith- 
er ny normeil sequential execution of 
instructions or by transferring control to 
this statement from some other point in the 
program by means of a GO TO statement. 

As used above, ABCDE can be classified 
further as a statement- label constant,. A 
statement-label variable is an identifier 
that refers to statement- label constants. 
Consider the following example: 



LBL A: 



statement; 



LBL B: statement; 



LBL X = LBL A; 



tion on the use of pointer variables, see 
Chapter 8, "Input and Output," and. Chapter 
12, "Based Variables and Pointer 
Variables. " 



DATA ORGANIZATION 



In PL/I , data items may be single data 
elements, or they may be grouped together 
to form data collections called arrays and 
structures. A variable that represents a 
single element is an element variable (also 
called a scalar variable) . A variable that 
represents a collection of data elements is 
either an array variable or a structur e 
variable . 

Any type of data — arithmetic, string, 
label, or pointer — can be collected into 
arrays or structures. 



ARRAYS 



GO TO LBL X; 



LBL_A and LBL_B are statement- label con- 
stants because they aire prefixed to state- 
ments. LBLX is a statement- label vari- 
able., By assigning LBL_A to LBL X, the 
statement GO TO LBL_X causes a transfer to 
the LBL_A statement. Elsewhere, the pro- 
gram may contain a statement assigning 
LBLB to LBL_X. Then, any reference to 
LBL X would be the same as a reference to 
LBLJ3. This value of LBLX is retained 
until another value is assigned to it. 

A statement-label variable must be 
declared with the LABEL attribute, as fol- 
lows:; 

DECLARE LBL X LABEL; 



POINTER DATA 



Pointer data is a type of program con- 
trol data. A pointer data item is the 
value of a pointer variable; it cannot be 
written as a constant., 

A pointer variable is the name of a 
pointer and is used in connection with 
variables of the based storage class. The 
value of a pointer variable is, in effect, 
an address of data in storage. 

The keyword attribute for declaring 
pointer variables is POINTER. For informa- 



Data elements having the same charac- 
teristics,, that is, of the same data type 
and of the same precision or length, may be 
grouped together to form an array. An 
array is an n-dimensional collection of 
elements, all of which have identical 
attributes. Only the array itself is given 
a name. An individual item of an array is 
referred to by giving its relative position 
within the array. 

Consider the following two declarations: 

DECLARE LIST (8) FIXED DECIMAL (3); 

DECLARE TABLE (4,2) FIXED DECIMAL (3); 

In the first example, LIST is declared to 
be a one-dimensional arreiy of eight ele- 
ments, each of which is a fixed-point 
decimal item of three digits,. In the 
second example, TABLE is declared to be a 
two-dimensional array, also of eight fixed- 
point decimal elements. 

The parenthesized number or numbers 
following the array name in a DECLARE 
statement is the dimension a t tribute speci- 
fication. It must follow the array name, 
with or without an intervening blank. It 
specifies the number of dimensions of the 
array and the bound, or extent, of each 
dimension. Since only one bound specifi- 
cation appears for LIST, it is a one- 
dimensional array. Two bound specifi- 
cations, separated by a comma, are listed 
for TABLE; consequently, it is declared to 
be a two-dimensional array. 
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The bound of a dimension is the end of 
that dimension; the beginning of a 
dimension is always assumed to be 1. The 
extent of ci dimension is the number of 
integers between, and including, 1 and the 
specified end. Thus, the terms bound and 
extent, while conceptually different, have 
the same veilue in the PL/I subset.. For 
example, the one dimension of LIST has a 
bound of 8, and hence, its extent is 8. 
The two dimensions of TABLE have bounds of 
4 and 2; the extents are also 4 and 2. 



The bounds of an array determine the way 
elements of the array can be referred to. 
For example, assume that the following data 
items are assigned to the array LIST, as 
declared above: 



20 5 10 30 630 150 310 70 



The different elements would be referred 
to as follows: 



Reference 
LIST ~(l7 



Elemen t 
20 



LIST (2) 5 
LIST (3) 10 
LIST (4) 30 



LIST (5) 



630 



LIST (6) 150 
LIST (7) 310 



LIST (8) 



70 



Each of the numbers following the name 
LIST is a sub script . A parenthesized sub- 
script following an array name, with or 
without an intervening blank, specifies the 
relative* position of a data item within the 
array. A subscripted name, such as 
LIST(4) I# refers to a single element and is 
an element variable. The entire array can 
be referred to by the unsubscripted name of 
the array, for example, LIST. In this 
case, LIST is an array variable. Note the 
difference between a subscript and the 
dimension attribute specification. The 
latter, which appears in a declaration, 
specifies the dimensionality and the number 
of elements in an array. Subscripts are 
used in other references to identify speci- 
fic elements within the array. 

Assume that the same data were assigned 
to TABLE, which is declared as a two- 
dimensional array. TABLE can be illus- 
trated as a matrix of four rows and two 
columns, as follows: 



TABLE (m,n ) 
(l,n) 

(2,n) 

(3,n) 

(4,n) 



llQx.il 
20 

10 

630 

310 



(m,2) 
5 

30 

150 

70 



An element of TABLE is referred to by a 
subscripted name with two parenthesized 
subscripts, separated by a comma. For 
example, TABLE (2,1) would specify the 
first item in the second row, in this case, 
the data item 10. 

Note: The use of a matrix to illustrate 
TABLE is purely conceptual. It has no 
relationship to the way in which the items 
are actually organized in storage. Data 
items are assigned to an array in row major 
order, that is, with the rightmost 
subscript varying most rapidly. For exam- 
ple, assignment to TABLE would be to 
TABLE(1,1), TABLE(1,2), TABLE(2,1), 
TABLE (2, 2) and so forth. 

Arrays are not limited to two dimen- 
sions. The PL/I D-Compiler allows a maxi- 
mum of three dimensions to be declared for 
an array. In a reference to an element of 
any array, a subscripted name must contain 
as many subscripts as there are dimensions 
in the array. 

Examples of arrays in this section have 
shown arrays of arithmetic data. Other 
data types may be collected into arrays. 
String arrays, either character or bit, are 
valid, as are arrays of statement labels 
and arrays of pointers. 



Expressions as Subscript s 



The subscripts of a subscripted name 
need not be constants. Any expression that 
yields a valid arithmetic value can be 
used. If the evaluation of such an expres- 
sion does not yield an integer value, the 
fractional portion is ignored. For 
System/360 implementations, the integer 
value is converted, if necessary, to a 
fixed-point binary number of precision 
(15,0), since subscripts are maintained 
internally as binary integers. 

Subscripts are freguently expressed as 
variables or other expressions. Thus, 
TABLE(I,J*K) could be used to refer to the 
different elements of TABLE by varying the 
values of I, ^ , and K. 

Note that although a subscript can be an 
expression, each bound of a dimension 
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attribute declaration must be an unsigned 
decimal inteqer constant. Also note that 
the value of a subscript must lie within 
the extent of the corresponding dimension; 
otherwise, it is an error. 



STRUCTURES 



OVERTIME_RATE. In a structure, such 
collections also are given names. 



sub- 





PAYROLL 




NAME 


HOURS 


RATE 


FIRST 


REGULAR 


REGULAR 


LAST 


OVERTIME 


OVERTIME 



Data items that need not have identical 
characteristics, but that possess a logical 
relationship to one another, can be grouped 
into aggregates called structures. 

Like an array, the entire structure is 
qive.n a name that can be used to refer to 
the entire collection of data. Unlike an 
array, however, each element of a structure 
also has a name. 

^ structure is a hierarchical collection 
of: names. At the bottom of the hierarchy 
is a. collection of elements, each of which 
represents a single data item or an array. 
At the top of the hierarchy is the struc- 
ture: name, which represents the; entire 
collection of elements. For example, the 
following is a collection of element vari- 
ables that might be used to compute a 
weekly payroll: 

LAST NAME 
FIRST__NAME 
REGULAR^HOURS 
OVERTIME _ HOURS 
REGULAR_RATE 
OVERTIME RATE 

These variables could be collected into 
a structure and given a single structure 
name:, PAYROLL, which would refer to the 
entire collection. 

PAYROLL 



LAST 1 NAME 



FIRST NAME 



REGULAR HOURS 



REGULAR RATE 



OVERTIME HOURS OVERTIME RATE 



Any reference to PAYROLL would be a 
reference to all of the element variables. 
For example: 

GET EDIT (PAYROLL) (format-list); 

This input statement could cause data to 
be assigned to each of the element vari- 
ables of the structure PAYROLL. 

It often is convenient to subdivide the 
entire collection into smaller logical col- 
lections. In the above examples, LAST_NAME 
and FIRST_NAME might make a logical subcol- 
iection, as might REGULAR_HOURS and 
OVERTIME HOURS, as well as REGULAR RATE and 



Note that the hierarchy of names can be 
considered to have different levels. At 
the first level is the major structure 
name; at a deeper level are the minor 
structure names; and at the deepest level 
are the elementary names. An elementary 
name in a structure can represent an array, 
in which case it is not an eslement vari- 
able, but an array variable. 

The organization of a structure is spec- 
ified in a DECLARE statement through the 
use of level numbers. A major structure 
name must be declared with the level number 
1. Minor structures and elememtary names 
must be declared with level numbers arith- 
metically greater than 1; they must be 
decimal integer constants. A blank must 
separate the level number and its associat- 
ed name. 

For example, the items of a weekly 
payroll could be declared as follows: 

DECLARE 1 PAYROLL, 
2 NAME, 

3 LAST, 

3 FIRST, 
2 HOURS, 

3 REGULAR, 

3 OVERTIME, 
2 RATE, 

3 REGULAR, 

3 OVERTIME; 

Note: In an actual declaration of the 
structure PAYROLL, attributes would be 
specified for each of the elementary names. 
The pattern of indention in this example is 
used only for readability. The statement 
could be written in a continuous string as 
DECLARE 1 PAYROLL, 2 NAME, 3 LAST, etc' 

PAYROLL is declared as a major structure 
containing the minor structures NAME, 
HOURS, and RATE. Each miner structure 
contains two elementary names. A program- 
mer can refer to the entire structure by 
the name PAYROLL, or he can refer to 
portions of the structure by referring to 
the minor structure names. He can refer to 
an element of the structure by referring to 
an elementary name. 

Note that in the declaration, each level 
number precedes its associated name and is 
separated from the name by a blank. The 
numbers chosen for successively deeper 
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levels need not be the immediately succeed- 
ing integers. They are used merely to 
specify the relative level of a name. A 
minor structure at level n contains all the 
names with level numbers greater than n 
that lie be;tween that minor structure name 
and the next name with a level number less 
than or equal to n. A major structure 
description is terminated by the declara- 
tion of another item with a level number 1 
(i.e., another major structure), by the 
declaration of another item with no level 
number, or by a semicolon terminating the 
DECLARE statement. PAYROLL might have been 
declared as follows: 



DECLARE 1 PAYROLL, 4 NAME, 5 LAST, 5 FIRST, 
2 HOURS, 6 REGULAR, 5 OVERTIME, 
2 RATE, 3 REGULAR, 3 OVERTIME; 



Any of the names in a structure, except 
the major structure name itself, need not 
be unique within the procedure in which it 
is declared. For example, the qualified 
name PAYROLL. HOURS. REGULAR might be 
required to make the reference unique 
(another structure, say WORK, might also 
have the name REGULAR in a minor structure 
HOURS; it could be made unique with the 
name WORK. HOURS. REGULAR). All of the 
qualifying names need not be used, although 
they may be, if desired. Qualification 
need go only so far as necessary to make 
the name unique. Intermediate qualifying 
names can be omitted. The name 
PAYROLL. LAST is a valid reference to the 
name PAYROLL . NAME . LAST . 



ARRAYS OF STRUCTURES 



This declaration would result in exactly 
the same structuring as the previous dec- 
laration. 



Level numbers are specified with struc- 
ture names only in DECLARE statements. In 
references to the structure or its ele- 
ments, no level numbers are used. Only 
structures can be declared with level num- 
bers; a. level number cannot be declared 
with any other identifier. 



Arrays of structures are not supported 
by the D-Compiler; however, simulation of 
arrays of structures is possible. The 
publication I BM System/360 Disk and Tape 
Operating Systems, PL/I Programmer's Guide , 
Form C24-9005, offers some techniques for 
this simulation. 



OTHER ATTRIBUTES 



Qualified Names 



A minor structure or a structure element 
can be referred to by the minor structure 
name; or the elementary name alone if there 
is no ambiguity. Note, however, that each 
of the names REGULAR and OVERTIME appears 
twice in the structure declaration for 
PAYROLL. A reference to either name would 
be ambiguous without some qualification to 
make; the name unique. 



Keyword attributes for data variables 
such as BINARY and DECIMAL are discussed 
briefly in the preceding sections of this 
chapter. Other attributes that are not 
peculiar to one data type may also be 
applicable. A complete discussion of these 
attributes is contained in Part II, Section 
I, "Attributes." Some that are especially 
applicable to a discussion of data type and 
data organization are ALIGNED, PACKED, and 
DEFINED,. 



PL/I allows the use of qualified names 
to avoid this ambiguity. A qualified name 
is an elementary name or a minor structure 
name that is made unique by qualifying it 
with one or more names at a higher level,. 
In the PAYROLL example, REGULAR and OVER- 
TIME could be made unique through use of 
the qualified names HOURS. REGULAR, HOURS,. 
OVERTIME., RATE. REGULAR, and RATE. OVERTIME. 

The different names of a qualified name 
are connected by periods. Blanks may or 
may not appear surrounding the period.. 
Qualification is in the order of levels; 
that is, the name at the highest level must 
appear first, with the name at the deepest 
level appeciring last. 



The ALIGNED and PACKED Attributes 



The ALIGNED and PACKED attributes are 
used to specify the arrangement in storage 
of string or numeric character elements 
within structures or arrays. If the PACKED 
attribute is specified for an array or a 
structure, all character string and numeric 
character elements must, whenever possible, 
be stored in adjacent character positions. 
Bit strings cannot be packed; hence, an 
array or structure containing bit-string 
elements cannot have the PACKED attribute. 
Thus, an array or structure containing bit 
strings must explicitly be given the 
ALIGNED attribute. 
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If the ALIGNED attribute is specified 
for an array or a structure, each bit 
string, character string, or numeric char- 
acter element must be aligned on a particu- 
lar storage boundary, if that alignment is 
more efficient for program execution. 

Packed aggregates can be useful for 
overlay defining. (See the discussion of 
the DEFINED attribute immediately following 
this section.) Aligned aggregates make it 
possible for the implementation to speed up 
the execution of the program, but at some 
cose in data storage.. Since System/ 36 has 
character-handling instructions, "here is 
no need to align character strings. Furth- 
ermore, alignment of character strings or 
numeric character fields prohibits the use 
of overlay defining and the STRING built-in 
function for them. 



In the above declaration, LIST is a 100 by 
100 two-dimensional array. LIST_A is an 
identical array defined on LIST. The 
result is that a reference to an element in 
LIST_A is the same as a reference to the 
corresponding element in LIST. Thus, a 
change to an element in LIST_A will be 
reflected in the corresponding element of 
LIST, and vice versa. This type of defin- 
ing is called correspondence defining . 



Another type of defining is called over- 
lay def ining. This type of defining speci- 



fies that the defined item (the item having 
the DEFINED attribute; e.g.., LIST_A above) 
is to refer to all or part of the storeLge 
occupied by the base identifier (the iden- 
tifier following the keyword DEFINED; e.g., 
LIST above). For example: 



Arrays are assumed to have th€> ALIGNED 
attribute and structures are assumed to 
have the PACKED attribute, unless they are 
declared otherwise. 



DECLARE 1 P, 2 Q CHARACTER (25) 
2 R CHARACTER (50) 
PSTRING1 CHARACTER (60) 
DEFINED ]?; 



The DEFINED Attribute 



The DEFINED attribute specifies that the 
named data element, structure, or array is 
to refer to the same storage area as that 
assigned to other data. For example: 

DECLARE LIST (100,100), 

LIST A (100,100) DEFINED LIST; 



In this example, PSTRINGl is a character 
string of length 6 defined on the packed 
structure P (P has the PACKED attribute by 
default). Since P is packed, the first 
character in Q through the last character 
in R can be considered as one string of 75 
characters in length. PSTRINGl refers to 
the first 60 characters of that string, 
that is, the 25 characters of Q effectively 
concatenated with the first 35 characters 
of R. Note that if P were not packed, the 
contents of PSTRINGl could not be guaran- 
teed. 
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CHAPTER 4: EXPRESSIONS 



An expression is a representation of a 
value. A single constant or a variable is 
an expression. Combinations of constants 
and/or variables, along with operators 
and/or parentheses, are expressions. An 
expression that contains operators is an 
operational expression. The constants and 
variables of an operational expression are 
called operands. 



Examples of expressions are: 

27 

LOSS 
A+B 
(SQTY-QTY) +SPRICE 



Any expression can be classified as an 

elem ent ex pression (also called a scalar 

expression), an array expression, or a 
structure ex pressio n. An element expres- 
sion is one that represents an element 
value. An array expression is one that 
represents an array value. A structure 
expression is one that represents a struc- 
ture value. 



Array variables a 
cannot aippear in the 
merit variables and c 
appear in either 
structure expressions 
within a structure 
that specifies a sing 
is an element express 



nd structure variables 
same expression. Ele- 
onstants, however, can 
array expressions or 
An elementary name 
or a subscripted name 
le element of an array 
ion. 



Note^ If an elementary name of a structure 
is given the dimension attribute, that 
elementary name is an array variable and 
can appear only in array expressions. 



In the examples below, assume that the 
variables have attributes declared as fol- 
lows: 

DECLARE A<10,10) BINARY FIXED (31), 
6(10,10) BINARY FIXED (31), 
1 RATE, 2 PRIMARY DECIMAL FIXED (4,2), 

2 SECONDARY DECIMAL FIXED (4,2), 
1 COST, 2 PRIMARY DECIMAL FIXED (4,2), 

2 SECONDARY DECIMAL FIXED (4,2), 
C BINARY FIXED (15), 
D BINARY FIXED (15); 



Examples of element expressions are: 

C * D 

A(3,2) + B(4,8) 

RATE . PRIMARY - COST . PRIMARY 

A ( 4 , 4 ) * C 

RATE . SECONDARY / 4 

A (4, 6) * COST . SECONDARY 

All of these expressions are element 
expressions because each operand is an 
element variable or constant (even though 
some may be elements of arrays or elementa- 
ry names of structures) ; hence, each 
expression represents an element value. 

Examples of array expressions are: 

A+B 

A * C - D 

B / 10B 

All of these expressions are array expres- 
sions because at least one operand of each 
is an array variable; hence, each expres- 
sion represents an array value. Note that 
the third example contains the binary 
fixed-point constant 10B. 

Examples of structure expressions are: 

RATE * COST 

RATE / 2 

Both of th€;se expressions are structure 
expressions because at least one operand of 
each is a structure variable; hence, each 
expression represents a structure value. 



USE OF EXPRESSIONS 



Expressions that are single constants or 
single variables may appear freely through- 
out a program. However, the syntax of many 
PL/I statements allows the appearance of 
operational expressions, so long as evalua- 
tion of the expression yields a valid 
value. 

In syntactic descriptions used in this 
publication, the unqualified term 
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"expression" refers to an element expres- 
sion, an array expression, or a structure 
expression. For cases in which th€i kind of 
expression is restricted, the type of re- 
striction is noted; for example, the term 
"element- expression" in a syntactic des- 
cription indicates that neither an array 
expression nor a structure expression is 
valid. 



Bit-String to Character-String 



The bit 1 becomes the character 
the bit becomes the character 0. 



1 ; and 



Note^ Although operational expressions can 
appear in a number of different PL/ 1 state- 
ments, their most common occurrence's are in 
assignment statements of the form: 

A = B + C; 

The assignment statement has no PL/I key- 
word. The assignment symbol (=) indicates 
that the value of the expression on the 
right (B + C) is to be assigned to the 
variable on the left (A) . For purposes of 
illustration in this chapter, some examples 
of expressions are shown in asE>ignment 
statements . 



C haracter-Stri ng to Bit-String 



The character string should contain the 
characters 1 and only, in which case the 
character 1 becomes the bit 1, and the 
character becomes the bit 0. The CONVER- 
SION condition is raised by an attempt to 
convert any character other than 1 or to 
a bit. 



C haracter-String to Arithmetic 



DATA CONVERSION IN OPERATIONAL EXPRESSIONS 



Character- string data cannot be convert- 
ed to coded arithmetic or numeric character 
type,. Any attempt to do so is an error. 



An operational expression consists of 
ones or more single operations. A single 
operation is either a pr efi x operation (an 
operator preceding a single operani) or an 
infix: operation (an operator between two 
operands) . The two operands of any infix 
operation, when the operation is performed, 
usually must be of the same data type, as 
specified by the attributes of a varicible 
or the notation used in writing a constant. 



Arithmetic to Cha r acter-String 



Coded arithmetic data cannot be convert- 
ed to character string type. Any attempt 
to do so is an error. However, numeric 
character data can be converted to charac- 
ter string. The numeric character field is 
interpreted as a character string having 
the same characters,. The length of the 
string is the same as the length specified 
in the PICTURE attribute for the numeric 
character field. 



The operands of an operation in a PL/ I 
expression are automatically converted, if 
necessary, to a common representation 
before the operation is performed. General 
rules for conversion of different data 
types are discussed in the following peira- 
graphs and in a later section of this 
chapter, "Concepts of Data Conversion." 
Detailed rules for specific cases, includ- 
ing rules for computing precision or length 
of converted items, can be found in Part 
II., Section F, "Data Conversion." 



Bit-string to Coded Arithmetic 



A bit string is interpreted as an 
unsigned binary integer and is converted to 
fixed-point binary of positive value. The 
base and scale are further converted,, if 
necessary. 



Data conversion is confined to conver- 
sion of problem data. Program control 
data, such as statement labels an:l poin- 
ters, is never converted from one type to 
another. 



Bit Stri ng to N umeric Cha racter 



The bit string is first converted to 
coded arithmetic and then to numeric char- 
acter. 
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Coded Arithmetic to Bit- String 



There are four classes of operations — 
arithmetic, bit- string, comparison, and 
concatenation. 



The absolute value is converted, if 
necessary, to a fixed-point binary integer. 
Ignoring the plus sign, the integer is then 
interpreted as a bit string. The length of 
the bit string is dependent upon the preci- 
sion of the original unconverted arithmetic 
data item. 



Numeric Characte r to Bit Stri ng 



ARITHMETIC OPERATIONS 



An arithmetic operation is one that is 
specified by combining operands with one of 
the following operators: 

+ -*/** 



The numeric character value is converted 
to coded arithmetic and then to bit string 
as above.. 



Numeric Charact er to Characte r-String 



See '"'Arithmetic to Character-String" 
above. 



Arithmetic Base and Scale Conversion 



The plus sign and the minus sign can appear 
either as prefix operators (associated with 
and preceding a single operand, such as +A 
or -A) or as infix operators (associated 
with and between two operands, such as A + 
B or A - B) . All other arithmetic opera- 
tors can appecir only as infix operators. 

An expression of greater complexity can 
be composed of a set of such arithmetic 
operations. Note that prefix operators can 
precede and be associated with any of the 
operands of an infix operation. For exam- 
ple, in the expression A * -B, the minus 
sign preceding the variable B indicates 
that the value of A is to be multiplied by 
the negative value of B. 



The precision of the result of an arith- 
metic base or scale conversion is dependent 
upon the precision of the original arith- 
metic data item. The rules are listed in 
Part II, Section F, "Data Conversion." 



More than one prefix operator can pre- 
cede and be associated with a single varia- 
ble. More than one positive prefix opera- 
tor will have no cumulative effect, but two 
consecutive negative prefix operators will 
have the same effect as a single positive 
prefix operator. For example: 



Conversion by Assignment 



In addition to conversion performed as 
the result of an operation in the evalua- 
tion of an expression, conversion will also 
occur when a data item — or the result of 
an expression evaluation — is assigned to 
a variable whose attributes differ from the 
attributes of the item assigned. The rules 
for such conversion are generally the same 
as those discussed above and in Part II, 
Section F, "Data Conversion." 



-A The single minus sign has the effect 
of reversing the sign of the value 
that A represents. 

— A One minus sign reverses the sign of 
the value that A represents. The 
second minus sign again reverses the 
sign of the value, restoring it to 
the original arithmetic value rep- 
resented by A. 

— A Three minus signs reverse the sign of 
the value three times, giving the 
same result as a single minus sign. 



EXPRESSION OPERATIONS 



Data Conversion in Arithmetic Operations 



An operational expression can specify 
one or more single operations. The class 
of operation is dependent upon the class of 
operator specified for the operation. 



The two operands of an arithmetic opera- 
tion may differ in type, base, precision, 
and scale. When they differ, conversion 
takes place according to rules listed 
below. Certain other rules — as stated 
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below — may apply in cases of exponentia- 
tion. 

TYPEl Numeric character field operands 
(digits recorded in character form) and 
bit-string operands are converted to inter- 
nal coded arithmetic type. The result of 
an arithmetic operation is always in coded 
arithmetic form. Note that type conversion 
is the only conversion that can take place 
in an arithmetic prefix operation.. 

I? AS -Ei If the bases of the two operands 
differ, the decimal operand is converted to 
binary. 



result may require further conversion if it 
is an intermediate result that is used as 
an operand of a subsequent operation or if 
it is assigned to a variable. 



PRECISION: If only precisions differ, 
type conversion is necessary. 



no 



§CAyLL If tne scales of the two operands 
differ, the fixed-point operand is convert- 
ed to floating-point scale. The exception 
to this rule is in the case of exponentia- 
tion when the first operand is of floating- 
point scale and the second operand (the 
exponent of the operation) is fixed-point 
with a scale factor of zero, that is, a 
fixed-point integer constant or a variable 
with precision (p,0). In such a case, no 
conversion is necessary, but the ressult 
will be floating-point. 

If both operands of an exponentiation 
operation are fixed-point, conversions may 
occur, as follows: 

1. Both operands are converted to 
floating-point if the exponent has a 
precision other than (p,0). 

2. The first operand is converted to 
floating-point unless the exponent is 
an unsigned fixed- point integer con- 
stant. 

3. The first operand is converted to 
floating-point if precisions indicate 
that the result of the fixed- point 
exponentiation would exceed the maxi- 
mum number of digits allowed for the 
implementation (for System/ 360, 15 
decimal digits or 31 binary digits) . 
Further details and examples of con- 
version in exponentiation are included 
in the section "Concepts of Data 
Conversion" in this chapter. 



R e s ults of A ri thmeti c Operat ions 



The "result" of an arithmetic operation, 
as used in the following text, may refer to 
an intermediate result if the operation is 
only one of several operations specified in 
a single operational expression. Any 



After required conversions 
place, the arithmetic opera 
formed. If maximum precision 
and truncation is necessary, t 
is performed on low-order 
digits, regardless of base or 
operands. In some cases invo 
point data, however, high-ord 
sometimes be lost when scale 
such that point alignment d 
for the declared number of dig 



have taken 
tion is per- 
is exceeded 
lie truncation 
fractional 
scale of the 
lving fixed- 
er digits may 
factors eire 
ces not allow 
its. 



The base, scale, and precision of the 
result depend upon the operands and the 
operator involved. 

For prefix operations, the result has 
the same base, scale, and precision as the 
converted operand. Note that the result of 
-A, where A is a bit string, is an 
arithmetic result, since A must first be 
converted to coded arithmetic form before 
the operation can be performed. 

For infix operations, the result depends 
upon the scale of the operands in the 
following ways: 



FLOATING POINT: If the converted operands 
of an infix operation are of floating-point 
scale, the result is of floating-point 
scale, and the base of the result is the 
common base of the operands. The precision 
of the result is the greater of the preci- 
sions of the two operands. 



FIXED POINT: If the converted operands of 
an infix operation are of fixed-point 
scale, the result is of fixed-point scale, 
and the base of the result is the common 
base of the operands. The precision of a 
fixed-point result depends upon operands, 
according to the rules listed below. 

In the formulas for computing precision, 
the symbols used are as follows: 

p represents the total number of 
digits of the result 

q represents the scale factor of 
the result 

p x represents the total number of 
digits of the first operand 

q A represents the scale factor of 
the first operand 

p 2 represents the total number of 
digits of the second operand 
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q 2 represents the scale factor of 
the second operand 

ADDITION AND SUBTRAC TION : The total number 
of digits in the result is equal to 1 plus 
the number of integer digits of the operand 
having the greater number of integer digits 
plus the number of fractional digits of the 
operand having the greater number of frac- 
tional digits. The total number of posi- 
tions cannot exceed the maximum number of 
digits allowed (15 decimal digits, 31 
binary digits) . The scale factor of the 
result is equal to the larger scale factor 
of the two operands. 

Formulas: 

p = 1 + maximum (pi - q lf p 2 - q 2 ) 
+ maximum (q i( q 2 ) 

q = maximum (q i# q 2 ) 

Example: 

12354.2385 + 222.11111 
A B CD 

The total number of digits in the result 
would be equal to 1 plus the number of 
digits in A plus the number of digits in D. 
The scale factor of the result would be 
equal to the number of digits in D. Preci- 
sion of the result would be (11 # 5). 



MULTIPLIC 
in the re 
number o 
number of 
number of 
number o 
tation (1 
factor o 
scale fac 

Formulas: 



ATI ON:, The total number of digits 
suit is equal to one plus the 
f digits in operand one plus the 
digits in operand two. The total 
digits cannot exceed the maximum 
f digits allowed for the implemen- 
5 decimal, 31 binary). The scale 
f the result is the sum of the 
tors of the two operands. 



P = Pi + Pa + 1 

q = q± + qa 

Example: 

345.432 * 22.45 
A B CD 

The total number of digits in the result 
would be equal to 1 plus the sum of the 
number of digits in A, B, C, and D. The 
scale factor of the result would be the sum 
of the number of digits in B and D. 
Precision of the result would be (11,5). 

DIVISION: The total number of digits in 
the quotient is equal to the maximum 
allowed by the implementation (15 decimal, 
31 binary) . The scale factor of the quo- 
tient is dependent upon the number of 



integer digits of the dividend (A in the 
example below) , and the number of fraction- 
al digits of the divisor (D in the example 
below) . The scale factor is equal to the 
total number of digits of the result minus 
the sum of A and D. 

Formulas: 

p = 15 decimal, 31 binary 

q = 15 (or 31) - ( (p x - q ± )+ q 2 ) 

Example: 

432.432 / 2 
A B CD 

The total number of digits in the quotient 
would be 15 (the maximum number allowed) . 
The scale factor would be 15 minus the sum 
of 3 (A, the number of integer digits in 
the dividend) and zero (D, the number of 
fractional digits in the divisor) . Preci- 
sion of the quotient would be (15,12). 

Note that any change in the number of 
integer digits in the dividend or any 
change in the number of fractional digits 
in the divisor will change the precision of 
the quotient, even if all addition al digits 
are zeros . Also note from the above formu- 
las that the result of a fixed-point divi- 
sion can have a scale factor greater than 
zero even though the operands might have a 
scale factor of zero (or no scale factor, 
in the case where the operands are fixed- 
point binary variables). 

Examples: 

00432.432 / 2 

432.432 / 2.0000 

Precision of the quotient of the first 
example would be (15,10); scale factor is 
equal to 15- (5+0). Precision of the 
quotient of the second example would be 
(15,8); scale factor is equal to 15- (3 + 4). 

Caution: In the use of fixed-point divi- 
sion operations, care should be taken that 
declared precision of variables and appar- 
ent precision of constants will not give a 
result with a scale factor that can force 
the result of subsequent operations to 
exceed the maximum number of digits allowed 
by the implementation. 

EX PONENTIATION : : If the second operand (the 
exponent) is an unsigned nonzero fixed- 
point constant of precision (p#0), the 
total number of positions in the result is 
equal to one less than the product of a 
number that is one greater than the number 
of digits in the first operand multiplied 
by the value of the second operand (the 
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exponent) . The scale factor of the result 
is equal to the product of the scale factor 
of the first operand multiplied by the 
value of the second operand (the exponent) . 

Notej. In the exponentiation operation 
x**y, some special cases are defined as 
follows: 

1. If x=0 and y>0, the result is 0. 

2. If x=0 and y<0, the ERROR condition is 
raised. 



Operands of a bit-string operation are, 
if necessary, converted to bit strings 
before the operation is performed. If the 
operands of an infix operation are of 
unequal length, the shorter is extended on 
the right with zeros. 



The result of a bit-string operation is 
a bit string equal in length to the length 
of the operands (the two operands,, after 
conversion, always are the same length) ., 



3. If x*0 and y=0, the result is 1. 

4. If x<0 and y is not fixed- point with 
precision (p,0), the ERROR condition 
is raised. 

(As pointed out under "Data Conversion in 
Arithmetic Operations," if the exponent is 
not an unsigned fixed- point integer 
constant, or if the total number of digits 
of the result would exceed 13 decimal 
digits or 31 binary digits, the first 
operand is converted to floating-point 
scale, and the rules for floating-point 
exponentiation apply.) 

Formulas : 

P = ( <-P± + 1) * (value-of -exponent) )- 1 

q = q A * (value-of -exponent) 
Example : 

32 ** 5 

The total number of digits in tlie result 
would be 14.. This is arrived at by multi- 
plying a number equal to one plus the 
nunber of digits in the first operand (1+2) 
by the value of the exponent and subtract- 
ing one. The scale factor of the result 
would be zero (0 + 5, scale factor of the 
first operand multiplied by the value of 
the exponent) . 



BIT-STRING OPERATIONS 



A bit-string operation is one that is 
specified by combining operands with one of 
the following operators: 



The first operator, the "not" symbol, can 
be used as a prefix operator only. The 
second and third operators, the '"and" sym- 
bol and the "or" symbol, can oe used as 
infix operators only. The operators have 
the same function as in Boolean aLgebra. 



Bit-string operations are performed on a 
bit-by-bit basis. The effect of the "not" 
operator is bit reversal; that is, the 
result of -, 1 is 0; the result of -,0 is 1. 
The result of an "and" operation is 1 only 
if both corresponding bits are 1; in all 
other cases, the result is 0. The result 
of an "or" operation is 1 if either or both 
of the corresponding bits are 1; in all 
other cases, the result is 0. The follow- 
ing table illustrates the result for esach 
bit position for each of the operators: 
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More than one bit-string operation can 
be combined in a single expression that 
yields a bit-string value. 



In the following examples, if the value 
of operand A is ' 010111* B, the value of 
operand B is ' 111111' B, and --he value of 
operand C is ' 110'B, then 



t A 
i c 

C £ B 

A | B 

C | B 

A | (-,C) 



yields 
yields 
yields 
yields 
yields 
yields 



n (( 1 C)|( 1 B)) yields 



•101000'B 

"OOl'B 

•HOOOO'B 

'llllll'B 

'llllll'B 

'Olllll'B 

'110111'B 



COMPARISON OPERATIONS 



IF A 



B 



A comparison operation is one that is 
specified by combining operands with one of 
the following operators: 



< ,< <= = 



= >= 



These operators specify "less than," "not 
less than," "less than or equal to," "equal 
to," "not equal to," "greater than or equal 
to," "greater than," and "not greater 
than." 

There are four types of comparisons: 



THEN action-if-true 

ELSE action-if-false 

The evaluation of the expression A = B 
yields either ' l'B or *0'B. Depending upon 
the value, either the THEN portion or the 
ELSE portion of the IF statement is execut- 
ed. 

Comparison operations need not be limit- 
ed to IF statements, however. The follow- 
ing assignment statement could be valid: 



X 



A < B; 



Algebraic, whic 
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2. 



3. 



4. 



Character, which involves left- to- 
right, character-by-character compar- 
isons of characters according to the 
collating sequence. 



Bit, which 

bit-by-bit 

digits. 



involves left- to-right, 
comparison of binary 



Pointer, for which only the operators 
= and t= are allowed. Both operands 
must be valid pointer expressions, 
since there is no type conversion of 
program control data. 



If the operands of a comparison (other 
than pointer) are of different types, the 
operand of the lower type is converted to 
the type of the operand of the higher type. 
The priority of types is (1) internal coded 
arithmetic (highest), (2) character string, 
(3) bit string. (Character strings cannot, 
be compared with arithmetic data.) 

If operands of a character-string com- 
parison, after conversion, are of different 
lengths, the shorter operand is extended on 
the right with blanks. If operands of a 
bit-string comparison are of different 
lengths, the shorter is extended on the 
right with zeros. 

The result of a comparison operation 
always is a bit string of length one; the 
value is ■l'B if the relationship is true, 
or 'O'B if the relationship is not true. 

The most common occurrences of compari- 
son operations are in the IF statement, of 
the following format: 



In this example, the value 'l'B would be 
assigned to X if A is less than B; other- 
wise, the value 'O'B would be assigned. In 
the same way, the following assignment 
statement could be valid: 



X = A 



B; 



The first symbol (=) is the assignment 
symbol; the second (=) is the comparison 
operator. If A is equal to B, the value of 
X will be 'l'B; if A is not equal to B, the 
value of X will be 'O'B. 

Only the comparison operations of 
"equal" and "not equal" are valid for 
comparisons of pointer variable operands. 
Comparison operations with labels is not 
allowed. 



CONCATENATION OPERATIONS 



A concatenation operation is one that is 
specified by combining operands with the 
concatenation symbol: 

II 

It signifies that the operands are to be 
joined in such a way that the last charac- 
ter or bit of the operand to the left will 
immediately precede the first character or 
bit of the operand to the right, with no 
intervening bits or characters. 

The concatenation operator can cause 
conversion to string type since concatena- 
tion can be performed only upon strings, 
either character strings or bit strings. 
If both operands are character strings or 
if both operands are bit strings, no con- 
version takes place. Otherwise both oper- 
ands are converted to character strings. 



The results of concatenation 
are as follows: 



operations 
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Bit stringy a bit string whose length is 

equal to the sum of the lengths of the two 
bit-string operands. 

Character string : a character string whose 
length is equal to the sum of the lengths 
of -he two chairacter-string operands. 

For example, if A has the attributes and 
value of the constant ' 010111' B, B of the 
constant '101'B, C of the constant. 'XY,Z*, 
and D of the constant 'AA/BB' , them 

A||B yields "OlOllllOl'B 

A||A||B yields * 010111010111101 ■ B 

C | | D yields ' XY,ZAA/BB' 

D| |C yields 'AA/BBXY,Z' 

B | | D yields ' 101AA/BB" 

Note that, in the last example, the bit 
string * 101'B is converted to the character 
string * 101' before the concatenation is 
performed. The result is a character 
string consisting of eight characters. 



The bit-string result of the comparison 
would be extended to the length of the 
bit string D, and the "and" operation 
would be performed. 



The result of the "and" operation, a 
bit string of length 4, would be con- 
verted to a character string and conca- 
tenated with the character-string E, 
giving a length of 7. 



• The character-string result would be 
assigned to RESULT without conversion. 



Note: The order of evaluation of an ex- 
pression depends upon the priority of the 
operators appearing in the expression. In 
the above example, the priority of opera- 
tion is such that evaluation proceeds from 
left to right. 



P riority o f Operators 



COMBINATIONS OF OPERATIONS 



Different types of operations can be 
combined within the same operational ex- 
pression. Any combination can oe used. 
For example, the expression shown in the 
following assignment statement is valid: 

RESULT =A+B<CSD || E; 

Each operation within the expression is 
evaluated according to the rules for that 
kind of operation, with necessary data 
conversions taking place before the opera- 
tion is performed. 

Assume that the variables given aoove 
are declared as follows: 

DECLARE RESULT CHARACTERS), 
A FIXED DECIMAL(l), 
B FIXED BINARY (3) , 
C BIT (2) , 
D BIT (4) , 
E CHARACTER ( 3 ) ; 

• The decimal value of A would be con- 
verted to binary base. 

• The binary addition would be performed, 
adding A and B. 

• The binary result would be compared 
with the converted binary value of C. 



In the evaluation of expressions, prior- 
ity of the operators is as follows: 



** 
* / 
inf ix+ 



prefix+ prefix- 



( highest) 



inf ix- 



< <= = 



>= > -,> 



£ I 

I v 

| | (lowest) 

If two or more operators of the highest 
priority appear in the same expression, the 
order of priority of those operators is 
from right to left; that is, the rightmost 
exponentiation or prefix operator has the 
highest priority. Each succeeding exponen- 
tiation or prefix operator to the left has 
the next highest priority. 

For all other operators, if two or more 
operators of the same priority appear in 
the same expression, the order of priority 
of those operators is from left to right. 

Note that the order of evaluation of the 
expression in the assignment statement: 

RESULT = A + B < C U) | | E; 

is the result of the priority of the 
operators. It is as if various elements of 
the expression were enclosed in parentheses 
as follows: 
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(A) + (B) 

(A + B) <(C) 

(A + B <C) 6 (D) 

(A + B <C 6 D) || (E) 



The order of evaluation of an expression 
(and, consequently, the result) can be 
changed through the use of parentheses. 
The above expression, for example, might be 
written as follows: 

A + (B < C) 6 (D | | E) 

The order of evaluation of this expres- 
sion would yield a bit string, the result 
of the "'and" operation. 

In such an expression, those expressions 
enclosed in parentheses are evaluated 
first, to be reduced to a single value, 
before they are considered in relation to 
surrounding operators. Within the lan- 
guage, however, no rules specify which of 
two parenthesized expressions, such as 
those in the above example, would be evalu- 
ated first. 

The value of c would be converted to 
fixed-point binary, and the comparison 
would be made, yielding a bit string of 
length one (RESULT_1) . The value of D 
would be converted to a character string 
and concatenated with E (RESULT_2) . 

At this point, the expression would have 
been reduced to: 



in relation to the evaluation of the other 
operand (A + (B<C)). 



Any operational expression (except a 
prefix expression) must eventually be 
reduced to a single infix operation. The 
operands and operator of that operation 
determine the attributes of the result of 
the entire expression. For instance, in 
the first example under "Combinations of 
Operations," the concatenation operator is 
the operator of the final infix operation. 
In the second example (because of the use 
of parentheses) , the operator of the final 
infix operation is the "and" operator, and 
the evaluation would yield a different 
value. 



In general, unless parentheses are used 
within the expression, the operator of 
lowest priority determines the operands of 
the final operation. For example: 



A+B**3SC*D-E 

In this case, the "and" operator indicates 
that the final operation will be: 

(A + B ** 3) & (C * D - E) 

Subexpressions can be analyzed in the 
same way. The two operands of the expres- 
sion can be defined as follows: 

A + (B +* 3) 

(C * D) - E 



A + RESULT_1 & RESULT_2 

Since the infix + has a higher priority 
than the £ operator, the addition would be 
performed first, yielding RESULT_3, and the 
expression would be: 

RESULT_3 & RESULT_2 

The two operands would be converted to bit 
strings „ and the "and" operation would be 
performed, yielding the bit-string result 
of the entire expression. 

The priority of operators is define;d 
only within operands (or sub- ope rands) . It 
does not necessarily hold true for ain 
entire expression. Consider the following 
example (assuming that A, B, C, etc. have 
been redefined) : 

A + (B<C) 6 (D | E ** F) 

The priority of the operators specifies, in 
this case, only that the exponentiation 
will occur before the "or" operation. It 
doess not specify the order of the operation 



ARRAY EXPRESSIONS 



An array expression is a single array 
variable or an expression that includes at 
least one array operand. Array expressions 
may also include operators -- both prefix 
and infix -- element variables, and con- 
stants. 

Evaluation of an array expression yields 
an array result. All operations performed 
on arrays are performed on an element-by- 
element basis in row-major order (that is 
with the rightmost subscript varying most 
rapidly). Therefore all arrays referred to 
in an array expression must be of identical 
bounds . 

Note: Array expressions other than addition 
and subtraction are not expressions of 
conventional matrix algebra. 
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PREFIX OPERATORS AND ARRAYS 



A = A * Ad, 2); 



The result of the operation of a prefix 
operator on an array is an array of 
identical bounds, each element of which is 
the result of the operation having been 
performed upon each element of the original 
array. for example: 



If A is the array 



then -A is the array 



-9 
7 

-4 



-5 -3 9 
-1 2 -7 
-6 -3 4 



Again, using the above values for A, the 
newly assigned value of A would be: 



50 100 800 
1200 1100 300 



Note that the original value for A(l,2), 
which is 10, is used in the evaluation for 
only the first two elements of A. Since 
the result of the expression is assigned to 
A, changing the value of A, the: new value 
of A (1,2) is used for all subsequent opera- 
tions. The first two elements are multi- 
plied by 10, the original value of A(l,2); 
all other elements are multiplied by 100, 
the new value of A (1,2). 



INFIX OPERATORS AND ARRAYS 



Array and Array Operations 



Infix operations that include an array 
variable as one operand may have an element 
or another array as the other operand. 



Array and Element Operations 



The result of an operation in which an 
element and an array are connected by an 
infix operator is an array with bounds 
identical to the original array, each ele- 
ment of which is the result of the opera- 
tion performed upon the corresponding ele- 
ment of the original array and the single 
element. For example: 



If A is the array 



5 10 

12 11 



8 



then A* 3 is the array 15 30 2h 

36 33 9 

The element of an array-element opera- 
tion can be an element of the same array. 
For example, the expression A*A(2,3» would 
give the same result in the case of the 
array A above, since the value of A (2, 3) is 
3. 

Consider the following assignment, state- 
ment : 



If two arrays are connected by an infix 
operator, the two arrays must have the same 
number of dimensions and identical bounds. 
The result is an array with bounds identi- 
cal to those of the original arrays; the 
operation is performed upon the correspond- 
ing elements of the two original arrays. 

Examples of array infix expressions are: 

If A is the array 2 4 3 

6 17 



and if B is the array 



then A+B is the array 



and A*B is the array 



1 


5 


7 


8 


3 


4 


6 


3 


1 


3 


9 


10 


14 


4 


11 


10 


11 


3 


2 


20 


21 


48 


3 


28 


24 


24 


2 
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Data conversion in Ar ray E xpressions 



INFIX OPERATORS AND STRUCTURES 



The examples in this discussion of array 
expressions have shown only single arith- 
metic operations. The rules for combining 
operations and for data conversion of oper- 
ands are the same as those for element 
operaitions. 



Infix operations that include a struc- 
ture variable as one operand may have an 
element or another structure as the other 
operand. 



STRUCTURE EXPRESSIONS 



Stru cture and Element Operations 



A structure expression is a single 
structure variable or an expression that 
includes at least one structure operand and 
does not contain an array operand. Element 
variables and constants can be operands of 
a structure expression. Evaluation of a 
structure expression yields a structure 
result. A structure operand can be a major 
structure name or a minor structure name. 

All operations performed on structures 
are pej:formed on an element-by-element 
basis. All structure operands appearing in 
a structure expression must have identical 
structuring. 

Identical structuring means that the 
structures must have the same minor struc- 
turing and the same number of contained 
elements and arrays and that the position- 
ing of the elements and arrays within the 
structure (and within the minor structures 
if any) must be the same. Arrays in 
corresponding positions must have identical 
bounds. Names do not have to be the same. 
Data types of corresponding elements do not 
have to be the same, so long as valid 
conversion can be performed. 



PREFIX OPERATORS AND STRUCTURES 



The result of the operation of a prefix 
operator on a structure is a structure of 
identical structuring, each element of 
which is the result of the operation having 
been performed upon each element of the 
original structure. 

Note^. Since; structures may contain elements 
of many different data types, a prefix 
operation in a structure expression would 
be meanincjless unless the operation can be 
validly performed upon e very element rep- 
resented by the structure variable, which 
is eithe>r a major structure name or a minor 
structure name . 



When an operation has one structure and 
one element operand, it is the same as a 
series of operations, one for each element 
in the structure. Each sub-operation 
involves a structure element and the single 
element. 

Consider the following structure: 

1 A 
2 B 

3 C 

3 D 

3 E 
2 F 

3 G 

3 H 

3 I 

If X is an element variable, then A * X 
is equivalent to: 



A.C 


* 


X 


A.D 


* 


X 


A.E 


=1= 


X 


A.G 


* 


X 


A.H 


+ 


X 


A.I 


+ 


X 



Structure operands in a structure ex- 
pression need not be major structure names. 
A minor structure name, at any level, is a 
structure variable. Thus, the following 
are structure expressions: 

A.B & •1010 , B 

F * 32 



St ructure and Struc ture Opera tions 



When an operation has two structure 
operands, it is the same as a series of 
element operations, one for each corres- 
ponding pair of elements. For example, if 
A is the structure shown in the previous 
example and if M is the following struc- 
ture: 
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M 






2 


N 






3 







3 


P 




3 


Q 


2 


R 






3 


S 




3 


T 




3 


U 



then A || M is equivalent to: 



A.C | 


| M.O 


A.D | 


| M.P 


A.E | 


| M.Q 


A.G | 


| M.S 


A.H | 


| M.T 


A.I | 


| M.U 



As stated above, structure operands in a 
structure expression need not be major 
structure names. A minor structure name, 
at any level, is a structure variable. 
Thus, the following is a structure expres- 
sion: 

M.N g M.R 



OPERANDS OF EXPRESSIONS 



An operand of an expression can be a 
constant, an element variable, an sirray 
variable, or a structure variable. An 
operand can also be an expression that 
represents a value that is the result of a 
computation, as shown in the following 
assignment statement: 

A = B * SQRT(C) ; 

In this example, the expression SQRT(C) 
represents a value that is equal to the 
square root of the value of C. Such an 
expression is called a function r eference . 



FUNCTION REFERENCE OPERANDS 



replace the function reference with the 
value 4. In effect, the assignment state- 
ment would become : 



A = B * 4; 

The coding represented by the name in 
the function reference is called a func- 
tion. The function SORT is one of the PL/I 
built-in functions. Built-in functions, 
which provide a number of different opera- 
tions, are a part of the PL/I language. A 
complete discussion of each appears in Part 
II, Section G, "Built-in Functions and 
Pseudo-Variables." In addition, a program- 
mer may write functions for other purposes 
(as described in Chapter 10, "Subroutines 
and Functions"), and the names of those 
functions can be used in function referen- 
ces . 

The use of a function reference is not 
limited to operands of operational expres- 
sions. A function reference is, in itself, 
an expression and can be used wherever an 
expression is allowed. It cannot be used 
in those cases where a variable represents 
a receiving field, such as to the left of 
an assignment statement. 

There are, however, two built-in func- 
tions that can be used as p seu3o-variab les . 
A pseudo-variable is a built-in function 
name that is used in a receiving field. 
Consider the following example: 

DECLARE A CHARACTER (10) , 
B CHARACTER (30) ; 

SUBSTR(A,6,5) = SUBSTR (B, 20, 5) ; 

In this assignment statement, the SUBSTR 
built-in function name is used both in a 
normal function reference and as a pseudo- 
variable. 

The SUBSTR built-in function extracts a 
substring of specified lengch from the 
named string. As a pseudo- variable, it 
indicates the location, within a named 
string, that is the receiving field. 



A function reference consists of a name 
and, usually, a parenthesized list of one 
or more variables, constants, or other 
expressions. The name is the name of a 
block of coding written to perform specific 
computations upon the data represented by 
the list and to substitute the computed 
value in place of the function reference. 

Assume, in the above example, that C has 
the value 16. The function reference 
SQRT(C) causes execution of the coding that 
would compute the square root of 16 and 



In the above example, 
characters in length, beg 
20th character of the s 
assigned to the last five 
string A. That is, 
characters of A are to be 
20th through the 24th char 
first five characters 
unchanged, as do all of 
B. 



a substring five 
inning with the 
tring B, is to be 
characters of the 

the last five 
replaced by the 
acters of B. The 

of A remain 
the characters of 



The two built-in functions that can be 
used as pseudo- variables (SUBSTR and 
UNSPEC) are discussed in Part II, Section 
G, "Built-in Functions and Pseudo- 
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Variables. " No programmer-written function 
can be used as a pseudo- variable. 



CONCEPTS OF DATA CONVERSION 



Data conversion is the transformation of 
the representation of a value from one form 
to another. Although there are some 
restrictions upon the use of the available 
forms of data representation and upon the 
mixing of different representations within 
an expression, the programmer still has a 
great deal of freedom in this area. 

Programmers who wish to make use of this 
freedom must understand that mixed expres- 
sions imply conversions. If conversions 
take place at execution time, they will 
slow down the execution, sometimes signifi- 
cantly. Unless care is taken, conversions 
can result in loss of precision and can 
cause unexpected results. 

This section is concerned primarily with 
the concepts of conversion operations. 
Specific rules for each kind of conversion 
are listed in Part II, Section F, "Data 
Conversion." Earlier sections of this 
chapter discuss circumstances under which 
conversion can occur during evaluation of 
expressions. This section deals with the 
processes of the conversion. 

The subject of conversion can be consid- 
ered in two parts, first, determining the 
target attributes, and, second, the conver- 
sion operation with known source and target 
attributes. This section deals with deter- 
mining target attributes. Rules for con- 
version operations are given in Part II, 
Section F, "Data Conversion." Within each 
section,, here and in Part II, arithmetic 
conversion and type conversion are consid- 
ered separately. 

The target of a conversion is the 
receiving field to which the converted 
value is assigned. In the case of a direct 
assignment, such as A = B, in which conver- 
sion must take place, the variable to the 
left of the assignment symbol (in this 
case, A) is the target. Consider the 
following example, however: 

DECLARE A PICTURE , $9999V.99*, 
B FIXED DECIMAL (3, 2) , 
C FIXED BINARY(IO); 

A = :: B + C; 

During the evaluation of the expression B + 
C and during the assignment of that result, 
there are four different targets, as fol- 
lows: 



1. The compiler-created temporary to 
which the converted binary equivalent 
of B is assigned 

2. The compiler-created temporary to 
which the binary result of the addi- 
tion is assigned 

3. The temporary to which the converted 
decimal fixed-point equivalent of the 
binary result is assigned 

4. A 1# the final destination of the 
result, to which the converted numeric 
character equivalent of the decimal 
fixed-point representation of the 
value is assigned 

The attributes of the first target are 
determined from the attributes of the 
source (B) , from the operator, and from the 
attributes of the other operand (if one 
operand of am arithmetic infix operator is 
binary, the other is converted to binary 
before evaluation) . The attributes of the 
second target are determined from the 
attributes of the source (C and the con- 
verted representation of B) . The attri- 
butes of the third target are determined in 
part from the source (the second target) 
and in part from the attributes of the 
eventual target (A) . (The only attribute 
determined from the eventual target is 
DECIMAL, since a binary arithmetic rep- 
resentation must be converted to decimal 
representation before it can be converted 
to a numeric character.) The attributes of 
the fourth target (A) are known from the 
DECLARE statement. 

Thus, when an expression is evaluated, 
the target attributes usually are partly 
derived from the source, partly from the 
operation b€>ing performed, and partly from 
the attributes of a second operand. Some 
assumptions may be made, and some implemen- 
tation restrictions (for example, maximum 
precision) and conventions exist. After an 
expression is evaluated, the result may be 
further converted. In this case, the tar- 
get attribute's usually are independent of 
the source. Since the process of determin- 
ing target attributes is different for 
expression operands and for the results of 
expression evaluation, the two cases are 
dealt with separately. 

A conversion always involves a source 
data item and a target data item, that is, 
the original representation of the value 
and the converted representation of the 
value. All of the attributes of both the 
source data item and the target data item 
are known, or assumed, at compile time. 

It should be realized that constants 
also have cittributes; the constant 1.0 is 
different from the constants 1, ' 1*B, '!', 
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IB, or 1E0. Constants may be converted at 
compile time or at execution time, but in 
either case, the rules are the same. 



Table 4-1. Target Types for Expression 
Operands 

r _ T 1 

| Operator | Target Type | 

j. + _ < 

+ .. * / ** I coded arithmetic 




bit string 

character string (unless both 
operands are bit strings) 

arithmetic, unless both oper- 
ands are strings then charac- 
ter string unless both oper- 
ands are bit strings then bit 
string (Pointers can be com- 
pared only by using = and !=; 
both operands must be pointers 
since no conversion can be 
performed. ) 



BIT-STRING TO CODED ARITHMETIC 



The attributes of the target are the 
attributes that would have beesn given to 
the target if a fixed-point binary integer 
of maximum precision (31) had appeared in 
place of the bit string. 



When converting to fixeid-point in 
System/ 360 implementations, this operation 
is performed by first converting the string 
to a maximum precision integer (BINARY 
(3D). This integer is then converted to 
the target attributes. 



Target Attributes for Arithmetic Expression 
Operands 



Except for exponentiation, the target 
attributes for arithmetic: conversion are 
assumed as follows: 



TARGET ATTRIBUTES FOR TYPE CONVERSION 



When an expression operand requires type 
conversion, some target attributes must be 
assumed or deduced from the source. Some 
of these assumptions can be beised on the 
operator, as shown in Table 4-1. Note that 
numeric character data can always be con- 
verted to coded arithmetic and vice versa. 



BIT- TO-CHARACTER AND CHARACTER-TO- BIT 



In the conversion of bit to character, 
and character to bit, the length of the 
target (in bits or characters) is the same 
as the length of the source (in bits or 
characters) . 



:ODED ARITHMETIC TO BIT-STRING 



In the conversion of coded arithmetic to 
bit- string data, length of the target is 
deduced from the precision of the source. 
Algorithms for determining the Length of 
the target are given below under the head- 
ing "Lengths of Bit-String Targets." 



BINARY 



FLOAT 



precision 
of source 



unless both operands are DECI- 
MAL, in which case no base 
conversion is performed 

unless both operands are FIXED, 
in which case no scale conver- 
sion is performed 

unless base or scale conversion 
is performed (see Table 4-2, 
"Precision for Arithmetic 
Conversion") 



In the case of exponentiation, the base 
and precision are determined as for other 
operations. The target scale of the first 
operand is always FLOAT unless the first 
operand source is FIXED and the second 
operand (the exponent) is an unsigned 
fixed-point integer constant with a value 
small enough that the result of the 
exponentiation will not exceed the maximum 
number of digits allowed (for System/360 
implementations, 31, if binary, or 15, if 
decimal). The target scale of the second 
operand is FLOAT unless it is an integer 
constant or a fixed-point variable of pre- 
cision (p, 0) . 

In the examples of exponentiation shown 
below, the variables are those named in the 
following DECLARE statement: 

DECLARE A FIXED DECIMAL (2), 

B FIXED DECIMAL (3, 2) , 
C FLOAT DECIMAL (4), 
D FLOAT DECIMAL (7), 
E FIXED DECIMAL(8), 
F FIXED DECIMAL(15); 
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Note^ If only one digit appears in the 
precision attribute specification for a 
fixed-point variable, the scale factor is, 
by default, zero; the precision is (p,0). 

D ** C No conversion necessary. Both 
operands are floating-point. 

A ** 4 No conversion necessary. Sec- 
ond operand is unsigned fixed- 
point integer constant, and the 
result will not exceed 15 

digits. 

D ** 5 No conversion necessary. First 
operand is floating-point; sec- 
ond is fixed-point with preci- 
sion (p, 0) . 

D ** A No conversion necessary. First 
operand is floating-point; sec- 
ond is fixed-point with preci- 
sion (p, 0) . 

E ** A First operand is converted to 
floating-point because second 
operand is not unsigned fixed- 
point integer constant. Second 
operand is not converted 
because it has precision (p,0). 

D ** B Second operand is converted to 
floating-point because it does 
not have precision (p,0). Even 
if B had an integer value with 
a fractional part of zero, it 
still would be converted, since 
its declared precision is 
(3,2). 

Note^ All of these examples, except D**B, 
would be the same if they had been declared 
binary rather than decimal, except that the 
maximum number of binary digits allowed is 
31. In the case of D**B, B, being binary, 
could not be declared with a scale factor; 
hence, if B has a precision of (3), no 
conversion is necessary. 



Precision and Length of Expressi on_ Operand 
Targets 



from DECIMAL FIXED (8,3) to BINARY 
FIXED: 

1 + 8 * 3.32 = 27.56 resulting number 

of digits (p) is 
28. 

3 * 3.32 = 9.96 resulting scale 
factor (q) is 10. 

Note that a scale factor is maintained 
in conversions to fixed-point binary. 
However, if the converted result were 
assigned to a fixed-point binary vari- 
able, the fractional binary digits 
would be truncated since a fixed-point 
binary variable can have no scale 
factor declared for it (and hence has 
an assumed scale factor of zero) . 
Also note that the scale factor can 
sometimes be negative (e.g. , the 
BINARY and DECIMAL built-in 
functions) . In such cases, the abso- 
lute (positive) value is used to take 
the next largest integer. 

2. There is an implementation-defined 
maximum for the precision of each 
arithmetic representation. If any 
calculation yields a value greater 
than the implementation-defined limit, 
then the implementation limit is used 
instead. In System/360 implementa- 
tions these limits are: 

FIXED DECIMAL — 15 digits 

FIXED BINARY — 31 digits 

FLOAT DECIMAL — 16 digits 

FLOAT BINARY — 53 digits 

Because of the particular values for 
these implementations, these limits 
will usually come into effect only for 
conversions from fixed-point decimal 
to fixed- point binary. 

For the D-Compiler, the scale factor 
for fixed-point decimal variables must 
lie within and 15, inclusive. The 
scale factor for binary fixed-point 
variables cannot be specified and is 
always assumed to be zero. 



The following rules apply to all calcu- 
lations of precision and length: 

1. Precision and length specifications 
are always integers. If any of the 
calculations given below produces a 
nonintegral value, the next largest 
integer is taken as the resulting 
precision. 

The following illustrates how preci- 
sion would be computed in a conversion 



Precision for Arithmetic Conversions 



Table 4-2 gives the target precision for 
an operand if base or scale conversion 
occurs . 

The target precision of one operand of 
an expression is not affected by the preci- 
sion of the other operand. This can have a 
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Table: 4-2. Precision for Arithmetic Conversions 



| Source Attributes 
I" 



Target Attributes 



Target Precision 

P 

l+p+3.32, q*3.32 

p*3.32 

p*3.32 

P 

p/3.32 

l+p/3.32,q/3.32 

p/3.32 



DECIMAL FIXED (p f q) 
DECIMAL FIXED (p,q) 
DECIMAL FIXED (p,q) 
DECIMAL FLOAT (p) 
BINARY FIXED (p,q) 
BINARY FIXED (p r g) 
BINARY FIXED (p,q) 
BINARY FLOAT (p) 



DECIMAL FLOAT 
BINARY FIXED 
BINARY FLOAT 
BINARY FLOAT 
BINARY FLOAT 
DECIMAL FLOAT 
DECIMAL FIXED 
DECIMAL FLOAT 



significant effect on accuracy, particular- 
ly if one of the operands is a constant. 



Lengths of Character-String Targets 



If the source is a numeric character 
data item or a bit string and the target is 
a character string, the length of the 
target is the same as the length of the 
source. 



C onversion of the Va lue of a n Ex pression 



The result of a completely evaluated 
expression may require further conversion. 
The circumstances in which this can cccur, 
and the target attributes for each situa- 
tion, are given in Figure 4-4. In addi- 
tion, certain built-in functions cause con- 
version. Any subscript reference is con- 
verted to binary integer. 



CONVERSION OPERATIONS 



Lengths of Bit- Stri ng Targets 



When converting arithmetic operands to 
bit string, the arithmetic source is con- 
verted to a positive binary integer. The 
precision of the binary integer target is 
the same as the length of the bit-string 
target as given in Table 4-3. 

Note that p-q represents the number of 
binary or decimal digits to the left of the 
point. For the D-compiler, the target 
length must lie within 1 and 31, inclusive. 



Table 4-3. Lengths of Bit-String Targets 



Target Length | 
(p-q)* 3. 32 

p*3.32 

p-q 

P 

L J 



So ur c e _At t r i bu t e s 
DECIMAL FIXED (p,q) 

DECIMAL FLOAT (p) 

BINARY FIXED (p,q) 

BINARY FLOAT (p) 



As in the case of determining target 
attributes, conversion operations may also 
be considered in two stages: type conver- 
sion and arithmetic conversion. For exam- 
ple, when a numeric character source is 
converted to a coded arithmetic target, the 
string is first converted to an arithmetic 
form whose attributes are determined by the 
constant expressed by the PICTURE specifi- 
cation. This intermediate result is then 
converted (if necessary) to the attributes 
of the target. These two stages may not be 
separated in an actual implementation, but 
for the purpose of description it is con- 
venient to consider them separately. 

There are nine cases of type conversion: 



• Numeric character to character-string 

• Numeric character to coded arithmetic 

• Coded arithmetic to numeric character 

• Coded arithmetic to bit- string 

• Bit-string to coded arithmetic 
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Circumstances that Can Cause Conversion 
The following may cause conversion to any target attributes; 



Table 4-4 
r 



Cause 
Assignment 

RETURN (expression) 



h 



T'arget Attributes 

Attributes of variable to the left of the assignment symbol 

Attributes specified in PROCEDURE or ENTRY statement 



The following may cause conversion to character string: 



_ 4 



Statement 
DISPLAY 

RECORD I/O 



Option 

KEYFROM 
KEY 



Stri ng L ength 

Source, 80-character nuiximum 

Key length specified in ENVIRONMENT attribute 

Key length specified in ENVIRONMENT attribute (or 
eight characters in the case of REGIONAL (1)) 



j. _ 



The following may cause conversion to a binary integer whose precision, as defined 
for the D-Compiler, is given below: 



- — ^ 



Statement 
OPEN 

I/O 



Option/Attribute 

PAGESIZE 

SKIP 
LINE 



Precxsion 



L J 



• Character-string to bit-string 

• Bit-string to character-string 

• Numeric character to bit-string 

• Bit-string to numeric character 

For specific rules for each of the cases 
of type conversion and for arithmetic con- 
version, see Part II, Section F, "Data 
Conversion. " 



occur during conversion within an expres- 
sion, or upon assigning the result of an 
expression. It is not raised in conversion 
to character string or bit string even if 
the value is truncated. It is raised on 
conversion to E or F format in edit- 
directed transmission if the field width 
specified will not hold the value of the 
list item. The SIZE condition is normally 
disabled, so an interrupt will occur only 
if the condition is raised within the scope 
of a SIZE prefix. 



THE CONVERSION, SIZE, OVERFLOW, AND 






FIXEDOVERFLOW CONDITIONS 



When data is converted from one rep- 
resentation to another, the CONVERSION or 
SIZE conditions may be raised. The OVER- 
FLOW and FIXEDOVERFLOW conditions are 
raised only when the result of an arith- 
metic operation exceeds the implementation- 
defined limit. When an operand is convert- 
ed from one representation to another, if 
the value of the result will not fit in the 
declared precision for the new representci- 
tion, the SIZE condition is raised. 

The SIZE condition is raised when signi- 
ficant digits are lost from the left-hand 
side of an arithmetic value. This cem 



The CONVERSION condition is raised when 
the source field contains a character that 
is invalid for the conversion being 
performed. For example, CONVERSION would 
be raised if a character string that is 
being converted to bit contains any charac- 
ter other than and 1. The CONVERSION 
condition is normally enabled, so when the 
condition is raised, an interrupt will 
occur. It can be disabled by a NOCONVER- 
SION prefix, in which case an interrupt 
will not occur when the condition is 
raised. 

Note that the OVERFLOW and FIXEDOVERFLOW 
conditions are raised when an implementa- 
tion maximum is exceeded, while the SIZE 
condition is raised when a declared preci - 
sion is exceeded. Note also that the 
OVERFLOW condition can be raised for a 
conversion only when the scale factor spec- 
ified in an F-format item is too large. 
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CHAPTER 5: STATEMENT CLASSIFICATION 



This chapter classifies statements 
according to their functions. Statements 
in each functional class are listed, the 
purpose of each statement is described, and 
examples of their use are shown. 



h detailed description of each statement 
is not included in this chapter but may be 
found in Part II, Section J, "Statements." 



CLASSES OF STATEMENTS 



Statements can be grouped into "he fol- 
lowing six classes: 



Descriptive 

Input/Output 

Data Movement and Computational 

Control 

Exception Control 

Program Structure 

The names of the classes have been chosen 
for descriptive purposes only; they have no 
fundamental significance in the language. 
Some statements are included in more than 
one class, since they can have more than 
one function. 



The DECLARE Statement 



The DECLARE statement is the principal 
means of specifying the attributes of a 
name. Defaults are applied to any name for 
which a complete set of attributes has not 
been specified. 



DECLARE statements are always needed for 
fixed-point decimal and floating-point 
binary variables, character- and bit-string 
variables, filenames, pointer variables, 
label variables, arrays and structures, 
data with the STATIC or BASED attribute, 
all data with the PICTURE attribute and, in 
general, data with the EXTERNAL attribute. 
A RETURNS attribute declaration must be 
made for the name of any function that 
returns a value with attributes different 
from the default attributes that would be 
assumed for the name — FIXED BINARY (15) if 
the first letter of the name is I through 
N; Otherwise, DECIMAL FLOAT (6). (The 
default precisions are those defined for 
System/360 implementations.) 



DECLARE statements may also be an impor- 
tant part of the documentation of a pro- 
gram; consequently, programmers may make 
liberal use of declarations, even when 
default attributes apply or when a contex- 
tual declaration is possible. Because 
there are no restrictions on the number of 
DECLARE statements, different DECLARE 
statements can be used for different groups 
of names. This can make modification easi- 
er and the interpretation of diagnostics 
clearer. 



DESCRIPTIVE STATEMENTS 



Other Descriptive Sta tement s 



When a PL/I program is executed, it may 
manipulate many different kinds of data. 
Each data item, except a constant, is 
referred to in the program by a name. The 
PL/I language requires that the properties 
(or attributes) of data items referred to 
must be known at the time the program is 
compiled. There is an exception to this 
rule:: for certain files, the INPUT or 
OUTPUT attribute can be specified, in an 
OPEN statement and, therefore, can be det- 
ermined during the execution of the pro- 
gram.. 



As a rule, file descri 
must be specified in a DEC 
However, the OPEN statem 
INPUT or OUTPUT attribute, 
page size, to be specif 
files. Therefore, the OPEN 
be classified as a descri 
The FORMAT statement may be 
describing the layout of d 
nal medium, such as on a 
input card. 



ptio:n attributes 
LARE s t a t erne nt . 
ent allows the 
as well as the 
led for certain 
statement can 
ptive statement, 
thought of as 
ata on an exter- 
page or on an 
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INPUT/OUTPUT STATEMENTS 



RECORD I/O Transfer Statements 



The principal statements of the 
input/output class are those that actually 
cause a transfer of data between internal 
storage and an external medium. Other 
input/output statements that affect such 
transfers may be considered input/output 
control statements. 



In the following list, the statements 
that cause a transfer of data are grouped 
into two subclasses, RECORD I/O and STREAM 
I/O: 



The READ statement transmits 
directly into working storage or 
records available for processing 
WRITE statement creates new records, 
ferring collections of data to the 
device. The LOCATE statement also 
new records, but it acts by making 
space available in which the record 
built. The REWRITE statement alters 
ing records in an UPDATE file. 



STREAM I/O Transfer Statements 



records 
makes 
The 
trans- 
output 
creates 
buffer 
may be 
exist- 



RECORD I/O Transfer Statements 

READ 

WRITE 

REWRITE 

LOCATE 
STREAM I/O Transfer Statements 

GET 

PUT 
I/O Control Statements 

OPEN 

CLOSE 

An allied statement, discussed with 
these statements, is the DISPLAY statement. 

There are two important differences 
between STREAM transmission and RECORD 
transmission. In STREAM transmission, each 
data item is treated individually, whereas 
RECORD transmission is concerned with col- 
lections of data items (records) as a 
whole. In STREAM transmission, each item 
may be edited and converted as it is 
transmitted; in RECORD transmission, the 
record on the external medium is an exact 
copy of the record as it exists in internal 
storage, with no editing or conversion 
performed. 

As a result of these differences, record 
transmission is particularly applicable for 
processing large files that are written in 
an internal representation, such as in 
binary or packed decimal. Stream transmis- 
sion may be used for processing keypunched 
data and for producing readable output,, 
where editing is required. Since files for 
which stream transmission is used tend to 
be smaller, the larger processing overhead 
can be ignored. 



STREAM transmission files are sequential 
files that can be processed only with the 
GET and PUT statements. Record boundaries 
generally are ignored; data is considered 
to be a stream of individual data items , 
either coming from (GET) or going to (PUT) 
the external medium. 

The GET and PUT statements transmit a 
list of items in the edit-directed mode. 
In this mode, the data is recorded exter- 
nally as a string of characters to be 
treated character by character according to 
a format list. 



Note; The 
be used for 
specifying 
the FILE opt 
be used in a 
statements 
buffer, it i 
input/output 
ments with 
in the secti 
tional Sta 
(Chapter 9" 
also touches 



GET and PUT statements can also 

internal data movement, by 

the STRING option and omitting 

ion. Although the facility may 

ssociation with READ and WRITE 

for moving data to and from a 

s not actually a part of the 

operation. GET and PUT state- 

the STRING option are discussed 

on "Data Movement and Computa- 

tements, " in this chapter 

Editing and String Handling" 

upon this area) . 



Input/Output Control Statements 



The OPEN statement associates a file 
name with a data set and prepares the data 
set for processing. It may also specify 
additional attributes for the file. 

An OPEN statement need not always be 
written for a STREAM transmission file. 
Execution of a GET or PUT statement that 
specifies the name of an unopened file will 
result in an automatic opening of the file 
before the data transmission takes place. 
However, an OPEN statement can be used to 
save time by opening such a file before it 
is first required for use. The page size 
for a file with the PRINT attribute can be 
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specified only in an OPEN statement. An 
OPEN statement must always be specified for 
a RECORD transmission file. 

The CLOSE statement dissociates a data 
set from a file. All files are closed at 
the termination of a program, so a CLOSE 
statement is not always required. 



The DISPLAY Statement 



The DISPLAY statement is used to write 
messages on the console, usually to the 
operator. It may also be used, wxth the 
REPLY option, to allow the operator to 
communicate with the program by typing in a 
code or a message. The REPLY option may be 
used merely to suspend execution until the 
operator acknowledges the message. 



DATA MOVEMENT AND COMPUTATIONAL STATEMENTS 



Internal data movement involv€>s the 
assignment of the value of an expression to 
a specified variable. The expression may 
be a constant or a variable, or it may be 
an expression that specifies computations 
to be made. 

The most commonly used stcitemeint for 
internal data movement, as well as for 
specifying computations, is the assignment 
statement. The GET and PUT statements with 
the STRING option also can be used for 
internal data movement. The PUT statement 
can, in addition, specify computations to 
be meide. 



The Assignment Stat ement 



The assignment statement, which has no 
keyword, is identified by the assignment 
symbol (=) . It generally takes one of two 
forms: 

A = B; 

A = B + C; 

The first form can be used purely for 
internal data movement. The value of the 
variable (or constant) to the right of the 
assignment symbol is to be assigned to the 
variable to the left. The second form 
includes an operational expression whose 
value is to be assigned to the variable to 
the left of the assignment symbol. The 
second form specifies computations to be 
made, as well as data movement. 



Since the attributes of the variable on 
the left may differ from the attributes of 
the result of the expression (or of the 
variable or constant) , the assignment 
statement can also be used for conversion 
and editing. 



The variable on the left may be the name 
of an array or a structure; the expression 
on the right may yield an arraiy or struc- 
ture value. Thus, the assignment statement 
can be used to move aggregates of data, as 
well as single items. 



T he STRING Option 



If the STRING option appears in a GET or 
PUT statement in place of a FILE option,, 
execution of the statement will result only 
in internal data movement; neither input 
nor output is involved. 

Assume that NAME is a string of 30 
characters and that FIRST, MIDDLE, and LAST 
are string variables. Consider the follow- 
ing example: 

GET STRING (NAME) EDIT 

(FIRST, MIDDLE, LAST) 
(A(12),A(1),A(17)); 

This statement specifies that the first 12 
characters of NAME are to be assigned to 
FIRST, the next character to MIDDLE, and 
the remaining 17 characters to LAST. 

The PUT statement with the STRING option 
specifies the reverse operation, that is, 
that the values of the specified variables 
are to be concatenated into a string and 
assigned as the value of the string named 
in the STRING option. For example: 

PUT STRING (NAME) EDIT 

(FIRST, MIDDLE, LAST) 
(A(12),A(1),A(17)); 

This statement specifies that the values of 
FIRST, MIDDLE, and LAST are to be concaten- 
ated, in that order, and assigned to the 
string variable NAME. 

Computations to be performed can be 
specified in a PUT statement by including 
operational expressions in the data list. 
Assume, for the following example, that the 
variables A, B, and C represent arithmetic 
data and BUFFER represents a character 
string: 

PUT STRING (BUFFER) EDIT 
(A * 3,B + C) 
(F(15), F(15)); 
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This statement specifies that the character 
string assigned to BUFFER is to consist of 
the character representations of the value 
of A multiplied by 3 and the value of the 
sum of B and C. Note that while arithmetic 
to character-string and character-string to 
arithmetic conversions are not allowed in 
the PL/I subset, they can be effectively 
achieved by the GET STRING and PUT STRING 
operations, respectively; however, it 
should also be noted that this can be quite 
inefficient because of the high overhead in 
execution time and storage that is 
required. 

Operational expressions in the data list 
of a PUT statement are not limited to PUT 
statements with the STRING option. Opera- 
tional expressions can appear in PUT state- 
ments that specify output to a file. In 
either case, however, such expressions must 
be element expressions; they cannot involve 
arrays or structures. 



CONTROL STATEMENTS 



Statements in a PL/I program, in gener- 
al, are executed sequentially unless the 
flow of control is modified by the occur- 
rence of an interrupt or the execution of 
one of the following control statements: 

GO TO 

IF 



The IF Statement 



The IF statement provides the most com- 
mon conditional branch and is usually used 
with a simple comparison expression follow- 
ing the word IF. For example: 



IF A = B 

THEN action- if -true 
ELSE action-if-f alse 



If the comparison is true, the THEN 
clause (the "action to be taken") is exe- 
cuted. After execution of the THEN clause, 
control branches around the ELSE clause 
(the "alternate action"), and execution 
continues with the next statement. Note 
that the THEN clause can contain a GO TO 
statement or some other control statement 
that would result in a different transfer 
of control. 

If the comparison is not true, control 
branches around the THEN clause, and the 
ELSE clause is executed. Control then 
continues normally. 

The IF statement might be as follows : 

IF A = B 

THEN C = D; 



DO 
CALL 

RETURN 

END 

STOP 

The GO TO Statement 



The GO TO statement is most frequently 
used as an unconditional branch. If the 
destination of the GO TO is specified by a 
label variable, it may then be used as a 
switch by assigning label constants, as 
values, to the label variable. 

If the label variable is subscripted, 
the switch may be controlled by varying the 
subscript. Usually, however, simple con- 
trol statements are the most efficient. 

The keyword of the GO TO statement may 
be written either as two words separated by 
a blank or as a single word, GOTO. 



ELSE C = E; 

If A is equal to B, the value of D is 
assigned to C, and control branches around 
the ELSE clause. If A is not equal to B, 
control branches around the THEN clause, 
and the value of E is assigned to C. 

Either the THEN clause or the ELSE 
clause can contain some other control 
statement that causes a branch, either 
conditional or unconditional. If the THEN 
clause contains a GO TO statement, for 
example, there is no need to specify an 
ELSE clause. Consider the following exam- 
ple: 

IF A = B 

THEN GO TO LABEL__1 ; 

next- statement 

If A is equal to B, the GO TO statement of 
the THEN clause causes an unconditional 
branch to LABEL_1. If A is not equal to B, 
control branches around the THEN clause to 
the next statement, whether or not it is an 
ELSE clause associated with the IF state- 
ment. 
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Note^ If the THEN clause does not cause a 
transfer of control and if it is not 
followed by an ELSE clause, the next state- 
ment will be executed whether or not the 
THEN clause is executed. 



1 = 0; 

1=1+1; 

IF I > 10 THEN GO TO B; 



The expression following the IF keyword 
can be only an element expression; it 
cannot be an array or structure expression. 
It can, however, be a logical expression 
with more than one operator. For example: 

IFA=B$C=D 
THEN GO TO R; 

The same kind of test could be made with 
nested IF statements. The following three 
examples are equivalent: 



IFA=B6C = D 
THEN GO TO R; 
B = B + 1; 



B; 



GO TO A; 

next statement 



Note that the increment is made before the 
control variable is tested and that, in 
general, control goes to the statement 
following the group only when the value of 
the control variable exceeds the limit set 
in the DO statement. If a reference is 
made to a control variable after the last 
iteration is completed, the value of the 
variable will be one incrementation beyond 
the specified limit. 

The DO statement can also be used with 
the WHILE option and no control variable, 
as follows: 

DO WHILE (A = B) ; 



IF A = B 

THEN IF C = D 

THEN GO TO R; 
3 = B + 1; 



This statement, heading a group, causes the 
group to be executed repeatedly so long as 
the value of A remained equal to the value 
of B. 

The WHILE option can be combined with a. 
control variable of the form: 



IF A i= B 

THEN GO TO S; 
IF C -,= D 

THEN GO TO S; 
GO TO R; 
S: B = B + 1; 



DO I = 1 TO 10 WHILE (A = B) ; 

This statement specifies two tests. Each 
time that I is incremented, a test is made 
to see that I has not exceeded 10. An, 
additional test then is made to see that A 
is equal to B. Only if both conditions are 
satisfied will the statements of the group 
be executed. 



The DO Statement 



The most common use of the DO statement 
is to specify that a group of statements is 
to be executed a stated number of times 
while a control variable is incremented 
each time through the loop. Such a group 
might take the form: 

DO I = 1 TO 10; 



END; 

The statements to be executed itereitively 
must be delimited by the DO statement and 
an associated END statement. In this case, 
the group of statements will be executed 
ten times, while the value of the control 
variable I ranges from 1 through 10. The 
effect of the DO and END statements would 
be the same as the following: 



More than one successive iteration 
specification can be included in a single 
DO statement,. Consider each of the follow- 
ing DO statements: 

DO I = 1 TO 10, 13 TO 15; 

DO I = 1 TO 10, WHILE (A = B) ; 

The first statement specifies that the DO 
group is to be executed a total of thirteen 
times, ten times with the value of I equal 
to 1 through 10, and three tim€!S with the 
value of I equal to 13 through 15. The 
second DO statement specifies that the 
group is to be executed at least ten times. 
After the first ten executions have been 
completed, execution is to continue so long 
as A is equal to B. Note that in both 
statements, a comma is used to separate the 
two specifications. This indicates that a 
succeeding specification is to be consid- 
ered only after the preceding specification 
has been satisfied. 
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The control variable of a DO statement 
can be used as a subscript in statements 
within the? DO-group, so that each iteration 
deals with successive elements of a table 
or array. For example: 

DO I = 1 TO 10; 
A(I)=I; 

END; 

In this example, each element of A is set 
to 1, 2 ,...,10, respectively. 

The increment in the iteration specifi- 
cation is assumed to be one unless some 
other value is stated, as follows: 

DO I = 2 TO 10 BY 2; 



Normal termination of a program occurs 
as the result of execution of the final END 
statement of the main procedure or of a 
RETURN statement in the main procedure, 
either of which returns control to the 
operating system. 



The STOP Statement 



The STOP statement causes abnormal 
mination of a program. 



EXCEPTION CONTROL STATEMENTS 



ter- 



This specifies that the loop is to be 
executed five times, with the value of I 
equal to 2, 4, 6, 8, and 10. 



Noniterative DO Statements 



The DO statement need not specify 
repeated execution of the statements of a 
DO-group. A simple DO statement, in con- 
junction with a DO-group can be used as 
follows: 



DO; 



The control statements, discussed in the 
preceding section, alter the flow of con- 
trol whenever they are executed. Another 
way in which the sequence of execution can 
be altered is by the occurrence of a 
program interrupt caused by the raising of 
an exceptional condition. 

In general, an exceptional condition is 
the occurrence of an unexpected action, 
such as an overflow error, or of an expect- 
ed action, such as an end of file, that 
occurs at an unpredictable time. A 
detailed discussion of the handling of 
these conditions appears in Chapter 11, 
"Exceptional Condition Handling and Program 
Checkout." 



END ; 

The use of the simple DO statement in this 
manner merely indicates that the DO-group 
is to be treated logically as a single 
statement. It can be used to specify a 
number of statements to be executed in the 
THEN clause or the ELSE clause of an IF 
statement. 



The CALL, RETURN, and END Statements 



A subroutine may be invoked by a CALL 
statement that names an entry point of the 
subroutine. Control is returned to the 
activating, or invoking, procedure when a 
RETURN statement is executed in the subrou- 
tine or when execution of the END statement 
terminates the subroutine. 

The RETURN statement with a parenthe- 
sized expression is used in a function 
procedure to return a value to a function 
reference. This form can be used only to 
return from a procedure that has been 
invoked by a function reference. 



The three exception control statements 
are the ON statement, the REVERT statement, 
and the SIGNAL statement. 



The ON Statement 



The ON statement is used to specify 
action to be taken when any subsequent 
occurrence of a specified condition causes 
a program interrupt. ON statements may 
specify particular action for any of a 
number of different conditions. For all of 
these conditions, a standard system action 
is specified as a part of PL/I, and if no 
ON statement is in force at the time an 
interrupt occurs, the standard system 
action will take place. For most condi- 
tions, the standard system action is to 
print a message and terminate execution. 

The ON statement takes the form: 

ON condition-name (SYSTEM; |on-unit} 

The "condition name" is one of the keywords 
listed in Part II, Section H,, "ON Condi- 
tions." The "on- unit" specifies a 
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programmer-defined action to be taken when 
that condition arises and an interrupt 
occurs; it can only be a null statement or 
a GO TO statement. The keyword SYSTEM 
(accompanied by the semicolon) is used in 
place of an on-unit to specify that the 
standard system action is to be taken if an 
interrupt occurs. For example: 



SIGNAL OVERFLOW; 

This statement would simulate the occur- 
rence of an overflow interrupt and would 
cause execution of the action established 
for the OVERFLOW condition. If an action 
has not been established, standard system 
action is taken. 



ON OVERFLOW; 

This statement has a null statement as its 
on-unit. It specifies that when an inter- 
rupt occurs as a result of an OVERFLOW 
condition being raised, the interrupt is to 
be ignored and execution is to continue 
from the point at which the interrupt 
occurred. If an ON statement for OVERFLOW 
were not in force and the condition arose, 
the standard system action for that condi- 
tion would be taken. 

The effect of an ON statement, the 
estaolishment of the on-unit or SYSTEM, can 
be changed within a block (1) by execution 
of another ON statement naming the same 
condition with either another on-unit. or 
the word SYSTEM, which re-establishes 
standard system action, or (2) by the 
execution of a REVERT statement naming that 
condition. The action in effec:. at the 
time another block is activated is passed 
to the activeited block and remains in 
effect in that activated block and in other 
blocks activated by it, unless another ON 
statement for the same condition is execut- 
ed. When control returns to an activating 
block, actions are re-established as they 
existed. 



PROGRAM STRUCTURE STATEMENTS 



The program structure statements aire 
those statements used to delimit sections 
of a program into blocks and groups 
These statements are the PROCEDURE state- 
ment, the END statement, the ENTRY state- 
ment, the BEGIN statement, and the DO 
statement . The concept of blocks and 
groups is fundamental to a proper under- 
standing of PL/I and is dealt with in 
detail in Chapters 6, 7, and 10. 

Proper division of a program into blocks 
simplifies the writing and testing of the 
program, particularly when a numoer of 
programmers are co-operating in writing a 
single program. It may also result in more 
efficient use of storage, since dynamic 
storage of the automatic class is allocated 
on entry to the block in which data of this 
class is declared. 



The PROCEDURE Statement 



The REVERT Statement 



The REVERT statement is used to cancel 
the effect of all ON statements for the 
same condition that have been executed in 
the block in which the REVERT statement 
appears. 

The REVERT statement, which must specify 
the condition name, re-establishes action 
for that condition as it was in the acti- 
vating block at the time the current block 
was invoked. 



The SIGNAL Statement 



The SIGNAL statement simulates the 
occurrence of an interrupt for a named 
condition. It can be used to test the 
coding of the action established by execu- 
tion of an ON statement. For example: 



The principal function of a procedure 
block, which is delimited by a PROCEDURE 
statement and an associated END statement, 
is to define a sequence of operations to be 
performed upon specified data. This 
sequence of operations is given a name (the 
label of the PROCEDURE statement) and can 
be invoked from any point at whach the name 
is known. 

Every program must have at least one 
PROCEDURE statement and one END statement . 
A program may consist of a number of 
separately written procedures linked 
together. A procedure may also contain 
other procedures nested within it. These 
internal procedures may cont£iin declara- 
tions that are treated (unless otherwise 
specified) as local definitions of names. 
Such definitions are not known outside 
their own block, and the names cannot be 
referred to in the containing procedure. 
The automatic storage associated with these 
names is allocated upon entry to the block 
in which such a name is defined, and it is 
freed upon exit from the block. 
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The BEGIN Statement 



Local definitions of names can also be 
made within begin blocks, which are delim- 
ited by a BEGIN statement and an associated 
END statement. Begin blocks, however, are 
executed in the normal flow of a program, 
either sequentially or as a result of a GO 
TO or an IF statement transfer. It is 
useful for delimiting a section of a pro- 
gram in which some automatic storage is to 
be allocated. 



Each begin block must be nested within a 
procedure or another begin block. 



The DO Statement 



The ENTRY Statement 



The ENTRY statement is used to provide 
an alternate entry point to the procedure 
in which it appears and, possibly, ctn 
alternate parameter list to which arguments 
can be passed, corresponding to that entry 
point. 

Note: The ENTRY statement specifies an 
entry to the procedure in which it appears; 
the ENTRY attribute specifies other proce- 
dures that are invoked from the procedure 
in which the ENTRY attribute specification 
appears . 
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kind of program structure is 
the DO-group, which is delimit- 
tatement and an associated END 
A DO-group does not have any 
the allocation of storage or 
of names. A DO-group specifies 
tements contained within it are 
idered as an entity for the 
low of control. 



A DO statement may specify repeated 
execution of a sequence of statements until 
a criterion is satisfied, or it may indi- 
cate within an IF statement that a group of 
statements is to be taken together as the 
whole of the THEN clause or of the ELSE 
clause. 
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CHAPTER 6: 



BLOCKS, FLOW OF CONTROL, AND STORAGE ALLOCATION 



This section discusses how statements 
can be organized into blocks to form a PL/I 
program, how control flows within a. program 
from one block of statements to another, 
and how storage; may be allocated for data 
within a block of statements. 



BEGIN BLOCKS 



A begin block is a set of statements 
headed by a BEGIN statement and ended by an 
END statement, as follows: 



[label: ] . . .BEGIN; 



BLOCKS 



A block is a delimited sequence of 
statements that constitutes a section of a 
program. It localizes names declared with- 
in the block and limits the allocation of 
variables. There are two kinds of blocks: 
procedure blocks and begin blocks. 



PROCEDURE BLOCKS 



h procedure block, simply called a pro- 
cedure, is a sequence of statements headed 
by a PROCEDURE statement and ended by an 
END statement, as follows: 

label: PROCEDURE; 



END [label]; 

All procedures must be named because the 
procedure name is the primary point of 
entry tnrough which control can be trans- 
ferred to a procedure. A PROCEDURE state- 
ment must have one and only one label. An 
example of a procedure follows: 



READIN: 



PROCEDURE; 

statement-1 

statement-2 



END [label];; 

Unlike a procedure block, a label is 
optional for a oegin block. If one or more 
labels are prefixed to a BEGIN statement, 
they serve only to identify the starting 
point of the block. (Control may pass to a 
begin block without reference to the name 
of that block, although control can be 
transferred to a labeled BEGIN statement by 
execution of a GO TO statement., ) An exam- 
ple of a oegin block follows: 



B: CONTRL: 



BEGIN; 

statement-1 
statement- 2 



statement-n 
END; 

Unlike procedures, begin blocks general- 
ly are not given control through special 
references to them. The normal sequence of 
control governing ordinary statement execu- 
tion also governs the execution of begin 
blocks. Control passes into a begin block 
sequentially, following execution or the 
preceding statement. 

Begin blocks are not essential to the 
construction of a PL/I program. However, 
there are times when it is aidvantageous to 
use begin blocks to delimit certain areas 
of a program. These advantages are dis- 
cussed in this chapter and in Chapter 7, 
"Recognition of Names." 



statement-n 
END READIN; 

In general, control is transferred to a 
procedure through a reference to t.he name 
of the procedure. Thus, the procedure in 
the aoove example would be given control by 
a reference to its name READIN. 

A PL/I program consists of one or more 
such procedures, each of which may contain 
other procedures and/or begin blocks. 



INTERNAL AND EXTERNAL BLOCKS 



Any block can contain one or more 
blocks. That is, a procedure, as well as a 
begin block, can contain other procedures 
and begin blocks. However, there can be no 
overlapping of blocks; a block that con- 
tains another block must totally encompass 
that block. 



A procedure block that is contained 
witnin another block is called an internal 
£I°c§9iure. & procedure block that is not 
contained within another block is called an 
§xter^al_pr^c^dure. There must always be 
at least one external procedure in a PL/I 
program. (Note: With System/360 implemen- 
tations, each external procedure is com- 
piled separately.) 



nearest preceding DO, BEGIN, or PROCEDURE 
statement for which there is no correspond- 
ing END. 



ACTIVATION AND TERMINATION OF BLOCKS 



Begin blocks are always internal; they 
must always be contained within another 
block. 

Internal procedure and begin blocks can 

also be referred to as nested blocks. 

Nested blocks may have blocks nested within 
them, and so on. The maximum level of 
nesting permitted by the D-Compiler is 
three, with the external procedure consid- 
ered at level one. (The outermost block 
always must be an external procedure. ) 
Consider the following example: 

A: PROCEDURE; 
statement-al 
statement-a2 
statement-a3 
B: BEGIN; 

statement-bl 
statement-b2 
statement-b3 
END; 
statement-a4 
statement-a5 
C : PROCEDURE ; 
statement-cl 
statement-c2 
D: BEGIN 

statement-dl 
statement-d2 
statement-d3 
statement-d4 
END; 
END; 
statement-a6 
statement-a7 
END; 

In the above example, procedure block A 
is an external procedure because it is not 
contained in any other block. Block B is a 
begin block that is contained in A; it 
contains no other blocks. Block C is an 
internal procedure; it contains begin block 
D. This example contains three levels of 
nesting. A is at the first level, B and C 
are at the second level, and D is at the 
third level. 

Note^ The END statement always closes 
(i.e., ends) that unclosed block headed by 
the BEGIN or PROCEDURE statement or an 
unclosed DO-group headed by the DO state- 
ment that physically precedes, and appears 
closest to the END statement. If a label 
follows END, it must be the label of the 



ACTIVATION 



Although the begin block and the proce- 
dure have a physical resemblance and play 
the same role in the allocation and freeing 
of storage, as well as in delimiting the 
scope of names, they differ in the way they 
are activated and executed. A begin block, 
like a single statement, is activated and 
executed in the course of normal sequential 
program flow, and, in general, can appear 
wherever a single statement can appear. 
For a procedure, however, normal sequential 
program flow passes around the procedure, 
from the statement before the PROCEDURE 
statement to the statement after the END 
statement of that procedure. The only way 
in which a procedure can be activated is by 
a procedure reference . 

A procedure reference is the appearance 
of an e ntry na me (defined below) in one of 
the following contexts: 

1. After the keyword CALL in a CALL 
statement 

2. As a function reference (see Chapter 
10, "Subroutines and Functions" for 
details) 

This chapter uses examples of the first 
of these; that is, with the procedure 
reference of the form: 

CALL entry-name; 

The material, however, is relevant to the 
other form as well. 

An entry__name is defined as either of 
the following: 

1. The label of a PROCEDURE statement 

2. The label of an ENTRY statement 
appearing within a procedure 

The first of these is called the primary 

entry poi nt to a procedure; the second is 

known as a secondary entry point to a 

procedure. (Note that for the D-Compiler 
an entry name of an external procedure 
cannot exceeid six characters.) The follow- 
ing is an example of a procedure containing 
secondary entry points: 
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A.: PROCEDURE; 

statement-1 

statement- 2 
ERRT: ENTRY; 

statement-3 

statement- U 

statement- 5 
RETR: ENTRY; 

statement-6 

statement-7 

statement-8 

END; 

In this example, A is the primary entry 
point to the procedure, while ERRT and RETR 
specify secondary entry points. 

When a procedure reference is executed, 
the procedure containing the specified 
entry point is activated and is said to be 
invoked; control is transferred to the 
specified entry point. The point at which 
the procedure reference appears is called 

the point of invocation and the clock in 

which, the reference is made is called the 

invoking block. An invoking block remains 

active even though control is transferred 
from it to the block it invokes. 

Whenever a procedure is invoked at its 
primary entry point, execution uegias with 
the first executable statement in rhe 
invoked procedure. However, when a proce- 
dure is invoked at a secondary entry point, 
execution begins with the first executable 
statement following the ENTRY statement 
that defines that secondary entry point. 
rher€;fore, if all of the numbered state- 
ments in the last example are executable, 
the statement CALL A would invoke procedure 
A at its primary entry point, and execution 
would begin with statement-1; the statement 
CALL ERRT would invoke procedure A at the 
secondary entry point ERRT, and execution 
would begin with statement-3; the statement 
CALL RETR would invoke procedure A at its 
other - secondary entry point, and execution 
would begin with statement-6. Ncte that 
any ENTRY statements encountered during 
sequential flow are never executed; control 
flows around the ENTRY statement as though 
the statement were a comment. 



statement-al 

statement-a2 

B: PROCEDURE; 
statement-bl 
statement-b2 
END B; 

END A; 
statement- 4 
statement-5 
C : PROCEDURE ; 

statement-cl 

statement-c2 

END; 
statement-6 
statement-7 
END; 

In this example, PRWAIN can invoke pro- 
cedures A and C, but not B; procedure A can 
invoke procedures B and C; procedure B can 
invoke procedure C; and procedure C can 
invoke procedure A, but not B. Note that 
recursion is not permitted; that is, a 
procedure cannot be invoked while it is 
active. rience, a procedure cannot invoke 
itself. 

The foregoing discussion on the activa- 
tion of blocks presupposes that a program 
has been activated in the first place. A 
program becomes active only when the oper- 
ating system invokes the initial procedure. 
For System/3 60 implementations, this proce- 
dure, also called the main procedure, must 
be an external procedure whose PROCEDURE 
statement has been specified with the 
OPTIONS (MAIN) designation, as shown in the 
following example: 

CONTRL: PROCEDURE OPTIONS (MAIN) ; 
CALL A; 
CALL B; 
CALL C; 
END; 

In this example, CONTRL is tne initial 
procedure and it invokes other procedures 
in the program. 

The following is a summary of what has 
been stated, or at least implied, about the 
activation of blocks: 



Any procedure, whether external or 
internal, can always invoke an external 
procedure, but it cannot always invoke an 
internal procedure that is contained in 
some other procedure. Those internal pro- 
cedures that are at the first level of 
nesti.ng relative to a. containing procedure 
can always be invoked by that containing 
procedure, or by each other. For example: 

PRMAIN: PROCEDURE; 
statement-1 
statement- 2 
statement-3 
A: PROCEDURE; 



• A program becomes active when the ini- 
tial procedure is activated by the 
operating system. 

• Except for the initial procedure, 
external and internal procedures con- 
tained in a program are activated only 
when tney are invoked by a procedure 
reference. 

• A procedure cannot be invoked while it 
is active. 

• Begin blocks are activated through nor- 
mal sequential flow. 
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• The initial procedure remains active 
for the duration of the program. 



All activated blocks remain active 
until they are terminated (see below) . 



TERMINATION 



In general, a procedure block is termi- 
nated when control passes back to the 
invoking block or to some other active 
block. Similarly, a begin block is termi- 
nated when control passes to another active 
block. There are a number of ways oy which 
such transfers of control can be accom- 
plished, and their interpretations differ 
according to the type of block being termi- 
nated. 



^§9.i[l_Block_Termination 



A begin block is terminated when any of 
the following occurs: 



FRST: PROCEDURE OPTIONS (MAIN) ; 
statement- 1 
statement- 2 
statement- 3 
A:: BEGIN; 

statement- al 
statement- a2 
B: BEGIN; 

statement-bl 
statement-b2 
GO TO LAB; 
statement-b3 
END; 
statement-a3 
END ; 
statement- 4 
statement-5 
LAB: statement- 6 
statement-7 
END ; 



After FRST is invoked, the first three 
statements are executed and then begin 
block A is activated. The first two state- 
ments in A are executed and then begin 
block B is activated (A remaining active) . 
When the GO TO statement in B is executed, 
control passes to statement-6 in FRST. 
Since statement-6 is contained in neither A 
nor B, both A and B are terminated. Thus, 
the transfer of control out of begin block 
B results in the termination of intervening 
block A as well as termination of block B. 



Procedure Termination 



1. Control reaches the END statement for 
the block. When this occurs, control 
moves sequentially to the statement 
physically following the END. 

2. The execution of a GO TO statement 
within the begin block (or any block 
activated from within that begin 
block) transfers control to a point 
not contained within the block. 

3. A STOP statement is executed (thereby 
terminating execution) . 

A GO TO statement of the type described 
in item 2 can also cause the termination of 
other blocks as follows: 

If the transfer point is contained in a 
block that did not directly activate the 
block being terminated, all intervening 
blocks in the activation sequence are 
terminated. 

For example, if begin block B is con- 
tained in begin block A, then a GO TO 
statement in B that transfers control to a 
point contained in neither A nor B effec- 
tively terminates both A and B. This case 
is illustrated below: 



A procedure is terminated when one of 
the following occurs: 

1. Control reaches a RETURN statement 
within the procedure. The execution 
of a RETURN statement causes control 
to be returned to the point of invoca- 
tion in the invoking procedure. If 
the point of invocation is a CALL 
statement, execution in the invoking 
procedure resumes with the statement 
following the CALL. If the point of 
invocation is a function reference, 
execution of the statement containing 
the reference will be resumed. 

2. Control reaches the END statement of 
the procedure. Effectively, this is 
equivalent to the execution of a 
RETURN statement. 

3. The execution of a GO TO statement 
within the procedure (or any block 
activated from within that procedure) 
transfers control to a point not con- 
tained within the procedure. 

4. A STOP statement is executed (thereby 
terminating execution) . 
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Items 1, 2, and 3 are normal procedure 
teridnations; item 4 is an abnormal proce- 
dure termination. 
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can some- 
several 

Specif i- 
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n a block 
tne block 
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As with a begin block, the 
termination described in item 3 
times result in the termination of 
procedures and/or begin blocks, 
cally., if the transfer point spec 
the GO TO statement is contained i 
that did not directly activate 
being terminated, all intervening 
the activation sequence are te 
Consider the following example: 

».: PROCEDURE OPTIONS (MAIN) ; 
statement-1 
statement-2 
B: BEGIN; 

statement-bl 
statement-b2 
CALL C; 
statement-b3 
END; 
statement-3 
statement-4 
C: PROCEDURE 
statement-cl 
statement-c2 
statement-c3 
D: BEGIN; 

statement-dl 
statement-d2 
GO TO LAB; 
statement-d3 
END; 
statement-c4 
END; 
statement-5 
LAB: statement-6 
statement-7 
END; 



In the above example, A activates B, 
which activates C, which activates D. In 
D, the statement GO TO LAB transfers con- 
trol to statement-6 in A. Since "his 
statement is not contained in D, C, or B , 
all three blocks are terminated; A remains 
active. Thus, the transfer of control out 
of D results in the termination of inter- 
vening blocks B and C as well as the 
termination of block D. 



2. Control reaches a RETURN statement or 
the final END statement in the main 
procedure. This is called normal pro- 
gram termination. 

3. A null on- unit is executed for the 
ERROR condition or the standard system 
action for the ERROR condition is 
taken. The standard system action for 
this condition results in a return of 
control to the operating system con- 
trol program. 



STORAGE ALLOCATION 



Storage allocation is the process of 
associating an area of storage with a 
variable so that the data item(s) to be 
represented by the variable may be recorded 
internally. When storage has been asso- 
ciated with a variable, the variable is 
said to be allocated. Allocation for a 
given variable may take place statically, 
that is, before the execution of the pro- 
gram, or dyna micall y, during execution. A 
variable that is allocated statically 
remains allocated for the duration of the 
program. A variable that is allocated 
dynamically will relinquish its storage 
either upon the termination of the block 
containing that variable or by pointer 
manipulation. 

The manner in which storage is allocated 
for a variable is determined by the storage 
class of that variable. There are three 
storage classes: static, automatic, and 
based. Each storage class is specified by 
its corresponding storage class attribute: 
STATIC, AUTOMATIC, and BASED, respectively. 
The last two define dynamic storage alloca- 
tion. 

Storage class attributes may be declared 
explicitly for element, array, and major 
structure variables. If a variable is an 
array or a major structure variable, the 
storage class declared for that variable 
applies to all of the elements in the array 
or structure. 



Program Termination 



A. program is terminated when either of 
the following occurs: 

1. A STOP statement is executed anywhere 
within the program. This is called 
abnormal program termination, which, 
for the D-Compiler, effectively 
results in an immediate: transfer of 
control to the final END statement in 
the main procedure. 



All variables that have not been expli- 
citly declared with a storage class attri- 
bute are assumed to have the AUTOMATIC 
attribute, with one exception: any variable 
that has the EXTERNAL attribute is assumed 
to have the STATIC attribute. 



Static Storage 



All variables that have the STATIC 
attribute are allocated storage before the 
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execution of the program begins and they 
remain allocated for the duration of the 
program. For example: 



CNTRL: PROCEDURE OPTIONS (MAIN); 

DECLARE (X,Y,Z) FIXED (5,0) 

STATIC EXTERNAL; 
X=l; Y=l; Z=l; 
CALL OUTP; 
CALL NEXT; 
CALL RE VERS ; 
END ; 



Automat ic St orage 



A variable that has the AUTOMATIC attri- 
bute is allocated storage upon activation 
of the block in which that variable is 
declared. The variable remains allocated 
as long as the block remains active; it is 
freed when the block is terminated. Once a 
variable is freed, its value is lost. 



Based Storage 



OUTP: PROCEDURE; 

DECLARE X FIXED (5,0) 
STATIC EXTERNAL; 



PUT EDIT ('OUTP INVOCATIONS , X) 
(A(17) , F(6)) ; 



X=X+1; 

END; 



Before execution of a program begins, 
all static variables are allocated. Thus, 
in the above example, X, Y, and Z are 
allocated before the initial procedure 
CNTRL is invoked by the operating system. 
When CNTRL is invoked, it sets X, Y, and Z 
to 1. (X is the same variable in both 
CNTRL and OUTP because it has been declared 
EXTERNAL in both.) Therefore, the first 
time that procedure OUTP is invoked, X has 
the value 1 and execution of the PUT 
statement causes this value to be written 
into the stream (along with an identifying 
character string) . Before OUTP is termi- 
nated, the value of X is increased oy 1 by 
the assignment statement. If OUTP is 
invoked a second time, and if the value of 
X is not changed elsewhere in the program, 
X has the value 2. Now when the PUT 
statement is executed for the second time, 
the new value of X is transmitted, etc. 
Thus, the static variable X is used to 
record the number of times that OUTP is 
invoked. 



Note that even though OUTP could be 
activated and terminated several times, X, 
being static, retains a value throughout 
the program. The EXTERNAL attribute is 
given to X only to allow X to be initial- 
ized in the main procedure (CNTRL) . 



A variable that has the 
is known as a based variable 
a based variable is, in ef 
by the programmer through th 
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The pointer variable can be manipulated 
so that the description of the based varia- 
ble applies to different storage areas. 
That is, the value of the pointer variable 
can be changed so that the storage area 
associated with the old pointer value is no 
longer described oy the based variable; the 
description of the based variable now 
applies to the storage area associated with 
the new pointer value. A complete discus- 
sion of this topic is given in Chapter 12, 
"Based Variables and Pointer Variables." 



PROLOGUES AND EPILOGUES 



Each time a block is activated, certain 
activities must be performed before control 
can reach the first executable statement in 
the block. This set of activities is 
called a prologue. Similarly, when a block 
is terminated, certain activities must be 
performed before control can be transferred 
out of the block; this set of activities is 
called an epilogue. 

Prologues and epilogues are the 
responsibility of the compiler and not of 
the programmer. They are discussed here 
because knowledge of them may assist the 
programmer in improving the performance of 
his program. 
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Prologues 



Epilogues 



h prologue is a compiler- written routine 
logically appended to the beginning of a 
block and executed as the first step in the 
activation of a block. In general, activi- 
ties performed by a prologue are as fol- 
lows : 



An epilogue is a compiler-written rou- 
tine logically appended to the end of a 
block and executed as the final step in the 
termination of a block. In general, the 
activities performed by an epilogue are as 
follows: 



» Allocation of storage for eiutomatic 
variables. 

• Establishment of the inheritance of 
on-units . 



Re-establishment of the on-unit envi- 
ronment existing before the block was 
activated. 



• Allocation of storage for duramy argu- 
ments that may be passed from the 
block. 



Release of storage for all automatic 
variables allocated in the block. 
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CHAPTER 7: RECOGNITION OF NAMES 



A PL/I program consists of a collection 
of identifiers, constants, and special 
characters used as operators or delimiters,, 
Identifiers themselves may be either key- 
words or names with a meaning specified by 
the programmer. The PL/I language is con- 
structed so that the compiler can usually 
determine from context whether or not an 
identifier is a keyword, so there are very 
few reserved words that must not be used 
for programmer-defined names (see note 
below) . Any identifier may be used as a 
name; the only restriction is that at any 
point in a program a name can have one and 
only one meaning. For example, the same 
name cannot be used for both a file and a 
floating-point variable. 
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I The 48-character set operation iden- 

ers ST, GE, NE, LE , LT, NG, NL, NOT, 

AND, and CAT are fully reserved when 

48-character set is Deing used; when 

is th€i case, these identifiers cannot 

declared in any way. The ouilt-in 

tion identifiers TIME, DATE, and NULL 

partially reserved and cannot be impli- 

y declared. No other keywords are 

rved. (Although the PL/I Subset Lan- 

e partially reserves the identifiers 

N and SYSPRINT, the D-Compiler does 

However, some care should be taken if 

programmer associates these identifiers 

the standard system files defined for 

D-Compiler. This is covered in detail 

r "Standard Files" in Chapter 8.) 



t is not necessary, however, for a name 
have the same meaning throughout a 
ram. A name declared within a block 
a meaning only within that block. 
ide the block it is unknown unless the 

name has also been declared in the 
r block. In this case, the name in the 
r block refers to a different object. 

enables programmers to specify local 
nitions and, hence, to write procedures 
egin blocks without knowing all the 
s being used by other programmers writ- 
other parts of the program. 

ince it is possible for a name to have 

than one meaning, it is important to 
ne which part of the program a particu- 

meaning applies to. In PL/I a name is 
n attributes and a meaning by a dec- 
tion (not necessarily explicit) . The 

of the program for which the meaning 

ies is called the scope_of _the_declara- 

of that name. In most cases, the 

e of a name is determined entirely by 

position at which the name is declared 
in the program (or assumed to be 



In order to understand the rules for the 
scope of a name, it is necessary to under- 
stand the terms "contained in" and 
"internal to." 

Contained In: 



All of the text of a block, from the 
PROCEDURE or BEGIN statement through 
the corresponding END statement, is 

said to be contained in that block. 

Note, however, that the label of the 
BEGIN or PROCEDURE statement heading 
the block, as well as the label of any 
ENTRY statement that applies to the 
block, are not contained in that 
block. Nested blocks are contained in 
the block in which they appear. 

Internal To; 

Text that is contained in a block, but 
not contained in any other block nest- 
ed within it, is said to be internal 
to that block. Note that entry names 
of a procedure (or the labels of a 
BEGIN statement, if the block is a 
begin block) are not contained in that 
block. Consequently, they are inter- 
nal to the containing block. Entry 
names of an external procedure are 
treated by the D-Compiler as if they 
were internal to the external proce- 
dure, but declared with the EXTERNAL 
attribute. 

In addition to these terms, the differ- 
ent types of declaration are important. 
The three different types — §2££li£it dec- 
laration, contextual declaration, and 
implicit declaration -- are discussed in 
the following sections. 



EXPLICIT DECLARA TIO NS 

A name is explicitly declared if it 
appears : 

1. In a DECLARE statement 

2. In a parameter list 

3. As a statement label 

4. As the label of a PROCEDURE or ENTRY 
statement 
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The appearance of a name in a parameter 
list is the same as if a DECLARE statement 
for that name appeared immediately follow- 
ing the PROCEDURE statement in which the 
parameter list occurs (though the same name 
may also appear in a DECLARE statement 
internal to the same block) . 

The appearance of a name as the label of 
either an internal PROCEDURE or an. internal 
ENTRY statement is the same as if it were 
declared in a DECLARE statement immediately 
preceding the PROCEDURE statement for the 
procedure to which it refers. The labels 
of the PROCEDURE and ENIRY statements of an 
external proc€idure are treated by the D- 
Compiler as if they appeared in a DECLARE 
statement with the EXTERNAL attribute in 
the external procedure. 

The appearance of a statement label 
prefix constitutes an explicit declaration 
equivalent to the declaration of a variable 
in a DECLARE statement internal to the same 
block as the statement to which it applies. 



declared as an entry name only if it does 
not lie within the scope of an explicit 
declaration for that same identifier. 
Entry names are the only identifiers that 
can be so declared. 



An identifier that has not been expli- 
citly declared will be recognised and con- 
textually declared as an entry name in 
either of the following cases: 



1. If the identifier immediately follows 
the keyword CALL in a CALL statement . 

2. If the identifier is immediately fol- 
lowed by a parenthesized list in a 
context where an expression is expect- 
ed; i.e., if the identifier appears as 
the function name in a function ref- 
erence with arguments. 

A contextually declared entry name is 
given the EXTERNAL attribute by default. 



SCOPE OF AN EXPLICIT DECLARATION 



The scope of an explicit declctration of 
a name is that block to wnich the 
declaration is internal, but excluding all 
contained blocks to which another explicit 
declaration of the same identifier- is 
internal. 

For example: 



PROCEDURE; 

DECLARE A, B; 
PROCEDURE; 

DECLARE B, C; 

END; 



END; 



The brackets to the right indicate the 
scope of the names. B and B' indicate the 
two distinct uses of the name B. 



CONTEXTUAL DECLARATIONS 



When an identifier appears in a context 
*?here only an entry name can appear,, its 
attrioutes can be determined without expli- 
cit declaration of that identifier. Such 
an identifier is said to be contextually 



SCOPE OF A CONTEXTUAL DECLARATION 



The scope of a contextual declaration is 
determined as if the declaration were tirade 
in a DECLARE statement immediately follow- 
ing the PROCEDURE statement of the external 
procedure in which the name appears . 



Note that a contextual dec 
the same effect as if the 
declared in the ext ernal pr< 
when the statement that causes 
ual declaration is internal 
(called B, for example) that 
in the external porcedure. 
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external procedure, except for 
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declaration from the contai 
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Since a contextual declaration cannot 
exist within the scope of an explicit 
declaration, it is impossible for the con- 
text of an identifier to add to the attri- 
butes established for that identifier in an 
explicit declaration. Thus, a parameter, 
since it is explicitly declared by its 
appearance in a PROCEDURE or ENTRY state- 
ment, can never be contextually declared as 
an entry name. A complementary explicit 
declaration of the ENTRY attribute must be 
given for the parameter in its containing 
procedure if the parameter is to be used as 
an entry name within that procedure. This 
rule is illustrated by the example below. 
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Ihe following is invalid: 

P: PROCEDURE (FNAM); 
CALL FNAM; 



END; 

FNAM appears in the parameter list of the 
PROCEDURE statement and is therefore expli- 
citly declared. Since no further explicit 
declarations are given for FNAM, it is 
given the attributes DECIMAL FLOAT by 
default, and hence must be an arithmetic 
variable. Therefore, the appearance of 
FNAM in the CALL statement is in erro2: 
because FNAM is not an entry name and it 
cannot be contextually declared as an entry 
name. The example could be corrected by 
adding a DECLARE statement as follows: 



PROCEDURE statement of the external proce- 
dure in which the name is used. 

An implicit declaration causes default 
attributes to be applied, depending upon 
the first letter of the name. If the name 
oegins with any of the letters I through N 
it is given the attributes FIXED BINARY 
(15) . If the name begins with any other 
letter including one of the alphabetic 
extenders $, #, or a, it is given the 
attributes FLOAT DECIMAL (6). (The default 
precisions are those defined for System/360 
implementations . ) 

The identifiers TIME, DATE, and NULL 
cannot be implicitly declared; each is 
always assumed to refer to the correspond- 
ing built-in function, unless, of course, 
it has been explicitly declared otherwise. 



P: PROCEDURE (FNAM) ; 

DECLARE FNAM ENTRY; 



EXAMPLES OF DECLARATIONS 



CALL FNAM; 



END; 

Now the CALL statement is valid because of 
the complementary explicit declaration of 
FNAM with the ENTRY attribute. 



Scopes of data declarations are illus- 
trated in Figure 7-1. The brackets to the 
left indicate the block structure, the 
brackets to the right show the scope of 
each declaration of a name. In the 
diagram, the scopes of the two declarations 
of Q and R are shown as Q and Q* and R and 
R' . 



IMPLICIT DECLARATION 



If a name appears in a program and is 
not explicitly or contextually declared, it. 
is said to implicitly declared. The scope 
of an implicit declaration is determined as 
if the name were declared in a DECLARE 
statement immediately following the first 



P is declared in the block A and known 
throughout A since it is not redeclared. 

Q is declared in A, and redeclared in B. 
The scope of the first declaration is all 
of A except B; the scope of the second 
declaration is block B only. 

R is declared in block C, but a ref- 
erence to R is also made in block B. The 
reference to R in block B results in an 



A: PROCEDURE; 

DECLARE P, Q; 
B: PROCEDURE; 
DECLARE Q; 
R = Q; 
C: BEGIN; 

DECLARE R; 
DO I = 1 TO 10, 
END; 
END ; 
END ; 
D: PROCEDURE; 
DECLARE S; 
END ; 
END ; 



Q' 



R" 



] , 



Figure 7-1. Scopes of Data Declarations 
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LI 



LI' 



L2 



A: PROCEDURE OPTIONS (MAIN); 
LI: P = Q; 
B: PROCEDURE; 

L2: CALL C; 
C: PROCEDURE; 
Lis X = Y; 
CALL E; 
END ; 
GO TO LI; 
END ; 
D: PROCEDURE; 



END ; 
CALL B; 
END ; 

PROCEDURE; 



END 
L 

Figure 7-2. Scopes of Entry and Label Declarations 



implicit declaration of R in A, the external 
procedure. Two separate names with differ- 
ent scopes exist, therefore. The scope of 
the explicitly declared R is C; t.he scope 
of che implicitly declared R is all of A 
except block c 

I is referred to in block C. This 
results in an implicit declaration in the 
external procedure A. As a result, this 
declaration applies to all of A, Including 
the contained procedures B. f C and D. 

5 is declared within procedure u and is 
kno<»m only within D. 

Scopes of entry name and statement label 
declarations are illustrated in Figure 7-2. 
The example shows two external procedures. 
The names of these procedures, A and E, are 
assumed to be explicitly declared with the 
EXTERNAL attribute within the procedures to 
which they apply. In addition, E is con- 
textually declared in A as an EXTERNAL 
entry name by its appearance in tne CALL 
statement in block C. The contextual dec- 
laration of E applies throughout block A 
and is linked to the explicit declarcition 
ot E that applies throughout block E. The 
scope of the name E is all of block A and 
all of block E. The scope of the name A is 
only all of the block A, and not E. Since 
recursion is not permitted, A could not be 
called from within E and hence A is not 
known within E. 

The label LI appears with statements 
internal to A and to C. Two separate 



declarations are therefore established; the 
first applies to all of block A exc€>pt 
block C, the second applies to block C 
only. Therefore, when the GO TO statement 
in block B is executed, control is trans- 
ferred to LI in block A, and block B is 
terminated. 



D and B are explicitly declared in block 
A and can be referred to anywhere within A; 
but since they are INTERNAL, they cannot be 
referred to in block E (unless passed as an 
argument to E) . 



C is explicitly declared in B and can be 
referred to from within B, but not from 
outside B. 



L2 is declared in B and can be referred 
to in block B, including C, which is 
contained in B, but not from outside B. 



APPLICATION OF DEFAULT ATTRIBUTES 



The attributes associated with a name 
comprise those explicitly, contextually, or 
implicitly declared, as well as those 
assumed by default. The default for each 
attribute is given in Part II, Section I, 
"Attributes." 
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THE INTERNAL AND EXTERNAL ATTRIBUTES 



The scope of a name with the INTERNAL 
attribute is the same as the scope of its 
declaration. Any other explicit declara- 
tion of that name refers to a new object 
with a different, non-overlapping scope. 

A name with the EXTERNAL attribute may- 
be declared more than once in the same 
program, either in different external pro- 
cedures or within blocks contained in 
external procedures. Each declaration of 
the name establishes a scope. These dec- 
larations are linked together and, within a 
program, all declarations of the same iden- 
tifier with the EXTERNAL attribute refer to 
the same name. The scope of the name is 
the sum of the scopes of all the declara- 
tions of that name within the program. 

Since these declarations all refer to 
the same thing, they must result in the 
same set of attributes. It may be impossi- 
ble for the compiler to check this, parti- 
cularly if the names are declared in dif- 
ferent procedures, so care should be taken 
to ensure that different declarations of 
the same name with the EXTERNAL attribute 
do nave matching attributes. The? attribute 
listing, which is available as optional 
output from the D-Compiler, helps to check 
the use of names. 



OUT: PROCEDURE ( R) ; 

DECLARE R LABEL, 

S BINARY EXTERNAL, 
Z DECIMAL FIXED, 
(M,L) STATIC, 
INTERNAL; 



GO TO R; 
SET: ENTRY (Z) ; 
X=Z; 
RETURN; 
END OUT; 



A is an external procedure name; its 
scope is all of block A, plus any other 
blocks where A is declared (explicitly or 
contextually) as external. 



S is explicitly declared in block A and 
block C. The character-string declaration 
applies to all of block A except block C; 
the binary declaration applies only within 
block C. Notice that although D is called 
from within block C, the reference to S in 
the PUT statement in D is to the character 
string S, and not to the S declared in 
block C. 



The D-Compiler restricts a name with the 
EXTERNAL attribute to six characters or 
less. This includes names that are EXTER- 
NAL by default, such as file names and 
entry names of external procedures. 

Example^ The following example illustrates 
the points discussed in this chapter: 

A: PE<OCEDURE OPTIONS (MAIN) ; 
DECCLARE S CHARACTER (10) ; 
CALL SEK23168) ; 
E: GET EDIT . . . ; 
B; BEGIN; 

DECLARE (X,Y) DECIMAL; 

SET EDIT(X,Y,N) 

CALL C(X,Y) ; 

C: PROCEDURE (P, Q) ; 

DECLARE S BINARY EXTERNAL; 



N appears as a parameter in block D, but 
it is also used outside the block. Its 
appearance as a parameter establishes an 
explicit declaration of N within D, the 
reference outside D causes an implicit 
declaration of N in block A. These two 
uses of the name N refer to different 
objects, although in this case the objects 
have the same data attributes. 



X and Y are known throughout B and could 
be referred to in blocks C or D within B, 
but not in that part of A outside B. The X 
used within the entry point SET is an 
implicit declaration of X within OUT and is 
not known outside OUT. 







GET 


EDIT(I) ... j 










IF. . 


THEN GO 


TO 


B; 






CALL D(I) ; 










CALL OUT(E) ; 








B: 


END 


C; 








D: 


PROCEDURE (N) ; 










PUT 


EDIT(N,S) . . 


■ • i 








END 


D; 








END B; 








GO 


TO 


E; 








END A; 











P and G. are parameters; their appearance 
in the parameter list is sufficient to 
constitute an explicit declaration. 



I is not explicitly declared in the 
external procedure A; it is implicitly 
declared and is therefore known throughout 
A, even though it appears only within block 
C. 
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Within external procedure A, OUT .and SET 
are contextually declared as entry names, 
since they follow the keyword CALL. They 
are therefore considered to be declared in 
A, and are given the EXTERNAL attribute by 
default. 

• The second external procedure in the 
example has two entry names, SET and OUT. 
These are considered to be explicitly 
declared with the EXTERNAL attribute. The 
two entry names SET and OUT are therefore 
known throughout the two external proce- 
dures . 

1 he label B appears twice in the exam- 
ple, once as the label of a begin block, 
which is an explicit declaration of B as a 
Label in A., It is redeclared as a label 
within block C by its appearance as a 
prefix to the END statement. The reference 
to B in the 30 TO statement within block C 
refers to the label of the END statement 
within block C. Outside blocx C, any 
reference to B would be to the l£ioel of the 
begin block. 

Note that C and D can be calleid from any 
point within B, but not from that part of A 
outside B, nor from another external proce- 
dure. Similarly, since E is known through- 
out A, transfers to E may be made? from any 
point within A. Transfers out of a nested 
block are therefore possible, but, in gen- 
eral, transfers into such a bloc-c are not. 

An exception to the above rule is shown 
in the external procedure OUT, where the 
la oel E from block A is passed as an 
argument to the label parameter R. The 
statement GO TO R causes control to pass to 
the label E, even though E is declared 
within A, and not known within OUT (this 
topic is fully discussed in Chapter 10, 
"'Suoroutines and Functions"). 

The variables M and L are declared 
within the block OUT to be STATIC, so each 
value is preserved between calls to OUT. 

In order to make the S in OUT the same 
as the S in C, they have both been declared 
with the attribute EXTERNAL. 



stitute a multiple dec laration, unless at 
least one of the? identifiers is declared 
within a structure in such a way that name 
qualification can be used to make the ncimes 
unique. 

Two or more declarations anywhere in a 
program of the same identifier as different 
names with the EXTERNAL attribute consti- 
tute a multiple declaration. 

Multiple declarations are in error. 

A name need have only enough qualifica- 
tion to make the name unique. Reference to 
a name is always taken to .apply to the 
identifier declared in the innermost block 
containing the reference. An ambi guous 
refer en ce is a name with insufficient qual- 
ification to make the name unique. 

The following examples illustrate both 
multiple declarations and ambiguous ref- 
erences : 

DECLARE 1 A, 2 C, 2D, 3 E; 
BEGIN; 
DECLARE 1 A, 2 B, 3 C, 3 E; 

A.C = D.E; 

In this example, A.C refers to c in the 
inner block; D.E refers to E in the outer 
block. 



DECLARE 1 A, 2 B, 



2 B, 2 C, 
been 



3 D, 2 D; 



In this example, B has been multiply 
declared. A.D refers to the second D, 
since A.D is a complete qualification of 
only the second D; the first D would have 
to be referred to as A. CD. 

DECLARE 1 A, 2 B, 3 C, 2 D, 3 C; 

In this example, A.C is ambiguous because 
neither C is completely qualified by this 
reference. 



DECLARE 1 A, 2 A, 3 A; 

In this example, A refers to the 
A. A refers to the second A, 
refers to the third A. 



first A, 
and A„A.A 



f iy^IlE^E_5ECLARATI0NS_AND_AMEIGUC)JS 
REFERENCES 



Two or more declarations of the same 
identifier internal to the same block con- 



DECLARE X; 

DECLARE 1 Y, 2 X, 3 Z, 3 A, 
2 Y, 3 Z, 3 A; 

In this example, X refers to the first 
DECLARE statement. A reference to Y.Z is 
ambiguous; Y.Y.Z refers to the second Z; 
and Y.X.Z refers to the first Z„ 
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CHAPTER 8: INPUT AND OUTPUT 



PL./I provides input and output state- 
ments that enable data to be transmitted 
between the internal and external storage 
devices of a computer. A collection of 
data external to a program is called a data 
set. Transmission of data from a data set 
to a progr£im is called input, and transmis- 
sion of data from a program to a data set 
is called output. 



Data sets are stored on a variety of 
external storage media, such as punched 
cards, reels of magnetic tape, and magnetic 
disks. Despite tneir variety, external 
storage media have many common charac- 
teristics that permit standard methods of 
collecting, storing, and transmitting data. 
For convenience, thus, the general term 
volume is used to refer to a unit of 
external storage, such as a reel of magnet- 
ic tape or a disk pack, without regard to 
its specific physical composition. 



were unblocked, each record would require 
0.1 inches, plus 0.6 inches for the inter- 
record gap, making a total of 0.7 inches. 
100 records would therefore take up 70 
inches of tape. If the records were 
blocked, however, at, say, 10 records to a 
block, each block of 10 records would take 
up 1 inch, plus 0.6 inches for the gap, 
making a total of 1.6 inches. Thus, 100 
records would now take up only 16 inches of 
tape; this is less than 25 percent of the 
amount needed for unblocked records. 

Most data processing applications are 
concerned with logical records rather than 
physical records. Therefore, the input and 
output statements of PL/I generally refer 
to logical records; this allows the pro- 
grammer to concentrate on the data to be 
processed, witnout being directly concerned 
about its physical organization in external 
storage. 



The data items within a data set are 
arranged in distinct physical groupings 
called blocks. These blocks allow the data 
set to be transmitted and processed in 
portions rather than as a unit. For proc- 
essing purposes, each block consists of one 
or more logical subdivisions called 
records, each of which can contain one or 
more data items. 



TYPES OF DATA TRANSMISSION 



Two different types of data transmission 
can be used by a PL/I program, stream- 
oriented transmission and record-oriented 
transmission. 



h block is also called a physical 
record^ because it is the unit of data that 
is physically transmitted to and from a 
volume. To avoid confusion between a phy- 
sical record and its logical subdivisions, 
the logical subdivisions are called logical 
records. 



When a block contains two or more 
records,, the records are said to be 
blocked., Blocked records often permit more 
compact and efficient use of storage. Con- 
sider how data is stored on magnetic tape: 
the data between two successive interrecord 
gaps is one block, or physical record. If 
several logical records are contained with- 
in one block, the number of interblock gaps 
is reduced, and much more data can be 
stored on a full length of tape. For 
example,, on a tape of density 800 
characters/inch with an interrecord gap of 
0.6 inches, a card image of 80 characters 
would take up 0.1 inches. If the records 



In stream-oriented transmission^ the 

data in the data set is considered to be a 
continuous stream of data items in charac- 
ter form. Consequently, characters in the 
input stream are interpreted and converted 
where necessary to the specified internal 
form; on output, data items in internal 
form are converted where necessary to char- 
acter form and added to the output stream. 
The GET and PUT statements are the data 
transmission statements used in stream- 
oriented transmission. Variables, to which 
input data items are assigned, and 
expressions from which output data items 
are transmitted, are generally specified in 
a data list with each GET or PUT statement. 



Although data in the data set exists in 
record format, in stream transmission such 
organization is ignored within the program 
and the data is treated as though it 
actually were a continuous stream of indi- 
vidual data items . 
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transmission, data in 
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is performed during 
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rded internally. 



The REM), REWRITE, and WRITE statements 
cause a single logical record to be trans- 
mitted to or from a data variable or, in 
the case of READ with the SEI option, to an 
intermediate, addressable buffer. The 
LOCATE statement allocates an area in a 
buffer to which data for a record can be 
assigned. 



FILE ATTRIBUTES 



The following lists show file attributes 
that are applicable to each type of data 
transmission: 

Record Transmission Stream Transmission 



FILE 

RECORD 

INPUT 

OUTPUT 

UPDATE 

ENVIRONMENT 

SEQUENTIAL 

DIRECT 

BUFFERED 

UNBUFFERED 

KEYED 

BACKWARDS 



FILE 

STREiAM 

INPUT 

OUTPUT 

PRINT 

ENVIRONMENT 



Note that although records may be 
blocked, in which case the physical record 
actually is transmitted to or from the data 
set as an entity, each data transmission 
statement in record I/O is concerned with a 
logical record. Blocked records are 
unblocked automatically. 

The following discussion of files and 
file attributes should be of particular 
interest to a programmer using record- 
oriented transmission. File handling is 
simpler when using stream- oriented 
transmission, and, as can be notesd, fewer 
attributes are applicable to stream files. 



A detailed description of each of these 
attributes appears in Part 13, Section I, 
"Attributes." The discussions below give a 
brief description of each attribute and 
show how attributes are declared for a 
file. 



The FILE Attribute 



The FILE attribute indicates that the 
associated identifier is a file name. For 
example, the identifier MASTER is declared 
to be a file name in the following state- 
ment: 



FILES 



DECLARE MASTER FILE...; 

The FILE attribute must be explicitly 
declared for every file name arid file name 
parameter, and it must always be the first 
attribute declared in a file declaration. 



To allow a source program to deal pri- 
marily with the logical aspects of data 
rather than with its physical organization 
in a data set, PL/I employs a symbolic 
representation of a data set called a file. 
This symbolic representation determines now 
input and output statements access and 
process the associated data set. Unlike a 
data set, however - , a file has significance 
onl/ witnin the source program and does not 
exist as a physical entity external to the 
program. 



PL/I requires a fil___ame to be declared 
for a file and allows the characteristics 
01 a file to be described with Keywords 
called f ile_a.ttribut.esj_ which are speciiied 
for the file name. 



Alternative and Additive Attributes 



The attri 
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An ad di tive attribute is one; that must 
be stated explicitly or is implied by 
another explicitly stated attribute. The 
additive attribute KEYED can be implied by 
the DIRECT attribute. The ENVIRONMENT 
attribute must always be declared explicit- 
ly for every file. An additive attribute 
can never be applied by default. 



Alternative Attributes 



existing file and other records already in 
that file to be altered. 



PL/I provides four groups of alternative 
file attributes. Each group is discussed 
individually. Following is a list of the 
groups and the default for each: 



Group Alternative 
^¥£6 Attributes_ 
Usage STREAM | RECORD 



Default 

Attribute 

STREAM 



Function INPUT | OUTPUT | UPDATE no default 



Access 



SEQUENTIAL | DIRECT SEQUENTIAL 



Buffering BUFFERED | UNBUFFERED BUFFERED 

Note:_ No default is applied for the func- 
tion attributes; one must always he speci- 
fied. In the case of an UNBUFFERED file, 
INPUT or OUTPUT can appear in the OPEN 
statement rather than in a DECLARE state- 
ment. The scope of a file name must always 
be EXTERNAL. A file name can be explicitly 
declared to have this attribute; otherwise 
it is supplied automatically. 



The STREAM and RECORD Attributes 



The STREAM and RECORD attributes des- 
cribe the type of data transmission 
(stream-oriented or record-oriented) to be 
used in input and output operations for the 

file. 



DECLARE 

DETAIL FILE INPUT..., 

REPORT FILE OUTPUT..., 

MASTER FILE UPDATE . . . ; 



The SEQUENTIAL and DIRECT Attributes 



The access attributes apply only to a 
file with the RECORD attribute and describe 
how the records in the file are to be 
accessed. 

The SEQUENTIAL attribute normally speci- 
fies that successive records in the file 
are to be accessed on tne basis of their 
successive physical positions, such as they 
are on magnetic tape. 

The DIRECT attribute specifies that a 
record in a file is to be accessed on the 
basis of its location in the file and not 
on the basis of its position relative to 
the record previously read or written. The 
location of the record is determined by a 
key; therefore, the DIRECT attribute 
implies the KEYED attribute. The associat- 
ed data set must be in a direct-access 
volume. 



The BUFFERED and UNBUFFERED Attributes 



The STREAM attribute causes a data set 
associated with a file to be treated as a 
continuous stream of data items recorded 
only in character form. 

The RECORD attribute causes a data set 
associated with a file to be treated as a 
sequence of logical records, each record 
consisting of one or more data items 
recorded in any internal form acceptable to 
the implementation. 

DECLARE MASTER FILE RECORD , 

DETAIL FILE STREAM. . . ; 



The INPUT, OUTPUT, and UPDATE Attrioute; 



The function attributes determine the 
direction of data transmission permitted 
for a file. The INPUT attribute applies to 
files that are to be read only. The OUTPUT 
attribute applies to files that are to be 
created, and hence are to be written only. 
The UPDATE attribute describes a file that 
is to be used for both input and output; it 
allows records to be inserted into an 



The buffering attributes apply only to a 
file that has the SEQUENTIAL and RECORD 
attributes. The BUFFERED attribute indi- 
cates that logical records transmitted to 
and from a file must pass through an 
intermediate internal-storage area. The 
size of a buffer usually corresponds to the 
size of the blocks (physical records) in 
the data set associated with the file (a 
discussion of block size and buffer alloca- 
tion appears in this chapter in 
"ENVIRONMENT Attribute"). The use of buf- 
fers may help speed up processing by allow- 
ing an oveirlap of transmission and comput- 
ing time. It further allows the automatic 
blocking and unblocking of records. 

The UNBUFFERED attribute indicates that 
a logical record in a data set is not to 
pass through a buffer but will be transmit- 
ted directly to and from the internal 
storage associated with a variable. The 
logical records and physical records are 
the same size in a data set that is 
associated with an UNBUFFERED file. 

Note ; In the D-Compiler, the UNBUFFERED 
attribute always specifies that a record is 
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not to pass through any buffer or inter- 
mediate storage area. So-ceilled "hidden 
buffers" are never used. 



^"ti tive Attributes 

The additive attributes are: 
PRINT 
BACKWARDS 
KEYED 
ENVIRONMENT (option-list) 



The ENVIRONMENT Attribute 



The ENVIRONMENT attr 
information about the phys 
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Note : As stated earlier in this chapter, 
each file must be explicitly declared; the 
FILE attribute and the ENVIRONMENT attri- 
bute must appear in every file declaration. 



The PRINT Attribute 



OPENING AND CLOSING FILES 



The PRINT attribute applies only to 
files with the STREAM and OUTPUT attri- 
butes. It indicates that the .file is 
eventually to be printed, that is, ^he data 
associated with the file is to appear on 
printed pages, although it may fitrst be 
written on some other medium. The PRINT 
attribute specifies that the associated 
record is to be created with the initial 
byte reserved for a printer control charac- 
ter. 



The BACKWARDS Attribute 



The BACKWARDS attribute indicates that a 
file is to be accessed in reverse order, 
beginning with the last logical record and 
proceeding through the file until the first 
logical record is accessed. The BA.CKWARDS 
attribute applies only to RECORD files with 
the SEQUENTIAL and INPUT attributes and 
only to data sets on magnetic tape. 



The KEYED Attribute 



The KEYED attribute indicates that each 
record in the file has a key and can be 
accessed using one of the key options (KEY 
or KEYFROM) of data transmission state- 
ments. Note that the KEYED attribute does 
not necessarily indicate that the actual 
keys exist or are to be written in the deita 
set. The STREAM and PRINT attributes can- 
not be applied to a file that has the KEYED 
attribute. The use of keys is discussed in 
detail in "Environmental Considerations 
tor Data Sets" and "Record-Oriented 
Transmission" in this chapter. 



Before the data associated with a file- 
can be transmitted oy input or output 
statements, certain file preparation activ- 
ities must occur, such as checking for the 
availability of external storage media, 
positioning the medium, and allocating 
appropriate programming support. Such 
activity is known as opening a file. Also, 
when processing is completed, trie file must 
be closed. Closing a file involves releas- 
ing the facilities that were established 
during the opening of tne file. 

The PL/I Subset provides two statements, 
OPEN and CLOSE, to perform these functions. 
All files with the RECORD attribute must be 
explicitly opened before use. However, 
with STREAM files, explicit opening is 
optional. If an OPEN statement is not 
executed for a STREAM file, the file is 
opened automatically when the first GET or 
PUT is executed; in this case, automatic 
file preparation is exactly the same as if 
an explicit OPEN had been executed before 
the GET or PUT. All files, both STREAM and 
RECORD, not closed before completion of a 
program will be closed automatically upon 
completion of the program. 

The following discussions show the 
effect of OPEN and CLOSE statements. 



The OPEN Statement 



Execution of an OPEN statement causes 
one or more files to be opened explicitly. 
The OPEN statement has the following basic 
format: 

OPEN FILE (file-name) [option-list] 

[, FILE (file-name) [option-list] ] . . . ; 
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The option list of the OPEN statement can 
include INPUT or OUTPUT provided the file 
has the UNBUFFERED attribute. These attri- 
butes, when included as options in the OPEN 
statement, are merged with those stated in 
a DECLARE statement. The same attrioute 
should not be listed in both an OPEN 
statement and a DECLARE statement for the 
same file, and, of course, there can be no 
conflict.. The other option that can appear 
in the OPEN statement is the PAGESIZE 
option, used to specify layout of a print 
page. This is discussed later in this 
chapter. 



Associating Data Sets with Files 



With the D-Compiler, a file name is 
associated with a data set by using the 
MEDIUM option in the PL/I Subset ENVIRON- 
MENT attribute and, if necessary, the ASSGN 
statement from the DOS/TOS Job Control 
Language. This method of associating data 
sets and file names is described later in 
this chapter in the discussion of the 
MEDIUM option under the heading "The ENVI- 
RONMENT Attribute." 



The OPEN statement is executed by 
library routines that are loaded dynamical- 
ly at the time the OPEN statement is 
executed., Consequently, execution time can 
be reduced if more than one file is speci- 
fied in the same OPEN statement, since the 
routines need be loaded only once, regard- 
less of the number of files being opened. 



For a file to be opened explicitly, the 
OPEN statement must be executed before any 
of the input and output statements listed 
below in "Implicit Opening" are executed 
for the same file. 



The CLOSE Statement 



Implicit Opening 



An implicit opening of a file occurs 
only when a GET or PUT statement is execut- 
ed without the prior execution of an OPEN 
statement for that file. The effect of an 
implicit opening is the same as if an OPEN 
statement for the file had been executed 
before the GET or PUT statement. All files 
implicitly opened by a GET statement must 
be declared explicitly as INPUT, and all 
files implicitly opened by a PUT must be 
declared explicitly as OUTPUT. 



The basic form of the CLOSE statement 



Merging of Attributes 



is: 



CLOSE FILE (file- name) 

[, FILE (file-name) ] . . . ; 

Executing a CLOSE statement dissociates the 
specified file from the data set with which 
it became associated when the file was 
opened. The CLOSE statement also disso- 
ciates from the file an INPUT or OUTPUT 
attribute established for it by an explicit 
opening. If desired, a new INPUT or OUTPUT 
attribute may be specified for the file 
name in a subsequent OPEN statement. How- 
ever, all attributes explicitly given to 
the file name in a DECLARE statement remain 
in effect. 

As with the OPEN statement, closing more 
than one file with a single CLOSE statement 
may save execution time. 

Note : Closing an already closed file or 
opening an already opened file has no 
effect . 



PAGE LAYOUT FOR PRINT FILES 



The overall layout of a page in a file 
that has the PRINT attribute is controlled 
by means of the PAGESIZE option of the OPEN 
statement. For example: 



There.' must be no conflict between the 
attributes specified in a file declaration 
and the attributes merged as a result of 
explicit file opening. For example, a 
conflict exists when a file is given the 
BACKWARDS attribute in a DECLARE statement 
and then is given the OUTPUT attribute in 
an OPEN statement. Since the attributes 
BACKWARDS and OUTPUT are in conflict, an 
error message will be generated during 
compilation of the program. 



DECLARE REPORT FILE OUTPUT PRINT 
ENVIRONMENT (optio'n-list) ; 

OPEN FILE (REPORT) PAGESIZE (55) ; 

The specification PAGESIZE (55) indicates 
that each page should contain a maximum of 
55 lines. An attempt to write on a page 
after 55 lines have already been written 
(or skipped) will raise the ENDPAGE condi- 
tion. The standard system action for the 
ENDPAGE condition is to skip to a new page, 
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but the programmer can establish nis own 
action through use of the ON statement. 



Further details of writing in PRINT 
files appear later in this chapter in "Data 
Transmission. " 



The ENDPAGE condition is raised only 
once per page. Consequently, printing can 
be continued beyond the specified PAGESIZE 
after the ENDPAGE condition has been raised 
the first time. This can be useful, for 
example, if a footing is to be written at 
the bottom of each page. Consider the 
following example: 



ON ENDPAGE (REPORT) GO TO FOOT; 



FOOT: PUT FILE (REPORT) SKIP EDIT 

(FOOTING) (A); 
PUT FILE (REPORT) PAGE; 
N = N + 1; 
PUT FILE(REPORT) EDIT ( ' PA3E ' , N) 

(A,F(3)); 
PUT FILE(REPORT) SKIP (3);: 
GO TO NEXT; 

Assume that REPORT has been opened with 
PAGESIZE(55) , as siiown in the previous 
example. When an attempt is made to write 
on line 56 (or to skip beyond line 55), the 
ENDPAGE condition will arise, and -he GO TO 
FOOT statement will be executed. The first 
PUT statement specifies that a line is to 
be skipped, and the value of FOOTING, a 
character string, is to be printed on line 
57 (when ENDPAGE arises, the current line 
is always PAGESIZE+1). The second PUT 
statement causes a skip to the next page 
and the ENDPAGE counter is automatically 
reset for the new page. The page number is 
incremented, and the character string 
'PAGE ' and the new page number N are 
printed. Note that a blank is included as 
part of the character string to separate 
the word from the page number. The F(3) 
format item allows the page number to go as 
high as 999. The final PUT statement 
causes three lines to be skipped, so that 
the next printing will be on line; 4. The? 
GO TO NEXT statement transfers control to 
the statement labeled NEXT. 

The maximum number of characters to be 
printed on each line (i.e., the line size) 
is equal to the fixed length record size- 
specified in the ENVIRONMENT attribute for 
the file (see the ENVIRONMENT attribute 
later in this chapter) . An attempt to 
write more than the maximum number of 
characters specified without skipping to a 
new line or page will cause the excess 
characters to be placed on tne next line. 

The PAGESIZE option can be specified 

only for a file with the PRINT attribute 

and it can be specified only in the OPEN 
statement. 



STANDARD FILES 



Two standard system files are provided 
that can be used by any PL/ I Subset pro- 
gram. These files are referred to in the 
PL/I Subset by specifying a GET or PUT with 
neither the FILE nor the STRING option. 
For example: 

GET EDIT. . . ; 
PUT EDIT. . . ; 

For the above GET, the DOS/TOS system input 
device SYS1PT is referred to; for the above 
PUT, the DOS/TOS system output device 
SYSLST is referred to. When these standeird 
DOS/TOS input/output devices are referred 
to as shown above by specifying neither the 
FILE nor STRING option in a GET or PUT, no 
explicit file declaration need be given. 
The association of the files with SYSIPT 
and SYSLST is automatic. Indeed, if files 
are explicitly declared and associated with 
SYSIPT or SYSLST (using the MEDIUM option 
of the ENVIRONMENT attribute), certain 
rules must be observed when referring to 
the files to ensure that items are trans- 
mitted to or from the output or input 
stream in the proper order. These will be 
discussed later. 

With the PL/I DOS/TOS D-Compiler, the 
identifiers SYSIN and SYSPRINT are in no 
way reserved words. They are never recog- 
nized as special identifiers in any way. 
Therefore, they can be declared just as any 
other legal PL/I identifiers according to 
the normal rules for declarations. Howev- 
er, in the PL/I language, these identifiers 
are usually thought of as the standard 
input/output files. If the programmer 
desires to explicitly declare them as file 
names or otherwise, he should be aware of 
certain implications as discussed below. 
Note, however, that of the two identifiers 
SYSIN and SYSPRINT, only SYSIN can be 
declared as a file name because: file names, 
being external, cannot exceed six charac- 
ters in length; any attempt to declare the 
eight-character identifier SYSPRINT as a 
file name would result in an error. 

For example, if one wishes to set up an 
ENDFILE on-unit for the standard input 
device, he must explicitly declare a file 
name and associate it with SYSIPT in the 
normal manner using the MEDIUM option in 
the ENVIRONMENT attribute. The identifier 
SYSIN seems a logical choice for this file 
name. Once SYSIN has been so declared with 
the proper attributes, then one may use 
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either GET FILE (SYSIN) EDIT... or GET 
EDIT... without the FILE or STRING option 
to refer to the standard input device 
SYSIPT. However, within any given program 
in which SYSIN has been explicitly declared 
and associated with SYSIPT, one should 
either consistently include the FILE 
(SYSIN) option or consistently omit the 
FILE (SYSIN) option in all GET statements. 
This is because one buffer will be set up 
for the explicitly declared SYSIN file, and 
another buffer will be set up for use with 
GET statements with no FILE option. Thus, 
although both GET statements would refer to 
the DOS/TOS standard input file SYSIPT, 

intermixed GET EDIT and GET FILE 

(SYSIN) EDIT... statements would refer 
first to one buffer and then the other, and 
data items would not necessarily be trans- 
mitted in the same order in which they 
originally appeared in the input stream 
from SYSIPT. 



Compatibility Nqte:_ In the OS/360 PL/I 

F- level compiler, a GET or PUT without a 
FILE or STRING option is exactly equivalent 
to GET FILE (SYSIN)... or PUT FILE 

(SYSPRINT) Thus, if SYSIN and SYSPRINT 

are declared as variables other than file 
variables, the F-level compiler does not 
allow a GET or PUT without a FILE or STRING 
option. However,, in the DOS/TOS D-level 
compiler, one may declare SYSIN or SYSPRINT 
as non-file variables and still use GET and 
PUT with no FILE or STRING option to refer 
to the standard DOS/TOS input/output devi- 
ces SYSIPT and SYSLST. Therefore, a good 
programming practice is to use SYSIN only 
as a file name referring to the standard 
input device and to avoid the use of 
SYSPRINT entirely. 



DEVICE INDEPENDENCE OF INPUT AND OUTPUT 
STATEMENTS 



The input and output statements of a/ 
PL/I Subset program are concerned with the 
logical organization of a data set and not 
with its physical characteristics. Some of 
the detailed information ultimately 
required by a PL/I program to process a 
data set — information such as 
input/output unit number and recording den- 
sity — need not be stated until the PL/I 
program is ready to be executed. Other 
information such as input/output device 
type and buffering technique is isolated in 
the ENVIRONMENT attribute. Device in depen - 
dence of this type allows changes in this 
information possibly without requiring 
changes to the PL/I program itself or at 
most by making changes only in the ENVIRON- 
MENT attribute. The required information 
about specific input/output devices is sup- 
plied through the MEDIUM option of the 
ENVIRONMENT attribute. By changing this 
option, different input/output devices may 
be specified for a file. Therefore, a PL/I 
program can be designed without specific 
knowledge of the input/output devices that 
will be used when the program is executed. 
This information can then be added to the 
ENVIRONMENT attribute at a compilation just 
prior to execution. 



The ENVIRONMENT Attribute 



The ENVIRONMENT attribute provides 
information about the physical organization 
of the data set associated with a file. 
This information allows the compiler to 
determine the method of accessing the data 
set. 



For the D- Compiler,, the ENVIRONMENT 
attribute has the following general form: 

ENVIRONMENT (option-list) 



ENVIRONMENTAL CONSIDERATIONS FOR DATA SETS 



The PL/I compiled program produced by 
the D-Compiler is designed to be executed 
under control of DOS/TOS. It provides data 
management facilities that control the 
organization, location, storage, and 
retrieval of data sets. The PL/I program 
calls upon these facilities when it is 
being executed. The following discussions 
describe the relationship between the input 
and output statements of a PL/I program and 
the various data set organizations support- 
ed by the data management facilities of 
DOS/TOS. 



where "option list" is: 



rv( 

<F( 

lu( 



maxblocksize) 
blocksizet, recordsize] 
maxblocksize) 



n 



^consecutive] 
regional (1)1 
regional ( 3 )j 



MEDIUM (logical-device-name, 

physical- device- type) 
[LEAVE] [BUFFERS (n)] [NOLABEL] [VERIFY] 
[KEYLENGTH( decimal-integer-constant)] 

For ease of discussion, the options of 
the ENVIRONMENT attribute are divided into 
five groups: record format,, data set organ- 
ization, device allocation, length of keys 
associated with data sets, plus a group of 
other options to facilitate handling of 
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data sets. The record format — either V, 
F, or U — must be specified. One of the 
data set organizations may be specified 
(CONSECUTIVE is applied by default if none 
is specified) . The MEDIUM specification 
must: always appear. All other options may 
or may not be given depending on the data 
set configuration and use. Examples of 
complete file declarations can be found in 
Chapter 13 f "A PL/I Program." 



Record Format 



Logical records can appear in one of 
thr€:e formats: fixed-length (F-format), 
variable-length (V-f ormat) , or undefined- 
length (U-format) . These formats provide 
flexibility in the design of data sets and 
allow the programmer to take advantage of 
the fixed-length and variable-length 
features of specific input/output devices. 



Data Set Organizatio n 



The organization of ai data set deter- 
mines how data is recorded in a data set 
volume and, once recorded, how data is 
subsequently retrieved so that it can be 
transmitted to the program,. Logical 
records are stored in and retrieved from a 
data set, in either STREAM or RECORD 
SEQUENTIAL transmission, on the basis of 
successive physical positions or, in DIRECT 
RECORD transmission, on the basis of the 
values of keys specified in data transmis- 
sion statements. These storage; and retrie- 
val methods provide PL/I with two general 
data set organizations: CONSECUTIVE and 
REGIONAL. CONSECUTIVE organization is 
assumed by default. 

Each of the different data set organiza- 
tions is explained in the discussions 
below. 



Ihe block size and record size are 
specified in number of bytes. For F-format 
records, if the record size is not speci- 
fied in the ENVIRONMENT attribute, the 
records are assumed to be unblocked. Block 
size must be specified. Record size can be 
specified for F-format records only. 
Blocking and unblocking are handled auto- 
matically. 

With F-format records, unblocking is 
dependent upon the stated record size. The 
block size must be evenly divisible by the 
record size. 

With V-f ormat records, unblocking is 
dependent upon information at the beginning 
of each block and at the beginning of each 
logical record. Four bytes are used at the 
beginning of each block to specify block 
length, and another four bytes are used at 
the beginning of each record to specify 
length of that record. Although insertion 
of this length information is done automat- 
ically by the system when the data set is 
created, the programmer must include the 
number of length-specifying bytes in deter- 
mining his block size specification. When 
V-format data sets are created, records are 
always blocked if their lengths allow two 
or more to be placed into a block smaller 
than or equal to the maximum that is 
specified. 

With U-format records, each block con- 
sists of only one record. The blocks 
(records) are of varying lengths. No sys- 
tem control bytes appear anywhere; within 
the block. All processing of records is 
the responsibility of the programmer. If a 
length specification is included in the 
record, the programmer must insert it him- 
self, and he must retrieve the information 
himself. 



CON SECUTIVE DATA SET ORGANIZ ATION: In a 
data set with CONSECUTIVE organization, the 
logical records are organized solely on the 
basis of their successive physical posi- 
tions, such as they appear on magnetic 
tape. Such a data set does not use keys to 
determine the position of each record. 
Records are retrieved only in sequential 
order; therefore, the associated file must 
have the SEQUENTIAL attribute (or be a 
STREAM file). Records may be F-format, 
V-format, or U-format. The last two for- 
mats (V and U) may be used only for RECORD 
input/output and only with tape and direct 
access units. 

Input/output devices permitted for CON- 
SECUTIVE data sets include magnetic tape 
units, card readers and punches, direct- 
access storage units, and printers. 

Later discussions will show that both 
stream-oriented and record-oriented trans- 
mission statements can process data sets 
with CONSECUTIVE organizations. However, 
stream-oriented statements are restricted 
to this type of organization; record- 
oriented statements are not. 

After a CONSECUTIVE data set is created, 
it may be opened only as an INPUT or UPDATE 
file. Reading of such a data set may be 
either forwards or backwards if the data 
set is recorded on magnetic tape. To read 
the data set backwards, the associated file 
must be declared with the BACKWARDS 
attribute. If a data set is first read or 
written forwards and then read backwards in 
the same program, the LEAVE option in the 
ENVIRONMENT attribute must be specified to 
prevent the normal rewind when the file is 
closed or when volume switching occurs with 
a multi-volume data set. V-format records 
cannot be read backwards. 



Note the difference between the CONSECU- 
TIVE option of the ENVIRONMENT attribute 
and the SEQUENTIAL attribute. CONSECUTIVE 
specifies the physical organization of a 
data set; SEQUENTIAL specifies how a file 
is to toe processed. However, in the PL/I 
Subset, a data set with CONSECUTIVE organi- 
zation must_be associated with a SEQUENTIAL 
file, and a data set with REGIONAL organi- 
zation must be associated with a DIRECT 
file. 

REGIONAL DATA SET ORGANIZATION: REGIONAL 

organization of a data set provides control 
of the physical placement of records in the 
data set. This type of control allows the 
programmer to optimize the record access 
time required by a particular application. 
Such optimization is not available with the 
CONSECUTIVE organization, in which succes- 
sive records are written in strict physical 
sequence and which does not take advantage 
of the timing characteristics of direct- 
access storage devices. The input/output 
devices allowed for REGIONAL data sets are 
restricted to direct-access storage 
devices . 

E§£2£<I_K§.ZS.i The REGIONAL data set organi- 
zation allow the use of keys to identify 
specific records. There are two kinds of 
keys, recorded keys and source keys. A 
recorded_key is a character string that 
actually appears in the data set, along 
with the record, as a positive identifi- 
cation of that record. It cannot exceed 

255 bytes in length. A source key is a 

character string (or expression) that 
appears in a record-oriented data transmis- 
sion statement to identify the record to 
which the statement refers. 

The way keys are specified and used 
differs between the two different kinds of 
REGIONAL organization. For data sets that 
contain recorded keys, the source key must 
exactly match the recorded key in order to 
positively identify a record. 

Whenever source keys are used in a 
program to access or create a data set 
(using the KEY or KEYFROM option), the 
KEYED attribute must be specified for the 
file. In addition, for data sets that 
contain recorded keys, the KEYLENGTH option 
in the ENVIRONMENT attribute of the asso- 
ciated file must be used to specify the 
actual length, in bytes, of the recorded 
key. 

A data set with REGIONAL organization is 
divided into relative regions, each of 
which is identified by a region number and 
each of which may contain one or moire 
records. The regions are numbered in suc- 
cession, beginning with zero, and a record 
is accessed by specifying its region number 
in the source key of a record-orient€»d 



transmission statement. Two kinds of reg- 
ional specifications are used, relative 
record and relative track. A re lativ e 
r ecor d specification refers to a region of 
the data set by specifying the number of a 
particular re^cord, relative to the first 
record in the data set, which is number 

zero. A relative track specification 

refers to a region of the data set by 
specifying the number of a particular track 
relative to the first track of the data 
set, which is track zero. A relative track 
or relative record specification always 
refers uniquely to one region in a data 
set. 

There are two types of REGIONAL organi- 
zation, one of which, REGIONAL(3) , permits 
recorded keys to appear physically in the 
data set with the logical records. Howev- 
er, these recorded keys are never embedded 
within a record. When REGIONAL records are 
accessed by record-oriented statements, the 
source keys,, specified in the statements, 
represent a region number and may also 
represent a recorded key. 

Direct access of REGIONAL data sets 
employs the region number, specified in the 
source key,, for direct access of the 
region. Once the region has been accessed, 
a sequential search may or may not be 
performed for a record that contains a 
recorded key identical to the source key. 
A search is performed only for REGIONAL (3), 
and this search extends only throughout the 
region (relative track) specified by the 
source key. 

Sequential processing of REGIONAL data 
sets is not allowed. All REGIONAL data 
sets must be associated with file names 
that have the DIRECT attribute. 

Each of the REGIONAL types is described 
in the following discussions. 

REGIONAL (1) Organization: A data set with 
REGIONAL (1) organization contains unblocked 
F-format records that do not have recorded 
keys . Each region in the data set contains 
only one logical record; therefore, each 
region number represents the position of 
one logical record within the data set. 
The relative position of the first record 
is zero. 

Since there are no recorded keys to be 
used .for comparison, only a region number, 
which serves as the sole identification of 
a particular logical record, is meaningful 
in a source key. The character-string 
value of the source key must represent an 
unsigned decimal integer that does not 
exceed 16777215. Only the characters 
through 9 are recognized in the source key 
(leading blanks of a character-string 
source key are not interpreted as zeros) . 
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Thus, any source key expression must always 
result in a character string of Length 8 
containing only the digit characters 
through 9. One good way of doing this is 
to declare all source keys as numeric 
character variables by using the PICTURE 
* (8)9' attribute. 

REGIONALjJLL Organization; A data set with 

REGIONAL (3) organization contains unblocked 
F-format records that have recorded keys. 
Unlike REGIONAL (1) organization,, each 
region in the data set corresponds to a 
track on the direct-access storage device, 
and therefore may contain more than one 
logical record. 

The recorded key associated with each 
logical record is a character string, 
recorded in the data set and immediately 
preceding the record. The recorded key 
always includes the regional number as its 
rightmost eight characters. The source key 
(specified as a constant or some other 
expression) consists of a character-string 
value. It may be thought of as having two 
logical parts, the region specif iceition and 
the specification of a character-string key 
to uniguely identify the record wi thin the 
region. 

The actual source key to be used is 
generated by evaluating the source key 
expression and converting it to a character 
string. The source key expression (which, 
of course, may simply be a single variable) 
must always result in a character string 
whose length precisely eguals the value of 
the KEYLENGTH specification in the .ENVIRON- 
MENT attribute,. 

The rightmost eight characters of the 

source key make up the region specif i- 

cation, which states the region number. 
(Only the characters through 9 are 
allowed; blanks are not interpreted as 
zeros.) A substring beginning at the left 
of the source key and containing eight less 
than the number of characters specified in 
the KEYLENGTH option is the chuiracter- 
string key specification. To retrieve a 
record, the entire source key must exactly 
match the recorded key of the record, since 
both the region specification and the 
character-string key specification are 
included in the recorded key. Note that 
this means that the KEYLENGTH specification 
must always be 9 or greater; 8 for the 
region specification plus at least 1 for 
the character-string key specification. 

Consider the following source key exam- 
ple (b represents a blank) : 



of the track. (Note that leading zeros 
appear, since leading blanks are not treat- 
ed as zero and would cause an error.) The 
associated file declaration should have the 
ENVIRONMENT option KEYLENGTH (19). Any 
other KEYLENGTH specification would cause 
the above source key expression to be 
padded with blanks or truncated on the 
right, and therefore the proper region, 
track 3251, would not be accessed. 



In retrieving a record with the above 
KEY specification, the search will start at 
the beginning of track number 3251, and it 
wilL continue until the first record is 
found in that track having the recorded key 
of JOHNbDOEbbb00003251. If no record is 
found in track 3251 having this key, the 
KEY condition is raised. 

If the above KEY option were used with 
an output operation, the record would be 

written in the first availa ble space on 

track 3251. If no space were available on 
that track, the KEY condition would be 
raised. 



The regional 
REGIONAL (3) data 
16777215. 



specification for 
sets cannot exceed 



Comparison of REGIONAL Types: Records in a 
REGIONAL data set are either "actual, " 
representing valid data, or "dummy, " rep- 
resenting usable areas prepared when the; 
data set is created. Only F-format records 
are allowed for REGIONAL files. Dummy 
records are identical in REGIONAL (1) and 
REGIONAL (3) data sets. 

Before a file can be opened to create a 
REGIONAL data set, the entire volume to be 
used must be initialized using the DOS 
Clear Disk utility program. This program 
creates dummy records, each of which con- 
tains a string filled with user-defined 
characters and resets the capacity record 
RO to reflect that all tracks are empty. 
For REGIONAL (3), this resetting of RO 
insures that the dummy records will not be 
retrieved as actual data records. (For 
details, see the publication IBM System/ 360 

Dis k and Tap e Ope rating S yst ems, Util ity 

Pro gram Sp e cification s, Form C24-346 5. ) 
Once the format of the volume has been 
established using this utility program, the 
file can then be opened and the REGIONAL 
data set created. The file must, of 
course, have the DIRECT attribute, since 
SEQUENTIAL is not allowed with REGIONAL 
data sets. 



KEYC JOHNbDOEbbb00003251' ) 

The rightmost e^ight characters make: up the 
region specification,, the relative number 



For retrieving records, a file associat- 
ed with a REGIONAL data set can have either 
INPUT or UPDATE attributes. It must have 
the DIRECT attribute. 
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When a REGIONAL data set is associated 
with a file that has the UPDATE attribute, 
records can be retrieved, added, and 
replaced according to the following conven- 
tions: 



1 • Mfer ie val 

REGIONAL (1) 

REGIONAL (3) 

2 • Addition 

REGIONAL (1) 



REGIONAL (3) 

3 • Replacement 
REGIONAL (1) 

REGIONAL (3) 



All records, whether 
dummy or actual, can be 
retrieved. 

Dummy records cannot be 
retrieved. 



Addition involves the 
replacement of existing 
records, whether dummy 
or actual (no error 
condition is raised in 
either case) . 

Addition involves the 
placement of the record 
into the specified 
region. 



The specified record, 
whether dummy or 
actual, is rewritten. 

A record with the spec- 
ified key must exist. 
The record is rewrit- 
ten. 



Device Allocation 



The MEDIUM option of the ENVIRONMENT 
attribute and, if necessary, the ASSGN 
statement of the DOS/TOS Job Control Lan- 
guage are used to associate data sets with 
file names. The format of the MEDIUM 
option is: 

MEDIUM (logical-device-name, 
physical-device-type) 

The logical device name is the name asso- 
ciated with the file that is known to the 
system. The physi cal de vice type defines 
the type of input/output device (for exam- 
ple, card reader, disk) which the file 
requires. 

The logical device name is of the form 
SYSxxx,, where xxx can be IPT (system input 
device ]> , LST (system output device used for 
listing) , PCH (system output device used 
for punching cards) , or 000 through 222 
(programmer-defined logical units). The 



physical device type is a four-digit number 
giving the device number of the 
input/output device to be used. For exam- 
ple, for the IBM 2400 Magnetic Tape Unit, 
the number is 2400; for the IBM 2311 Disk 
Unit, the number is 2311. 



The logical device name is assigned 
before program execution to a specific 
physical input/output unit available to the 
system. This assignment may be accom- 
plished in one of two ways. Certain stand- 
ard logical device names are automatically 
associated with specific physical 
input/output units in any given DOS/TOS 
system configuration. (Since the automatic 
association of logical device names with 
physical input/output units is tailored to 
fit the needs of a particular installation, 
and therefore may differ from system to 
system, one should check the association of 
logical device names with physical 
input/output units for the DOS or TOS 
system he is using.) If the logical device 
name is not one of those automatically 
associated with a physical input/output 
unit or if the automatic association is to 
be changed, the job control language ASSGN 
statement is used to effect the assignment. 
Of course, the physical device type of the 
MEDIUM option must correspond to the physi- 
cal input/output unit type assigned to the 
file either automatically or by using the 
ASSGN statement. For example, if the phy- 
sical device type indicates magnetic tape, 
the file must be assigned to a magnetic 
tape unit. 



Consider the following example: 

DECLARE MASTER FILE RECORD INPUT 
SEQUENTIAL ENVIRONMENT 
(. . .MEDIUM(SYS006,2400) . . . ); 



In the above declaration, the file MASTER 
is assigned the logical device name SYS006 
in the MEDIUM option of the ENVIRONMENT 
attribute. Also using the MEDIUM option, 
the physical device type for file MASTER is 
declared to be an IBM 2400 Magnetic Tape 
Unit. 

If the DOS or TOS system in which the 
above file declaration is used automat- 
ically associates the name SYS006 with a 
suitable magnetic tape unit, no further 
assignment is necessary. Otherwise, the 
ASSGN statement from DOS/TOS job control 
language must be used to assign a system 
file to a magnetic tape unit. The job 
control program used with the execution 
module must contain the statement partially 
shown below: 

// ASSGN SYS 006, . . . 
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Thin; statement associates the logical 
device name SYS006 with a physical 
input/output unit which must, of course, be 
a magnetic tape. The specific tape unit to 
be used follows the SYS006 on the ASSGN 
statement. (For the complete format of the 
ASSGN statement, see the publication, IB M 
!=> Y.§> t em/ 3 60 Disk and Tape Operating Systems, 
£k/ 1 .Programme r '_s _Gui de , Form C 2 4 - 9 5 . ~ 

All files in the PL/I Subset must be 
explicitly declared with a MEDIUM option in 
the ENVIRONMENT attribute, and the logical 
device name must be assigned to a physical 
input/output unit either automatically by 
the system or by using the DOS/TOS Job 
Control Language. Failure to declare the 
MEDIUM option properly will produce a com- 
piler error message; failure to assign the 
file properly to a physical input/output 
unit will result in cancellation of the job 
at the first attempt to open the file. 



(reels) when a data set is closed or when a 
reel is switched while accessing a multi- 
volume data set. The LEAVE option is 
normally employed when a data set is 
alternatively opened for reading or writing 
forwards and reading backwards. 

Buffer Allocation; A buffer is an internal 
program-storage area that is used for 
intermediate storage of data transmitted to 
and from a data set. Allocating two buf- 
fers for a data set permits input and 
output activity to occur concurrently with 
internal processing. 

The option BUFFERS (n) in the ENVIRONMENT 
attribute specifies the number (n) of buf- 
fers to be allocated for a data set. In 
the D-Compiler, n may be 1 or 2. The 
BUFFERS (n) option may not be used with 
UNBUFFERED files. If the BUFFERS (n) option 
is not specified, the number of buffers is 
assumed to be one. 



i^r*3fh_of_Keys 



Keys are specified in READ, WRITE, or 
REWRITE statements for DIRECT files which 
are associated with REGIONAL data sets. 
For REGIONAL(l), the key specifies the 
region number, which is the logical record 
number of the record to be accessed within 
the data set. Thus, the key is siaply an 
8-digit number, in character-string form, 
which identifies the logical record. The 
length of the key for REGIONAL (1) data sets 
is always assumed to be 8. No KEYLENGTH 
option is ever specified for a REGlONAL(l) 
file. 



For REGIONAL (3) data sets, the 
cities, in character-string f 
8-dicjit number that identifies the 
(relative track) where the record 
locat.ed, preceded by a character st 
uniquely identify the record wi 
region. The length of keys for REG 
files must oe specified using the K 
option of the ENVIRONMENT attribute 
equal to 8 (for the 8-digit region 
plus the number of characters in th 
acter string that identifies the 
Thus, the KEYLENGTH specification m 
or greater since there must b 
characters in the region specificat 
at least one more character for th 
identification. 



Qt^^£_Data_Set_Handling_Orjtions 



Q a .ta_S_et_Positioning[j_ The LEAVE option in 
the ENVIRONMENT attribute prevents the nor- 
mal rewinding of magnetic-tape volumes 



key spe- 
ctrin, an 
region 
i s to be 
ring to 
thin the 
IONAL(3) 
EYLENGTH 
and is 
number) 
e char- 
record. 
j st be 9 
e eight 
ion and 
record 



Processing Unlabeled Tapes : It may be 

desired to read or write a magnetic tape 
which has no label or perhaps a non- 
standard label. The NOLABEL op-ion is used 
in the ENVIRONMENT attribute to indicate 
that no label processing is to be done fox 
the file. On output, a tape mark is 
automatically written as the first record 
on the tape. On input, a tape mark is 
expected as the first record on the tape. 
e-vices 

The V ERI FY Option; It may be desired, at 

the time a record is written, to check that 
the record is written correctly. The 
VERIFY option in the ENVIRONMENT attribute 
causes a read check to be performed after 
every write operation. This option is 
allowed only with files that are; associated 
with direct-access storage devices. 



DATA TRANSMISSION 



As discussed earlier in this chapter, 
PL/I provides two types of data transmis- 
sion, stream-oriented and record-oriented. 



With stream- orient ed t 
data set is considered to be 
stream of data items in 
internal bit-string represen 
internal formats of coded a 
do not appear in the stre 
are assigned from the stre 
variables or from program 
expressions) into the 
appropriate conversion from 
form. Stream-oriented tran 
ments ignore the bound 
records . 



ransmission, a 
a continuous 
character form; 
tations and the 
rithmetic data 
am. Data items 
am to program 
variables (or 
stream, with 
or to character 
smission state- 
aries between 



With record-oriented transmission, a 
data set is treated as a collection of 
logical records, each of which consists of 
one or more data items. The data items can 
have any representation, internal or exter- 
nal, that is acceptable to the computer, 
and there is no data conversion. Each 
logical record is transmitted as a unit to 
or from either a program variable or a 
buffer. 



data list also can include constants 
and other expressions. 



The format of each data 
stream. 



item in the 



If the file name is not specified, one 
of the standard files is assumed. 



Stream transmission uses only two input 
and output statements, GET and PUT, which 
get the next series of data items from the 
stream or put a specified set of data items 
into the stream. In record transmission, 
the corresponding statements are READ and 
WRITE, which read a logical record from the 
data set or write a specified logical 
record into the data set. Other record- 
tremsmission statements are REWRITE and 
LOCATE. 

It is possible for the same data set to 
be processed at different times for either 
stream transmission or record transmission; 
however, the data set would have to be in 
character form acceptable for stream 
transmission. 

One of the attributes, STREAM or RECORD, 
specified for the file associated with a 
data set determines which transmission 
method is applicable to the file at the 
time it is declared. 



Edit-Directed Transmission 



Edit-directed transmission permits the 
user to specify the variables to which data 
is to be assigned or to specify data to be 
transmitted. Edit-directed transmission 
allows a programmer to specify the format 
for each item on the external medium. 

Inp ut; Data in the stream is a continuous 
string of characters; different data items 
are not separated. The variables to which 
the data is to be assigned is specified by 
a data list. Format items in a format list 
in the GET statement specify the number of 
characters to be assigned to each variable 
and describe characteristics of the data 
(for example, the assumed location of a 
decimal point) . 

Output; The data values to be transmitted 
are defined by a data list. The format 
that the data is to have in the stream is 
defined by a format list. 



STREAM-ORIENTED TRANSMISSION 



In the PL/I Subset language, there are 
two modes of stream transmission: list- 
directed and edit-directed. However, since 
edit-directed is the only mode of stream 
input/output presently implemented by the 
D-compiler, list-directed will not be 
explained here or mentioned elsewhere in 
this publication. For a complete discus- 
sion of list-directed input/output, see 
"PL/I Subset Language Specif ications , Form 
C28-6809. 

Edit-directed transmission uses the GET 
and PUT statements for input and output. 
These statements, in general, require the 
following information: 

1. The name of the file associated with 
the data set from which data is to be 
obtained or to which data is to be 
assigned. 

2. A list of program variables to which 
data items are to be assigned during 
input or from which data items are to 
be obtained during output. This list 
is called a data list. On output, the 



EDIT-DIRECTED DATA SPECIFICATION 



General format for an edit-directed data 
specification, either for input or output 
is as f ollows : 

EDIT (data-list) (format-list) 

[ (data-list) (format-list) ] . . . 

1. The data list,, which must be enclosed 
in parentheses, contains one or more 
variables that are to receive values 
on input or one or more expressions 
whose values are to be transmitted on 
output. Data lists are discussed in 
more detail in "Data Lists" below. 
The format list, which also must be 
enclosed in parentheses, contains one 
or more format items. There are three 
types of format items: data format 
items, which describe data in the 
stream; control format items, which 
describe page, line, and spacing oper- 
ations; and remote format items, which 
specify the label of a separate state- 
ment that contains the format list to 
be used. Format lists and format 
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items are discussed in more detail in 
"Format Lists f" below. 



For input, "data in the stream is 
considered to be a continuous string 
of characters not separated into indi- 
vidual data items. The nunber of 
characters for each data item is spec- 
ified by a format item in the format 
list. The chairacters are treated 
according to the associated format 
item. 



On output, each data item occupies 
precisely the field length specified 
by its corresponding format item in 
the format list. Thus, arithmetic 
data items should usually be associat- 
ed with format items that provide more 
characters than really necessary to 
contain the data item, so that leading 
blanks in each data item will separate 
it from other data items. 



Examples : 



3. For output, the value of each item in 
the data list is converted to at format 
specified by the associated format 
item and placed in the stream in a 
field whose width also is specified by 
the format item. 



For either input or output, the: first 
data format item is associated with 
the first item in the data list, the 
second data format item with the sec- 
ond item in the data list, and so 
forth. If a format list contains 
fewer format items than there are 
items in the associated data list, the 
format list is re-used; if there are 
excessive format items, they are 
ignored. Suppose a format list con- 
tains five data format items and its 
associated data list specifies ten 
items to be transmitted. Then che 
sixth item in the data list will be 
associated with the first data format 
item, and so forth. Suppose a format 
list contains ten data format items 
and its associated data list specifies 
only five items. Then the sixth 
through the tenth format items will be 
ignored. 



GET EDIT (NAME, DATA, SALARY) 

(A (20), X(2), A(6) , FC6,2)); 

PUT EDIT ( ' INVENTOR Y= ■ | | INUM, INVCODE) ) 
(A,F(5)) ; 

The first example specifies that the 
first 20 characters in the stream are to be 
treated as a character string and assigned 
to NAME; the next two characters are to be 
skipped; the next six are to be assigned to 
DATA in character format; and the next six 
characters are to be considered as an 
optionally signed decimal fixed-point con- 
stant and assigned to SALARY. 



The second example spe 
character string ' INVENTOR 
concatenated with the val 
string INUM and placed in th 
field whose width is the 
resultant string. Then 
INVCODE is to ue treated as 
signed decimal fixed-point i 
and placed in the stream ri 
a field with a width of f 
(leading characters may be 
that operational expressions 
can appear in output data li 



cifies that the 



is 



to be 



ue of character 

e stream in a 

length of the 

the value of 

an optionally 

nteger constant 

ght-adjusted in 

ive characters 

blanks) . Note 

and constants 

sts only. 



An array or structure variable in a 
list is equivalent to n data items in 
the data list, where n is the number 
of element items in the array or 
structure, each of which will be asso- 
ciated with a separate use of a data 
format item. 



Data Lists 



Edit-directed data specifications 
require a data list to specify the data 
items to be transmitted. 



If a data list item is associated with 
a control format item, that control 
action is executed, and the data list 
item is paired with the next format 
item. 

The specified transmission is complete 
when the last item in the data list 
has been processed using its corres- 
ponding format item. Subsequent for- 
mat items,, including con t r ol f or nia t 

items, are ignored. 



General format: 

(data-list) 

where data list is defined as: 

element [.element]... 

Syntax rules: 

The nature of the elements depends upon 
whether the data list is used for input or 
for output. The rules are as foLlows: 
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1. On input, a data- list element for 
edit-directed transmission can be one 
of the following: an element, array, 
or structure variable, a pseudo- 
variable that does not represent a 
structure or an array, or a repetitive 
specification (similar to a repetitive 
specification of a DG-group) involving 
any of these elements. 

2. On output, a data- list element for 
edit-directed data specifications can 
be one of the following: an element 
expression, an array variable, a 
structure variable, or a repetitive 
specification involving any of these 
elements. 

3. The elements of a data list must oe of 
arithmetic or string data type. 

4. A.s shown in the general format, a data 
list, must always be enclosed in paren- 
theses. 



Repetitive Specification 

The general format of a repetitive 
specification is shown in Figure 8-1. 

Syntax rules: 

1. An element in the element list of the 
repetitive specification can be any of 
those allowed as data-list elements as 
listed above. 

2. The expressions in the specification, 
which are the same as those in a DO 
statement, are described as follows: 

a. Each expression in the specifi- 
cation is an element expression. 

b. In the specification, expression-1 
represents the starting value of 
the control variable. 
Expression- 3 represents the incre- 
ment to be added to the control 



variable after each repetition of 
data-list elements in the repeti- 
tive specification. Expression-2 
represents the terminating value 
of the control variable. 
Expression- 4 represents a second 
condition to control the number of 
repetitions. The exact meaning of 
the specification is identical to 
that of a DO statement with the 
same specification. When the last 
specification is completed, con- 
trol passes to the next element in 
the data list. 



Each repetitive specification must be 
enclosed in parentheses as shown in 
the general format. Note that if a 
repetitive specification is the only 
element in a data list, two sets of 
outer parentheses are required, since 
the data list must have one set of 
parentheses and the repetitive speci- 
fication must have a separate set. 

As Figure 8-1 shows, the "speci- 
fication" portion of a repetitive 
specification can be repeated a number 
of times, as in the following form: 

DO I = 1 TO 4, 6 TO 10 

Repetitive specifications can be nest- 
ed; that is, an element in a repeti- 
tive specification can itself be a 
repetitive specification. Each DO 
portion must be delimited on the right 
with a right parenthesis (with its 
matching left parenthesis added to the 
beginning of the entire repetitive 
specification) . 

When DO portions are nested, the 
rightmost DO is at the outer level of 
nesting. For example, consider the 
following statement: 

GET EDIT (((A(I,J) DO I = 1 TO 2) 

DO J = 3 TO 4)) (format-list); 



r — 



(element [, element] .. .DO variable 



specification^ specification] . . . ) 



A "specification" has the following format: 



expression-1 



TO expression-2 [BY expression-3] " 



_ BY expression-3 [TO. expression-2] _ 
Figure 8-1. General Format for Repetitive Specifications 



[WHILE (expression-4) ] 



L . J 
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Note the three sets of parentheses, in 
addition to the set used to delimit 
the subscript. The outermost set is 
the set required by the data list; the 
next is that required by the outer 
repetitive specification. The third 
set of parentheses is that required by 
the inner repetitive specif icat ion. 
This statement is equivalent to the 
following nested DO-groups: 

DO J = 3 TO 1; 

DO I = 1 TO 2; 

GET EDIT (A (I, J) ) 

(format- list) ; 

END; 
END; 

It gives values to the elements of the 
array A in the following order: 

A(l,3), A(2,3), A(l,4), h(2,U) 

Note^ Although the DO keyword is used 
in the repetitive specification, a 
corresponding END statement is not 
allowed. 

Transmission of Data-List Elements 

If a data-list element is an array 
variable, the elements of the array are 
transmitted in row-major order, that is, 
with the rightmost subscript of the array 
varying most frequently. 

It: a data-list element is a structure 
variable, the elements of the structure are 
transmitted in the order specified in the 
structure declaration. 

For example, if a declaration is: 

DECLARE 1 A, 2 S(10), 2 C<10); 

and if X is a file, then the statement: 

POT FILE (X) EDIT (A) (format-list) ; 

vtfould result in the output oeing ordered as 
follows : 

A.E(l) A.B(2) A.B(3) . . . .A.B(IO) 
A.C(l) A.C(2) A.C(3) A.C(IO). 

If, within a data list used in an input 
statement for edit-directed transmission, a 
variable is assigned a value, this new 
value xs used if the variable appears in a 
later reference in the data list. For 
example: 

GET EDIT (N,(X(I) DO 1=1 TO N) , J, 
SUBSTR (NAME, J, 3)) ( f ormat-l ist ) ; 

when t.his statement is executed, data is 
transmitted and assigned in the? following 
order 



1. A new value is assigned to N. 

2. Elements are assigned to the array X 
as specified in the repetitive speci- 
fication in the order 
X(1),X(2),...X(N), with the new value 
of N used to specify the: number of 
items to be assigned. 

3. A new value is assigned to C". 

4. A substring of length 3 is e.ssigned to 
the string variable NAME, oeginning at 
the Jth character. 



Format Lists 

Each edit-directed data speicif ication 
requires its own format list. 

General format: 

( format-list) 

where format list is defined as: 




1. Each "item" represents a format item 
as described below. 



2. The letter n represents an 
factor, which must be ar 
decimal integer constant, 
must separate the constan 
following format item. The 
factor specifies that the 
format item or format list 
used n successive times, 
ciated format item is that 
list of items immediately tc 
of tne iteration factor. 

General rule: 

There are three types c 
items: data format items, cont 
items, and the remote format it 
format items specify the exte 
that data fields are to take, 
format items specify, for PRINT 
page, line, column, and spacing c 
The spacing format item can also 
with non-PRINT files, either inp 
put. The remote format item allc 
items to be specified in a separ 
statement elsewhere in the block. 
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Detailed discussions of the various 
types of format items appear in Part II, 
Section E f "Edit-Directed Format Items." 
The following discussions show how the* 
format items are used in edxt-directed datet 
specifications . 



Data Format Items 

On input, each data format item speci- 
fies the number of characters to be asso- 
ciated with the data item and how to 
interpret the external data. The data item 
is assigned to the associated variable 
named in the data list, with necessary 
conversion to conform to the attributes of 
the variable. On output, the value of the 
associated element in the data list is 
converted to the character representation 
specified by the format item and is insert- 
ed into the data stream. 

There are four data format 
items: fixed-point (F) , floating-point 
(E) , character-string (A) , and bit (B) . 
They are specified as follows: 



F Cw[,d[,p]]) 

E Cw,d[,s]) 

A C(w)] 

B l(w)] 



In this list, the letter w represents a 
decimal integer constant that specifies the 
number of characters in the field. The 
letter d specifies the number of digits to 
the right of a decimal point. 

A third specification (£) is allowed in 
the F format item; it is a scaling factor. 
A third specification (s) is allowed in the 
E format item to specify the number of 
digits that must be maintained in the first 
subfield of the floating-point number. 
These specifications are discussed in 
detail in Part II, Section E, 
"Edit-Directed Format Items." 

Note^ Fixed-point binary and floating- 
point binary data items must always be 
represented in the input stream with their 
values expressed in decimal digits. The F 
and E format items then are used to access 
them, and the values will be converted to 
binary representation upon assignment. On 
output, binary items are converted to 
decimal values and the associated F or E 
format items must state the field width in 
terms of the converted decimal number. 

The following examples illustrate the 
use of format items: 



1. GET FILE (INFILE) EDIT (ITEM) (A(20)); 

This statement causes the next 2 
characters in the file called INFILE 
to Oe assigned to ITEM, which must be 
a character-string variable. If it is 
not a character-string variable, an 
error results. 

Note: If the data list and format 
list were used for output, the length 
of a string item need not be specified 
in the format item if the field width 
is to be the same as the length of the 
string, that is, if no blanks are to 
follow the string or if no truncation 
is to occur. 

2. PUT FILE (MASKFL) EDIT (MASK) (B); 

Assume MASK has the attributes BIT 
(25); then the above statement writes 
the value of MASK in the file called 
MASKFL as a string of 25 characters 
consisting of 0"s and l's. A field 
width specification can be given in 
the B format item. It must be stated 
for input. Note that MASK must be a 
bit-string variable; if it is not, an 
error results. 

3. PUT EDIT (TOTAL) (F(6,2)); 

Assume TOTAL has the attributes FIXED 
(4,2); then the above statement speci- 
fies that the value of TOTAL is to be 
converted to the character representa- 
tion of a fixed- point numoer and writ- 
ten into the standard output file. A 
decimal point is to be inserted before 
the last two numeric characters , and 
the number will be right-adjusted in a 
field of six characters. Leading 
zeros will be changed to blanks, and, 
if necessary, a minus sign will be 
placed to the left of the first numer- 
ic character. If a decimal point or a 
minus sign appears, either will cause 
one less leading blank to appear. 
Consequently, the F(6,2) specification 
will always allow all digits, the 
point, and a possible sign to appear. 

4. GET FILE (A) EDIT (ESTIMATE) (E(10,6)); 

This statement obtains the next ten 
characters from the file called A and 
interprets them as a floating-point 
decimal number. A decimal point is 
assumed before the rightmost six 
digits of the mantissa. An actual 
point within the data can override 
this assumption. The value of the 
number is converted to the attributes 
of ESTIMATE and assigned to this vari- 
able. 

5. GET EDIT (NAME, TOTAL) (A(5) , F (4 , ) ) ; 
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When this statement is executed, the 
standard input file is asburaeti. The 
first five characters are assigned to 
NAME. The next four characters must 
be arithmetic characters with possible 
leading and/or trailing blanks, and 
they are assigned to TOTAL. 



Control Format Items 

Control format items consist of two 
types: the spacing format item (X) and the 
printing format items (COLUMN, LIKE, PAGE, 
and SKIP). The spacing format itei speci- 
fies relative spacing in the data stream. 
The printing format items can be used only 
with PRINT files and, consequently, can 
appear only in PUT statements. All but 
PAGE generally include decimal integer con- 
stants. LINE, PAGE, and SKIP also can 
appear separately as options in the PUT 
statement. When they appear as options in 
a PUT, expressions can be used in place of 
the decimal integer constants. 

The following examples illustrate the 
use of the control format items: 

1. GET EDIT (NUMBER, REBATE) 

(A(5), X(5), A(5)); 

This statement treats the next 15 
characters from the standard input 
file in the following way: the first 
five characters are assigned to NUM- 
BER, the next five characters are 
spaced over and ignored, and the 
remaining five characters are assigned 
to REBATE. 

2. PUT FILE (OUT) EDIT (PART, COUNT) 

(A(4), X(2), F(5)); 

This statement places in the file 
named OUT four characters that rep- 
resent the value of PART, then two 
blank characters, and finally five 
characters that represent the integer 
value of COUNT. 

3. The following examples show the use of 
the printing format items in combina- 
tion with one other. 



be written on line two 
in the standard syst 
The second statement 
two lines are to be s 
"skip to the third f 
and the value of A 
written, beginning at 
acter of the fifth li 
BOUGHT, beginning at 
tion 14; the value of 
at character position 
PAYMENT, beginning at 
tion 45; and the val 
character position 60. 



of a new page 
em output file. 

specifies that 
kipped (that is, 
ollowing line") 
CCT# is to be 
the first char- 
ne; the value of 
character posi- 

SOLD, beginning 
30; the, value of 
character posi- 
ue cf BALANCE at 



Note : Control format items are executed at 
the time they are encountered in the format 
list. Any control format list that appears 
after the data list is exhausted will have 
no effect. 



Remote Format Item 

The remote format item (R) specifies the 
label of a FORMAT statement (or a label 
variable whose value is the label of a 
FORMAT statement) located elsewhere; the 
FORMAT statement and the GET or PUT state- 
ment specifying the remote format item must 
be internal to the same block. The FORMAT 
statement contains the remotely situated 
format items. This facility permits the 
choice of different format specifications 
at execution time, as illustrated by the 
following example: 

DECLARE SWITCH LABEL; 

GET FILE(IN) EDIT (CODE) (F (1) ) ; 

IF CODE = 1 

THEN SWITCH =L1 ; 

ELSE SWITCH =L2 ; 
GET FILE (IN) EDIT (W,X,Y,Z) 

(R (SWITCH)) ; 
LI : FORMAT (4 F ( 8 , 3 ) ) ; 
L2: FORMAT (4 E(12,6)); 

SWITCH has been declared to be a label 
variable; the second GET statement can be 
made to operate with either of the two 
FORMAT statements. Another advantage of 
the remote format item is that it allows 
many GET/PUT statements to share the same 
format . 



PUT EDIT ('QUARTERLY STATEMENT') 
(PAGE, LINE(2), A(19)); 

PUT EDIT (ACCT#, BOUGHT, SOLD, 
PAYMENT, BALANCE) 
(SKIP(3), A(6), COLUMN(14), 



F(7, 
F(7, 
F(7, 
F(7, 



2) , COLUMN (30) , 
2 ) , COLUMN (45), 
2) , COLUMN (6 0) , 
2 ) ) ; 



The first PUT statement specifies that 
the headxng QUARTERLY STATEMENT is to 



STREAM-ORIENTED DATA TRANSMISSION 
STATEMENTS 



The following provides a summary of the 
STREAM data transmission statements, along 
with their options, according to file 
attributes (the statements are discussed 
individually in detail in Part II, Section 
J, "Statements"). 
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STREAM INPUT: 



GET [FILE (file-name)] 

data- specification; 

STREAM_OUTPUTi 

PUT [FILE (file-name)] 

data-specification; 

STREA.M_OUTPUT_PRINTj_ 

PUT [FILE (file-name)] 



PAGE [LINE(expression) ] 
SKIP [(expression)] 
LINE (expression) 

[data-specification] ; 



Notej_ The "data specification" can be 
omitted for STREAM OUTPUT PRINT files only 
if one of the control options appears. 

In all of the above, the data specifi- 
cation has the following form: 

EDIT (data-list) (format-list) 

[(data-list) (format-list)].. 

Format lists may use any of the follow- 
ing format items: 



A lr B,E,F,R,X 



PAGE 

SKIP l(w)] 
LINE Cw) 
COLUMN (w) 



which may be used with 
any STREAM file 

which may be used 
only with STREAM 
OUTPUT PRINT files 



RECORD-ORIENTED TRANSMISSION 



of level 1 by default) , and may be of any 
storage class. The variables cannot be 
parameters or defined variables. They may 
be label or pointer variables, but such 
data may lose its validity in transmission. 

With RECORD transmission, it is possible 
to operate upon the record in a buffer if 
the file has the BUFFERED attribute. Oper- 
ation within the buffer can be accomplished 
through the use of a based v ariabl e, which 
describes the data attributes of the 
record, and a po int er variable, which can 
be set to different values to identify the 
location of the based variable within the 
buffer. A based variable and its associat- 
ed pointer variable are declared With the 
BASED storage class attribute in the fol- 
lowing form: 

BASED (pointer-variable) 

The pointer variable itself cannot have the 
BASED storage class attribute; the default 
is AUTOMATIC. The pointer variable may be 
given either INTERNAL or EXTERNAL scope 
attribute, with default being INTERNAL; but 
the scope of the based variable is always 
INTERNAL. The pointer variable must be 
explicitly declared with the POINTER attri- 
bute. 

Consider the following declarations: 

DECLARE REC_ID POINTER; 

DECLARE 1 MASTER_RECORD BASED 
(REC_ID) , 
IDENTIFICATION CHARACTER ( 10) , 
NAME CHARACTER (30), 
ADDRESS , 

3 STREET CHARACTER ( 15 ) , 
3 CITY CHARACTER (15) , 
3 STATE CHARACTER (15), 
3 ZIP CHARACTERS) ; 



Data sets that contain discrete records 
or which are to be created as collections 
of discrete records may be manipulated with 
record-oriented operation statements. 
These statements are READ, WRITE, REWRITE, 
and LOCATE. A general description of these 
statements is contained in this chapter; 
they are described completely in Part II, 
Section J, "Statements." Each record 
obtained from a data set or dispatched to a 
data set is defined in terms of the data 
attributes of a variable (usually a 
structure) . For input operations, the 
record is obtained from the data set and 
assigned, without conversion, to the varia- 
ble. For output operations, the data is 
transmitted without conversion into the 
data set. 

The variables involved in record trans- 
mission must be unsubscripted, of level 1 
(element variables and array variables are 



The name MASTER_RECORD is a based varia- 
ble that can be used to describe a record 
located in a buffer. Fields of the record 
must conform to the attributes declared for 
MASTER_RECORD . REC_ID is a pointer varia- 
ble that identifies the position of 
MASTER_RECORD within the buffer. The poin- 
ter variable is declared explicitly. 

If any attributes other than AUTOMATIC 
are to be declared for a pointer variable, 
they must be explicitly declared. For 
example, the following declaration speci- 
fies the STATIC and EXTERNAL attributes for 
the pointer variable REC_ID: 

DECLARE REC_ID POINTER STATIC 
EXTERNAL ; 

For input/output operations specifying 
based variables, the pointer value is set 
by the SET option in the READ or LOCATE 
statements . 
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RECORD-ORIENTED DATA TRANSMISSION 

STATEMENTS 



immediately following the 
in the buffer. 



previous record 



There are three statements that actually 
cause transmission of records to or from 
external storage. They are READ,. WRITE „ 
and REWRITE. A fourth statement, L0CA1E, 
causes storage to be allocated in a buffer 
tor subsequent transmission. The attri- 
butes of the file determine which state- 
ments can be used. 

;?he READ statement can be used with any 
INPUT or UPDATE file. It causes a record 
to be transmitted from the data set to the 
program, either directly to a variable or 
to a buffer. In the case of blocked 
records, the READ statement causes a logi- 
cal record to be transferred from a buffer 
to the variable; or if the SET option is 
used, it causes th€5 value of a pointer to 
be set to point to the logical record in a 
buffer. For blocked records, consequently, 
every READ statement may not cause physical 
input. 

The WRITE statement can be used with any 
OUTPUT file, and with DIRECT UPDATE, but 
not with SEQUENTIAL UPDATE. It causes a 
record to be transmitted from the program 
to the data set. For unblocked records, 
the transmission may be directly from a 
variable or from a buffer. For blocked 
records, the WRITE statement causes; a logi- 
cal record to be placed into a buffer. 
Only when the blocking of the record is 
complete is there actual physical output. 

The REWRITE statement causes a record to 
be replaced in an UPDATE file. For SEQUEN- 
TIAL UPDATE files, the REWRITE statement 
specifies that the last record read from 
the file is to be rewritten; consequently a 
record must be read before it can be 
rewritten. For DIRECT UPDATE files, the 
REWRITE statement must specify a key; con- 
sequently, any record can be rewritten 
whether or not it has first been re^ad. 

The LOCATE statement specifies that a 
base^d variable be allocated in ar. output 
buffer for the specified file and that a 
pointer oe set to identify the location. 
Both a based variable and a pointer varia- 
ble must be specified in the LOCATE state- 
ment. The based variable is usee, in the 
case: of variable length records, to deter- 
mine the length of the record. The LOCATE 
statement never specifies immediate data 
transmission; the contents of the buffer 
are undefined. Values must be assigned to 
the based variable. The record will not: be 
written until the next WRITE, LCCATE, or 
CLOSE statement is executed for the same 
file. In the case of blocked records, a 
subsequent LOCATE statement may only cause 
a pointer to be set to identify a location 



Options of Record-Orie nted Transmi ssion 
Statements 



Options that are allowed for record- 
oriented data transmission statements 
differ according to the attributes of the 
associated file and the purpose of the 
statement. A list of all of the allowed 
combinations for each type of file is given 
later in this chapter. 



Each option consists of a keyword fol- 
lowed by a value, which is a file name, a 
variable, or an expression. This value 
always must be enclosed in parentheses. In 
any statement, the FILE option must appear 
first. 



The FILE Option 

The FILE option (also cal 
specification) must appear in e 
oriented statement. It specifi 
of the file upon which the ope 
take place. It consists of 
FILE followed by the file name 
parentheses. An example of the 
is shown in each of the stateme 
section. 



led the FILE 
very record- 
es the name 
iration is to 
the keyword 
enclosed in 
: FILE option 
nts in this 



The INTO Option 

The INTO option can be usee 
statement for any type of INPU1 
file. The INTO option specific 
to which the logical record 
assigned. The form is the same 
not the record passes 



intermediate buffer, 
based variable. 



in the READ 
or UPDATE 
s a variable 
is to be 
whether or 
through an 
The variable can be a 



READ FILE (DETAIL) INTO (EEC0RD_1) ; 

This specifies that the next sequential 

record is to be assigned to the variable 
RECORD 1. 



The SET Option 

The SET option can be used in the READ 
statement for SEQUENTIAL BUFFERED INPUT or 
UPDATE files. It must appear in every 
LOCATE statement. The SET option specifies 
a pointer variable that is to point to the 
logical record in a buffer. 
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READ FILE (MASTER) SET (REC IDENT) ; 



The KEY Option 



LOCATE PAY_REC FILE (PAYROLL) 
SET (P); 



The first example specifies that the 
next record from the file MASTER is to be 
read and that the pointer variable 
REC_IDENT is to be set to point to that 
location in the buffer. If the logical 
record is part of a blocked record, and is 
not the first record in the block, the 
actual result of the statement will be 
merely to set the value of the pointer. 
The value of REC_IDENT must be associated 
with a based variable, so that the fields 
of the record can be accessed. 



The second example specifies that the 
based variable PAY_REC is to be allocated 
in a buffer and that its location is to be 
assigned to the pointer variable P, which 
must have been declared with the based 
variable PAY_REC. The LOCATE statement 
must always specify a based variable. Fol- 
lowing allocation of the based variable, 
values must be assigned to it. The record 
is written when the next WRITE, LOCATE, or 
CLOSE statement is executed for the file 
PAYROLL. If the record PAY_REC is part of 
a blocked record, the next LOCATE statement 
may only allocate the next logical record 
in the same block. 



The FROM Option 

The FROM option must be used in the 
WRITE statement for any OUTPUT file and for 
a DIRECT UPDATE file. It also can oe used 
in the REWRITE statement for any UPDATE 
file. The FROM option specifies the varia- 
ble from which the record is to be written. 



WRITE FILE (MASTER) FROM (MAS REC) ; 



REWRITE FILE (MASTER) FROM (MAS_REC) ; 

Both statements specify that the value of 
the variable MAS_REC is to be written into 
the file MASTER. In the case of the WRITE 
statement, it specifies a new record in a 
SEQUENTIAL OUTPUT file. 

The REWRITE statement specifies that 
MAS_REC is to replace the last record read 
from a SEQUENTIAL UPDATE file. 



The KEY option applies only to files 
associated with data sets of REGIONAL 
organization. It must be used in the READ 
statement for DIRECT files with the INPUT 
or UPDATE attribute. The KEY option also 
must be used in the REWRITE statement for 
DIRECT UPDATE files. Any file for which 
the KEY option is used must also have the 
KEYED attribute. 

The KEY option consists of the keyword 
KEY followed by a parenthesized expression, 
which is a source key that identifies a 
particular record. The expression must 
represent a character string of eight 
digits for REGIONAL (1) and of length 
specified by KEYLENGTH for REGIONAL (3). 

Following is a summary of what the 
character string is and what it represents 
for each of the data set organizations to 
which it is applicable: 



REGIONAL (1) 



REGIONAL (3) 



A string of eight digits 
that specify the relative 
record number of the 
desired record. 

A string of characters, 
the rightmost eight of 
which must consist of 
digits. These rightmost 
eight characters specify a 
relative track that is the 
region to be searched. 
The record to be accessed 
is identified by a record- 
ed key that exactly match- 
es the source key which 
has been converted to a 
character string of the 
length specified by KEY- 
LENGTH. This string 
always includes the right- 
most eight characters, 
which identify the region. 



The expression in the KEY option must 
result in a valid key. 

READ FILE (MASTER) INTO (MAS_REC) KEY 
(•00003253') 

READ FILE (FILEX) INTO (ORDER_REC) KEY 
(NAME | |AREA#) ; 

The first statement specifies that record 
number 3253 in the REGIONAL (1) data set 
associated with the file MASTER is to be 
read and assigned to the variable MAS_REC. 

The second statement, which would be 
appropriate for a REGIONAL (3) data set, 
specifies that a record is to be read from 
the file FILEX into the variable ORDER_REC. 
The record is to be found in a region 
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identified by the value of AREA#; the 
specific record is to be recognized by a 
recorded key of length specified by KEY- 
LENG1H that matches the character strung 
specified by the expression in the KEY 
option. Note that the variable AREAtt must 
represent a character-string o.t eight 
digits. 



SEQUENTIAL BUFFER ED I NPUT: 

READ FILE (file-name) 
INTO (variable) ; 

READ FILE (file-name) 

SET (pointer- variable) ; 



The KEYFROM Option 

The KEYFROM option must be specified in 
a WRITE statement used to write a kEGIONAL 
data set. It cannot be used with CONSECU- 
TIVE data set organization. Therefore, it 
can appear in a WRITE statement only for a 
DIRECT OUTPUT or DIRECT UPDATE file. Any 
file for which the KEYFROM option is speci- 
fied must have the KEYED attribute. 



The KEYFROM option specifies the loca- 
tion, within the data set, where the record 
is to be written. For REGIONAL (1) data 
sets, it specifies only the region number. 
For REGIONALO) data sets, it specifies a 
character string to be written as a record- 
ed Key (in which the rightmost eight char- 
acters represent the region number) .. It is 
written with the keyword KEYFROM followed 
by a parenthesized expression. The expres- 
sion can be a constant, a variable, or any 
other expression that can be converted to a 
character string. For REGIONAL (3) , the 
KEYLENGTH option of the ENVIRONMENT attri- 
bute must specify the length of the record- 
ed key to be written. 



SEQUENTIAL B UFF ER ED OUT PUT: 

WRITE FILE (file-name) 
FROM (variable) ; 

LOCATE variable FILE (file-name) 
SET (pointer- variable) ; 



SEQUENTIAL BUFF ERED UP DATE: 

READ FILE (file- name) 
INTO (variable) ; 

READ FILE (file- name) 

SET (pointer-variable) ; 

REWRITE FILE (file-name); 

REWRITE FILE (file-name) 
FROM (variable) ; 



SEQUENTIAL U NBUFFERED IN PUT: 

READ FILE (file-name) 
INTO (variable) ; 



WRITE FILE (PAYROLL) FROM (PAY_REC) 
KEYFROM (NAME | |TRACK_NO) ; 



The above statement, which could be 
appropriate for a REGIONAL (3) data set, 
specifies that the value of PAYJREC is to 
be written as tne next sequential record in 
the specified region of PAYROLL. The value 
of TRACKNO specifies the region in which 
the record is to be written. The source 
key is to be a concatenation of the value 
of NAME and the value of TRACK_NO,, and is 
to oe written as the recorded key. 



SEQU ENTIAL UNBUFFERED OUTPUT: 

WRITE FILE (file-name) 
FROM (variable) ; 

SEQUENTIAL UNBUFFERED UPDATE: 

READ FILE (file-name) 
INTO (variable) ; 

REWRITE FILE (file- name) 
FROM (variable) ; 



DIRECT INPUT: 



Record-Oriented Transm issi on Statement 
Formats 



READ FILE (file- name) 
INTO (variable) 
KEY (expression); 



This section provides a summary of the 
allowed RECORD transmission statements, 
along with their options, according to file 
attributes. 



D IRECT O UTPUT: 

WRITE FILE (file-name) 
FROM (variable) 
KEYFROM (expression); 
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DIRECT UPD ATE: 

READ FILE (file-name) 
INTO (variable) 
KEY (expression) ; 

REWRITE FILE (file-name) 
FROM (variable) 
KEY (expression) ; 

WRITE FILE (file-name) 
FROM (variable) 
KEYFROM (expression) ; 



Summary of Record-Oriented Transmission 



The following points cover the salient 
environmental factors in the use of RECORD 
transmission: 

1. A SEQUENTIAL file specifies that the 
accessing, creation, or modification 
of the data set records is performed 
in a particular order, that is, from 
the first record of the data set to 
the last record of the data set (or 
from the last to the first if the 
BACKWARDS attribute has been 
specified) . 

2. A DIRECT file specifies that the 
accessing,, creation, or modification 
of the data set records may be per- 
formed in random order. The particu- 
lar record of the data set to be 
operated upon is identified by a spec- 
ified key. 

3. A data set that is accessed, created, 
or modified in the SEQUENTIAL access 
method may not have recorded keys. 



Existing records of a data set in a 
SEQUENTIAL UPDATE file can be modified 
and rewritten, but the number of 
records cannot be increased. Opera- 
tion with a DIRECT UPDATE file, howev- 
er, may specify that records are to be 
added to the data set, through use of 
the WRITE statement. An existing 
record in an UPDATE file can be 
replaced through use of a REWRITE 
statement. 



5. If the READ INTO option is used in 
referring to a SEQUENTIAL BUFFERED 
UPDATE file and the next REWRITE 
statement does not make use of a FROM 
option, the record in the data set is 
replaced from the buffer and not from 
the variable that had been specified 
in the INTO option of the READ state- 
ment. The FROM option in a REWRITE 
statement must specifically name the 
variable into which the data has been 
read if that data is to be rewritten. 



6. A WRITE statement adds a record to a 
data set, while a REWRITE statement 
replaces a record. Thus, a WRITE 
statement may be used with OUTPUT 
files, and DIRECT UPDATE files, but a 
REWRITE statement may be used with 
UPDATE files only. Moreover, for 
DIRECT files, a REWRITE statement uses 
the KEY option to identify the exist- 
ing record to be replaced; a WRITE 
statement uses the KEYFROM option, 
which not only specifies where the 
record is to be written in the data 
set, but also specifies, except for 
REGIONAL (1), an identifying key to be 
recorded in the data set. 
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CHAPTER 9: EDITING AND STRING HANDLING 



The data manipulation performed by the 
arithmetic, comparison, and bit-string 
operators are extended in PL/I by a variety 
of string handling and editing features. 
These features are specified by data attri- 
butes, statement options, built-in func- 
tions, and pseudo-variables. 

The following discussions give general 
descriptions of each feature, along with 
illustrative examples. 



EDITING BY ASSIGNMENT 



The most fundamental form of editing 
performed by the assignment statement 
involves converting the data type of the 
value on the right side of the assignment 
symbol to conform to the attributes of the 
receiving variable. Because the assigned 
value is made to conform to the attributes 
of the receiving field, the precision or 
length of the assigned value (nay be 
altered. Such alteration can involve the 
addition of digits or characters to and the 
deletion of digits or characters from the 
converted item. The rules for data conver- 
sion are discussed in Chapter 4, 
"Expressions," and in Part II, Section F, 
"Data Conversion." 



ALTERING THE LENGTH OF STRING DATA 
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string variable,, the assigned string is 
extended on the right either with blank 
characters, in the case of a character- 
string variable, or with zero bits,, in the 
case of a bit- string variable. Assume 
SUBJECT still has the attributes CHARACTER 
(10). Then the following two statements 
assign equivalent values to SUBJECT: 

SUBJECT= ' PHYSICS ' ; 

SUBJECT= ' PHYSICSbbb * ; 

The letter b indicates a blank character. 

Let CODE be a bit- string variable with 
the attributes BIT(IO) . Then the following 
two statements assign equivalent values to 
CODE: 

CODE='110011'B; 

CODE=" 1100110 000* B; 

Note, however, that the following 
statements do not assign equivalent values 
to SUBJECT if it has the attributes CHARAC- 
TER (10): 

SUBJECT^ • 110011 ' B ; 

SUBJECT='1100110000'B; 

When the first statement is executed, the 
bit-string constant on the right is first 
converted to a character string and is then 
extended on the right with blank characters 
rather than zero bits. This statement is 
equivalent to: 

SUBJECT='110011bbbb' ; 

The second of the two statements 

requires only a conversion from bit-string 

to character-string type and is equivalent 
to: 

SUBJECT=' 1100110000' ; 



SUBJECT^' TRANSFORMATIONS' ; 



rhe length of the string on the right is 
fifteen characters; therefore, five charac- 
ters will be truncated from the right end 
of the string when it is assigned to 
SUBJECT. This is equivalent tc executing: 

SUBJECT^'TRANSFORMA' ; 

If the assigned string is shorter than 
the length declared for the receiving 



OTHER FORMS OF ASSIGNMENT 



In addition to the assignment statement, 
PL/I provides other ways of assigning 
values to variables. Among these are two 
methods that involve input and output 
statements, one in which actual input and 
output operations are performed, and one in 
which data movement is entirely internal. 
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Input and Output Operations 



Although the assignment statement is 
concerned with the transmission of data 
between storage locations internal to a 
computer, input and output operations can 
also be treated as related forms of assign- 
ment in which transmission occurs between 
the internal and external storage facili- 
ties of the computer. 

iRecord-oriented operations, however, do 
not cause any data conversion of items in a 
logical record when it is transmitted. 
Required editing of the record must be 
performed within internal storage either 
before the record is written or after it is 
read. 

Stream-oriented operations, on the other 
hand, do provide a variety of editing 
functions that are applied when data items 
are read or written. These editing func- 
tions are similar to those provided by the 
assignment statement, except that any data 
conversion always involves character type, 
conversion from character type on input, 
and conversion to character type on output. 



The STRING Option in GET and PUT Statements 



gathering or scattering operations to be 
performed with a single statement, and it 
allows stream-oriented processing of char- 
acter strings that are transmitted by 
record-oriented statements. 



Consider the following statement: 



PUT STRING (RECORD) EDIT 

(NAME, PAY#, HOURS+RATE) 
(A(12), A(7), F(8)); 



This statement specifies that the 
character-string value of NAME is to be 
assigned to the first (leftmost) 12 charac- 
ter positions of the string named RECORD, 
and that the character-string value of PAY# 
is to be assigned to the next seven charac- 
ter positions of RECORD. The value of 
HOURS is then to be multiplied by the value 
of RATE, and the product is to be handled 
like F-format output and assigned to the 
next eight character positions of RECORD. 



Frequently, it is necessary to read 
records of different formats, each of which 
gives an indication of its format within 
the record by the value of a data item. 
The STRING option provides an easy way to 
handle such records; for example: 



The STRING option in GET and PUT state- 
ments allows the statements to be used to 
transmit data between internal storage 
locations rather than between the internal 
and external storage facilities. In GET 
and PUT statements, the FILE option, speci- 
fied by FILE (file-name) , is replaced by 
the STRING option, as shown in the follow- 
ing formats: 

GET STRING (character-string-variable) 
data- specif icat ion; 

PUT STRING (character-string-variable) 
data- specif icat ion; 

The GET statement specifies that data items 
to be assigned to variables in the data 
list are to be obtained from the specified 
character-string variable. The PUT state- 
ment sp€»cifies that data items of the data 
list are to be assigned to the specified 
character-string variable. The "data 
specification" is the same as described for 
input and output. In general, it takes the 
following form: 

EDIT (data-list) (format-list) 

The STRING option is used with edit- 
directed transmission, which considers the 
input stream to be a continuous string of 
characters.. This option permits data 



READ FILE (INPTR) INTO (TEMP); 
GET STRING (TEMP) EDIT (CODE) (F(D); 
IF CODE -,=1 THEN GO TO OTHERJTYPE; 
GET STRING (TEMP) EDIT (X,Y,Z) 
(X(l), 3 F(10, 4>> ; 



The READ statement reads a record from the 
input file INPTR. The first GET statement 
uses the STRING option to extract the code 
from the. first byte of the record and to 
assign it to CODE under the control of 
F-format input. The code is tested to 
determine the format of the record. If the 
code is 1, the second GET statement then 
uses the STRING option to assign the items 
in the record to X, Y, and Z. Note that the 
second GET statement specifies that the 
first character in the string TEMP is to be 
ignored (the X(l) format item in the format 
list). Each GET statement with the STRING 
option always specifies that the scanning 
is to begin at the first character of the. 
string. Thus, the character that is 
ignored in the second GET statement is the 
same character that is assigned to CODE by 
the first GET statement. 

In a similar way, the PUT statement with 
a STRING option can be used to create a 
record within internal storage. In the 
following example, assume that the file 
OUTPRT is eventually to be printed. 
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PUT STRING (RECORD) EDIT 

(NAME, PAY#, HOURS*RATE) 
<X(1), A(12), X(10), 
A(7), X(10), F(8)); 

WRITE FILE (OUTPRT) FROM (RECORD); 

The X(l) in the format list of the PUT 
statement specifies that the first chaarac- 
ter assigned to the character-string varia- 
ble RECORD is to be a single blank. Fol- 
lowing that, the values of the variables 
NAME and PAY# and of the expression 
H0URS*RATE are assigned. The format list 
specifies that ten blank characters are to 
be inserted between NAME and PAY# and 
between PAY# and the expression value. The 
WRIIE statement is used to write the record 
into the file OUTPRT. 



THE PICTURE SPECIFICATION 



Ihe editing capabilities associated with 
data assignment, namely, conversion to a 
specified data type with accompanying trun- 
cation and/or padding, can be extended by 
use of the picture specification. A pic- 
ture specification consists of a sequence 
of character codes (picture characters) 
that specify editing operations tc be per- 
formed on numeric character values. (A 
detailed discussion of each picture charac- 
ter, together with examples of its use, 
appears in Part II, Section D, "Picture 
Specification Characters." The following 
discussions are concerned with general 
principles that govern the use of the 
picture specification.) 



For example, the PICTURE attribute in the 
first DECLARE statement above describes 
CODE as a character string of length five 
and is equivalent to the attribute CHARAC- 
TER (5). The picture character X also 
specifies that any character recognized by 
the computer can occur in the corresponding 
position of the character string. 

Any value assigned to CODE will be 
converted, if necessary and possible, to a 
character string and will be truncated or 
extended on the right as required, to meet 
the five-character length of CODE. Consid- 
er the following examples: 

CODE= , A2B9C8' ; 

C0DE='4F* ; 

In the first assignment, one character is 
truncated from the right end of the 
assigned character string. In the second 
assignment, three blank characters are 
appended to the right end of the assigned 
character string. 



Numeri c C haracter Picture S peci fications 



In addition to the picture character- 9, 
numeric character specifications can con- 
tain other picture characters that are used 
to edit numeric character data. (The pic- 
ture character X cannot appear in a numeric 
character picture specification.) The gen- 
eral functions performed by these addition- 
al picture characters are described in 
"Editing Numeric Character Data" below. 



A picture specification cam be used to 
describe ordinary character-string data, or 
it can be used to describe numeric charac- 
ter data, which is data that represents a 
numeric value. 

A picture specification is always 
enclosed in quotation marks and is used 
with a PICTURE attribute in a DECLARE 
statement: 
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DECLARE CODE PICTURE 'XXXXX'; 
DECLARE PAYMT PICTURE " $999V.S'9*; 



Values of Numeric Character Variables 



Character-String Picture Specifications 



k character-string picture specif ication 
describes a character string; the number of 
picture characters in the specification 
determines the length of the stri.ng (only 
the X picture character can be used in a 
character-string picture specification) . 



The value of a numeric character varia- 
ble can be interpreted in two vrays, either 
as an arithmetic value or as a character- 
string value. 

For a numeric character variable 
described with a picture specification that 
contains only one or more occurrences of 
the character 9, the arithmetic value is 
the value expressed by the character 
string, that is, a decimal integer. 
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If, however, editing characters are 
included in the picture specification, the 
arithmetic value and the character-string 
value generally would be different. Edit- 
ing characters are actually stored inter- 
nally in the specified positions of the 
data item. The editing characters then are 
considered to be part of the character- 
string value of the variable. The editing 
characters are not, however, a part of the 
variable" s arithmetic value, which involves 
only decimal digits, the assumed location 
of a decimal point, and a sign (if one is 
present) . 
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If the value of a numeric character 
variable is assigned to a character-string 
variable, no actual conversion is neces- 
sary, and any specified editing characters 
are included in the assignment. 

An ordinary character-string variable 
(specified with the CHARACTER attribute) 
can be defined on a numeric character 
variable, using the DEFINED attribute 
specification. Any reference to the 
character-string variable is a reference to 
the character-string value of the numeric 
character variable. For example: 



Editinq Numeric Character Data 



Because the picture specification of a 
numeric character field cannot contain the 
character X„ the value of a numeric charac- 
ter data item can always be given a numeric 
interpretation. Consider the following 
declaration: 

DECLARE COUNT PICTURE '99999'; 

Although COUNT is a string of five charac- 
ters, it can only contain numeric digits; 
therefore, it is a numeric character varia- 
ble whose value can be interpreted as a 
five-digit unsigned fixed-point decimal 
integer. Unless specified otherwise (with 
the picture character V) , a decimal point 
is always assumed to be at the right end of 
a numeric character data item. For exam- 
ple, let COUNT, as declared above, appear 
in the following assignment statement: 

COUNT=123.45; 

When the assignment is performed, the 
decimal point of the constant is aligned on 
the assumed point declared for the numeric 
character variable, and the two rightmost 
digits are truncated. Two zero digits are 
then appended on the left end. The effect 
of the above assignment therefore, is equi- 
valent to the following statement: 

COUNT=00123; 

The picture character V allows an 
assumed decimal point to be specified any- 
where in a numeric data item, and not just 
at the right end: 



DECLARE A PICTURE '$999V.99', 

B CHARACTER (7) DEFINED A, 
C DECIMAL FIXED (5,2); 

A = 128.76; 

C = A; 

After the constant is assigned to A, its 
arithmetic value is 128.76. This is the 
value that is assigned to C (after conver- 
sion to internal coded arithmetic) . The 
character-string value of A, however, is 
$128.76; if it were assigned to a 
character-string variable with a length of 
7 or greater, this is the value that would 
be assigned. The same value, $128.76, is 
the value of B, since a character string 
defined on a numeric character variable 
represents the character-string value of 
the numeric character variable. 

No arithmetic variable (except another 
numeric character variable) can be defined 
on a numeric character variable without 
causing an error. 



DECLARE TOTAL PICTURE '999V99'; 
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TOTAL=123; 

TOT AL=12 3.00; 



Note, however,, that TOTAL contains only 
five characters. The picture character V 
does not specify an actual character posi- 
tion in the numeric character field; it is 
used only to align decimal points. And if 
TOTAL were converted to a character string 
and then printed, no decimal point would 
appear in the printed field; its character- 
string value does not include a decimal 
point. 
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A decimal point picture chciracter (. ) 
can appear in a numeric picture 
specification. It merely indicates that a 
point is to be included in the character 
representation of the value. Therefore, 
the decimal point is part of its character- 
string string value. The decimal point 
picture character does not cause decimal 
point alignment during assignment since it 
is not a part of the variable's cirithmetic 
value. Only the character V causes 
alignment of decimal points. For example: 

DECLARE SUM PICTURE '999V. 99'; 

SUM is a numeric character variable rep- 
resenting numbers of five digits with a 
decimal point assumed between the third and 
fourth digits. The actual point specified 
by the decimal point insertion chciracter is 
not a part of the arithmetic value; it is, 
however, part of its character- string 
value. (The decimal point picture charac- 
ter can appear on either side of the 
character V. See Part II, Section D, 
"Picture Specification Characters. ") The 
following two statements assign the same 
value to SUM: 

SUM=123; 

SOM=123.00; 

In the first statement, two zero digits are 
added to the right of the digits 123. 

Note the effect of the following dec- 
laration: 

DECLARE RATE PICTURE '9V99.99*; 

Let RATE be used as follows: 

RATE=7.6.2; 

When this statement is executed, decimal 
point alignment occurs on the character V 
and not on the decimal point picture char- 
acter that appears in the picture specifi- 
cation for RATE. If RATE were converted to 
a character string and then printed, it 
would appear as 762.00, but its arithmetic 
value would be 7.6200. 

Unlike the character V, which can appear 
only once in a picture specification, the 
decimal point picture character can appear 
more than once; this allows digit groups 
within the numeric character data item to 
be separated by points, as is common in 
Dewey decimal notation and in the numeric 
notations of some European countries. 

Because a decimal point picture chcirac- 
ter causes a period character to be insert- 
ed into the character-string value of a 
numeric character data item, it is Ccilled 
an insertion character. PL/I provides two 



other insertion characters: comma (,,) and 
blank (B), which are used in the same way as 
the decimal point picture character except 
that a comma or blank is inserted into the 
character string. Consider the following 
statements : 

DECLARE RESULT PICTURE ' 9 . 999 . 999 , V99 * ; 

RESULT=1234567; 

The character- string value of RESULT would 
be "1.234.567,00'. Note that decimal point 
alignment occurs before the two rightmost 
digit positions as specified by the charac- 
ter V. If RESULT were assigned to a coded 
arithmetic field,, the value of the data 
converted to arithmetic would be 
1234567.00. 

Besides supplying insertion characters, 
PL/I also provides replacement characters 
that allow zeros in specified positions to 
be replaced by blanks or asterisks. One 
such picture character is the character Z lf 
which is used to replace leading (leftmost) 
zeros with blanks: 

DECLARE TALLY PICTURE 'ZZZ9*; 

TALLY=0012; 

The character-string value of TALLY is 
equivalent to the character-string consteint 
'bbl2' (where the letter b indicates a 
blank character) . 

Other picture characters control the 
appearance of signs and the currency symbol 
($) in specified positions of the numeric 
character data items. For example, a dol- 
lar sign can be appended to the left of a 
numeric character item, as indicated in the 
following statements: 

DECLARE PRICE PICTURE *$9 9V.99'; 

PRICE=12.45; 

The character-string value of PRICE is 
equivalant to the character-string constant 
'$12.45'. Its arithmetic value* however, 
would be 1245 with precision of (4,2), or 
12.45. 

The picture specification can also spec- 
ify floating-point and British sterling 
formats. These formats are discussed in 
Part II, Section D, "Picture Specification 
Characters." 



Using Numeric Character Data 



One purpose of a numeric character pic- 
ture specification is to edit data that is 



to be printed. For example, in a payroll 
application, the digits representing an 
employee's salary might be 0017250. These 
digits would be much more meaningful on a 
paycheck in an edited form, such as 
$**172.50; the asterisks would also dis- 
courage an attempt to alter the amount. 
This could be done, for example, with the 
specification '$****9.99'. 



PL/I, however, does not restrict the use 
of numeric character data to output purpos- 
es. Numeric character variables can be 
used wherever arithmetic expressions are 
permitted. Consider the following example: 



DECLARE RESULT PICTURE 'XXXXXX', 
COST PICTURE ' $9V.99 , ; 
COST=7.15; 
RESULT=COST; 



In this example, the arithmetic value of 
COST would be 7.15. When COST is assigned 
to RESULT,, however, the insertion charac- 
ters ($ and .) appear as part of the 
character string, and the value of RESULT 
is '$7. 15b*. The only differences between 
the numeric character data and the 
character-string data is that the 
character-string value is left adjusted 
(hence the blank at the right end) and the 
insertion characters are actually a part of 
the data,, while with a numeric character 
variable „ data is point aligned and inser- 
tion characters, though actually present, 
are not considered to be a part of the 
arithmetic value. 



If specified in an arithmetic expres- 
sion, the value of a numeric character data 
item is converted to coded arithmetic. 
Note, however, that this conversion will 
always require the compiler to insert extra 
coding. Note also, that any editing char- 
acters in the picture specification will be 
lost in the conversion. Consider the fol- 
lowing example: 

DECLARE RESULT FIXED DECIMAL (3, 2) , 
COST PICTURE ' $9V.99 , ; 
COST=1.10; 
RESULT=2*COST; 

The character-string value of COST is 
$1.10. The editing characters ($ and .) 
are present in the item. However, when the 
expression 2* COST is evaluated, the arith- 
metic value of COST is converted to coded 
arithmetic. When the value of the expres- 
sion is assigned to RESULT, the value of 
RESULT will be 2.20 (i.e.,, 220 with preci- 
sion (3,2) ) . 



CHARACTER- STRING AND BIT-STRING BUILT-IN 
FUNCTIONS 



PL/I provides a number of built-in func- 
tions, two of which also can be used as 
pseudo-variables,, to add power to the 
string-handling facilities of the language. 
Following are brief descriptions of these 
functions (more detailed descriptions 
appear in Part II,, Section G,, "Built-in 
Functions and Pseudo-variables") . 



The STRING built-in function specifies 
that the elements of a PACKED structure are 
to be concatenated into a single character 
string. All elements must be either char- 
acter strings or numeric character fields. 

The BIT built-in function specifies that 
a data item is to be converted to a bit 
string. The built-in function allows a 
programmer to specify the length of the 
converted string, overriding the length 
that would result from the standard rules 
of data conversion. 

The CHAR built-in function is exactly 
the same as the BIT built-in function, 
except that the conversion is to a charac- 
ter string of a specified length. 

The SUBSTR built-in function, which can 
also serve cis a pseudo-variable in a 
receiving field, allows a specific subst- 
ring to be extracted from (or assigned to, 
in the case of a pseudo-variable) a speci- 
fied string vailue. 

The INDEX built-in function allows a 
string, either a character string or a bit 
string, to be searched for the first occur- 
rence of a specified substring, which can 
be a single character or bit. The value 
returned is the location of the first 
character or bit of the substring, relative 
to the beginning of the string. The value 
is expressed as a binary integer. If the 
substring does not occur in the specified 
string, the veilue returned is zero. 

The HIGH built-in function provides a 
string of a specified length that consists 
of repeated occurrences of the highest 
character in the collating sequence. For 
System/360 implementations, the character 
is hexadecimal FF. 

The LOW built-in function provides a 
string of a specified length that consists 
of repeated occurrences of the lowest char- 
acter in the collating sequence. For 
System/ 360 implementations, the character 
is hexadecimal 00. 

The REPEAT built-in function permits a 
string to be formed from repeated occurren- 



Chapter 9: Editing and String Handling 99 



ces of a specified substring.. It is used The UNSPEC built-in function, which can 
to create string patterns. also be used as a pseudo- variable,, speci- 

fies that the internal coded representation 
The BOOL built-in function allows one of of a value is to be regarded as a bit 
16 different Boolean operations to be string with no conversion, 
applied to two specified bit strings. 
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CHAPTER 10: SUBROUTINES AND FUNCTIONS 



ARGUMENTS AND PARAMETERS 



OUTSUB: PROCEDURE (A,B); 

DECLARE A CHARACTER (20), 
B BIT (5) ; 



Data can be made known to an invoked 
procedure by extending the scope of the 
names identifying that data to include the 
invoked procedure. This extension of scope 
is accomplished by nesting procedures or by 
specifying the EXTERNAL attribute for the 
names. 



PUT EDIT(A f B) (A(20) f B(5)) ; 



END; 



There is yet another way in which data 
can be made known to an invoked procedure, 
and that is to specify the names as argu- 
ments in a list in the invoking statement. 
Each argument in the list is an expression, 
a file name, a statement label constant or 
variable, or an entry name that is to be 
passed to the invoked procedure. 



Since arguments are passed to it, the 
invoked procedure must have some way of 
accepting them. This is done by the expli- 
cit declaration of one or more parameters 
in a list in the PROCEDURE or ENTRY state- 
ment that is the entry point at which the 
procedure is invoked. A parameter is a 
name used within the invoked procedure to 
represent another name (or expression) that 
is passed to the procedure as an argument. 
Each parameter in the parameter list of the 
invoked procedure has a corresponding argu- 
ment in the argument list of the invoking 
statement. This correspondence is taken 
from left-to-right; the first argument cor- 
responds to the first parameter, the second 
argument corresponds to the second paramet- 
er, and so forth. In general, any ref- 
erence to a parameter within the invoked 
procedure is treated as a reference to the 
corresponding argument. The number of 
arguments and parameters must be the same. 



The example below illustrates how param- 
eters and arguments may be used: 



•RMAIN: PROCEDURE; 

DECLARE NAME CHARACTER (20), 
ITEM BIT (5) ; 



In procedure PRMAIN, NAME is declared as 
a character string, and ITEM as a bit 
string. The CALL statement in PRMAIN 
invokes the procedure called OUTSUB, and 
the parenthesized list included in this 
procedure reference contains the two argu- 
ments being passed to OUTSUB. The PROCE- 
DURE statement defining OUTSUB declares two 
parameters, A and B. When OUTSUB is 
invoked, NAME is associated with A and ITEM 
is associated with B. Each reference to A 
in OUTSUB is treated as a reference to 
NAME, and each reference to B is treated as 
a reference to ITEM. Therefore, the PUT 
statement causes the values of NAME and 
ITEM to be written into the standard system 
output file. 

Note that the passing of arguments usu- 
ally involves the passing of names and not 
merely the values represented by these 
names. (In general, the name that is 
passed is usually the address of the 
value.) As a result, storage allocated for 
a variable before it is passed as an 
argument is not duplicated when the proce- 
dure is invoked. Any change of value 
specified for a parameter actually is a 
change in the value of the argument. Such 
changes are in effect when control is 
returned to the invoking block. 

A parameter can be thought of as indi- 
rectly representing the value that is 
directly represented by an argument. Thus,, 
since both the argument and the parameter 
represent the same value, the attributes of 
a parameter and its corresponding argument 
must agree. For example, an error exists 
if a parameter has the attribute FILE and 
its corresponding argument has the attri- 
bute FLOAT. 



CALL OUTSUB (NAME, ITEM) ; 



END ; 



A name is explicitly declared to be a 
parameter by its appearance in the paramet- 
er list of a PROCEDURE or ENTRY statement. 
However,, its attributes, unless defaults 
apply, must be explicitly stated within 
that procedure in a DECLARE statement. 
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The parameters specified in an ENTRY 
statement must also have been specified 
either in the PROCEDURE statement for the 
containing procedure, or in a DECLARE 
statement within that procedure. 
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SUBROUTINES 



normal return of control,, as effected 
by an END or RETURN statement. 

A STOP statement encountered in a sub- 
routine abnormally terminates execution of 
that subroutine and of the entire program 
associated with the procedure that invoked 
it. 

The following example illustrates how a 
subroutine interacts with the procedure 
that invokes it: 



A: PROCEDURE; 

DECLARE RATE FIXED (10, 3) , 
TIME FIXED (5, 2), 
DISTANCE FIXED (15, 5), 
MASTER FILE. . . ; 



A subroutine is a procedure that usually 
requires arguments to be passed to it in an 
invoking CALL statement. It can be either 
an external or internal procedure. A ref- 
erence to such a procedure is known as a 
§ ybr ouJ:ine_r efjsr ence . The general format 
of a subroutine reference is as follows: 

CALL entry-name [ (argument [ , argument] ...)]; 

Whenever a subroutine is invoked, the 
arguments of the invoking statement are 
associated with the parameters of the entry 
poj.nt, and control is then passed to that 
entry point. The subroutine is thus acti- 
vated,, and execution begins. 

Upon termination of a subroutine, con- 
trol normally is returned to the invoking 
block. A subroutine can be terminated 
normally in any of the following ways: 

1.. Control reaches the final END state- 
ment of the subroutine. Execution of 
this statement causes control to be 
returned to the first executable 
statement logically following the 
statement that invoked the subroutine. 
This is considered to be a normal 
return. 



CALL READCM (RATE, TIME, DISTANCE, 
MASTER) ; 



END; 

READCM: PROCEDURE (W,X,Y, Z); 

DECLARE W FIXED ( 10 , 3) , X FIXED(5,2)„ 
Y FIXED(15,5), Z FILE...; 



GET FILE (Z) EDIT (W,X,,Y) (F(10, 3), 
F(5,2),F(15,5)); 



Y=W*X; 

IF Y > THEN RETURN; 

ELSE PUT EDIT ('ERROR READCM') 
(A(12)); 

END; 

The arguments RATE, TIME, DISTANCE, and 
MASTER are passed to the parameters W, X, 
Y, and Z. Consequently, in the subroutine, 
a reference to W is the saime cls a reference 
to RATE, X the same as TIME, Y the same as 
DISTANCE, and Z the same as MASTER. 



Control reaches a RETURN statement in 
the subroutine. This causes the same 
normal return caused by the END state- 
ment. 



FUNCTIONS 



3. Control reaches a GO TO statement that 
transfers control out of the subrou- 
tine. The GO TO statement may specify 
a label in a containing block, which 
must be known within the subroutine, 
or it may specify a parameter that has 
been associated with a label argument 
passed to the subroutine. Although 
this is considered to be normal termi- 
nation of the subroutine, it is not 



A function is a procedure that usually 
requires arguments to be passed to it when 
it is invoked. Unlike a subroutine, which 
is invoked by a CALL statement, a function 
is invoked by the appearance of the func- 
tion name (and associated arguments) in an 
expression. Such an appearance is called a 
f unction reference. Like a subroutine, a 
function can operate upon the arguments 
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passed to it and upon other known data. 
But unlike a subroutine, a function is 
written to compute a single value which is 
returned, with control, to the point of 
invocation, the function reference. This 
single value can be an arithmetic, string, 
picture, or pointer value. An example of a 
function reference is contained in the 
following procedure: 



The RETURN statement is the usual way by 
which a function is terminated and control 
is returned to the invoking procedure. Its 
use in a function differs somewhat from its 
use in a subroutine; in a function, not 
only does it return control but it also 
returns a value to the point of invocation. 
The general form of the RETURN statement, 
when it is used in a function, is as 
follows: 



MAINP: PROCEDURE; 



RETURN (element-expression) ; 



X=Y**3+SPR0D(A,B,C) ; 



END; 



In the above procedure, 
statement 



the assignment 



X=Y**3+SPR0D(A, B,C) ; 

contains a reference to a function called 
SPROD. The parenthesized list following 
the function name contains the arguments 
that are being passed to SPROD. Assume 
that SPROD has been defined as follows: 



SPROD: PROCEDURE (U,V,W); 



IF U>V+W 

THEN RETURN (0) ; 
ELSE RETURN (U*V*W) ; 



The expression must be present and must 
represent a single value; i.e.,, it cannot 
be an array or structure expression. It is 
this value that is returned to the invoking 
procedure at the point of invocation. 
Thus, for the above example, SPROD returns 
either or the value represented by U*V*W, 
along with control to the invoking expres- 
sion in MAINP. The returned value then 
effectively replaces the function ref- 
erence, and evaluation of the invoking 
expression continues. 

A function can also be terminated by 
execution of a GO TO statement. If this 
method is used, evaluation of the expres- 
sion that invoked the function will not be 
completed, and control will go to the 
designated statement. As in a subroutine, 
the transfer point specified in a GO TO 
statement may be a parameter that has been 
associated with a label argument. For 
example, assume that. MAINP and SPROD have 
been defined as follows: 

MAINP: PROCEDURE; 



END; 



X=Y**3+SPR0D(A,B,C,,LAB1) ; 



When SPROD is invoked by MAINP, the 
arguments A, B, and C are associated with 
the parameters U, V, and W, respectively. 
Since attributes have not been explicitly 
declared for the arguments and parameters, 
default attributes of FLOAT DECIMAL (6) are 
applied to each argument and parameter. 
Hence,, the attributes are consistent, and 
the association of the arguments with the 
parameters produces no error. 



LABI: CALL ERRT; 



END; 



SPROD : PROCEDURE ( U , V , W, Z ) ; 
DECLARE Z LABEL; 



During the execution of SPROD, the IF 
statement is encountered and a test is 
made. If U is greater than V + W„ the 
statement associated with the THEN clause 
is executed; otherwise, the statement asso- 
ciated with the ELSE clause is executed. 
In either case,, the executed statement is a 
RETURN statement. 



IF U > V + W 

THEN GO TO Z; 

ELSE RETURN (U*V*W) ; 



END; 
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In MAINP, LABI is explicitly declared to 
be a statement label constant by its 
appearance as a label for the CALL ERRT 
statement. When SPROD is invoked, LABI is 
assDciated with parameter Z. Since the 
attributes of A must agree with those of 
LABI, Z is declared to have the LABEL 
attribute. When the IF statement in SPROD 
is executed, a test is made. If U is 
greater than V + W, the THEN clause is 
executed, control returns to MAINP at the 
statement labeled LABI, and evaluation of 
the expression that invoked SPROD is dis- 
continued. If U is not greater than V + W, 
the ELSE clause is executed and a return to 
MAINP is made in the normal fashion. Addi- 
tional information about the use of label 
arguments and label parameters is contained 
in the section "Relationship of Arguments 
and Parameters" in this chapter. 

Note: In some instances, a function may be 
so defined that it does not require argu- 
ments. In such cases, the appearance of 
the function name within an expression will 
be recognized as a function reference only 
if the function name has been declared as 
an entry name elsewhere in the block. See 
"* The ENTRY Attribute" in this chapter for 
additional information. 



^ ttr ibutes_of _Value_Returned_by_Function 



The attributes of the value returned by 
a function may be declared in two ways: 

L. They may be declared by default 
according to the first letter of the 
function name. 

2. They may be explicitly declared fol- 
lowing the parameter list in the func- 
tion PROCEDURE (or ENTRY) statement. 

Regardless of which method is used, the 
data attributes for a secondary entry 
point, including any default attributes, 
:nust be identical with those established 
for the primary entry point. In other 
words, the attributes specified in an ENTRY 
statement (explicitly or by default) must 
in no way conflict with those specified in 
trie PROCEDURE statement of the containing 
procedure. 

Note that the value of the expression in 
the RETURN statement is converted within 
the function, wherever necessary, to con- 
iform to the attributes specified by one of 
the two methods above. 

In the previous examples of MAINP and 
SPROD, the PROCEDURE statement of SPROD 
contains no attributes declared for the 
value it returns. Thus, these attributes 



must be determined from the first letter of 
its name, S. The attributes of the 
returned value are therefore FLOAT 
DECIMAL(6). Since these are the attributes 
that the returned value is expected to 
have, no conflict exists. 

Note: Unless the invoking procedure pro- 
vides the compiler with information to the 
contrary, the attributes of the value 
returned by a function to the invoking 
procedure are always determined from the 
first letter of the function name. 

The way in which attributes can be 
declared for the returned value in the 
PROCEDURE or ENTRY statement is illustrated 
in the following example. Assume that the 
PROCEDURE statement for SPROD has been 
specified as follows: 

SPROD: PROCEDURE (U,V,W, Z) FIXED BINARY; 



With this declaration, the va 
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The RETURNS attribute is specified in a 
DECLARE statement for a function entry name 
within the procedure invoking that func- 
tion. It specifies the attributes of the 
value returned by that function. Unless 
default attributes for the entry name 
apply, any invocation of a function must 
appear within the scope of a RETURNS attri- 
bute declaration for the entry name. For 
an internal function, the RETURN attribute 
can be specified only in a DECLARE state- 
ment that is internal to the same block as 
the function procedure. If the RETURNS 
attribute is declared for an internal func- 
tion, the INTERNAL attribute mast be speci- 
fied in the same declaration. 

The general format of the RETURNS attri- 
bute is as follows: 



RETURNS (attribute-list) 

A RETURNS attribute specifie 
the invoking procedure the va 
from the named entry point is 
as though it had the attrib 
the attribute list. The word 
used because no conversion is 
an invoking block upon any va 
to it. Therefore, if the attr 
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the attribute list of the RE 
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Thus, in order to specify to the compil- 
er that coding for MAINP is to handle the 
FIXED BINARY value being returned by SPROD, 
the following declaration must be given 
within MAINP: 

DECLARE SPROD RETURNS (FIXED BINARY) ; 

It is important to note some of the 
things that are implied in the above dis- 
cussion. Principally, it should be remem- 
bered that during compilation of the invok- 
ing block, there is no way for the compiler 
to check a function procedure to determine 
the attributes of the value it returns. In 
the absence of explicit information in a 
RETURNS attribute specification, the com- 
piler can only assume that the attributes 
will be consistent with the attributes 
implied by the first letter of the function 
name. This is true even if the function 
procedure is contained in the invoking 
procedure. If the returned value does not 
have the attributes that the invoking pro- 
cedure is prepared to receive, no conver- 
sion can be performed. The RETURNS attri- 
bute must be declared for a function that 
returns any value with attributes not con- 
sistent with default attributes for the 
function name. 



without need for any further identifi- 
cation; attributes of values returned by 
built-in functions are known by the compil- 
er. 

But since built-in function names are 
PL/I keywords, they are not reserved; the 
same identifiers can be used as programmer- 
defined names (exceptions are TIME, DATE, 
and NULL; they cannot be implicitly 
declared) . Consequently, ambiguity might 
occur if a built-in function (or 
pseudo-variable) reference were to be used 
in a block that is contained in another 
block in which the same identifier is 
declared for some other purpose. To avoid 
this ambiguity, the BUILTIN attribute can 
be declared for a built-in function name in 
any block that has inherited, from a 
containing block, some other declaration of 
the identifier. Consider the following 
example. 



A: PROCEDURE; 



B: BEGIN; 
DECLARE SQRT FLOAT BINARY; 



Built-in Functions 



C: BEGIN; 
DECLARE SQRT BUILTIN; 



Similar to function procedures that a 
programmer can define for himself is a 
comprehensive set of pre-defined functions 
called built-in functions. 



END; 



The set of built-in functions is an 
intrinsic part of PL/I. It includes not 
only the commonly used arithmetic functions 
but also other necessary or useful func- 
tions related to language facilities,, such 
as functions for manipulating strings and 
arrays. 

Built-in functions are invoked in the 
same way that programmer-defined functions 
are invoked. However, many built-in func- 
tions can return array values, whereas a 
programmer-defined function can return only 
an element value. 

Note: Some built-in functions actually are 
compiled as in-line code rather than as 
procedure invocations. All are referred to 
in a PL/I source program, however, by 
function references, whether or not they 
result in an actual procedure invocation. 

Neither the ENTRY attribute nor the 
RETURNS attribute can be specified for any 
built-in function name. The use of the 
name in a function reference is recognized 



END; 



END; 

Assume that in external procedure A, 
SQRT is neither explicitly nor contextually 
declared for some other use. Consequently, 
any reference to SQRT would refer to the 
built-in function of that name. In B, 
however, SQRT is declared to be a floating- 
point binary variable, and it cannot be 
used in any other way. Finally, in C, SQRT 
is declared with the BUILTIN attribute so 
that any reference to SQRT will be 
recognized as a reference to the built-in 
function and not to the floating-point 
binary variable declared in B. 

A programmer can even use a built-in 
function name as the entry name of a 
programmer-written function and, in the 
same program, use both the built-in func- 
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tion and the programmer- written function. 
This can be accomplished by use of the 
BUILTIN attribute and the ENTRY attribute. 
(The ENTRY attribute, which is used in a 
DECLARE statement to specify that the asso- 
ciated identifier is an entry name, is 
discussed in a later section of this chap- 
ter. ) 

The following example illustrates use of 
the ENTRY attribute in conjunction with the 
BUILTIN attribute. 

S£RT: PROCEDURE (PARAM) FIXED (6,2); 
DECLARE PARAM FIXED (12); 



END; 

A: PROCEDURE; 

DECLARE SQRT ENTRY RETURNS 

(FIXED (6, 2)) ,Y FIXED ( 12); 



entry declaration of that name; otherwise a 
reference to the identifier would be a 
reference to the built-in function. In the 
above example, if B were not contained in 
A, there would be no need to specify the 
BUILTIN attribute; so long as the identifi- 
er SQRT is not known as some other name, 
the identifier would refer to the built-in 
function. 

If a programmer-written function using 
the name of a built-in function is int er- 
nal, any reference to the identifier would 
be a reference to the programmer-written 
function as long as its name is known in 
the block in which the reference is made. 
No entry name attributes would have to be 
specified if attributes to the returned 
value could be inferred from the entry 
name. 



THE ENTRY ATTRIBUTE 



X = SQRT(Y) ; 



B: BEGIN; 

DECLARE SQRT BUILTIN; 



As mentioned earlier,, the ENTRY attri- 
bute is used to indicate that the associat- 
ed identifier is an entry name. Such cin 
indication is necessary if an identifier is 
not otherwise recognizable as an entry 
name, that is,, if it is not explicitly or 
contextually declared to be an entry name 
in one of the following ways : 



Z = SQRT (P) ; 



By appearing as a label of a PROCEDURE 
or ENTRY statement (explicit) . 



END; 



END; 



2. By appearing immediately following the 
keyword CALL (contextual) . 

3. By appearing as the function name in a 
function reference that contains an 
argument list (contextual)., 



The use of SQRT as the label of the 
first PROCEDURE statement is an explicit 
declaration of the identifier as an entry 
name. Since, in this case, SQRT is not the 
builc-in function, the entry name must be 
explicitly declared in A (and the RETURNS 
attribute is specified because the attri- 
butes of the returned value are not appar- 
ent in the function name) . The function 
reference in the assignment statement in A 
thus refers to the programmer-written SQRT 
function. In the begin block, the iden- 
tifier SQRT is declared with the BUILTIN 
attribute. Consequently, the function ref- 
erence in the assignment statement in B 
refers to the built-in SQRT function. 



Therefore,, if a reference is made to an 
entry name in the block in which it does 
not appear in one of these three ways,, the 
identifier must be given the ENTRY attri- 
bute explicitly, or by implication (see 
"Note" below),, in a DECLARE statement with- 
in that block. For example, cissume that 
the following has been specified: 

A: PROCEDURE; 



PUT EDIT (RANDOM) (E(10,5)); 



END; 



If a programmer-written function using 
the name of a built-in function is exter- 
nal, any procedure containing a reference 
to that function name must also contain an 



Assume also that A is an external proce- 
dure and RANDOM is an external function 
that requires no arguments and returns a 
random number. As the procedure is shown 
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above, RANDOM is not recognizable within A 
as an entry name, and the result of the PUT 
statement, therefore,, is undefined. In 
order for RANDOM to be recognized within A 
as an entry name, it must be declared to 
have the ENTRY attribute. For example: 

A: PROCEDURE; 

DECLARE RANDOM ENTRY; 



within an operational expression nor 
within parentheses, the entry name 
itself is always passed to the func- 
tion or subroutine being invoked. In 
such cases, the entry name is never 
interpreted as a function reference, 
even if it is the name of a function 
that does not require arguments. For 
example, the statement: 



CALL A(B) ; 



PUT EDIT (RANDOM) (E(10,5)); 



when B is known as an entry name,, 
passes the entry name B as an argument 
to A. 



END; 



Consider the following example: 



Now, RANDOM is recognized as an entry 
name, and the appearance of RANDOM in the 
PUT statement cannot be interpreted as 
anything but a function reference. There- 
fore, the PUT statement results in the; 
output transmission of the random number 
returned by RANDOM. 



CALLP: PROCEDURE; 

DECLARE RREAD ENTRY; 



GET EDIT (R, S) (2 F(10,5)); 



Note:_ The ENTRY attribute can be explicit- 
ly declared by implication. Any identifier 
that is explicitly declared to have the 
RETURNS attribute,, is given the ENTRY 
attribute by implication. Thus,, RETURNS 
implies ENTRY. 



CALL SUBR (RREAD, ASQRT(R), 
S , LABI ) ; 



LABI : CALL ERRT ( S ) ; 



EQtry_Names_as_Arguments 



END; 



An argument of a function or subroutine 
reference can itself be an entry name,. 
When this is the case, one of the following 
pertains: 



SUBR: PROCEDURE (NAME, X, Y, TRANPT); 
DECLARE NAME ENTRY,, TRANPT 
LABEL; 



1. If the entry name argument, call it 
FUNC, is specified with an argument 
list of its own, it is recognized as a 
function reference; FUNC is invoked, 
and the value returned by FUNC effec- 
tively replaces the appearance of FUNC 
and its argument list in the contain- 
ing argument list. 

2. If the entry name argument appears 
without an argument list, but within 
an operational expression or within 
parentheses, then it is taken to be a 
function reference with no arguments. 
For example, the statement: 

CALL A((B)) ; 

where B is known as an entry name, 
passes, as the argument to A, the 
value returned by the function proce- 
dure B. 

3. If the entry name argument appears 
without an argument list and neither 



IF X > Y THEN CALL NAME(Y); 
ELSE GO TO TRANPT; 



END; 

In this example, assume that CALLP : , 
SUBR, ASQRT,, and RREAD are external proce- 
dures. In CALLP,, RREAD is explicitly 
declared to have the ENTRY attribute and 
SUBR is contextually declared to have the 
ENTRY attribute. Four arguments are speci- 
fied in the CALL SUBR statement. These are 
interpreted as follows: 

1. The first argument, RREAD, is recog- 
nized as an entry name (because of the 
ENTRY attribute declaration) . Since 
it does not have an argument list of 
its own,, and since it does not appear 
in an operational expression or within 
parentheses, the entry name itself is 
passed sit invocation. 
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2.. The second argument, ASQRT(R) , is rec- 
ognized as a function reference 
because of the argument list accom- 
panying the entry name. ASQRT is 
invoked and the value returned by 
ASQRT is assigned to a dummy argument 
(see "Dummy Arguments"), which effec- 
tively replaces the reference to 
ASQRT. When SUBR is invoked, the 
dummy argument is passed to it. 



3. The third argument, S, is simply a 
decimal floating-point element varia- 
ble which is passed as it is. 

4, The fourth argument, LABI, is a 
statement-label constant. Being a 
constant, a dummy argument, must be 
created for it. When SUBR is invoked, 
the dummy argument is passed. 

In SUBR, four parameters are explicitly 
declared in the PROCEDURE statement. If no 
further explicit declarations were given 
for these parameters, arithmetic default 
attributes would be supplied for each. 
Therefore, since NAME must represent an 
entry name, it is explicitly declared with 
the ENTRY attribute, and since TRANPT must 
represent a statement label, it is expli- 
citly declared with the LABEL attribute. X 
and Y are arithmetic, so the defaults are 
allowed to apply. 

JJote that the appearance of NAME in the 
CALL statement does not constitute a 
contextual declaration of NAME as an entry 
name. Such a contextual declaration exists 
only if no explicit declaration applies, 
but, in this case, one does apply since the 
appearance of NAME in the parameter list 
constitutes an explicit declaration of NAME 
as a parameter. If attributes of a peiram- 
eter are not explicitly declared in a 
complementary DECLARE statement, arithmetic 
defaults apply. Consequently, NAME must be 
explicitly declared to have the ENTRY 
attribute; otherwise, it would be assumed 
to be a binary fixed-point variable, and 
its use in the CALL statement would result 
in an error. 



RELATIONSHIP OF ARGUMENTS AND PARAMETERS 



tfhen a function or subroutine is 
invoked, a relationship is established 
between the arguments of the invoking 
statement or expression and the parameters 
of the invoked entry point. This relation- 
ship is dependent upon whether or not dummy 
arguments are created. 



DUMMY ARGUMENTS 



In the introductory discussion of argu- 
ments and parameters it is pointed out that 
the name of argument and not its value is 
passed to a subroutine or function. Howev- 
er, there are times when an argument has no 
name. A constant, for example, has no 
name; nor does an operationed expression. 
But the mechanism that associates arguments 
with parameters cannot handle such values 
directly. Therefore, the compiler must 
provide storage for such values and assign 
an internal name for each. These internal 
names are called dummy arguments. They are 
not accessible to the PL/I programmer, but 
he should be aware of their existence 
because any change to a parameter will be 
reflected only in the value of the dummy 
argument and not in the value of the 
original argument from which it was con- 
structed. 



A dummy argument is always 
any of the following cases: 



created for 



If an argument is a constant 



2. 



If an argument is 
involving operators 



an 



expression 



3. If an argument is itself a function 
reference containing arguments. 

4. If an argument is an expression in 
parentheses. 

In all other cases, the argument name is 
passed directly. The parameter becomes 
identical with the passed argument; thus, 
changes to the value of a parameter will be 
reflected in the value of the original 
argument only if a dummy argument is not 
passed. 



ARGUMENT AND PARAMETER TYPES 



In general, an argument and its corres- 
ponding parameter may be of any data orgem- 
ization and type. For example, an argument 
may be a pointer provided that the corres- 
ponding parameter is also a pointer; it may 
be a bit string, provided that the corres- 
ponding parameter is a bit string, and so 
on. However, not all parameter/argument 
relationships are so clear-cut. Some need 
further definition and clarification. Such 
cases are given below. 

If a parameter is an element, i.e., a 
variable that is neither a structure nor an 
array, the argument must be an element 
expression. If the argument is a sub- 
scripted variable, the subscripts are 
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evaluated before the subroutine or function 
is invoked and the name of the specified 
element is passed. 



If a parameter is an array,, the argument 
must be an array name. The data attributes 
of the argument must agree with those of 
the parameter. The bounds of the array 
argument must agree with the bounds of the 
array parameter. 

If a parameter is a structure, the 
argument must be a structure name. The 
relative structuring of the argument and 
the parameter must be the same; the level 
numbers need not be identical. The data 
attributes of the elements of the structure 
argument must match those of the corres- 
ponding elements of the parameter. 

If a parameter is an element label 

variable, the argument must be either an 
element-label variable or a label constant. 
If the argument is a label constant, a 
dummy argument is constructed. 

If the parameter is an array label 

variable, the argument must be an array 
label variable with identical bounds. 



PROCEDURE OPTIONS (MAIN) ; 
DECLARE X FILE RECORD INPUT 

BACKWARDS ENVIRONMENT 
(F(80) MEDIUM (SYS001,, 2400) 
BUFFERS ( 1 ) LEAVE ) , 
Y FILE RECORD INPUT 
ENVIRONMENT (F(80) 
MEDIUM(SYS002, 2400) 
BUFFERS ( 2 ) ) ; 



CALL B(X) ; 



CALL B(Y) ; 



B: PROCEDURE (Z) ; 

DECLARE Z FILE RECORD INPUT 
ENVIRONMENT (F(80) 
MEDIUM (SYS000,, 2400)) ; 



OPEN FILE (Z) ; 



If a parameter is an entry_name, the 
argument must be an entry name. The name 
of a built-in function cannot be passed. 
(However, built-in function references can 
appear in. argument lists because the value 
of the function reference and not the 
function name is passed. ) 

If a parameter is a file name, the 

argument must be a file name. In general,, 
the attributes of the file name argument 
must match those of the file name paramet- 
er. However,, for the D-Compiler, in some 
cases, a match is not required. This is 
true only for the BACKWARDS attribute and 
the following options of the ENVIRONMENT 
attribute: 

BUFFERS (n) 

LEAVE 

NOLABEL 

VERIFY 

MEDIUM 

In the case of the MEDIUM option, only the 
logical device name can be different; the 
physical device type must be the same. 

When a file name argument does not match 
its corresponding parameter in any of the 
above cases, the argument prevails and the 
non matching ENVIRONMENT options or BACK- 
WARDS attribute of the parameter are over- 
ridden. In all other cases, a match is 
always required and it is an error if any 
attributes do not match. Consider the 
following example: 



END B; 



END A; 

In this example, X has the BACKWARDS attri- 
bute but its corresponding parameter does 
not. Since this is one of the cases given 
above, a match is not required and Z 
effectively is given the BACKWARDS attri- 
bute the first time B is invoked. Similar- 
ly, the logical device name SYS001,, the 
BUFFERS (1) specification, and the LEAVE 
option in' the ENVIRONMENT attribute for X 
prevail over those given or assumed for Z. 
The OPEN statement therefore results in the 
opening of Z„ with all of the attributes of 
X. 

The second time that B is invoked,, the 
action is the same, except that Z now 
corresponds to Y and,, therefore, the attri- 
butes of Y prevail. Thus, for this invoca- 
tion Z does not have the BACKWARDS attri- 
bute,, its logical device name is SYS002, 
BUFFERS (2) applies,, and LEAVE does not 
apply. 

If a parameter is an element pointer 
variable, the argument must be an element 
pointer variable or an element pointer 
expression. 

If a parameter is a pointer array, the 
argument must be a pointer array with 
identical bounds. 
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A parameter has no storage class and 
therefore cannot be declared with any stor- 
age class attribute. All arguments must be 
either STATIC or AUTOMATIC; they cannot be 

BASED. 

If a parameter is an array or a string, 
the bounds of the array or the length of 
the string must be specified in the same 
way that they must be specified for non- 
parameters; i.e., as decimal integer 



constants. They must 
bounds and lengths for 
arguments. 



be the same as the 
the corresponding 



Note that the base, scale, £ind precision 
of an arithmetic constant passed as an 
argument must be the same as that of its 
corresponding parameter. Similarly, the 
length of a string constant passed as an 
argument must be the same as that of its 
corresponding parameter. 
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CHAPTER 11: EXCEPTIONAL CONDITION HANDLING AND PROGRAM CHECKOUT 



When a PL/I program is executed, a large 
number of exceptional conditions are moni- 
tored by the system and their occurrences 
are automatically detected whenever they 
arise. These exceptional conditions may be 
errors, such as overflow or an input/output 
transmission error, or they may be condi- 
tions that are expected but infrequent, 
such as the end of a file or the end of a 
page when output is being printed. 

Each of the conditions for which a test 
naay be made has been given a name, and 
these names are used by the programmer to 
control the handling of exceptional condi- 
tions, rhe list of condition names is part 
of the PL/I language. For keyword names 
and descriptions of each of the conditions, 
see Part II, Section H, "ON Conditions." 



ENABLED CONDITIONS AND ESTABLISHED ACTION 



A condition that is being monitored, and 
the occurrence of which will cause an 
interrupt, is said to be enabled. Any 
action specified to take place when an 
occurrence of the condition causes an 
interrupt, is said to be established. 

Most conditions are checked for automat- 
ically, and when they occur, the system 
will take control and perform some standard 
action specified for the condition. These 
conditions are enabled by default, and the 
standard system action is established for 
them. 



ly enabled if it is to cause an interrupt; 
all other conditions are enabled by default 
and must be explicitly disabled if they are 
not to cause an interrupt when they occur. 



Condition Prefixes 



Enabling and disabling can be specified 
for certain conditions by a condition pre- 
fix. A condition prefix is a list of one 
or more condition names, enclosed in paren- 
theses and separated by commas, and con- 
nected to a statement (or a statement 
label) by a colon. The prefix always 
precedes the statement and any statement 
labels. A condition name in a prefix list 
indicates that the corresponding condition 
is enabled within the scope of the prefix. 
Some condition names can be preceded by the 
word NO, without a separating blank or 
connector, to indicate that the correspond- 
ing condition is disabled. 



Scop e of the C onditi on Prefix 



The scope of the prefix, that is, the 
part of the program throughout which it 
applies, is usually the statement to which 
the prefix is attached. The prefix does 
not apply to any functions or subroutines 
that may be invoked in the execution of the 
statement. 



The most common system action is to 
raise the ERROR condition. This provides a 
common condition that may be used to check 
for a number of different types of errors, 
rather than checking each error type indi- 
vidually. Standard system action for the 
ERROR condition is to terminate the pro- 
gram. 

The programmer may specify whether or 
not some conditions are to be enabled, that 
is, are to be checked for so that they will 
cause an interrupt when they arise. If a 
condition is disabled, an occurrence of the 
condition will not cause an interrupt. 

All input/output conditions and the 
ERROR condition are always enabled and 
cannot be disabled. All of the computa- 
tional conditions may be enabled or disa- 
bled. The SIZE condition must be explicit- 



A condition prefix to an IF statement 
applies only to the evaluation of the 
expression following the IF; it does not 
apply to the statements in the THEN or ELSE 
clauses,, although these may themselves have 
prefixes. Similarly,, a prefix to the ON 
statement heis no effect on the associated 
on-unit. A condition prefix to a DO state- 
ment applies only to the evaluation of any 
expressions in the DO statement itself and 
not to any other statement in the DO-group. 

Condition prefixes to the PROCEDURE 
statement and the BEGIN statement are spe- 
cial (though commonly used) cases. A con- 
dition prefix attached to a PROCEDURE or 
BEGIN statement applies to all the state- 
ments up to and including the corresponding 
END statement. This includes other PROCE- 
DURE or BEGIN statements nested within that 
block. It does not apply to any procedures 
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lying outside that block, which may be 
invoked during execution of the program. 

The enabling or disabling of a condition 
may be redefined within a block by attach- 
ing a prefix to statements within the 
block, including PROCEDURE and BEGIN state- 
ments (thus redefining the enabling or 
disabling of the condition within nested 
blocks) . Such a redefinition appli.es only 
to the execution of the statement to which 
the prefix is attached. In the case of a 
nested PROCEDURE or BEGIN statement, it 
applies only to the block the statement 
defines, as well as any blocks contained 
within that block. When control passes out 
of the scope of the redefining prefix, the 
redefinition no longer applies. A condi- 
tion prefix can be attached to any state- 
ment except a DECLARE or ENTRY statement. 

Consider the following example: 

(SIZE): A: PROCEDURE; 



(NOSIZE) : B: BEGIN; 



The form of the ON statement, is: 



ON condition-name {SYSTEM; | on-unit} 



(see Part II, Section J, 
full description) . 



'Statements" for a 



The keyword SYSTEM folio 
Ion specifies standard syst 
ver an interrupt occurs. I 
standard system action for 
which some other action 
blished. The on- unit is us 
grammer to specify an alt 
be taken whenever an interr 
on-unit must be either a n 
a GO TO statement; it canno 



wed by a semico- 
em action whene- 
t re-establishes 
a condition for 
has been esta- 
ed by the pro- 
ernate action to 
upt occurs . An 
ull statement or 
t be labeled. 



A null statement on-unit effectively 
ignores the interrupt and, in general, 
returns control to the point logically 
following the point at which the interrupt 
occurred. Thus, the effect of a null 
on-unit is to say "When an interrupt occurs 
as a result of this condition, do nothing 
except continue." 



I 
SIZE 
and 
duri 
is t 
the 
8; 

stat 
clud 
ther 



n this 

enables 
specif ie 
ng any 
o take pi 
SIZE pref 
however, 
ement dis 
es any 
ein. 



END B; 



END A; 

example, the cond 
that condition for 
that if a SIZE e 
calculation in A, 
ace. Ordinarily, 
ix would include 
the NOSIZE prefix 
ables SIZE within 
interrupt for a 



Use of the null on-unit is not the same 
as disabling a condition, for two reasons: 
ition prefix first, a null on-unit can be specified for 
procedure A any condition (except ENDFILE, KEY, and 
rror occurs CONVERSION) , but not all conditions can be 
an interrupt disabled; and, second, disabling a condi- 
the scope of tion, if possible, may save time by avoid- 
begin block ing any checking for this condition. If a 
on the BEGIN null on-unit is specified, the system must 
B and pre- still check for the occurrence of the 
SIZE error condition, transfer control to the on-unit 
whenever an interrupt occurs, and then, 
after doing nothing, return from the on- 
unit. 



The ON Statement 



A system action exists for every condi- 
tion, and if an interrupt occurs, the 
system action will be performed unless the 
programmer has specified an alternate 
action in an ON statement for ttait condi- 
tion. The purpose of the ON statement is 
to establish the action to be taken when an 
interrupt results from an exceptional con- 
dition that has been enabled, either by 
default or by a condition prefix. 

Nste^ The action specified in an ON state- 
ment will not be executed during ctny por- 
tion of a program throughout which the 
condition has been disabled. 



Note: The specific point to which control 
returns from a null on-unit varies for 
different conditions. In most cases, it 
returns to the point that immediately 
follows the action in which the condition 
arose. Section H, "ON-Conditions" gives 
the point of return for all conditions for 
which a null on-unit can be specified. The 
return from a null on-unit is called a 
normal return. 

If an on-unit is a GO TO statement, then 
when an interrupt occurs, control is trans- 
ferred to the label specified in the GO TO 
statement. Linkage to the point at which 
the interrupt occurred is thus lost and a 
normal return cannot occur. 
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Scope of the ON Statement 



The execution of an ON statement asso- 
ciates an action specification with the 
named condition. Once this association is 
established, it remains until it is over- 
ridden or until termination of the block in 
which the ON statement is executed. 

An established interrupt action passes 
from a block: to any block it activates, and 
the action remains in force for all subse- 
quently activated blocks unless it is over- 
ridden by the execution of another ON 
statement for the same condition. If it is 
overridden, the new action remains in force 
only until that block is terminated. When 
control returns to the activating block, 
all established interrupt actions that 
existed at that point are re-established. 
This makes it impossible for a subroutine 
to alter the interrupt action established 
for the block that invoked the subroutine,. 

If more than one ON statement for the 
same condition appears in the same block, 
each subsequently executed ON statement 
permanently overrides the previously esta- 
blished condition. No re-establishment is 
possible, except through execution of 
another ON statement with an identical 
action specification (or re-execution, 
through some transfer of control,, of an 
overridden ON statement) . 

A: PROCEDURE; 

ON CONVERSION GO TO AERR; 
ON ZERODIVIDE GO TO BERR; 



CALL B; 



CONVERSION and ZERODIVIDE errors occurring 
within A. (Note that CONVERSION and ZERO- 
DIVIDE are enabled by default and therefore 
do not require condition prefixes to enable 
them. ) These action specifications carry 
over into procedure B, because it is 
invoked by A, and remain in force until the 
ON statement in B is executed. This ON 
statement establishes a new action for the 
CONVERSION condition, which new action 
remains in force for the remainder of B. 
When control returns to A, the action 
specification for CONVERSION within A is 
re-established (the action specification 
for ZERODIVIDE, not having been changed in 
B, does not need to be re-established) . 

Note that the scope of the ON statement 
within B does not include the assignment 
statement since the NOCONVERSION prefix 
disables the CONVERSION condition for that 
statement. Thus, a CONVERSION error occur- 
ring during execution of the assignment 
statement does not cause an interrupt. 

If a CONVERSION error occurs before the 
ON statement in B is executed, the action 
established in A is taken; that is, control 
is transferred to AERR. Similarly, a ZERO- 
DIVIDE error occurring anywhere within B 
results in a transfer to BERR. 

The OVERFLOW condition is enabled by 
default and, since there is no ON statement 
for OVERFLOW within A, an OVERFLOW error 
within A causes the standard system action 
for OVERFLOW to be taken. However, within 
B, no action is taken for an OVERFLOW error 
because a NOOVERFLOW condition prefix has 
been attached to the PROCEDURE statement 
for B, and, as a result, OVERFLOW is 
disabled in B. When control returns to A, 
OVERFLOW is enabled once again. 



END A; 



The REVERT Statement 



(NOOVERFLOW) : B: PROCEDURE; 

DECLARE Z BIT(l) , 

X CHARACTER (1) ; 



ON 



(NOCONVERSION): Z = X; 



RETURN; 
END B; 



CONVERSION GO TO CERR; 



The REVERT statement is used to cancel 
the effect of one or more previously exe- 
cuted ON statements. It can affect only ON 
statements that are internal to the block 
in which the REVERT statement occurs and 
which have been executed in the same invo- 
cation of that block. The effect of the 
REVERT statement is to cancel the effect of 
any ON statement for the named condition 
that has been executed in the same block in 
which the REVERT statement is executed. It 
then re-establishes the action that was in 
force at the time of activation of that 
block. 



The ONI statements in procedure A esta- 
blish the actions to be taken for the 



A REVERT statement that is executed in a 
block in which no action has been esta- 
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blished for the named condition is tr€>.ated 
as a null statement. 

(SIZE): A: PROCEDURE; 

ON SIZE GO TO AERR; 



CALL B; 



but before the execution of the REVERT 
statement, an interrupt occurs and control 
is transferred to CERR; if a SIZE error 
occurs in B after the execution of the 
REVERT statement, an interrupt occurs and 
control is transferred to AERR. Thus, the 
REVERT statement re-establishes the action 
specification for SIZE as it existed at the 
point of invocation of B (that is, as it 
existed in A when the CALL B statement was 
executed) . 



END A; 

(SIZE): B: PROCEDURE; 

ON SIZE GO TO BERR; 



The SIGNAL Statement 



ON SIZE GO TO CERR; 



REVERT SIZE; 



The programmer may simulate the occur- 
rence of an ON condition by means of the 
SIGNAL statement. An interrupt will occur 
unless the named condition is disabled. 
This statement has the form: 



SIGNAL condition- name; 



RETURN; 
END B; 

In this example, if a SIZE error occurs 
in procedure B after the execution of the 
first ON statement in B but before the 
execution of the second ON statement, an 
interrupt occurs and control is transferred 
to BERR; if a SIZE error occurs in B after 
the execution of the second ON statement 



The SIGNAL statement causes execution of 
the interrupt action currently established 
for the specified condition. The principal 
use of this statement is in program check- 
ing, to test the action of an on- unit, and 
to determine that the correct action is 
associated with the condition. If the 
signalled condition is not enabled, the 
SIGNAL statement is treated as a null 
statement. 
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CHAPTER 12: BASED VARIABLES AND POINTER VARIABLES 



For each identifier used in a PL/I 
program, the compiler must be able to 
determine the attributes associated with 
the name in order to generate correct code. 
For example: 

A = B + C; 

If A, B, and C are floating-point varia- 
bles, then floating-point instructions will 
be compiled; if they are fixed-point, 
fixed-point instructions will be compiled. 

In addition to determining the type of 
operation, the compiler must also be able 
to determine the address of each operand. 
In some cases, the compiler must generate 
code that will determine the address when 
the program is executed. The storage class 
of a variable determines the way in which 
the address is obtained. There are three 
distinct cases: 

1. Static storage. The offset from a 

fixed origin can be determined when 
the program is loaded. 

2« Automa t ic_s t or age . The origin and the 
offset of the address are determined 
upon entry to the block. 

3- Baj3ed_storac[e. With each of the other 
classes of storage, the address used 
when an element is referred to is 
determined by the system. Indeed, one 
of the main advantages of using a 
language such as PL/I is that the 
programmer need not concern himself 
with addresses and address computa- 
tion. However, in keeping with the 
general design of PL/I, the facility 
is available for the programmer to 
exercise direct control over address- 
es. 

It is this third class, based storage, 
and address manipulation with which this 
chapter is concerned. 



BASED VARIABLES 



A based variable is a description of 
data that can be applied to different 
locations in storage, depending upon the 
value of the associated pointer variable. 

Using based storage, the programmer can 
(1) explicitly specify the address to be 
used when accessing a variable, and 
(2) locate the storage area of a variable to 
be transmitted by RECORD-oriented 
input/output . 

When a based variable is declared, it 
must be associated with a pointer that has 
been explicitly declared. The form of the 
declaration is: 

identifier BASED (pointer-variable) 

For example: 

DECLARE P POINTER; 

DECLARE A BASED (P) ; 

Whenever a reference is made to A, the 
address must be derived using the value of 
a pointer variable. The pointer variable 
used is the one that appears in the dec- 
laration of the based variable, in this 
case, P. For example: 



A 



A + 1; 



In this statement, the pointer used to 
determine the address of A will, in both 
cases, be P. 

So long as an associated pointer varia- 
ble has a valid value, any reference to the 
based variable is treated as if it had been 
allocated in the location identified by the 
pointer variable. 



POINTER VARIABLES 



POINTER SPECIFICATION 



A special type of variable, the pointer 
variable, is used to specify addresses in 
PL/I. While a pointer variable may not, in 
some implementations, actually contain an 
address „ it is used to locate data in 
storage; consequently,, it may be thought of 
as an address. 



A pointer variable must be associated 
with the based variable in the DECLARE 
statement that names the based variable. 
The pointer variable specified must be one 
that is explicitly declared elsewhere with 
the POINTER attribute. 
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h restriction imposed by the D-Compiler 
is that the pointer name used in the 
declaration of a based variable mast be an 
unsubscripted, unqualified element varia- 
ble. 

Arrays of pointers are allowed, and 
pointers can be elements of structures, but 
those pointers cannot be associate*! with a 
based variable in a declaration. 



Assig nmen t of Pointer Va lue 



The value of a pointer variable may be 
assigned to another pointer variable in a 
simple assignment statement. Assume that Q 
and P are pointer variables and that P has 
a valid pointer value. 



Q 



P; 



VALUES OF POINTER VARIABLES 



3efore a reference can be made to a 
based variable, a value must be given, to 
the pointer with which it is associated. 
This can be done in any of four different 
ways: with the SET option of a READ or 
LOCATE statement; by assignment of the 
value of another pointer; or by assignment 
of the value returned by the ADDR built-in 
f unction. 



This statement specifies that Q is to be 
set to point to the same location that P 
points to. Reference to a based variable 
using either P or Q as the associated 
pointer is a reference to the same location 
in storage. Note that a pointer variable 
can be assigned a pointer value also by a 
reference to a programmer-defined function 
that returns a pointer value. Thus, in the 
above example, P could be a programmer- 
defined function that returns a pointer 
value. 



Assignment of the ADDR Function Value 



READ and SET 



The READ statement with a SEr option 
causes a record to be read into a buffer 



and the specified 
set to point to 
variable, declared 



pointer variable to be 
the buffer. A based 

with the same pointer, 
can then be used to refer to the fields of 
the record. 



A based variable used to describe a 
record in a buffer has the effect of being 
overlaid on the buffer. The result of a 
reference to an element of the based varia- 
ble is the same as if the record had been 
read directly into the structure described. 



The value returned to an ADDR built-in 
function reference is a valid pointer value 
that specifies the location of a data 
variable named as the argument of the 
function reference. For example: 

P = ADDR (A) ; 

Execution of this assignment statement will 
give the pointer variable P a value so that 
it points to the location of the data 
variable A, The value of ein ADDR function 
reference can be assigned to a pointer 
variable only. 

The argument of the ADDR function 
reference can be a variable that represents 
an element, an array, an element of an 
array, a major structure;, a minor struc- 
ture, or an element of a structure. The 
argument may be a based vatriable or a 
nonbased variable. 



LOCATE and SET 



The LOCATE 
have a SET opti 
based variable 
action is simil 
SET, in that, 
effect, overlai 
case, however, 
move data into 
tioas relative 
elements of the 



statement, which always must 
on, allocates storage for a 

in an output buffer. The 

ar to that of the READ and 

the based variable is, in 

d on the buffer. In this 

the description is used to 
the output buffer in loca- 

to the descriptions of the 
based variable.. 



Since the ADDR function can be used to 
set a pointer to point to a nonbased 
variable, this facility allows the use of a 
based variable to refer to the value of a 
nonbased variable. 



DECLARATION OF POINTER VARIABLES 



A pointer variable must be explicitly 
declared with the POINTER attribute in a 
DECLARE statement. Arrays of pointers can 
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be declared, or an elementary name of a 
structure can be declared to be a pointer 
variable. By default,, a pointer variable 
is givcm the AUTOMATIC storage class attri- 
bute, but STATIC may be declared for it. A 
pointer variable cannot have the BASED 
attribute. Following are examples of poin- 
ter declarations: 

DECLARE A POINTER, 

1 ELEMENT, 

2 P POINTER, 

2 C CHARACTER (10) , 

X(10) POINTER STATIC; 

Note:_ A pointer array variable must be 
subscripted to indicate a single element 
when it is used in a SET option. 



POINTER VARIABLE RESTRICTIONS 



Because a pointer is very closely relat- 
ed to an address, its value is strongly 
dependent upon the implementation in which 
it is used. In order to reduce implementa- 
tion dependence, some restrictions are made 
on the use of pointer variables. 

1. Pointer variables may not be operands 
of any operations except the compari- 
son operations specified by the opera- 
tors = and !=. 

2„ Assignment of a pointer variable value 
may be made only to another pointer 
variable. 



with the pointer may be used to refer 
the record in the buffer. For example: 



to 



DECLARE P POINTER; 

DECLARE 1 ISSUE BASED (P) , 

2 CODE CHARACTER(l) , 
2 PART_NO PICTURE '9999999', 
2 QTY PICTURE '9999', 
2 DEPT PICTURE '99', 
2 JOB_NO PICTURE '9999', 
1 RECEIPT BASED (P) , 
2 CODE CHARACTER (1) , 
2 PART_NO PICTURE '9999999', 
2 QTY PICTURE '9999', 
2 SUPPLIER PICTURE '99999'; 

READ FILE (TRANS) SET (P) ; 

IF ISSUE. CODE = 'R' THEN GO TO RL1; 

IF SUPPLIER >1000 THEN GO TO INHSl; 



In this example, the two 
tions ISSUE and RECEIPT are 
the same pointer. Once P ha 
value by execution of a READ 
a SET option, either of the 
be referred to. The records 
working storage, since the 
to a position within the buf 



record descrip- 

associated with 

s been given a 

statement with 

two records can 

do not require 

pointer refers 

f er. 



The records can also contain variables 
other than character strings and numeric 
character fields. Any number of records 
can be associated with the same pointer. 
When the pointer is given a value, all of 
the records will refer to the same storage 
and will effectively be overlaid. Such 
overlaying of record descriptions can be 
machine dependent and should be used with 
care. 



3„ Pointer variables cannot be used for 
STREAM input and output. When used in 
RECORD input and output, a pointer 
value written as output cannot be 
assumed to locate the same data if it 
is read back in. 



THE USE OF BASED STORAGE AND POINTERS 



The based storage and pointer handling 
facilities provided by the Decompiler are 
primarily intended to permit the processing 
of records in input and output buffers. 
This ce»n result in a significant saving of 
storage, particularly when many different 
record types exist in the same file. 

Many different declarations of based 
variables can be associated with the same 
pointer. The effect of this is that once 
the pointer has been given a value, say by 
a READ statement with a SET option, then 
any of the record descriptions associated 



VARIABLE- LENGTH PARAMETER LISTS 



In PL/I, a programmer-written procedure 
can have only a fixed number of parameters, 
all of which must be specified. Arguments 
are associated with parameters by passing 
addresses (which may be addresses of dummy 
arguments) . By passing an array of poin- 
ters as a single argument, it is possible 
to simulate a variable-length parameter 
list, since some of the array elements may 
be null. 

The following procedure checks if a 
value lies between two limits. Either the 
upper limit, or the lower limit may be 
specified. The procedure has two paramet- 
ers, a value that is to be checked and an 
array of two pointers. The first pointer 
specifies the upper limit, the second the 
lower limit. If either limit is not to be 
checked, the associated pointer is null 
when passed (see "Pointer Manipulation" 
below for a discussion of the NULL built-in 
function) . The procedure returns the value 
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' 1'B (or true) if the value lies between 
the limits, or the value 'O'B if it does 
not. 



manipulating pointer variables. They are 
the ADDR built-in function and the NULL 
built-in function. 



LIMIT: PROCEDURE (X,P) BIT(l) ; 
DECLARE P(2) POINTER, 

(P1,P2) POINTER, 
TOP BASED (PI), 
BOTTOM BASED ( P2 ) ; 
IF P(l) ,= NULL 
THEN DO; 

PI = P(l) ; 
IF X >= TOP 

THEN RETURN (' O'B) ; 
END; 
IF P(2) n =NULL 
THEN DO; 

P2 = P(2) ; 

IF X <= BOTTOM 

THEN RETURN ( 'O'B) ; 
END; 
RETURN (*1'B) ; 
END LIMIT; 

A procedure that invokes LIMIT might con- 
tain: 

DECLARE LIMIT RETURNS B1P(1), 

Q(2) POINTER; 
Q(l) = ADDR (HIGH) ; 
Q(2) = NULL; 
IF LIMIT (Y,Q) THEN DO; 



Note that since a pointer in .1 based 
variable declaration cannot be subscripted, 
it is necessary to define two other pointer 
variables that are used to refer to the 
limits TOP and BOTTOM. 

Since the procedure LIMIT does not 
return a fixed-point binary value of preci- 
sion 15 (as would otherwise be implied by 
its initial letter) , it must be declared 
with the RETURNS attribute in the invoking 
procedure. 

la the invoking procedure, values are 
assigned to Q(l) and Q(2) using the built- 
in functions ADDR and NULL. The procedure 
LIMIT is then invoked by the function 
reference in the IF statement. 



POINTER MANIPULATION 



Two importamt built-in functions are 
provided by PL/I which can be used in 



The first of these, the ADDR built-in 
function,, has already been discussed 
briefly. It requires one argument, the 
name of a variable, and it returns a value 
that points to the variable. It can be 
used to find the address of an element 
variable, an array variable,, an element of 
an array, a major structure „ a minor struc- 
ture, or an element of a structure. 



The ADDR function returns a value that 
identifies the address of a nonbased or 
based variable argument. 

When using the ADDR function with arrays 
and structures, it is important to note 
that the ADDR of the first element of an 
array or structure is the same as the ADDR 
of the array or structure itself. 



For example, given 
larations: 



the following dec- 



DECLARE P POINTER; 

DECLARE B(10,10) BASED (P) , 
A(10,10); 

ADDR(A(1,D) is the same as ADDR(A) and 
with the following assignment: 



P = ADDR (A) ; 

B(l,l) will refer to the first element of 
A. 

It is entirely up to the parogrammer to 
ensure that such references do £iccess mean- 
ingful storage locations, which must have 
been allocated in some other way and whose 
attributes are correct. It is well worth 
emphasizing that the power provided by the 
facility can be offset by extreme implemen- 
tation dependence unless it is used care- 
fully. 

The second built-in function for pointer 
manipulation is the NULL function. The 
NULL function requires no cirguments in a 
function reference. It returns a pointer 
value which is null; that is, a value that 
does not refer to a valid address. 
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r 

C72A3: PROCEDURE OPTIONS (MAIN); 01 

DECLARE PAGE_NO FIXED DECIMAL, 02 

1 CARDIN, 03 

2 ACCNT_NO PICTURE *(8)9 , l , 04 

2 NAME CHARACTER (25) , 05 

2 ADDRESS CHARACTER (25), 06 

2 PAYMENT PICTURE ' $$$$9V„ 99 ' , 07 

2 REST CHARACTER (14), 08 

1 B, 09 

2 BALANCE PICTURE ' $$$$$9V. 9R' , 10 

2 REST1 CHARACTER (71), 11 

WRKA CHARACTER (8) DEFINED CARDIN, 12 

WRKB CHARACTER (9) DEFINED B„ 13 

PAYMNT FILE INPUT RECORD ENVIRONMENT 14 

(CONSECUTIVE F(80) MEDIUM (SYS003, 2540) ) , 15 

ACCNTS FILE UPDATE RECORD DIRECT KEYED 16 

ENVIRONMENT (REGIONAL (1) F(80) 17 

MEDIUM(SYS001,231D), 18 

EXCP FILE STREAM OUTPUT PRINT 19 

ENVIRONMENT (MED!UM(SYS002, 1403) F(133)); 20 

OPEN FILE (PAYMNT), FILE (ACCNTS); 21 

ON ENDFILE (PAYMNT) GO TO EOF; 22 

/* SET UP PAGE CONTROL */ 23 

ON ENDPAGE (EXCP) GO TO NEW_PAGE; 24 

/* SET UP HEADINGS AND THEN PRINT HEADINGS FOR FIRST PAGE */ 25 

PAGE_NO =0; 26 

NEW_PAGE: PAGE_NO = PAGE_NO +1; 27 

PUT FILE (EXCP) PAGE LINE(3) EDIT ('PAGE ', PAGE_NO) 28 

(X(10), A(5), F(5)); 29 

PUT FILE (EXCP) LINE(5) EDIT ('NO PAYMENT RECEIVED FROM') 30 

(X(30), A(24)); 31 

PUT FILE (EXCP) LINE (10) 32 

EDIT ('ACCOUNT NO', 'NAME', 'ADDRESS', 'BALANCE DUE') 33 

(COLUMN(5), A(ll), COLUMN(16), A(5), 34 

COLUMN(41), A(7), COLUMN(66), A(1D); 35 

/* TEST TO SEE IF NEW_PAGE ENTERED ON INTERRUPT */ 36 

IF PAGE_NO = 1 THEN GO TO NEWCARD; 37 

ELSE GO TO ZZ; 38 

/* MAIN UPDATE LOOP */ 39 

NEWCARD: READ FILE (PAYMNT) INTO (CARDIN); 40 

READ FILE (ACCNTS) INTO (B) KEY(ACCNT_NO) ; 41 

IF PAYMENT = THEN 42 

IF BALANCE<= THEN GO TO NEWCARD; 43 

ELSE 44 

ZZ: PUT FILE (EXCP) SKIP EDIT 45 

(WRKA, NAME, ADDRESS, WRKB) 46 

(COLUMN(5), A(8), 47 

COLUMN (16), A(25), 48 

COLUMN(41), A(25)„ 49 

COLUMN(66), A(9)); 50 

ELSE DO; 51 

BALANCE=BALANCE-PAYMENT; 52 

REWRITE FILE(ACCNTS) FROM(B) KEY(ACCNT_NO) ; 53 

END; 54 

GO TO NEWCARD; 55 

EOF: CLOSE FILE(PAYMNT) , FILE ( ACCNTS) , FILE(EXCP); 56 

END C72A3; 57 

L . . 

Figure 13-1. A PL/I Program 
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figure 13-1 is an example of a complete 
PL/I program. Note, however, tha~ it is 
intended merely to illustrate how certain 
features of PL/I can be used; it is not 
intended that the program be used to solve 
a problem. 
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The PROCEDURE statement in card 1 names 
the procedure; the MAIN option is an 
implementation-defined option that 
specifies the initial procedure of the 
program (which may consist of more than one 
external procedure) . 

The DECLARE statement in cards 2 through 
20 declares the attributes for the iden- 
tifiers used in the procedure. 

PAGE NO in card 2 is given th€! attri- 
butes FIXED and DECIMAL. Note that since 
no precision is specified, PAGENO is given 
the default precision, which is (5,0). 

The structure declaration in cards 3 
through 8 describes the input record CAR- 
DIN. This record has an account number in 
the first 8 columns (note that this account 
number is also the key that will be used to 
find the account in the accounts file) , a 
name in columns 9 through 33, an address in 
the next 25 columns, and a three- to 
six-digit quantity with a leading dollar 
sign and an embedded decimal point in the 
next 8 columns (the quantity is 
right-adjusted) . The remainder of the 
record does not contain any information. 
REST, which is associated with this part of 
the record, is declared so that the remain- 



Cards 9, 10, and 11 declare a structure 
that describes the records that are read 
from the accounts file (ACCNTS) and that 
contain the balance due for each amount. 
Each record has the balance due (BALANCE) 
in columns 1 through 9. The remaining 71 
columns are not used but are accounted for 
by REST1. Each record in the file is 
identified by a key, which is the account 
number. Note that the R picture character 
in the declaration of BALANCE provides for 
the storing of a minus sign should the 
contents of BALANCE become negeitive. 

In cards 12 and 13, WRKA and WRKB are 
declared as character strings defined on 
the first eight character positions of 
CARDIN (and, hence, effectively, AC C NT NO) 
and the first nine character positions of B 
(and, hence, effectively, BALANCE), respec- 
tively. This is done because the value of 
a character string that has been defined on 
a numeric character variable is always the 
character-string value of that variable. 
This eliminates the need to assign the 
numeric character variable to ai character- 
string variable in order to print the 
character-string value of the numeric char- 
acter variable. 

Cards 14 and 15 contain a declaration of 
PAYMNT as a buffered, record-oriented input 
file. This file has fixed-length records 
of length 80 and is to be read from the 
logical device SYS003 which is attached to 
an IBM 2540 Card Reader. The organization 
of the data set that is associated with the 
file is CONSECUTIVE, which means that the 
(n+l)th record of the file is located after 
the nth record of that file. 

Cards 16, 17, and 18 contain a 
declaration of the accounts file, ACCNTS. 
This file is a direct-access update file 
that has a key associated with each record. 
REGIONAL(l) specifies that a key is used to 
refer to a record by its relative location 
with respect to the first record in the 
file. The file contains fixed-length 
records of length 80. The logical device 
name for the file is SYS001 and the physi- 
cal device type is 2311 (that is, an IBM 
2311 Disk Storage Drive). 

Cards 19 and 20 contain a declaration of 
the file EXCP, which is to be used to 
record those accounts for which a balance 
is due but no payment has been made. It is 
an output print file. Its logical device 
name is SYS002 and its physical device type 
is 1403, an IBM 1403 Printer. 

The first executable statement in the 
program is the OPEN statement in card 21. 
This statement opens the files PAYMNT and 
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ACCNTS. EXCP is implicitly opened by the 
first PUT statement, which is in card 28. 



Card 22 contains an ON statement that 
establishes the action to be taken when the 
last payment card has been read. 



The ON ENDPAGE statement in card 24 
establishes an action for any ENDPAGE 
interrupt occurring for the file EXCP. 
Note that this action (that is,, GO TO 
NEW_PAGE) is taken only when an ENDPAGE 
interrupt for the file occurs; the execu- 
tion of the ON statement merely establishes 
the action. 



The assignment statement in card 26 
initialises PAGEJNO to zero. The assign- 
ment statement in card 27 increments 
PAGENO by 1 in order to update the page 
number for the print file and also to 
ensure that the test in cards 37 and 38 
will produce the desired result. 



The statements in cards 28 through 35 
print the page headings. The first PUT 
statement (cards 28 and 29) starts a new 
page and then spaces two lines. The page 
headings are then printed on the third 
line. The interaction of the data list and 
the format list proceeds as follows: 

Space ten columns; assign the constant 
'PAGE' to a five-character field; con- 
vert the value in PAGE_NO to an integer 
and place it, right-adjusted, into a 
five-character field. 

The second PUT statement (cards 30 and 
31) prints the general heading NO PAYMENT 
RECEIVED FROM on the fifth line of the 
page. 

The third PUT statement (cards 32 
through 35) prints the column headings. In 
this statement, the COLUMN format item is 
used to position the fields, so that the 
first heading starts in column 5, the 
second heading in column 16, the third 
heading in column 41, and the fourth head- 
ing in column 66. 

Cards 37 and 38 contain an IF statement 
that tests to see if the NEW_PAGE routine 
was entered from an interrupt or from the 
normal sequence of program execution. If 
PA3E_N0 is 1, then the NEW_PAGE routine has 
been entered normally. In all other cases, 
the routine has been entered because of an 
interrupt and the only possible point at 
which this interrupt could have occurred is 
the PUT statement labeled ZZ (see card 45) . 
Any such interrupt would occur before the 
data list could be transmitted so a trans- 



fer of control back to that PUT statement 
(after printing headings for the new page) 
results in the printing of the data that 
was to have been transmitted when ENDPAGE 
was raised. 



The main loop of the program starts with 
the statement labeled NEWCARD in card 40. 
This READ statement specifies that a record 
from the file PAYMNT is to be read into the 
structure CARDIN. 



The next READ statement (card 41) uses 
the value of ACCNT_NO (obtained by the 
preceding READ statement) as the key iden- 
tifying the record to be read into the 
structure B. 



The IF statement in card 4 2 tests to see 
whether a payment has been made. If none 
has been made, the THEN clause (which 
contains another IF statement in card 43) 
is executed. This IF statement checks to 
see whether the account balance is less 
than or equal to zero; if the payment is 
zero and the account balance is less than 
or equal to zero, a new card is read. If 
the payment is equal to zero, but the 
account balance is greater than zero, the 
PUT statement in line 4 5 prints the infor- 
mation for the delinquent account. The 
format list in this statement uses the 
COLUMN format item to line up the data 
under the headings described in the 
NEW_PAGE routine (cards 27 through 37) . 
The SKIP option in the PUT statement (card 
45) insures that a new line is started each 
time the PUT statement is executed. 



If the payment is not equal to zero, the 
DO-group of the ELSE clause starting in 
card 51 is executed. The assignment state- 
ment in this group subtracts the payment 
from the balance in order to form a new 
balance. The next statement (card 53) 
rewrites the record into the file ACCNTS, 
using the value of ACCNT_NO as the key. 
Note that the record is rewritten only if 
the value of BALANCE has been changed. 
Note also that the REWRITE statement is 
used to rewrite the record; a WRITE state- 
ment would attempt to create a new record 
with the same key, and this is an error. 
Control then returns to NEWCARD. 

Card 56 contains a CLOSE statement that 
is executed only as a result of the action 
taken for an ENDFILE interrupt for the file 
PAYMNT. All files are closed and the 
program is terminated by the END statement 
in card 57. 
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SECTION A: SYNTAX NOTATION 



Throughout this publication, wherever a 
PL/I statement — or some other combination 
of elements — is discussed, the manner of 
writing that statement or phrase is illus- 
trated with a uniform system of notation. 



A notatio n const ant denotes the liter- 
al occurrence of the characters rep- 
resented. A notation constant con- 
sists either of all capital letters or 
of a special character. 



This notation is not a part of PL/I; it 
is a standardized notation that may be used 
to describe the syntax — or construction 
-- of any programming language. It pro- 
vides a brief but precise explanation of 
the general patterns that the languages 
permits. It does not describe the meaning 
of the language elements, merely their 
§t£S2ture; that is, it indicates the order 
in which the elements may (or must) appear, 
the punctuation that is required, and the 
options that are allowed. 

Ihe following rules explain the use of 
this notation for any programming language; 
only the examples apply specifically to 
PL/I: 

1. A notation variable is the name of a 

general class of elements in the pro- 
gramming language. A notation varia- 
ble must consist of: 

a. Lower-case letters, decimal 
digits, and hyphens and must begin 
with a letter. 

b. A combination of lower-case and 
upper-case letters. There must be 
one portion all in lower-case let- 
ters and one portion all in upper- 
case letters,, and the two portions 
must be separated by a hyphen. 

All such variables used are defined in 
the manual either syntactically, using 
this notation, or are defined 
semantically. 

Examples: 

a. digit. This denotes the occur- 
rence of a digit, which may be 
through 9 inclusive. 

b. file-name. This denotes the 
occurrence of the notation varia- 
ble named file name. An explana- 
tion of file name is given else- 
where in the publication. 

c. DO-statement. This denotes the 
occurrence of a DO statement. the 
upper-case letters are used to 
indicate a language keyword. 



Example: 



DECLARE identifier FIXED; 



This denotes the literal occurrence of 
the word DECLARE followed by the nota- 
tion variable "identifier," which is 
defined elsewhere, followed by the 
literal occurrence of the word FIXED 
followed by the literal occurrence of 
the semicolon ( ; ) . 

The term "syntactic unit," which is 
used in subsequent rules, is defined 
as one of the following: 

a. a single notation variable or 
notation constant, or 

b. any collection of notation varia- 
bles, notation constants, syntax- 
language symbols, and keywords 
surrounded by braces or brackets. 

Braces {} are used to denote grouping 
of more than one element into a syn- 
tactic unit. 



Example: 



identifier 



(FIXED ^ 
FLOAT J 



The vertical stacking of syntactic 
units indicates that a choice is to be 
made. The above example indicates 
that the variable "identifier" must be 
followed by the literal occurrence of 
either the word FIXED or the word 
FLOAT . 

5. The vertical stroke | indicates that a 
choice is to be made. 

Example : 

identifier {FIXED| FLOAT} 

This has exactly the same meaning as 
the above example. Both methods are 
used in this publication to display 
alternatives. 
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Square brackets [ ] denote options. 
Anything enclosed in brackets may 
appear one time or may not appear at 
all. Brackets can serve the addition- 
al purpose of delimiting a syntactic 
unit. 



Example: 

FILE (file-name) [KEY (expression) ] 

This denotes the literal occurrence of 
the word FILE followed by the notation 
variable "file-name" enclosed in 
parentheses and optionally followed by 
the literal occurrence of the word KEY 
with its notation variable 
"expression" enclosed in parentheses. 
If, in rule 4 f the two alternatives 
also were optional, the vertical 
stacking would be within brackets, and 
there would be no need for braces. 

Three dots . . . denote the occurrence 
of the immediately preceding syntactic 
unit one or more times in succession. 



Example : 

[digit] ... 

The variable "digit" may or may not 
occur since it is surrounded by brack- 
ets. If it does occur, it may be 
repeated one or more times. 

8. Underlining is used to denote an ele- 
ment in the language being described 
when there is conflict between this 
element and one in the: syntax lan- 
guage. 

Example: 

operand {S|J_} operand 

This denotes that the two occurrences 
of the variable "operand" are sepa- 
rated by either an "and" (6) or an 
"or" (|)- The notation constant | is 
underlined in order to distinguish the 
"or" symbol in the PL/I language from 
the "or" symbols in th€; syntax lan- 
guage. 
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SECTION B: 



CHARACTER SETS WITH EBCDIC AND CARD-PUNCH CODES 



60-CHARACTER 


SET 






Character 
L 


Card-] 


Punch 




8-Bit Code 




11 


-3 






1101 


0011 










M 


11 


-4 








1101 


0100 










N 


11 


-5 








1101 


0101 


Character 


Card-Punch 


8-Bit Code 





11 


-6 








1101 


0110 


blank 


no punches 


0100 


0000 


P 


11 


-7 








1101 


0111 


. 


12-8-3 


0100 


1011 


Q 


11 


-8 








1101 


1000 


< 


12-8-4 


0100 


1100 


R 


11 


-9 








1101 


1001 


( 


12-8-5 


0100 


1101 


S 


0- 


2 








1110 


0010 


+ 


12-8-6 


0100 


1110 


T 


0- 


3 








1110 


0011 


1 


12-8-7 


0100 


1111 


U 


0- 


4 








1110 


0100 


£ 


12 


0101 


0000 


V 


0- 


5 








1110 


0101 


$ 


11-8-3 


0101 


1011 


w 


0- 


6 








1110 


0110 


+ 


11-8-4 


0101 


1100 


X 


0- 


7 








1110 


0111 


) 


11-8-5 


0101 


1101 


Y 


0- 


8 








1110 


1000 


; 


11-8-6 


0101 


1110 


Z 


0- 


9 








1110 


1001 


1 


11-8-7 


0101 


1111 
















1111 


0000 




11 


0110 


0000 


1 


1 










1111 


0001 


/ 


0-1 


0110 


0001 


2 


2 










1111 


0010 


i 


0-8-3 


0110 


1011 


3 


21 










1111 


0011 


% 


0-8-4 


0110 


1100 


4 


4 










1111 


0100 




0-8-5 


0110 


1101 


5 


5 










1111 


0101 


:> 


0-8-6 


0110 


1110 


6 


6 










1111 


0110 


? 


0-8-7 


0110 


1111 


7 


7 










1111 


0111 


: 


8-2 


0111 


1010 


8 


8 










1111 


1000 


# 


8-3 


0111 


1011 


9 


9 










1111 


1001 




8-4 
8-5 


0111 
0111 


1100 
1101 


















= 


8-6 


0111 


1110 


















A 


12-1 


1100 


0001 


Composite 
















B 


12-2 


1100 


0010 


Symbols 




Card 


Punch 






2 


12-3 


1100 


0011 


<= 




12- 


-8- 


■4, 


8-6 






D 


12-4 


1100 


0100 


II 




12- 


-8- 


-7, 


12-8 


-7 




E 


12-5 


1100 


0101 


** 




11- 


-8- 


-4, 


11-8 


-4 




F 


12-6 


1100 


0110 


i< 




11- 


-8- 


-7, 


12-8 


-4 




O 


12-7 


1100 


0111 


i> 




11- 


-8- 


-7, 


O-8-i 


6 




H 


12-8 


1100 


1000 


i~ 




11- 


-8- 


-7, 


8-6 






I 


12-9 


1100 


1001 


>= 




0-1 


3-6, 8-6 






J 


11-1 


1101 


0001 


/* 




o-i. 


11- 


-8-4 






K 


11-2 


1101 


0010 


*/ 




11- 


-8- 


-4 # 0-l 
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48-CHARACTER SET 



character 
blank 

( 

+ 

* 
) 



Card-Punch 
no punches 


8-Bit Cod< 
0100 0000 


12-8- 


■3 


0100 


1011 


12-8- 


■5 


0100 


1101 


12-8- 


■6 


0100 


1110 


11-8- 


-3 


0101 


1011 


11-8- 


■4 


0101 


1100 


11-8- 


-5 


0101 


1101 


11 




0110 


0000 


0-1 




0110 


0001 


0-8-2 


\ 


0110 


1011 


8-5 




0111 


1101 


8-6 




0111 


1110 


12-1 




1100 


0001 


12-2 




1100 


0010 


12-3 




1100 


0011 


12-4 




1100 


0100 


12-5 




1100 


0101 


12-6 




1100 


0110 


12-7 




1100 


0111 


12-8 




1100 


1000 


12-9 




1100 


1001 


11-1 




1101 


0001 


11-2 




1101 


0010 


11-3 




1101 


0011 


11-4 




1101 


0100 


11-5 




1101 


0101 


11-6 




1101 


0110 


11-7 




1101 


0111 


11-8 




1101 


1000 


11-9 




1101 


1001 


0-2 




1110 


0010 


0-3 




1110 


0011 


0-4 




1110 


0100 


0-5 




1110 


0101 


0-6 




1110 


0110 


0-7 




1110 


0111 


0-8 




1110 


1000 


0-9 




1110 


1001 







1111 


0000 


1 




1111 


0001 


2 




1111 


0010 


3 




1111 


0011 



Character 
4 
5 
6 
7 
8 
9 



Composite 
Symbols 

LE 

CAT 

** 

NL 

NG 
NE 

AND 

GE 

GT 

LT 

NOT 

OR 

/* 

*/ 



Note: when using the 48-character set, the 
following rules should be observed: 

1. The two periods that replace the colon 
must be immediately preceded by a 
blank if the preceding character is a 
period. 

2. The two slashes that replace the per- 
cent symbol must be immediately 
preceded by a blank if the preceding 
character is an asterisk , or immedi- 
ately followed by a blank if the 
following character is an asterisk. 

3. The sequence "comma period" represents 
a semicolon except when it occurs in a 
comment or character string, or when 
it is immediately followed by a digit. 



Card-Punch 


8-Bit Code 


4 


1111 


0100 


5 


1111 


0101 


6 


1111 


0110 


7 


1111 


0111 


8 


1111 


1000 


9 


1111 


1001 




60- 


•Character 




Set 


Card Punch 


Equivalent 


12-8-3, 12-8-3 




: 


11-3, 12-5 




<= 


12-3, 12-1, 0-3 




II 


11-8-4, 11-8-4 




** 


11-5, 11-3 




i< 


11-5, 12-7 




i> 


11-5, 12-5 




i - 


0-8-3, 12-8-3 




» 


12-1, 11-5, 12- 


U 


6 


12-7, 12-5 




>= 


12-7, 0-3 




< 


11-3, 0-3 




> 


11-5, 11-6, 0-3 




l 


11-6, 11-9 




1 


0-1, 11-8-4 




/* 


11-8-4, 0-1 




*/ 
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Keyword 

ABS(x) 

ADDR(x) 

ALIGNED 

ALL(x) 

ANY(x) 

ArAN(x[, y]) 

ATAND(x[„y] ) 

ATANH(x) 

AUTOMATIC 

BACKWARDS 

BASED (pointer-variable) 

BEGIN 

BINARY 

BINARY(x[,p[,q]]) 

BIT (length) 

BIT(value[,,size] ) 

BOOL(x,y ( ,w) 

BUFFERED 

BUILTIN 

BY 

CALL 

CEIL(x) 

CHAR(value[ r size] ) 

CHARACTER (length) 

CLOSE 

COLUMN (w> 

CONVERSION 

COS(x) 

COSD(x) 

COSH(x) 

DATE 

DECIMAL 

DECIMAL(x[„p[,q]]) 

DECLARE 

DEFINED 

DIRECT 

DISPLAY 

DO 

EDIT 

ELSE 

END 

ENDFILE 

ENDPAGE 

ENTRY 

ENVIRONMENT 

ERF(x) 

ERFC(x) 

ERROR 

EXP(x) 

EXTERNAL 

FILE 

FILE (file-name) 

FIXED 

FIXED(x[,p[,q]]) 

FIXEDOVERFLOW 

FLOAT 

FLOAT(xl # p]) 

FLOOR (x) 

FORMAT (format- list) 

FROM 

GET 

GO TO,GOTO 

HIGH'(i) 



Us e _o f _K e y wo r d 

built-in function 

built-in function 

attribute 

built-in function 

built-in function 

built-in function 

built-in function 

built-in function 

attribute 

attribute 

attribute 

statement 

attribute 

built-in function 

attribute 

built-in function 

built-in function 

attribute 

attribute 

clause of DO statement 

statement 

built-in function 

built-in function 

attribute 

statement 

format item 

condition 

built-in function 

built-in function 

built-in function 

built-in function 

attribute 

built-in function 

statement 

attribute 

attribute 

statement 

statement 

STREAM I/O transmission mode 

clause of IF statement 

statement 

condition 

condition 

attribute or statement 

attribute 

built-in function 

built-in function 

condition 

built-in function 

attribute 

attribute 

option of GET and PUT, specification of RECORD I/O statement 

attribute 

built-in function 

condition 

attribute 

built-in function 

built-in function 

statement 

option of REWRITE or WRITE statement 

statement 

statement 

built- function 
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Keyword 

IF 

INDEX (string, config) 

INPUT 

INTERNAL 

INIO(variable) 

KEY (file-name) 

KEY(x) 

KEYED 

KEY FROM (x) 

LABEL 

LINE(w) 

LOCATE 

LOG(x) 

LOG2(x) 

LOG 10 (x) 

LOW ( i ) 

MAIN 

MAX (arguments) 

MIN ( arguments ) 

MOD (x lf x 2 ) 

NOCONVERSION 

NOFIXEDOVERFLOW 

NOOVERFLOW 

NOSIZE 

NOUNDERFLOW 

NOZERODIVIDE 

NULL 

ON 

ONSYSLOG 

OPEN 

OPTIONS (list) 

OUTPUT 

OVERFLOW 

PACKED 

PAGE 

PAGESIZE(w) 

PICTURE 

POINTER 

PRECISION (x,p[,g] ) 

PRINT 

PROCEDURE 

PROD(x) 

PUT 

READ 

RECORD 

RECORD (file-name) 

REPEAT(string,i) 

REPLY (c) 

RETURN 

RETURNS 

REVERT 

REWRITE 

ROUND (x,n) 

SEQUENTIAL 

SET 

SIGN(x) 

SIGNAL 

SIN(x) 

SIND(x) 

SINH(x) 

SIZE 

SKIPE (X)] 

SQRT(x) 

STATIC 

STOP 

STREAM 



y.s e _o f _Ke ^wo r d 

statement 

built.- in function 

attribute,, option of the OPEN statement 

attribute 

option of READ statement 

condition 

option of READ and REWRITE statement 

attribute 

option of WRITE and LOCATE statement 

attribute 

format item, option of PUT statement 

statement 

built-in function 

built-in function 

built-in function 

built-in function 

option of PROCEDURE statement 

built-in function 

built-in function 

built-in function 

condition prefix identifier, disables CONVERSION 

condition prefix identifier, disables FIXEDOVERFLOW 

condition prefix identifier, disables OVERFLOW 

condition prefix identifier, disables SIZE 

condition prefix identifier, disables UNDERFLOW 

condition prefix identifier, disables ZERODIVIDE 

built-in function 

statement 

option of PROCEDURE statement 

statement 

option of PROCEDURE statement 

attribute, option of the OPEN statement 

condition 

attribute 

format item, option of PUT statement 

option of the OPEN statement 

cittribute 

attribute 

built-in function 

£ittri bute 

statement 

built-in function 

statement 

statement 

iittribute 

condition 

built-in function 

option of DISPLAY statement 

statement 

attribute 

statement 

statement 

built-in function 

attribute 

option of READ and LOCATE statements 

built-in function 

statement 

built. -in function 

built-in function 

built-in function 

condition 

format item, option of PUT statement 

built-in function 

attribute 

statement 

attribute 
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Keyword 

STRING (x) 

STRING (string-name ) 

SUBSTR ( string,, i,,j) 

SUM(x) 

SYSTEM 

TAN(x) 

TAND(x) 

TANH(x) 

THEN 

TIME 

TO 

TRANSMIT 

TRUNC(x) 

UNBUFFERED 

UNDERFLOW 

UNSPEC(x) 

UPDATE 

WHILE 

WRITE 

ZERODIVIDE 



y§g.-9i.. sg.z wor §■ 

built-in function 

option of GET and PUT statements 

built-in function,, pseudo-variable 

built-in function 

action specification of the ON statement 

built-in function 

built-in function 

built-in function 

clause of IF statement 

built-in function 

clause of DO statement 

condition 

built-in function 

attribute 

condition 

built-in function,, pseudo-variable 

attribute 

clause of DO statement 

statement 

condition 
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SECTION D: 



PICTURE SPECIFICATION CHARACTERS 



Picture specification characters appear 
in a PICTURE attribute. They are used to 
describe the attributes of the associated 
data item. A. discussion of the concepts of 
picture specifications appears in Part I, 
Chapter 9, "Editing and String Handling." 



\ picture specification always describes 
a character representation that is either a 
character-string data item or a numeric 
character data item. A character-string 

pictured item is one that can consist of 

alphabetic characters, decimal digits, and 
other special characters. A nume.ric_char~ 
§2t3r_pictured_item is one in which the 
data itself can consist only of decimal 
digits, a decimal point and, optionally, a 
plus or minus sign. Other characters gen- 
erally associated with arithmetic data, 
sucn as currency symbols, can also be 
specified. However, these characters are 
not a part of the arithmetic value of the 
numeric character variable, although the 
characters are stored with the digits and 
are considered to be part of the character- 
string value of the variable. 



Arithmetic data assigned to a numeric 
character variable is converted to numeric 
character representation. Editing, such as 
zer) suppression and the insertion of other 
characters, can be specified for a numeric 
character data item. Editing cannot be 
specified for pictured character-string 
data. 



Figures in this section illustrate how 
different picture specifications affect the 
representation of values when assigned to a 
pictured variable. Each figure shows the 
original value of the data, the attributes 
of the variable from which it is assigned, 
the picture specif ication „ and the 
character-string value of the numeric char- 
acter or pictured character-string varia- 
ble. 



PICTURE CHARACTERS FOR CHARACTER-STRING 
DATA 



Only the X picture character can be used 
to specify character-string items. It spe- 
cifies that the associated position within 
the item can contain any character whose 
internal bit configuration can be recog- 
nized by the computer in use. No charac- 
ters can be specified for insertion into a 
picture character-string item. 

Figure D-l gives examples of character- 
string picture specifications. In the 
figure, the letter b indicates a blank 
character. Note that assignments are left- 
adjusted, and any necessary padding with 
blanks is on the right. 



PICTURE CHARACTERS FOR NUMERIC _CH AR AC TE R 
SPECIFICATIONS 



"Jata assigned to a variable declared 
with a numeric picture specif ication must 
be internal coded arithmetic data (bit 
strings and numeric character data are 
converted to internal coded arithmetic 
before they are assigned to a numeric 
character variable) . 



Numeric character data must represent 
numeric values; therefore, the associated 
picture specification cannot contain the 
character X. The picture characters for 
numeric character data can specify detailed 
editing of the data. 



h 



Source 
Attributes 

CHARACTER (5) 

CHARACTER (5) 

CHARACTERS) 



T T" 

Source Delta | 

(in constant Eorm) j 



—I 



9B/2L' 

•9B/2L" 
• 9B/2L" 



-+- 



Picture 
Specification 



"T 1 

| Character-String 
I Value 1 



+ 

xxxxx i 

! 

XXX I 

I 

XXXXXXX I 



9B/2L 

9B/ 

9B/2Lbb 



., 



| l A variable declared with a character- string picture specification has a character- 
j string value only. 

L J 

Figure D-l. Pictured Character-String Examples 
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h numeric character variable can be 
considered to have two different kinds of 
value, depending upon its use. They are 
(1) its arithmetic value and (2) its 
character-string value. 

The arithmetic value is the value 
expressed by the decimal digits of the data 
item, the assumed location of a decimal 
point, and possibly a sign. The arithmetic 
value of a numeric character variable is 
used whenever the variable appears in an 
arithmetic or bit-string expression opera- 
tion or in an assignment to a variable with 
either the FIXED, FLOAT, or BIT attribute. 
In such cases, the arithmetic value of the 
numeric character variable is converted to 
internal coded arithmetic representation. 
The arithmetic value is also used in an 
assignment to another numeric character 
variable. 

The character-string value is the value 
expressed by the decimal digits of the data 
item, as well as all of the editing and 
insertion characters appearing in the pic- 
ture specification. The character-string 
value does not, however, include the 
assumed location of a decimal point, as 
specified by the picture character V. The 
character-string value of a numeric charac- 
ter variable is used whenever the variable 
appears in a character-string expression 
operation or in an assignment to a 
character-string variable, or whenever a 
reference is made to a charactei — string 
variable that is defined on the numeric 
character variable. 

The picture characters for numeric char- 
acter specifications may be grouped into 
the following categories: 

• Digit and Decimal Point Specifiers 

• Zero Suppression Characters 

• Insertion Characters 

• Numeric Signs and Currency Symbol 

• Credit, Debit, and Overpunched Signs 

• Exponent Specifiers 

« Sterling Pictures 

The picture characters in these groups 
can be used in various combinations. These 
combinations depend on the type of data 
being described by the specification. A 
discussion of these types and how they can 
be described follows. 

A numeric character picture specifi- 
cation can describe either decimal or 
sterling data. Decimal numeric character 
values can be in fixed-point or floating- 



point. The numeric character picture 
specification for a fixed-point value con- 
tains only one field and this field can 
consist of two subfields: an integer sub- 
field describing the digits to the left of 
the decimal point in the fixed-point value, 
and a fractional subfield describing the 
digits to the right of the decimal point. 

The numeric character picture specifi- 
cation for a floating-point value consists 
of two fields: a mantissa field and an 
exponent field. The mantissa field des- 
cribes a fixed-point value, which when 
multiplied by 10 raised to the value des- 
cribed by the exponent field gives the 
actual value represented by the floating- 
point notation; the mantissa field is 
specified in the same way that a fixed- 
point field is specified. The exponent 
field describes a signed or unsigned 
integer power of ten. 

The sterling picture specification can 
contain up to three fields: a pounds field, 
a shillings field, and a pence field; the 
pence field can have two subfields. Sterl- 
ing pictures are discussed separately at 
the end of this section. 

A major requirement of the picture 
specification for numeric character data is 
that each field must contain at least one 
picture character that specifies a digit 
position. This picture character, however,, 
need not be the digit character 9. Other 
picture characters, such as the zero 
suppression characters (Z or *), also spec- 
ify digit positions. At least one of these 
characters must be used to define a numeric 
character specification. It cannot contain 
the picture character X. 



DIGIT AND DECIMAL POINT SPECIFIERS 



The picture characters 9 and V are used 
in the simplest form of numeric character 
specifications that represent fixed-point 
decimal values. 

9 specifies that the associated field 
position is to contain a decimal digit. 

V specifies that a decimal point is 
assumed at this position in the asso- 
ciated data item. However, it does not 
specify that an actual decimal point is 
to be inserted. The integer and frac- 
tional parts of the assigned value are 
aligned on the V character; therefore, 
an assigned value may be truncated or 
extended with zero digits at either end. 
Note that if significant digits are 
truncated on the left,, the result is 
undefined and a SIZE interrupt will 
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Source | Source Data | 
Attributes j (in constant form) j 

X - - - . _-L 


Picture 
Specification 


Character-String 
Value 1 


FIXED(5) 


12345 | 


99999 | 12345 


FIXED (5) 


12345 | 


99999V 


123'45 


FIXED(5) 


12345 | 


999V99 


34500 2 


FIXED (5) 


12345 | 


V99999 


00000 2 


FIXED(7) 


1234567 | 


99999 


34567* 


FIXED (3) 


123 | 


99999 


00123 


FIXED (5,2) 


123.45 | 


999V99 


12345 


FIXED (7, 2) 


12345.67 | 


9V9 


562 


FIXED (5, 2) 


123.45 | 


99999 


00123 



1 

x rhe arithmetic value is the value expressed by the digits and the actucil or assumed | 

Location of the V in the specif ication. j 

2 In this case, PL/I does not define the result since significant digits have beenj 

truncated on the left; the result shown, however, is that given for System/360 | 

implementations. j 



Figure D-2. Pictured Numeric Character Examples 



occur, if SIZE is enabled. If no V 
character appears in the picture speci- 
fication of a fixe;d-point decimal value 
(or in the mantissa field of a picture 
specification of a floating-point deci- 
mal value) , a V is assumed at the: right 
end of the field specif ication. This 
cam cause the assigned vjilue to be 
truncated, if necessary, to an integer. 
The V character cannot appear more than 
once in a picture specification. The V 
is considered to be a subfield delimiter 
in the picture specification; that is,, 
the portion preceding the V and the 
portion following it (if any) are each a 
subfield of the specification. 



Figure D-2 gives examples 
character specifications. 



ZERO SUPPRESSION CHARACTERS 



Of 



numeric 



point, and (3) that are not preceded by any 
of the digits 1 through 9. The leftmost 
nonzero digit in a number and all digits, 
zeros or not, to the right of it represent 
significant digits. Note that a floating- 
point number can also have a leading zero 
in the exponent field. 



specifies a conditional digit position 
and causes a leading zero in the 
associated data position to be replaced 
by a blank character. When the asso- 
ciated data position does not contain a 
leading zero, the digit in the position 
is not replaced by a blank character,. 
The picture character Z cannot appear in 
the same subfield as the picture charac- 
ter *,, nor can it appear to the right of 
a drifting picture character or any of 
the picture characters 9„ T,, I, or R in 
a field. 



The zero suppression picture characters 
specify conditional digit positions in the 
character-string value and may cause lead- 
ing zeros to be replaced by asterisks or 
blanks. Leading zeros are those (1) that 
occur in the leftmost digit positions of 
fixed-point numbers or in the leftmost 
digit positions of the two parts of 
floating-point numbers, (2) that are to the 
left of the assumed position of a decimal 



* specifies a conditional digit position 
and is used the way the picture char- 
acter Z is used, except that leading 
zeros are replaced by asterisks. The; 
picture character * cannot appear with 
the picture character Z in the same; 
subfield, nor can it appear to the right 
of a drifting picture character or any 
of the picture characters 9, T, I, or R 
in a field. 
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Source 
Attributes 


T T — 

| Source Data | 
| (in constant form) j 
4- - 4- . - 


Picture 
Specification 


T _ 
X _ 


Character-String 
Value 1 


FIXED (5) 


t T 

| 12345 | 


ZZZ99 


T 


12345 


FIXED (5) 


| 00100 | 


ZZZ99 




bblOO 


FIXED (5) 


| 00000 | 


ZZZ99 




bbbOO 


FIXED (5) 


| 00100 | 


ZZZZZ 




bblOO 


FIXED (5) 


| 00000 | 


ZZZZZ 




bbbbb 


FIXED (5, 2) 


| 123.45 | 


ZZZ99 




bbl23 


FIXED (5,2) 


| 001.23 j 


ZZZV99 




bbl23 


FIXED (5) 


| 12345 | 


ZZZV99 




34500 2 


FIXED (!>) 


| 00000 | 


ZZZVZZ 




bbbbb 


FIXED (5) 


| 00100 | 


***** 




**100 


FIXED (5) 


| 00000 | 


***** 




***** 


FIXED (5, 2) 


| 000.01 | 


***v** 




***01 



J. X X X -I 

x The arithmetic value is the value expressed by the digits and the actual or assumed 

location of the V in the specification. 
2 In this case,, PL/I does not define the result since significant digits have been 

truncated on the left; the result shown, however,, is that given for System/ 360 

implementations . 

L 

Figure D-3. Examples of Zero Suppression 



Note^ If one of the picture characters Z 
or * appears to the right of the picture 
character V„ then all fractional digit 
positions in the specification, as well as 
all integer digit positions must employ the 
Z or * picture character, respectively. 
When all digit positions to the right of 
the picture character V contain zero 
suppression picture characters, fractional 
zeros of the value will be suppressed only 
if all positions in the fractional part 
contain zeros and all integer positions 
have been suppressed. The entire 
character-string value of the data ite;m 
will then consist of blanks or asterisks. 
No digits in the fractional part will be 
replaced by blanks or asterisks if the 
fractional part contains any significant 
digit. 



Figure D-3 gives examples of the use of 
zero suppression characters. In the fig- 
ure, the letter b indicates a blank charac- 
ter. 



INSERTION CHARACTERS 



The picture characters comma ( , ) ,, point 
(.), and blank (B) are insertion charac- 
ters; they cause the specified character to 
be inserted into the associated position of 
the numeric character data. They do not 
indicate digit positions, but are inserted 
between digits. Each does, however, 
actually represent a character position in 
the character-string value, whether or not 
the character is suppressed. The comma and 
point are conditional insertion characters; 
within a string of zero suppression charac- 
ters, they, too, may be suppressed. The 
blank (B) is an unconditional insertion 
character; it specifies that a blank is to 
appear in the associated position. 

Note: Insertion characters are applicable 
only to the character- string value. They 
specify nothing about the arithmetic value 
of the data item. 

causes a comma to be inserted into the 
associated position of the numeric char- 
acter data when no zero suppression 
occurs. If zero suppression does occur, 
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the comma is inserted only when an 
unsuppressed digit appears to the left 
of the comma position, or when a V 
appears immediately to the left of it 
and the fractional part contains any 
significant digits. In all other cases 
where zero suppression occurs, one of 
three possible characters is inserted in 
place of the comma. The choice of 
character to replace the comma depends 
upon the first picture character that 
both precedes the comma position and 
specifies a digit position: 

• If this character position, is an 
asterisk, the comma position is 
assigned an asterisk. 

• If this character position is a 
drifting sign or a drifting currency 
symbol (discussed later) , the drift- 
ing string is assumed to include the 
comma position, and the action taken 
is the same as that for drifting 
characters. 

• If this character position is not an 
asterisk or a drifting character, the 
comma position is assigned a blank 
character. 

is used the same way the comma picture 
character is used, except that a point 
( . ) is assigned to the associated posi- 
tion. This character never causes point 
alignment in the picture specifications 
of a fixed-point decimal number and is 
not a part of the arithmetic value of 
the data item. That function is served 
sDlely oy the picture character V. 
Unless the V actually appears, it is 
assumed to be to the right of the 
rightmost digit position in the field, 
and point alignment is handled accord- 
ingly, even if the point insertion char- 
acter appears elsewhere. 

B specifies that a blank character be 
inserted into the associated position of 
the character-string value of the numer- 
ic character field.. 

The point (or the comma) can be used in 
conjunction with the V to cause insertion 
of the point (or comma) in the position 
that delimits the end of the integer por- 
tion and the beginning of the fractional 
portion of a fixed-point (or 
floating-point) number, as might be desired 
in printing, since the V does not cause 
printing of a point. In this case, the 
point must immediately precede or immedi- 
ately follow the V. If the point precedes 
the V, it will be inserted only if a 
significant digit appears to the left of 
the V, even if all fractional digits are 
significant. If the point immediately fol- 
lows the V, it will be suppressed if all 



digits to the right of the V are sup- 
pressed, but it will appear if there are 
any fractional digits (along with any 
intervening zeros). 

The insertion characters Ei, comma, and 
point must be preceded by a digit position 
in the same field. 

Figure D-U gives examples of the use of 
insertion characters. In the figure, the 
letter b indicates a blank character. 



SIGNS AND CURRENCY SYMBOL 



The picture characters S, +, and 
specify signs in numeric character data. 
The picture character $ specifies a curren- 
cy symbol in the character- string value of 
numeric character data. 

These picture characters may be used in 
either a static or a drifting manner. A 
drifting character is similar to a zero 
suppression character in that it can cause 
zero suppression. However, a single drift- 
ing character is always inserted (unless 
the entire field is suppressed) in the 
position specified by the end of the drift- 
ing string or in the position immediately 
to the left of the first significant digit. 

The static use of these characters spe- 
cifies that a sign, a currency symbol, or a 
blank always appears in the associated 
position. The drifting use specifies that 
leading zeros are to be suppressed. In 
this case, the rightmost suppressed posi- 
tion associated with the picture character 
will contain a sign, a blank, or a currency 
symbol. 

A drifting character is specified by 
multiple use of that character in a picture 
field. Thus, if a field contains one 
currency symbol, it is interpreted as sta- 
tic; if it contains more than one, it is 
interpreted as drifting. The drifting 
character must be specified in each digit 
position through which it may drift. 

Drifting characters must appear in 
strings. A string is a sequence of the 
same drifting character, optionally con- 
taining a V and one of the insertion 
characters comma, point, or B. Any of the 
insertion characters comma, point, or B 
following the last drifting symbol of the 
string is considered part of the drifting 
string. However, a following V terminates 
the drifting string and is not part of it. 
A field of a picture specification can 
contain only one drifting string.. A. drift- 
ing string cannot be preceded by a digit 
position, insertion characters, or a V. If 
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Source 


T 


Source Data J 


Picture | Character-String 


Attributes 




(in constant form) j 


Specification 


Value 1 




J 


i 


—.j. 


FIXED (4) 


T 


1234 | 


9,999 


1,234 


FIXED (6 , 2) 




1234.56 | 


9,999V. 99 


1,234.56 


FIXED (4 ,2) 




12.34 | 


ZZ.VZZ 


12.34 


FIXED (4, 2) 




00.03 | 


ZZ.VZZ 


bbb03 


FIXED (4, 2) 




00.03 | 


ZZV.ZZ 


bb.03 


FIXED (4,2) 




12.34 | 


ZZV.ZZ 


12.34 


FIXED (4, 2) 




00.00 | 


ZZV.ZZ 


bbbbb 


FIXED(4,2) 




67.89 | 


9,999,999.V99 


0,000,067.89 


FIXED(7,2) 




12345.67 | 


**,999V.99 


12,345.67 


FIXED (7,2) 




00123.45 | 


**,999V.99 


***123.45 


FIXED (9, 2) 




1234567.89 | 


9. 999. 999V, 99 


1.234.567,89 


FIXED (6) 




123456 | 


99.999.9 


12.345.6 


FIXED ((5) 




001234 | 


z z , z z , z z 


bbbl2,34 


FIXED (6) 




000000 | 


zz,,zz,zz 


bbbbbbbb 


FIXED (6) 




000000 | 


** t ** t ** 


******** 


FIXED(6) 




123456 | 


99B99B99 


12b34b56 


FIXED (3) 




123 | 


9BB9BB9 


Ibb2bb3 



X X . X 



^The arithmetic value is the value expressed 
location of the V in the specification. 



by the digits and the actual or assumed 



L J 



Figure D-4. Examples of Insertion Characters 



a drifting string exists in a field, zero 
suppression character (Z or *) must not 
appear in the same field. 

The position in the data associated with 
the characters comma, point, and B appear- 
ing in a string of drifting characters will 
contain one of the following: 

• Comma, point, or blank if a significant 
digit has appeared to the left 

• The drifting symbol, if the next posi- 
tion to the right contains the leftmost 
significant digit of the field 

• Blank, if the leftmost significant 
digit of the field is more than one 
position to the right 

If a drifting string contains the drift- 
ing character n times, then the string is 



associated with n-1 conditional digit posi- 
tions. The position associated with the 
leftmost drifting character can contain 
only the drifting character or blank, never 
a digit. If a drifting string is specified 
for a field,, the other potentially drifting 
characters can appear only once in the 
field,, i.e., the other character represents 
a static sign or currency symbol. 

Only one type of sign character can 
appear in each field. An S, + # or - used 
as a static character can appear to the 
left of all digits in the mantissa and 
exponent fields of a floating-point speci- 
fication and either to the right or left of 
all digits positions of a fixed-point 
specification. 

If a drifting string contains a V within 
it, the V delimits the preceding portion as 
a subfield, and all digit positions of the 
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subfield following the V must also be part 
of the drifting string that commences the 
second subfield. 

In the case in which all digit positions 
after the V contain drifting characters, 
suppresion in the subfield will occur only 
if all of the integer and fractional digits 
are zero. The resulting edited data item 
will then be all blanks. If there are any 
significant fractional digits, the entire 
fractional portion will appear un sup- 
pressed. 

$ specifies the currency symbol. If this 
character appears more than once, it is 
a drifting character; otherwise it is a 
static character. The static character 
specifies that the character is to be 
placed in the associated position. The 
static character must appear either to 
the left of all digit positions in a 
field of a specification or to the right 
of all digit positions in a specifi- 
cation. See details above for the 
drifting use of the character. 

S specifies the plus sign character (+) if 
the data value is >0, otherwise it 
specifies the minus sign character (-) . 
The character may be drifting or static. 
The rules are identical to those; for the 
currency symbol. 

+ specifies the plus sign character (+) if 
the data value is > 0, otherwise it 
specifies a blank. The character may be 
drifting or static. The rules are iden- 
tical to those for the currency symbol. 

specifies the minus sign character (-) 
if the data value is <0, otherwise it 
specifies a blank. The character may be 
drifting or static. The rules are iden- 
tical to those for the currency symbol. 

figure D-5 gives examples of the use of 
drifting picture characters. In the fig- 
ure, the letter b indicates a blank charac- 
ter. 



11-punch (for minus) punched into the same 
column as a digit. It indicates the sign 
of the arithmetic data item. Only one 
overpunched sign can appear in a specifi- 
cation for a fixed- point number. The over- 
punch character can appear only in the laist 
digit position within a field. 

CR specifies that the associated positions 
will contain the letters CR if the 
value of the data is less than zero. 
Otherwise, the positions will contain 
two blanks. The characters CR can 
appear only to the right of all digit 
positions of a field. 

DB is used the same way that CR is used 
except that the letters DB appear in 
the associated positions. 

T specifies that the associated position,, 
on input, will contain a digit over- 
punched with the sign of the data. It 
also specifies that, an overpunch is to 
be indicated in the character-string 
value. 

I specifies that the associated position, 
on input, will contain at digit over- 
punched with + if the value is >0; 
otherwise, it will contaiin the digit 
with no overpunching. It also speci- 
fies that an overpunch is to be indi- 
cated in the character- string value if 
the data value is >0. 

R specifies that the associated position,, 
on input, will contain & digit over- 
punched with - if the vadue is <0; 
otherwise, it will contain the digit 
with no overpunching. It also speci- 
fies that an overpunch is to be indi- 
cated in the character- string value if 
the data value is <0. 

Note; The picture characters CR, DB B T, 
I, and R cannot be used with any other sign 
characters in the same field. 

Figure D-6 gives examples of the CR, DB, 
and overpunch characters. In the figure, 
the letter b indicates a blank character. 



CREDIT, DEBIT, AND OVERPUNCHED SIGNS 



The character pairs CR (credit) and DB 
(debit) specify the signs of fixed-point 
numeric character data items and usually 
appear in business report forms. 

Any of the picture characters T, I, or R 
specifies an overpunched sign in the asso- 
ciated digit position of a fixed-point 
numeric character data item. An over- 
punched sign is a 12-punch (for plus) or an 



EXPONENT SPECIFIERS 



The picture characters K and E delimit 
the exponent field of a numeric character 
specification that describes floating-point 
decimal numbers. The exponent field is 
always the last field of a numeric charac- 
ter floating-point picture specification. 
The picture characters K and E cannot 
appear in the same specification. 
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Source 
Attributes 


X_ 


Source Data 
(in constant form) 


- T — 
-4. 


- T 

Picture | Character-String 
Specification j Value*- 

_ X 


FIXED (5, 2) 


T 


123.45 


T 


$999V.99 


$123.45 


FIXED (5, 2) 




001.23 




$ZZZV.99 


$bbl.23 


FIXED (5, 2) 




000.00 




$ZZZV.ZZ 


bbbbbbb 


FIXED (5,2) 




123.45 




$$$9V.99 


$123.45 


FIXED (5, 2) 




001.23 




$$$9V.99 


bb$1.23 


FIXED (5, 2) 




012.00 




99$ 


12$ 


FIXED (2) 




12 




$$$,999 


bbb$012 


FIXED (4) 




1234 




$$$,999 


b$l,234 


FIXED (5, 2) 




123.45 




S999V.99 


+123.45 


FIXED (5,2) 




-123.45 




S999V.99 


-123.45 


FIXED (5,2) 




-123.45 




+999V.99 


M23.45 


FIXED (5, 2) 




123.45 




-999V. 99 


bl23.45 


FIXED (5, 2) 




123.45 




999V. 99S 


123.45+ 


FIXED (5, 2) 




001.23 




+++B+V.99 


bbb+1.23 


FIXED (5, 2) 




001.23 




9V.99 


bbbl.23 


FIXED (5, 2) 




-001.23 




SSS9V.99 


bb-1.23 



. x i i ^ 

M'he arithmetic value is the value expressed by the digits and the actual or assumed | 
location of the V in the specification. 

L J 



Figure D- 



Examples of Drifting Picture characters 



H- 



Source 


~ T" 


— ~ ~ T 

Source Data | 


Picture 


- T _ 


Character-String 


Attributes 


±_ 


(in constant form) | 


Specification 


-4- - 


Value*- 


FIXED (3) 


T 


-123 | 


$Z.99CR 


T 


$1.23CR 


FIXED (4, 2) 




12.34 | 


$ZZV. 99CR 




$12,34bb 


FIXED (4, 2) 




-12.34 | 


$ZZV.99DB 




$12.34DB 


FIXED (4„ 2) 




12.34 | 


$ZZV.99DB 




$12.34bb 


FIXED (4) 




1021 | 


9991 




102A 


FIXED (4) 




-1021 | 


Z99R 




102J 


FIXED (4) 




1021 | 


999T 




102A 



J. X X X 1 

*-The arithmetic value is the value expressed by the digits and the actual or assumed 
location of the V in the specification. 

L 

Figure D-6. Examples of CR, DB, T,, I, and R Picture Characters 



j 
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Source | Source Data | Picture 
Attributes | (in constant form) | Specification 

J. . - _L . . . 


Character-String 
Value 1 


T 

FLOAT ( 5 ) 


.12345E06 


V.99999E99 | . 12345E06 


FLOAT ( 5 ) 


.12345E-06 


V.99999ES99 


. L234I5E-06 


FLOAT (5) 


.12345E+06 


V.99999KS99 


.12345+06 


FLOAT (5) 


-123.45E+12 


S999V.99ES99 


-123.45E+12 


FLOAT (5) 


001.23E-01 


SSS9.V99ESS9 


+ 123.()0Eb-3 


FLOAT (5) 


001.23E+04 


ZZZV.99KS99 


123.00+02 


FLOAT (5) 


001.23E+04 


SZ99V.99ES99 


+123.00E+02 


FLOAT (5) 


001.23E+04 


SSSSV.99E-99 


+123.00Eb02 



J. J. 

I x The arithmetic value is the value 
j location of the V in the specific 

L 



expressed by the digits and the actual or assumed 
=ition. 



Figure D-7. Examples of Floating-Point Picture Specifications 



K specifies that the exponent field 
appears to the right of the associated 
position. It does not specify a char- 
acter in the numeric character data 

item. 

E specifies that the associated position 
contains the letter E, which indicates 
the start of the exponent field. 

The value of the exponent is adjusted in 
the character-string value so that the 
first significant digit of the first field 
(the mantissa) appears in the position 
associated with the first digit specifier 
of the specification (even if it is a zero 
suppression character) . 

Figure D-7 gives examples of the use of 
exponent delimiters. In the figure, the 
letter b indicates a blank character. 



STERLING PICTURES 



The following picture characters are 
used in picture specifications for sterling 

data : 

8 specifies the position of a shilling 
cligit in BSI single-character represen- 
tation. Ten shillings is represented 
by a 12-punch (£) and eleven through 
nineteen shillings are represented by 
the characters A through I, respective- 
ly- 

7 specifies the position of a pence digit 



in BSI single-character representation . 
Tenpence is represented by a 12-punch 
(£) and elevenpence is represented by 
an 11-punch (-). 

6 specifies the position of a pence digit 
in IBM single-character representation. 
Tenpence is represented by an 11-punch 
(-) and elevenpence is represented by a 
12-punch (6) . 

P specifies that the associated position 
contains the pence character - D. 

G specifies the start of a stealing pic- 
ture. It does not specify a character 
in the numeric character data item. 

H specifies that the associated position 
contains the shilling character S. 

M specifies the start of a. field. It 
does not specify a character in the 
numeric character data item. 

Sterling data items are considered to be 
fixed-point decimal data items. When 
involved in arithmetic operations, they are 
converted to a value representing fixed- 
point pence. Sterling pictures have the 
general form: 

PICTURE 

'G [editing-character-1] ... 

M pounds-field 

M [separator-1] ... 

shillings- field 
M [separator- 2] . . . 
pence-field 
[editing-character-2] ...' 
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"Editing character 1" can be one or more 
of the following static picture characters: 



The final 9 can be replaced by one of 
the following:; 



T I R 



The "pounds field" can contain the 
following picture characters: 

Z * 9 , $ + - S 

The last four characters ($ + - S) must 
be drifting characters. The comma can be 
used as an insertion character. 



"Separator 1" can be one or more of the 
following picture characters: 



/ 



B 



The "shillings field" can be: 

{99 | ZZ | Z9 | 8} 

The picture character Z can occur only 

if the entire field to the left of this 

character (including the pounds field) has 
no digit position other than Z. 



"Separator 2" can be one or more of the 
picture cheiracters: 

/ . B H 

The "'pence field" takes the form: 



99 


V 


Z9 


V 


7 


\.V 


6 


L v. . 



[9...] 



ZZ 




"Editing character 2" can be 



1. a $ and/or a P, or 



2. a $ and/or a P, mixed with one or more 
B characters, or 



3. one of CR DB + - S in combination with 
either of the above configurations. 



The pounds, shillings, and pence fields 
must each contain at least one digit posi- 
tion. 



Zero suppression in sterling pictures is 
performed on the total specification, not 
separately on each of the fields. Separa- 
tor characters slash(/), point (.), B, and H 
are never suppressed. For a single sterl- 
ing specification, there can be a maximum 
of one sign. This sign can be specified by 
"editing character 1," by T, I, or R in the 
pence field, by "editing character 2", or 
by a drifting string in the pounds field. 



Figure D-8 gives examples of the use of 
sterling picture specifications. 

















Source 


1 


Source Data 


1 


Picture 


1 


Character-String 


Attributes 


1 
— +- 


(stated in pence) 


1 

-+ 


Specification 


1 


Value 1 



FIXED U) 
FIXED (4) 



J. 



053U 
0019 



GMZ9M.8M.99V.9CR 
GMZZM.ZZM.ZZP 



b2.4.06.0bb 
bb.bl.07D 



X X J.. 



., 



^-The arithmetic value of a numeric character variable declared with a sterling picture 
specification is its value expressed as a valid sterling fixed-point constant, which 
for arithmetic operations is always converted to its value expressed in pence. 

L J 

Figure D-8. Examples of Sterling Picture Specifications 
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SECTION E: EDIT-DIRECTED FORMAT ITEMS 



This section describes each of the edit- 
directed format ite>ms that can cippear in 
the format list of a GET or PUT statement. 

There are tour categories ol format 
items: data format items, printing format 
items, the spacing format item, and the 
remote format item. 



Following is a list of data format 
items: 



Fixed-point 
format item 



F( specification) 



Floating-point E ( specif ication) 
format item 



In this section, the four categories are 
discussed separately and the format items 
are listed under each category. The 
remainder of the section contains detailed 
discussions of each of the format items, 
with the discussions appearing in alphabet- 
ic order. 



Bit-string 
format item 



B (specif ication) 



Character- string A (specification) 
format item 



DATA FORMAT ITEMS 



PRINTING FORMAT ITEMS 



A data format item describes the exter- 
nal format of a single data item. 



tor input, the dat 
considered to De a 
characters; all blank 
acters in the strea 
marks. Each data 
statement specifies t 
ters to be obtaine 
describes the way tho 
be interpreted. St 
enclosed in quotation 
letter B be used to i 



a in the stream is 
continuous string of 
s are treated as char- 
m f as are quotation 
format item in a GET 
he number of cnarac- 
d from the stream and 
se characters are to 
rings should not be 
marks, nor should the 
dentify bit strings. 



For output, the data in the stream takes 
the form specified by the former:, list. 
Each data format item in a PUT statement 
specifies the width of a field into which 
the associated data item in character form 
is to be placed and describes the: format 
that the value is to take. Enclosing 
quotation marks are not inserted, nor is 
the letter B to identify bit strings. 

Leading blanks are not inserted automat- 
ically to separate data items in the output 
stream. String data is left-adjusted in 
the field whose width is specified. Arith- 
metic data is right-adjusted,. Leading 
blanks will not appear in the stream unless 
the specified field width allows for them. 
Truncation, due to inadequate field-width 
specification is on the left for arithmetic 
items, on the right for string items. 

Note that the value of binary data both 
on input and output is always represented 
in decimal form for edit-direct€?d transmis- 
sion. 



The printing format items apply only to 
output and only to files with the PRINT 
attribute. They specify formatting of the 
printed page. 

Following is a list of printing format 
items: 



Paging format 
item 

Line skipping 
format item 

Line position 
format item 

Column position 
format item 



PAGE 

SKIP[ (specification) ] 
LINE ( specification) 
COLUMN ( specif ication ) 



A printing format item has no effect 
unless it is encountered before the data 
list is exhausted. 

The PAGE, SKIP, and LINE format items 
have the same effect as the corresponding 
options of the PUT statement, except that 
the format items are executed only when 
they are encountered in the format list, 
while the options of the PUT statement are 
executed before any data is transmitted. 



SPACING FORMAT ITEM 



The spacing format item specifies rela- 
tive horizontal spacing. On input, it 
specifies a number of characters in the 
stream to be skipped over and ignored. 
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On output,, it specifies a number of 
blanks to be inserted into the stream. 

The spacing format item is: 

X (specification) 

The spacing format item has no effect 
unless it is encountered before the data 
list is exhausted. 



REMOTE J^RMAT_ITEM 

The remote format item specifies the 
label of a FORMAT statement that contains a 
format list which is to be taken to replace 
the remote format item. 

The remote format item is: 

R ( statement-label-designator) 

The "statement label designator" is a label 
constant or an unsubscripted element label 
variable. 



USE OF FORMAT ITEMS 



The "specification" that is listed above 
for all but the PAGE and remote format 
items can contain one or more expressions. 
Such expressions must be decimal integer 
constants. 



ALPHABETIC LIST OF FORMAT ITEMS 



The A Format Item 



The A format item is: 

A t (field-width) 3 

The character-string format item des- 
cribes the external representation of a 
string of characters. It must be used only 
for character strings. Character strings 
cannot be transmitted by any other format 
item. No conversion is performed. 

General rules: 

1. The "field width" (sometimes expressed 
as w) must be a decimal integer con- 
stant, unsigned and greater than zero, 
but less than 256. It specifies the 
number of character positions in the 
data stream that contain (or will 
contain) the string. 



On input, the specified number of 
characters is obtained from the data 
stream and assigned to the associated 
element in the data list. The field 
width is always required on input. If 
quotation marks appear in the stream, 
they are treated as characters in the 
string. 



On output, the field width need not be 
specified; in this case, the length of 
the associated string is used, and the 
data item completely fills the field. 
Enclosing quotation marks are never 
inserted. 



The B Format Item 



The B format item is: 

B [(field-width)] 

The bit-string format item describes the 
external representation of a bit string. 
Each bit is represented by the cha racter 
or 1. This format item can be used only 
for bit strings; bit strings cannot be 
transmitted by any other format item. 

General rules: 

1. The "field width" (sometimes expressed 
as w) must be an unsigned decimal 
integer constant greater than zero and 
less than 65. It specifies the number 
of data-stream character positions 
that contain (or will contain) the bit 
string. 

2. On input, the character representation 
of the bit string may occur anywhere 
within the specified field. Blanks, 
which may appear before and after the 
bit string in the field are ignored. 
The field width is always required on 
input. Any character other than or 
1 (including embedded blanks, quota- 
tion marks, or the letter B) will 
raise the CONVERSION condition. 

3. On output, the character representa- 
tion of the bit string is left- 
adjusted in the specified field, and 
necessary truncation or extension with 
blanks occurs on the right. No 
quotation marks are inserted, nor is 
the identifying letter B. If the 
field width is not specified, the 
declared length of the associated 
string is used, and the data item 
completely fills the field. 
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The COLUMN Format Item 



"Field width" specifies the total num- 
ber of characters in the field. 



The COLUMN format item is; 

COLUMN (character-position) 

The column position format item controls 
the spacing of a data item to a specified 
character position within the line. It can 
be used only with a PRINT file an!,, conse- 
quently, it can appear only in a PUT 
statement . 

General rules: 

1. The "character position" (sometimes 
expressed as w) must be a decimal 
integer constant greater than zero and 
less than 256. 

2 . Blank characters are placed into the 
data stream so that the next, field 
will begin at the specified character 
position of the current line. If data 
has already been placed into tie spec- 
ified character position or beyond, 
the current line is complete!, and a 
new line is started. Blank characters 
are then inserted into the data stream 
so that the next field will begin at 
the specified character position of 
the new line. 

3. If the specified character position 
lies beyond the rightmost character 
position of the current line (i.e., if 
w is greater than the line size) , then 
the character position is assumed to 
be one. 

4. The COLUMN format item has no effect 
unless it is encountered before the 
data list is exhausted. 



The E Format Item 



The E format item is: 



E ( field- width , number 
[ , number-of 



-of-f ractional-digits 
-significant-digits] ) 



The floating-point format item describes 
the external representation of decimal 
arithmetic data in floating-point format. 

General rules: 

1. The "field width," "number of frac- 
tional digits," and "number of signi- 
ficant digits" (sometimes referred to 
as w, d, and s, respectively) must be 
unsigned decimal integer constants. 
The field width must be less than .33. 



"Number of fractional digits" speci- 
fies the number of digits to appear 
following the decimal point in the 
mantissa. 



"Number of significant digits" speci- 
fies the number of digits that must 
appear in the mantissa. 

2. On input, the data item in the data 
stream is the character representation 
of an optionally signed decimcil 
floating-point or fixed-point constant 
located anywhere within the specified 
field. If the data item is a fixed- 
point number, an exponent of zero is 
assumed. 

The external form of the number is: 
[±]mantissa|/ [E] { + | -} A exponent 



l[>[EH + |-}) 
[_^E[+|-] J 



The mantissa must be a decimal fixed- 
point constant. 

a. The number can appear anywhere 
within the specified field; blanks 
may appear before and after the 
number in the field., If the 
entire field is blank, the CONVER- 
SION condition is raised. When no 
decimal point appears,, the number 
of fractional digits (d) specifies 
the number of character positions 
in that part of the mantissa to 
the right of the eissumed decimal 
point. If a. decimal point actual- 
ly does appear in the data, it 
overrides the number of the frac- 
tional digits specif ication. 

The value expressed by "field 
width" includes trailing blanks, 
the exponent position, the posi- 
tion for the optional plus or 
minus sign, and the position for 
the optional letter E and the 
position for the optional decimal 
point in the mantissa. 

b. The exponent is a decimal integer 
constant that cannot exceed three 
digits. Whenever the exponent and 
preceding sign or letter E are 
omitted, a zero exponent is 
assumed. 

c. The sign of the mantissa must 
always be accounted for in the 
field width, even if it is posi- 
tive and is represented by a 
blank. 
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3. On output, the internal data is con- 
verted to floating-point, and the 
external data item in the specified 
field has the following general form: 

[-]{s-d digits}. {d digits} 
E{+ | -} exponent 

a. The exponent is a two-digit deci- 
mal integer constant, which may be 
two zeros. The exponent is auto- 
matically adjusted so that the 
leading digit of the mantissa is 
nonzero (provided that the mantis- 
sa is not zero, of course) . 

b. If the above form of the number 
does not fill the specified field 
on output, tne number is right- 
adjusted and extended on the left 
with blanks. If the number of 
significant digits is not 
specified, it is taken to be 1 
plus the number of fractional 
digits. For the D-compiler, the 
field width for negative or non- 
negative values of the data item 
must be greater than or equal to 6 
plus the number of significant 
digits (although the sign of a 
positive value is not written, it 
must be accounted for). However, 
if the number of fractional digits 
is zero, the decimal point is not 
written, and the above figure for 
the field width is reduced by 1. 



The F Format Item 



The F format item is: 

F (field-width [ , number-of -fractional-digits 

[ , scaling-f actor] ] ) 

The fixed-point format item describes 
the external representation of a decimal 
arithmetic data item in fixed-point format. 

General rules: 

1. The "field width," "number of 
fractional digits," and "scaling 
factor" (sometimes expressed as w, d, 
and p, respectively) must be decimal 
integer constants. Only p can be 
signed; the others must be unsigned; w 
must be less than 33 and must account 
for the sign, even if it is blank.) 

2,. On input, the data item in the data 
stream is the character representation 
of an optionally signed decimal fixed- 
point constant located anywhere within 
the specified field. Blanks may 
appear before and after the number in 



the field. If the entire field 
blank, it is interpreted as zero. 



is 



The number of fractional digits, if 
not specified, is assumed to be zero. 



If no scaling factor i 
no decimal point appear 
the number of fractiona 
fies the number of digi 
to the right of the a 
point. If a decimal 
does appear in the data 
the specification for 
fractional digits. 



s specified and 
s in the field, 
1 digits speci- 
ts in the field 
ssumed decimal 
point actually 
, it overrides 
the number of 



If a scaling factor is specified, it 
effectively multiplies the value of 
the data item in the data stream by 10 
raised to the value of the scaling 
factor (i.e., p_) . Thus, if p is 
positive, the number is treated as 
though the decimal point appeared p 
places to the right of its given 
position. If p is negative, the num- 
ber is treated as though the decimal 
point appeared p places to the left of 
its given position. The given posi- 
tion of the decimal point is that 
indicated either by an actual point, 
if it appears, or by the specification 
for the number of fractional digits, 
in the absence of an actual point. 

On output, the internal data is con- 
verted, if necessary, to fixed-point, 
and the external data is the character 
representation of a decimal fixed- 
point number, right-adjusted in the 
specified field. 

If only the field width is specified 
in the format item, only the integer 
portion of the number is written; no 
decimal point appears. 

If both the field width and number of 
fractional digits are specified, but 
the scale factor is not, both the 
integer and fractional portions of the 
number are written and a decimal point 
is inserted before the rightmost d 
digits. Trailing zeros are supplied 
when the actual number of fractional 
digits is less than d (the value d 
must be less than the field width) . 
Suppression of leading zeros is 
applied to all digit positions to the 
left of the decimal point. 

The value of the scaling factor effec- 
tively multiplies the value of the 
associated element in the data list by 
10 raised to the power of p, before it 
is edited into its external character 
representation. When the number of 
fractional digits is zero, only the 
integer portion of the number is used. 
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For all options on output, if the 
value of the fixed-point number is 
less than zero, a minus sign is pre- 
fixed to the external character rep- 
resentation; if it is greater than 
zero, a blank appears. Therefore, for 
all values of the fixed-point number, 
the field width specification must 
include a count of both the sign and 
possibly the decimal point (since the 
decimal point will not appear if there 
are no fractional digits) . 

If the field width is such that signi- 
ficant digits or the sign is lost, the 
SIZE condition is raised. 



General rules: 

1. The establishment of a new page 
implies that the next printing is to 
be on line one. 

2. The PAGE format item has no effect 
unless it is encountered before the 
data list is exhausted. 



The R Format Item 



The R format item is: 



The LINE Format Item 



I be LINE format item is: 

LINE (line-number) 

The line position format item specifies 
the particular line on a page of a PF.INT 
file upon which the next data item is to be 
printed. 

General rules: 

1. The "line number" (sometimes expressed 
as w) must be an unsigned decimal 
integer constant less than 256. 

2. The LINE format item specifies that 
blank lines are to be inserted so that 
the next line will be the specified 
line of the current page. 

3. If the specified line has already been 
passed on the current page, or if the 
specified line is beyond the limit set 
by default or by the PAGESIZE option 
of the OPEN statement, the ENDPAGE 
condition is raised. 



U„ If "line number" is egual to zero, 
is assumed to be one. 



it 



The LINE format item has no effect 
unless it is encountered before the 
data list is exhausted. 



Ihe_PAGE_Format_Item 

The PA3E format item is: 

PAGE 

The paging format item specifies that a 
new page is to be established. 



R (statement-label-designator) 

The remote format item allows format 
items in a FORMAT statement to replace the 
remote format item. 

General rules: 

1. The "statement label designator" is a 
label constant or an element label 
variable that has as its value the 
statement label of a FORMAT statement. 
The FORMAT statement includes a format 
list that is taken to replace the 
format item. The "statement label 
designator" cannot be subscripted. 



The R format item 
FORMAT statement 
the same block. 



and the specified 
must be internal to 



A FORMAT statement cannot contain an R 
format item. 



The SKIP Format It em 

The SKIP format item is: 

SKIPt (relative-position-of -next-line) ] 

The line skipping format item specifies 
that a new line is to be defined as the 
current line. 

General rules: 

1. The "relative position of next line" 
(sometimes expressed as w) must be an 
unsigned decimal integer constant 
between and 3 inclusive. If it is 
omitted, 1 is assumed. 

2. The new line is the specified number 
of lines beyond the present line. 

3. If w is greater than or equal to one, 
w-1 blank lines will be inserted. 
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4. If the value of the relative position 
is zero, the effect is that of a 
carriage return without line spacing. 
Characters previously written will be 
overprinted by the new characters. 
For example, underscoring can be done. 

5. If the SKIP format item is not speci- 
fied at the end of a line,, then SKIP 
(1) is assumed, that is, single spac- 
ing. 

6. If the specified line lies beyond the 
limit set by default or by the PAGE- 
SIZE option of the OPEN statement, the 
ENDPAGE condition is raised. 

7. The SKIP format item has no effect 
unless it is encountered before the 
data list is exhausted. 



The X Format Item 



The spacing format item controls the 
relative spacing of data items in the data 
stream. It is not limited to PRINT files. 



General rules:: 



1. The "field width" (sometimes expressed 
as w) must be an unsigned decimal 
integer constant less than 256. It 
specifies the number of blanks before 
the next field of the data stream, 
relative to the current position in 
the stream. 

2. On input, the specified number of 
characters is spaced over in the data 
stream and not transmitted to the 
program, 

3. On output,, the specified number of 
blank characters are inserted into the 
stream. 



The X format item is: 
X (field- width) 



4. The spacing format item has no effect 
unless it is encountered before the 
data list is exhausted. 
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SECTION F: DATA CONVERSION 



This section lists the rules for arith- 
metic conversion and for conversion of data 
types. Each type conversion is listed 
under a separate heading. In addition to 
the text, seven tables appear: 



Table F-l states the rules for comput- 
ing the precision of the result of an 
arithmetic conversion. 



Table F-2 is a table that can be used 
to find the length of the result of an 
arithmetic to bit-strina conversion. 



Table F-3 can be used to find the 
ceiling (CEIL) of any value between 1 
and 15 when that value is multiplied by 
3.32 or it can be used to find the 
ceiling (CEIL) of any value between 1 
and 56 when that value is divided by 
3.32. 



Tables F-4 through F-7 illustrate con- 
version in aritnrcetic expression opera- 
tions, and they give attributes of the 
results based upon the operator speci- 
fied and the attributes of the two 
operands . 



Floating-Poi nt Conv ersion 



In System/360 implementations, both 
decimal and binary floating-point numbers 
are maintained in the internal hexadecimal 
form used in System/360. If the specified 
precision is more than 6 decimal digits, or 
21 binary digits, the number is maintained 
in long floating-point form (14 hexadecimal 
digits with a hexadecimal exponent) . If 
the precision is 6 decimal digits or less, 
or 21 binary digits or less, the number is 
maintained in short floating-point form (6 
hexadecimal digits and a hexadecimal 
exponent) . 



No actual conversions betwee 
decimal are performed on fl 
data. The only precision chan 
long to short, which is done by 
and from short to long, which 
extending with zeros. The dec 
sion of floating-point data and 
however, do affect the calcula 
get attributes, as well as the 
of intermediate forms that ar 
from the source. 



Precision Conversion 



n binary and 
oating-point 
ges are from 
truncation, 
is done by 
lared preci- 
the base, 
tion of tar- 
attributes 
e determined 



ARITHMETIC CONVERSION 



The rules for arithmetic conversion 
specify the way in which a value is trans- 
formed from one arithmetic representation 
to another. It can be that as a result of 
the transformation the value will change. 
For example, the number .2, which can be 
exactly represented as a decimal fixed- 
point number, cannot be exactly represented 
in binary. The magnitude of such changes 
in value depends upon the precisions of the 
taryet and source. In expression 
evaluation, the precision of the target is 
derived from the precision of the source. 
In order to estimate and to understand the 
errors that can occur, the precision rules 
.must be understood; an! since ths rules 
also leave some latitude for the implemen- 
tation, it is helpful to have some knowl- 
edge of the way in which conversions are 
implemented. 



Precision conversion occurs if the spec- 
ified target precision is different from 
the source precision. In particular, there 
always is a precision change when the 
source and target are of different bases. 
It is also possible that there is an actual 
change in precision when converting from 
floating-point to fixed-point, because of 
the way in which floating-point numbers are 
represented. Precision changes are per- 
formed by truncation or by padding with 
zeros. Floating-point numbers are convert- 
ed from short precision to long precision 
by extending with zeros on the right, and 
from long precision to short precision by 
truncation on the right. 

Fixed-point numbers maintain decimal or 
binary point alignment and may oe truncated 
on the left or right, or extended with 
zeros on the left or right. Since the 
binary point of a fixed-point binary vari- 
able is always assumed to be after the 
rightmost binary digit, fixed-point binary 
values assigned to such variables will 
never result in extension on the right; of 
course, extension can occur on the left, 
but only truncation can occur on the right. 
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No indication is given of loss of signi- 
ficant digits on the right. Loss of digits 
on the left can be checked for if the SIZE 
condition is enabled. In System/360 
implementations, binary fixed-point numoers 
are stored in words of 31 bits, whatever 
the declared width. Decimal numbers are; 
always stored as an odd number of digits, 
since they are maintained in System/360 
packed decimal format, with the rightmost 
four bits of the rightmost byte expressing 
the sign. 



Numeric Character to Coded Arithmetic 



Numeric character data being converted 
to coded arithmetic is first interpreted as 
a decimal item of scale and precision as 
specified by the corresponding PICTURE 
attribute. This item is then converted to 
the base, scale, and precision of the coded 
arithmetic target. 



Base Conversion 



Numeric Character^ to Character-String 



Chang 
the valu 
bers. 
expresse 
errors w 
Some; bi 
more dec 
tiort th 
the conv 
cause er 
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e of 
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ill 
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exactly in 
then occur d 
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on rules, a 
resulting f 



usually affect only 
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ractions cannot be 

binary, and some 

ue to truncation. 

will also require 
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nd this may also 

rom truncation. 



Since the range of binary fixed-point 
numbers is smaller than the range of deci- 
mal fixed-point numbers, it is possible for 
significant digits to be lost on the left 
in conversion from decimal to binary. This 
will raise the SIZE condition, but an 
interrupt will not occur unless the condi- 
tion is explicitly enabled by a SIZE pre- 
fix. 

The natural notation for constants is 
decimal and, therefore, most constants are 
written in decimal. The precision of a 
constant is derived from the way in which 
it is written. Care should therefore be 
taken when writing noninteger constants 
that will be converted to fixed-point 
binary. 



DATA TYPE CONVERSION 



Coded arithmetic data cannot be convert- 
ed to character string and vice versa. 
Character string data cannot be converted 
to numeric character. 



Coded Arithmetic to Numeric Character 



Coded arithmetic data being converted to 
numeric character is converted, if neces- 
sary, to a decimal value whose scale and 
precision are determined by the PICTURE 
attribute of the numeric character item. 



Numeric character data items are inter- 
preted as character strings. The length of 
the character string is the same as the 
length of the numeric character data item 
as described by its corresponding PICTURE 
attribute (i.e., the same as the length of 
the character- string value of the numeric 
character data). 



Character- Str inq to Bit-String 



The character 1 in the source string 
becomes the bit 1 in the target string . 
The character in the source string be- 
comes the bit in the target string. Any 
character other than and 1 in the source 
string will raise the CONVERSION condition. 

If the source string is longer than the 
target, excess characters on the right are 
ignored Cso that excess characters other 
than or 1 will not raise the CONVERSION 
condition) . If the target is longer than 
the source, the target is padded on the 
right with zeros. 



Bit-String to Character-String 



The bit becomes the character 0, and 
the bit 1 becomes the character 1. The 
generated character string, which has the 
same length as the source bit string, is 
assigned to the target. 

If the source bit string is shorter than 
the target character string, the remainder 
of the target is padded with blanks. Exam- 
ples are shown below. 



Source 
•1011'B 

'10101'B 

•0001'B 



Value 
CHARACTER ( 4 ) 

CHARACTER (10) 

CHARACTER (1) 



Result 
•1011' 

■lOlOlbbbbb* 
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Table F-l. Precision for Arithmetic Conversions 



r t t- 

| Source Attributes | Target attributes | 



Target Precision 



H 



DECIMAL FIXED (p,q) 
DECIMAL FIXED (p,q) 
DECIMAL FIXED (p,q) 
DECIMAL FLOAT Cp) 
BINARY FIXED (p,q> 
BINARY FIXED (p,q) 
BINARY FIXED (p,q) 
BINARY FLOAT (p) 



DECIMAL FLOAT 
BINARiT FIXED 
BINARiT FLOAT 
BINARY FLOAT 
BINARY FLOAT 
DECIMAL FIXED 
DECIMAL FLOAT 
DECIMAL FLOAT 



1 +p *3.32, q * 3.32 (see note 3) 
p * 3.32 
p * 3.32 

P 

1 + p/3.32, q/3.32 (see note 4) 

p/3.32 

p/3.32 



r 

I Notes: 

j 1. In the cases of p*3.32 and p/3.32, the CEIL of the result is taken; the value 

I taken is an integer that is equal to or greater than the result. 

i 

j 2. Target precision never can exceed the implementation-defined maximums, which are 

| 15 for FIXED DECIMAL, 31 for FIXED BINARY, 16 for FLOAT DECIMAL, and 

j 53 for FLOAT BINARY. 

I 

| 3. When q is negative, the following formula applies: 

| (MIN(CEIL(p*3..32)+l,31),CEIL(ABS(q)*3.32)*SIGN(q)) 

I 

| 4.. When g is negative, the following formula applies: 

j (CEIL(p/3.32)+l,CEIL(ABS(q)/3.32*SIGN(q) ) 



H 



The CONVERSION condition cannot be 
raised on conversion from bit to character; 
however, a character string created by 
conversion from a bit string car., cause a 
conversion error when reconverted if blanks 
are inserted. 



Coded Arithmetic to Bit-String 



The absolute arithmetic value is first 
converted to a binary integer, whose preci- 
sion is the same as the length of the 
bit-string target as given in Table F-2. 
This integer, without a sign, is then 
treated as a bit string. This intermediate 
string is then assigned to the target. 
Some examples are shown in Figure F-l. 
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Figure F-l. Examples of Conversion, From Arithmetic to Bit-String 
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Bi t-S tr ina_ to_Coded_Ar ithmet ic 



TABLE OF CEILING VALUES 



The bit string is interpreted as an 
unsigned binary integer with an 
implementation-defined maximum precision. 
For the D-Compiler, this is 31 bits. If 
the string is shorter than 31 bits, zeros 
are inserted on the left. The result of a 
bit-string to arithmetic conversion is 
always positive. Note that padding is on 
the left,, not on the right. 



Table F-3 
grammer in 
used to deter 
conversions, 
result of a 
value between 
ceiling for 
3.32 of any v 



is intended to aid the pro- 
computing the ceiling values 
mine precisions and lengths in 
It gives the ceiling for the 
multiplication by 3.32 of any 
1 and 15 as well as the 
the result of a division by 
alue between 1 and 56. 



Numeric Character to Bit-String 



The numeric character field is first 
converted to coded arithmetic and then to 
bit string, according to the above rules. 



Bit- String _to_Numeric_Character 



The bit string is first converted to 
coded arithmetic and then to numeric char- 
acter, according to the above rules. 



Table F-2. Lengths of Converted Bit 
Strings (Coded Arithmetic to 
Bit-String) 



| Source Attributes 



| Target Length 



h- 



x 



DECIMAL FIXED (p,q) 
DECIMAL FLOAT (p) 
BINARY FIXED (p,q) 
BINARY FLOAT (p) 



(p - q) * 3.32 
p * 3.32 
p - q 

P 

x 



j. 

Note: In the cases of p*3.32 and 
(p~q)*3.32, the CEIL of the result 
is taken. Also, for the D-Compiler, 
the target length must lie within 
1 and 31, inclusive. 



Table F-3. Ceilings for Values Multiplied 
and Divided by 3.32 



■T T" 

| CEIL(x*3.32) | 



T 1 

| CEIL(y/3.32) j 



1 1 1 
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1 2 | 
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1 ^ | 
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1 6 | 


20 


17-19 


6 




1 7 | 


24 


20-23 
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1 8 | 


27 


24-26 


8 




1 9 j 


30 


27-29 


9 




1 10 | 


34 


30-33 


10 




1 11 1 


37 


34-36 


11 




1 12 | 


40 


37-39 


12 




1 13 1 


44 
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13 




1 I 4 1 
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14 




1 15 | 
1 1 
1 1 
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47-49 
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TABLES FOR RESULTS OF ARITHMETIC OPERATIONS 



Tables F--4 through F-7 give the attri- 
butes of the results of arithmetic opera- 
tions, based on the operator specified and 
the attributes of the two operands. In 
these tables the target precisions can 
never exceed the implementation-defined 
maximums, which are 15 for FIXED DECIMAL, 
31 for FIXED BINARY, 16 for FLOAT DECIMAL, 
and 53 for FLOAT BINARY. 
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Table F-U. Attributes of Result in Addition and Subtraction Operations 

r 

j first Operand 



T T T • — 

DECIMAL FIXED (pa. f qj.) | DECIMAL FLOAT (p^. ) | BINARY FIXED (p x , q^. ) | BINARY FLOATCp*) 



r~T 

|S| DECIMAL 
jej FIXED 
|c| (p 2 ,q 2 > 
|o| 

|n| 
|d| 



Oj- 

p | DECIMAL 
e j FLOAT 
r| (p 2 ) 



DECIMAL FIXED (p,q) 
p=l+MAX(p 1 -q 1 ,p 2 -q 2 ) 

+MAX(q lf q a ) 
q=MAX(q 1# q 2 ) 



DECIMAL FLOAT (p) 
p=MAX(p :L ,p 2 ) 



BINARY FIXED (p,q) 
p=l + MAX(pj.-q a .f r-s) 

+MAX(q ± ,s) 
q=MAX(q 1 . f S) 
where 

r=l+p 2 *3.32 

s=q 2 *3. 32 



BINARY FLOAT (p) 

p=MAX(p ir r) 

where 

r=p 2 *3.32 



H 



H 



DECIMAL FLOAT (p) 
p=MAX(p!,p 2 ) 



DECIMAL FLOAT (p) 
p=MAX(p Af p a > 



|nf 

| dj BINARY 
| j FIXED 

I ! <p 2 /q 2 > 



■+- 



■+■ 



BINARY FLOAT (p) 
p=MAX ( Pa. , r ) 
where 

r=p 2 *3.32 



BINARY FLOAT (p) 

p=MAX(p lr r) 

where 

r=p 2 *3.32 



H 



BINARY FIXED(p,q) 
p=l +MAX ( r-s , p 2 -q 2 ) 

+MAX(s,q 2 ) 
q=MAX(s,q 2 ) 
where 

r=l+p 3 .*3. 32 

s=q 1 *3. 32 



BINARY FLOAT (p) 
p=MAX(r,, p 2 ) 
where 
r== Pl *3.32 



BINARY FIXED (p,q) 
p=l+MAX(p ± -q 1# p 2 -q 2 ) 

+MAX(q if q 2 ) 
q=MAX(q lr q 2 ) 



BINARY FLOAT (p) 
p=MAX(p lf p 2 ) 



j J. 

| | BINARY 

j j FLOAT 

1 MPa) 



L„X. 



BINARY FLOAT (p) 

p=MAX(r,p 2 ) 

where 

r=pa.*3.32 



BINARY FLOAT (p) 

p=MAX(r r p a ) 

where 

r= Pl *3.32 



BINARY FLOAT (p) 
p=MAX(p A ,p 2 ) 



BINARY FLOAT (p) 
p=MAX(p 1# p 2 ) 



Table F-5. Attributes of Result in Multiplication Operations 

t 

| First Operand 



r T T T 

|D£CIMAL FIXED (pi^o.) | DECIMAL FLOAT (pi ) | BINARY FIXED ( Pi , q^) | BINARY FLOAKpj.) 



r _ T 

|S| DECIMAL 
|e| FIXED 

|c| (pa»q 2 ) 

|o| 
|n| 
|d| 



j. 

O | DECIMAL 
p | FLOAT 
e|(p 3 ) 
r| 



+■ 



DECIMAL FIXED (p f q) 
P = P:L + P 2 + 1 

q=q: L +q 2 



■+■ 



DECIMAL FLOAT (p) 
p=MAX(p a . , p 2 ) 



j BINARY FIXED(p f q) 

IP=Pi+r+l 

|q=q ± +S 

| where 

| r=l+p 2 *3.32 

| s=q 2 *3.32 



BINARY FLOAT (p) 

p=MAX(pi i? r) 

where 

r=p 2 *3„32 



I 

■i 
! 
-H 



H 



DECIMAL FLOAT (p) 
p=MAX( Pi ,p 2 ) 



a J-- 

n| 

d| 



+- 



+• 



DECIMAL FLOAT (p) | BINARY FLOAT (p) 
p=MAX(p a . f p a ) |p=MAX(p lf r) 
| where 
| r=p 2 *3.32 



BINARY FLOAT (p) 
p=MAX(p lf r) 
where 

r=p 2 *3.32 



BINARY 
FIXED 

<? 2 ,q 2 > 



I f- 



■+- 



BINARY FIXED (p,q) 

p=r+p 2 +l 

q=s+q a 

where 

r^l+pi*3.32 

s-qa.*3.32 



BINARY FLOAT (p) 
p=MAX ( r , p 2 ) 
where 

r^pj+3.32 



| BINARY FIXED(p r q: 
|P=Pi + P 2 +l 

|q=qi+q 2 



BINARY FLOAT (p) 
p=MAX(p lf p a > 



H 



BINARY 

FLOAT 

(o 2 ) 



BINARY FLOAT (p) 

p=MAX(r,p 2 ) 

where 

r=Pi*3.32 



BINARY FLOAT (p) 

p=M a iX(r,p 2 ) 

where 

r-=pa.*3.32 



| BINARY FLOAT (p) 
|p=MAX(p if p a ) 



BINARY FLOAT (p) 
p=MAX(p 1# p a ) 



15 6 



Table F---6. Attributes of Result in Division Operations 

r 

First Operand 



r - T 

S | DECIMAL 
e J FIXED 
c| <p 2 ,q 2 ) 

o| 
nl 



I- 



T T T 

DECIMAL FIXED ( p x ,q ± ) j DECIMAL FLOAT (p a.) j BINARY FIXED (pa. , qa. ) j BINARY FLOAT(p ± ) 



DECIMAL FIXED (p,q) 

p=15 

q=15-((p 1 -q 1 )+q 2 ) 



DECIMAL FLOAT (p) 
p=MAX(pa.,p 2 ) 



d|- 

| DECIMAL 
| FLOAT 
p| (p 2 ) 
el 



BINARY FIXED (p,q) 
p=31 

q=31-((p 3L -q 1 )+s) 
where 

s=q 2 *3. 32 



| BINARY FLOAT (p) 
|p=MAX(p a .,r) 
j where 

| r=p 2 *3.32 
I 
4- 



DECIMAL FLOAT (p) 
p=MAX(pi, p 2 ) 



| DECIMAL FLOAT (p) 
|p=MAX( Pl ,p 2 ) 



BINARY FLOAT (p) 

p=MAX(p lir r) 

where 

r=p 2 *3,32 



| BINARY FLOAT (p) 

|p=MAX(pi,r) 

j where 

| r=p 2 *3.32 



rh 

a j BINARY 
n j FIXED 
d| (pa,q 2 > 



h 



BINARY FIXED (p) 

p=31 

q=31-( (r-s)+q 2 ) 

where 

r=l+Pi*3.32 

s=qa.*3.32 



BINARY FLOAT (p) 
p=MAX(r„ p 2 ) 
where 

r=p ± *3.32 



BINARY FIXED (p f q) 

p=31 

q=31-((p A -q 1 )+q 2 ) 



| BINARY FLOAT (p) 
|p=MAX(p ±/ p 2 ) 



■+- 



| BINARY 
| FLOAT 
l<Pa> 



BINARY FLOAT (p) 

p=MAX(r,p 2 ) 

where 

r=pi*3.32 



L_X. 



| BINARY FLOAT (p) 
|p=MAX(r,p 2 ) 
j where 

| r=px*3.32 
-X 



BINARY FLOAT (p) 
p=MAX(p lir p 2 ) 



| BINARY FLOAT (p) 

|p=MAX(p lf p 2 ) 

I 

I 

.J. 



Table F-7. Attributes of Result in Exponentiation Operations 



Case (1) 



:ase (2) 



Case (3) 



Case (4) 



Case (5) 



:ase (6) 



I— 



First Operand 



FIXED DECIMAL (pi^qa.) 



FIXED BINARY ( p^ qa.) 



■+- 



FIXED DECIMAL ( pa. f qi) 

or 

FLOAT DECIMAL (pa.) 



FIXED BINARY(pa.,qa.> 

or 

FLOAT BINARY(pi) 



FIXED DECIMAL ( p x ,q x ) 

or 

FLOAT DECIMAL ( pj.) 



h 



FIXED BINARY(pa.,qa.) 

or 

FLOAT BINARYCpa.) 



Second Operand 
(Exponent) 



Target Attributes of Result 



Unsigned integer j FIXED DECIMAL (p,q) [provided p<15] 
constant with value nj p=(pa. + l) *n-l 

I q=qa.*n 



Unsigned integer | FIXED BINARY(p,q) [provided p<31] 
constant with value n| p=(pa. + l) *n-l 

I q=qi*n 



FIXED DECIMAL (p 2f q 2 ) j FLOAT DECIMAL(p) [unless case (1) 
or | above is applicable] 

FLOAT DECIMAL (p 2 ) j p=MAX ( Pa. , p 2 ) 



H 



FIXED DECIMAL (p 2 ,q 2 ) | FLOAT BINARY(p) [unless case (2) 

or j above is applicable] 

FLOAT DECIMAL(p 2 ) j p=MAX(pa. ,CEIL(3. 32*p 2 ) ) 



H 



FIXED BINARY(p 2f q 2 ) | FLOAT BINARY(p) [unless case (1) 

or j above is applicable] 

FLOAT BINARY (p 2 ) | p=MAX(CEIL(3 . 32*Pa.) , p 2 ) 



H 



FIXED BINARY(p 2 ,q 2 ) | FLOAT BINARY(p) [unless case (2) 

or j above is applicable] 

FLOAT BINARY (p 2 ) | p=MAX ( Pa. , p 2 ) 

X 



H 
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SECTION G: BUILT-IN FUNCTIONS AND PSEUDO- VARIABLES 



All of the built-in functions and 
pseudo-variables that are available to the 
PL/I programmer are given in this section. 
The general organization of this section is 
as follows: 



Ar ra y Manipula t ion; 



ALL 
ANY 
PROD 
SUM 



lomputational Built-in Functions 



String-handling built-in functions 



The miscellaneous built-in 



functions 



perform various duties; for example, one 
function provides the current date,, another 
provides the time. The miscellaneous 
built-in functions are: 



b. Arithmetic built-in functions 



d. 



Mathematical, built-in functions 

Array manipulation built-in func- 
tions 



2. Miscellaneous Built-in Functions 

3. Pseudo- Variables 

The comput a tional_built-in_f unctions, as 
shown above, provide string handling, 
arithmetic operations (absolute value, 
truncation, etc.), mathematical operations 
(trigonometric functions, square root, 
etc.), and array manipulation functions. 
The computational built-in functions are: 

StrJ_ng_Hj|ndling_£_ 



BIT 


LOW 


BOOL 


REPEAT 


CHAR 


SUBSTR 


HIGH 


UNSPEC 


INDEX 




^£it.h_meticj_ 




ABS 


MAX 


BINARY 


MIN 


CEIL 


MOD 


DECIMAL 


PRECISION 


FIXED 


ROUND 


b~ LOAT 


SIGN 


FLOOR 


TRUNC 


Mathematical : 




A TAN 


LOG10 


ATAND 


LOG2 


ATANH 


SIN 


COS 


SIND 


COSD 


SINH 


COSH 


SQRT 


ERF 


TAN 


ERFC 


TAND 


EXP 


TANH 


LOG 





ADDR 

DATE 

NULL 

STRING 

TIME 

The section on pseudo- variables gives a 
short discussion for each of the two PL/I 
pseudo- variables SUBSTR and UNSPEC. A more 
complete description can be had by consult- 
ing the discussion of the corresponding 
built-in function. 

All of the built-in functions and 
pseudo-variables are presented in alphabet- 
ical order under their proper headings. 



COMPUTATIONAL BUILT-IN FUNCTIONS 



STRING HANDLING BUILT-IN FUNCTIONS 



The functions described in this section 
may be used for manipulating strings. 
Unless otherwise specified, element expres- 
sions or array names can be used as argu- 
ments. When an argument is an array name, 
the value returned by the built-in function 
is an array of the same dimension and 
bounds as the argument (the function having 
been performed for each element of the 
array argument). 



BIT String Built-in Function 



Definition: BIT converts a given value to 
a bit string and returns the result to the 
point of invocation. This function allows 
the programmer to control the size of the 
result of a bit-string conversion. 

Reference: BIT (expressiont , size] ) 



1.5 J 



^££L^OQ§!li. ! :LL Tne argument "expression" rep- 
resents the quantity to be converted to a 
bit string; this argument can be a bit- 
string, character-string, or arithmetic 
element expression or array name. The 
argument "size," when specified, must be a 
decimal integer constant giving the length 
of the result. If "size" is not specified, 
it is determined according to the type 
conversion rules given in Section F, "Data 
Conversion." If "expression" is an array 
name, "size" applies to each element. 

Result^ The value returned by this func- 
tion is "expression" converted to a bit 
string. The length of this bit string is 
determined by "size," as described above. 



BOQL_S tr ing_Buil t- in_Func t ion 



XI 



yi 



TT 

II zi 
■H 



I n ± 
|| 



++- 



++- 



I " 4 



Example; In the following assignment 
statement, assume that U and ID have been 
declared as bit strings, XXX is the string 
' Oll'B, YYY is the string ' 110'B, and the 
boolean operator is ' 0110'B: 



Definition^ BOOL produces a bit string 
whose bit representation is a result of a 
given boolean operation on two given bit 
strings. 

Reference JL BOOL (x,y,w) 

kraument'LL Arguments "x" and "y" represent 
the two bit strings upon which the boolean 
operation specified by "w" is to be per- 
formed; these arguments can be bit-string, 
character-string, or arithmetic element 
expressions or array names. If "x" and "y" 
are not bit strings, they are converted to 
bit strings. If "x" and "y" differ in 
length, the shorter string is extended with 
zeros on the right to match the length of 
the longer string. 

Argument "w" represents the boolean 
operation; this argument can be a bit- 
string, character-string, or arithmetic 
element expression or array name. It is 
converted to a bit string of length 4 and 
is defined as n x n 2 n 3 n M , where each n is 
either or 1. There are 16 possible bit 
combinations and thus 16 possible boolean 
As for "x" and "y, " "w" is 
a bit string (of length 4) 
function is invoked, if neces- 



operations, 
converted to 
before the 
sary . 



If more than one argument is an array, 
the arrays must have identical bounds. 

Result^. The value returned by this func- 
tion is a bit string, z, whose length is 
equal to the longer of "x" and "y." Each 
bit of z is determined by the boolean 
operation on the corresponding bits of "x" 
and "y" as follows: the ith bit of z is set 
to the value of n 1# n 2 , n 3 „ or n H , depend- 
ing on the combination of the ith bits of 
"x" and "y" as shown in the boolean table 
below: 



U=ID| |BOOL (XXX, YYY, 'OllO'B); 



Further, assume that Z represents the value 
returned to the point at which BOOL is 
invoked (that is, Z is a bit string of 
length 3 that is to be concatenated with 
ID) , then the boolean table for this invo- 
cation of BOOL can be defined as: 



XXX i 



YYYi 



++ 



++ 



++ 



++ 



Zi 



which is interpreted as follows: 

Whenever the ith bits of XXX and YYY 
are and 0, respectively, the ith bit 
of Z is 0; whenever the ith bits of 
XXX and YYY are and 1, respectively, 
the ith bit of Z is 1, and so on. 

Thus, since the first bits of XXX and YYY 
are and 1, respectively, the first bit of 
Z is 1; since the second bits of XXX and 
YYY are 1 and 1, respectively, the second 
bit of Z is 0; and since the third bits of 
XXX and YYY are 1 and 0, respectively, the 
third bit of Z is 1. Therefore,, the value 
returned to the point of invocation is the 
bit string '101*B. 
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CHAR String Built-in Function 



Reference : INDEX (string, config) 



Q§£iQiti°-Ql CHAR converts a given value to 
a character string and returns the result 
to the point of invocation. This function 
allows the programmer to control the size 
of the result of a character-string conver- 
sion. 

^Sl^^ence^ CHAR (expression [ , size]) 



^EQuments^. The a 
resents the qua 
character string; 
bit-string, char 
character element 
The argument " siz 
be a decimal i 
length of the res 
specified, it i 
the type conversi 
F, "Data Conver 
an array name, "s 
merit of the array 



rgument "expressi 
ntity to be conve 

this argument c 
acter-string, or 

expression or ar 
e," when specif i 
nteger constant g 
ult. If "size" 
s determined ace 
on rules given in 
sion." If "expre 
ize" refers to e 



on" rep- 
rted to a 
an oe a 

numeric 
ray name, 
ed, must 
iving the 

is not 
ording to 

Section 
ssion" is 
ach ele- 



Kesuitl The value returned by this jfunc- 
ticn is "expression" converted to a charac- 
ter string. The length of this character 
string is determined by "size," as des- 
cribed above. 



HIGH String Built-in Function 



Arguments: Two arguments must be speci- 
fied. The first argument,, "string," rep- 
resents the string to be searched; the 
second argument, "config," represents the 
bit or character string configuration for 
which "string" is to be searched. These 
arguments must be bit-string, character- 
string, binary coded arithmetic, or numeric 
character element expressions or array 
names. If neither argument is a bit 
string, or if only one argument is a bit 
string, both arguments are converted to 
character strings, if possible. If both 
arguments are bit strings, no conversion is 
performed. Note that binary coded arith- 
metic arguments are converted to bit-string 
and numeric character arguments are con- 
verted to character- string before the above 
conversions are performed. 

If both arguments are arrays, the arrays 
must have identical bounds. 

Resu lt: The value returned by this func- 
tion is a binary integer of default preci- 
sion (15). This binary integer is either: 

1. The location (i.e., the character or 
bit position) in "string" at which 
"config" has been found. If more than 
one "config" exists in "string," the 
location of the first one found (in a 
left-to-right sense) will be returned. 



P§fiQitionj_ HIGH forms a character string 
of a given length from the highest chiirac- 
ter in the collating sequence; that is, 
each character in the constructed string is 
the highest character in the collaiting 
sequence (see Section B) . 



2. The value 0, if "config" does not 
exist within "string." 

Example: If ASTRING is a character string 
containing: 

' 912NAMEA, 1, FIRST, 2 , SECOND* 



Reference: HIGH (i) 



then the statement: 



^au^entl The argument, "i," must be an 
unsigned decimal integer constant speci- 
fying the length of the string that is to 
be formed. For System/360 implementations, 
this character is stored as hexadecimal FF. 

Result^ The value returned by this func- 
tion is a character string of length "i" ; 
each character in the string is the highest 
character in the collating sequence. 



lNDEX_String_Built- injunction 



I = INDEX (ASTRING, "1, ') ; 

will return a binary value of ten to the 
point of invocation. This binary value 
represents the location of the configu- 
ration 'l,' within ASTRING. However, if 
the statement had been: 

I = INDEX ( ASTRING, '1') ; 

then a binary value of two would be 
returned to the point of invocation. This 
value is the location of the first *1' 
appearing within ASTRING. 



D§f initioni INDEX searches a specified 
string for a specified bit or character 
string configuration. If the configuration 
is found, the starting location of that 
configuration within the string is returned 
to the point of invocation. 



LOW String Built-in Function 



Defini tio n: LOW forms a character string 
of specified length from the lowest charac- 
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ter in the collating sequence; i.e., each 
character of the formed string will be the; 
lowest character in the collating sequence 
(see section B) . 



Reference: 



LOW (i) 



kraument:. T h e argument, "i," must be an 
unsigned decimal integer constant speci- 
fying the length of the string being 
formed. 



Result^ The value returned by this func- 
tion is a character string of length "i" ; 
each character in the string is the lowest 
character in the collating sequence. For 
System/3 60 implementations, this character 
is stored as hexadecimal 00. 



REPEAT_String_Built-in_Function 



2§f.iQ.iti2Ql REPEAT takes a given string 
value and forms a new string consisting of 
the given string value concatenated with 
itself a specified number of times. 



Reference^ REPEAT (string, i) 

^£ay!S§!l1::§li Tne argument "string" rep- 
resents a character or bit string from 
which the new string will be formed; this 
argument can be a binary coded arithmetic, 
bit-string, character-string, or numeric 
character element expression or array name. 
If an argument other than a bit or charac- 
ter string is specified, it is converted, 
before the function is invoked, to a bit or 
character string. 

The argument "i" must be a decimal 
integer constant. It represents the number 
of times that "string" is to be concatenat- 
ed with itself; "i" must be greater than 
zero. 

Result^ The value returned by this func- 
tion is "string" concatenated with itself 
"i" times. In other words, the returned 
value will be a string containing i+1 
occurrences of the value "string." 

Examplej: If BSTR is a bit string contain- 
ing ' 101'B,, the statement 

A. == REPEAT (BSTR, 6) ; 

will cause the following value to be 
returned to the point of invocation: 

• 101101101101101101101 'B 



SOBSTR String Built-in Function 



Definition^ SUBSTR extracts a substring of 
user-defined length from a given string and 
returns the substring to the point of 
invocation. (SUBSTR can also be used as a 
pseudo-variable. ) 



B§f§£§ncei SUBSTR (string, i, j) 



Argume nts : The argument "string" rep- 
resents the string from which a substring 
will be extracted; this argument can be a 
binary coded arithmetic, bit-string, 
character-string, or numeric character ele- 
ment expression or array name. If "string" 
is not a bit or character string, it is 
converted, before the function is invoked, 
to a bit or character string. Argument "i" 
represents the starting point of the subst- 
ring and "j" represents the length of the 
substring. Argument "i" must be an element 
expression (it can be an array name but 
only if "string" is an array) that can be 
converted to an integer; "j" must be a 
decimal integer constant. If "i" is an 
array, it must have the same bounds as 
"string. " 

Assuming that the length of "string" is 
k, arguments "i" and "j" must satisfy the 
following conditions: 

1. j must be less than or equal to k and 
greater than or equal to 1. 

2. i must be less than or equal to k and 
greater than or equal to 1. 

3. The value of i + j - 1 must be less 
than or equal to k. 

Thus, the substring, as specified by "i" 
and "j" must lie within "string." Note 
that condition 1 is checked by the compil- 
er; conditions 2 and 3 are never checked. 



Result: The value returned by this func- 
tion is that substring beginning at the ith 
character or bit of the first argument and 
extending "j" characters or bits. 

Example: If AAA is a character string of 
length 30, the statement: 

ITEM = SUBSTR(AAA, 7, 14); 

will cause a 14-character substring to be 
extracted from AAA, starting at the seventh 
character of AAA. The extracted string is 
then returned to the point of invocation, 
after which it is assigned to ITEM 
(assuming ITEM is a character-string 
variable) . 
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yNS.?EC_String_Built.-in_Function 



3§f !kQ.itiqn^ UNSPEC returns a bit string 
than is the internal coded representation 
of a given value. (UNSPEC can also be used 
as a pseudo- variable, . ) 

Reference! UNSPEC (x) 

^£3UEn®nt.L Tne argument, "x," may be an 
arithmetic, character-string, or pointer 
value (element expressions or array names 
only) whose internal coded representation 
is to be found; "x" cannot be a bit string. 

Result^ The value returned by this func- 
tion is the internal coded representation 
of "x." This representation is in bit- 
string form. The length of this string 
depends upon the attributes of "x, " and is 
defined for System/360 implementations as 
follows: 

1. If "x" is FIXED BINARY of precision 
(p,q), the length is 32. 

2. If "x" if FIXED DECIMAL of precision 
(p,q), the length is defined as 
8+FL00R ((p+2)/2). 

3. If "x" is FLOAT BINARY of precision p, 
the length is 

a. 32, if p is less than or equal to 
21. 



the function is invoked, it is converted to 
coded arithmetic according to the rules 
stated in Section F, "Data Conversion." 
Note, therefore, that in the function des- 
criptions below, a reference to an argument 
always means the converted argument, if 
conversion was necessary. 

In some function descriptions, the 
phrase "converted to the highest 
characteristics" is used;; th;.s means that 
the rules for mixed characteristics, as 
stated in the section "Data Conversion in 
Arithmetic Operations" in Part I, Chapter 
4, "Expressions," are followed. 

In general, an argument of an arithmetic 
built-in function may be an element expres- 
sion or an array name. If an argument is 
an array name, the value* returned by the 
built-in function is an array of the same 
dimension and bounds as the argument (the 
function having been performed once for 
each element of the array) . Thus, for 
example, if an array argument is passed to 
the absolute value function ABS,, the 
returned value is an array,, each element of 
which is the absolute value of the corres- 
ponding element in the argument array. 

Unless it is specifically stated other- 
wise, the base, scale, and precision of the 
returned value are determined according to 
the rules for the conversion of expression 
operands as given in Section F,, "Data 
Conversion." 



b. 64, if p is greater than 21. 

If "x" is FLOAT DECIMAL of precision 
p, the length is 

a. 32, if p is less than or equal to 
6. 

b. 64, if p is greater than or equal 
to 7. 

If "x" is a character-string of length 
n, or a numeric character item whose 
character-string value is of length n, 
the length is 8*n; for the D-C'ompiler, 
n must not be greater than 8 . 

If "x" is a pointer, the length is 32, 
however, the value of pointer is 
represented by the rightmost 2 4 bits. 



In many of these built-in functions, the 
symbol N is used. This symbol represents 
the maximum precision that a value may 
have. It is defined, for System/360 
implementations, as follows: 

N is 15 for FIXED DECIMAL values 

16 for FLOAT DECIMAL values 

31 for FIXED BINARY values 

53 for FLOAT BINARY values 

ABS Arithmetic Built-in Function 



Defin ition : ABS finds the absolute value 
of a given quantity and returns it to the 



point of invocation. 



ARITHMETIC BUILT-IN FUNCTIONS 



All values returned by the arithmetic 
built-in functions are in coded arithmetic 
form. The arguments of these functions 
should also be in that form. If an argu- 
ment is not coded arithmetic, then, before 



Re ference: ABS ( x ) 

Argu ment : The quantity whose absolute 
value is to be found is given by "x. " 

R esu lt: The value returned by this func- 
tion is the absolute value of "x. " The 
base, scale, and precision are the same as 
those of "x." 
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BINARY Arithmetic Built-in Function 



R eference: DECIMAL (x[, ( p[, r q] ] ) 



Definition^. BINARY converts a given value 
to binary base and returns the converted 
value to the point of invocation. This 
function allows the programmer to control 
the precision of the result of a binary 
conversion. 

Refer encei BINARY (x[,p[,q]]) 

Arguments: The first argument, "x, " rep- 
resents the value to be converted to binary 
base. Arguments "p" and "q," when speci- 
fied, must be decimal integer constants 
giving the precision of the binary result; 
"q" may be signed. The precision of ci 
fixed-point result is (p, q) ; the precision 
of a floating-point result is (p). If both 
"p" and "*q" are omitted, the precision of 
the result is determined according to the* 
rules given for base conversion in Section 
F, "Data Conversion." Note that "q" must 
be omitted for floating-point arguments. 



Arguments : The first argument* "x»" rep- 
resents the value to be converted to deci- 
mal base. Arguments "p" and "q„ " when 
specified, must be decimal integer con- 
stants giving the precision of the decimal 
result; "q" may be signed. The precision 
of a fixed-point result is (p,q); the 
precision of a floating-point result is 
(p) . If both "p" and "q" are omitted,, 
however, the precision of the result is 
determined according to the rules given for 
base conversion in Section F„ "Data Conver- 
sion. " Note that "q" must be omitted for 
floating-point arguments. 

Result: The value returned by this func- 
tion is the decimal equivalent of the 
argument "x"; its precision is given by "p" 
and "q." 



FIXED Arithmetic Built-in Function 



Result^ The value returned by this func- 
tion is the binary equivalent of "x." The 
scale of this value is the same as that of 



The precision is given by 



and 



Definition: FIXED converts a given value 
to fixed-point scale and returns the con- 
verted value to the point of invocation. 
This function allows the programmer to 
control the precision of the result of a 
fixed- point conversion. 



CEIL Arithmetic Built-in Function 



D§f initionj. CEIL determines the smallest 
inte;ger that is greater than or equal to a 
given value and returns that integer to the 
point of invocation. 

E§f erj2iic§i CEIL (x) 

^Uy^ejit.^ The argument is "x." 

Result^ T h e value returned by this func- 
tion is the smallest integer that is great- 
er than or equal to "x." The base, scale, 
and precision are the same as those of "x,"' 
with one exception: if "x" is a fixed- point 
value of precision Cp,q), the precision of 
the result is defined as: 



Reference: FIXED (x[, pt,q]]) 



Argument: Tb 
resents the v 
point scale, 
specified, 
constants ("q 
precision of 
System/360 i 
are omitted, 
binary "x" 
assumed to be 



e first argument, "x, " rep- 
alue to be converted to fixed- 
Arguments "p" and "q," when 
must be decimal integer 
" can be signed) giving the 
the result, (p., q). For 
implementations, if "p" and "q" 
"p" is assumed to be 15 for 
and 5 for decimal "x"; "q" is 
0. 



Result: The value returned by this func- 
tion is the fixed-point equivalent of the 
argument "x" ; its precision is (p, q). 



FLOAT Arithmetic Built-in Function 



(MIN(N,MAX(p-q+l,l) ) , 0) 



DECIMAL Arithmetic Built-in Function 



Definition^ DECIMAL converts a given value 
to decimal base and returns the converted 
value to the point of invocation. This 
function allows the programmer to control 
the precision of the result of a decimal 
conversion. 



Defi nition : FLOAT converts a given value 
to floating-point scale and returns the 
converted value to the point of invocation. 
This function allows the programmer to 
control the precision of the result of a 
floating-point conversion. 

Reference: FLOAT ( x [ , p ] ) 

Ar gume nts : The first argument, "x," rep- 
resents the value to be converted to 
floating-point scale. The second argument,. 
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"p,,"' when specified, must be decimal 
intesger constant giving the precis on of 
the result. For System/360 implementa- 
tions, if "p" is omitted, it is assumed to 
be 21 for binary "x" and 6 for decimal "x." 



Result^. The value returned by this func- 
tion is the floating-point equivalent of 
"x"; its precision is "p." 



FLOOR Arithmetic Built-in Function 



QlxIL !.Qition^ FLOOR determines the largest 
integer that does not exceed a given value 
and returns that integer to the point of 
invocation. 



Reference! FLOOR (x) 

krguraent! Tne argument is "x."' 

E§§yltl The value returned by this func- 
tion is the largest integer that does not 
exceed "x." The base, scale, and precision 
of this value are the same as those of "x, " 
with one exception: if "x" is a fixed-point 
value of precision (p,q) , the precision of 
the result is: 



MIN Arithmetic Built-in Function 



De finition: MIN extracts the lowest-valued 
expression from a given set of two or more 
expressions and returns that value to the 
point of invocation. 

Reference: MIN (x if x 2 , ...,x n ) 

Ar guments : Two or more arguments must be 
given. 

Result: The value returned by MIN is the 
value of the lowest- valued argument. The 
returned value is converted to conform to 
the highest characteristics of all the 
arguments that were specified. If the 
arguments are fixed-point values and have 
precisions 

<Pi»q±) r (Par qa> t • • • r (pn«q.n> 

then the precision of the result is as 
follows : 

(MINCNjMAXCpi-qi, , Pn-q^-'- 
MAX (q ir . . .q n > ) , MAXtq* , . . . ,q n ) ) 



MOD Arithmetic Built-in Function 



(MIN(N,MAX(p-q + l,D) ,0) 



Definition: MOD extracts the 



remainder 



resulting from the division of one quantity 
by another and returns it to the point of 
invocation. 



MAX Arithmetic Built-in Function 



Reference: MOD (x 4 



Xo) 



!2§.£i!litionJL MAX extracts the highest- 
valued expression from a given set of two 
or more expressions and returns that value 
to the point of invocation. 

5§f§^§G2§l MAX * x ±» x a ,...,x n ) 

Arguments! Two or more arguments must be 

given. 

Result^ The value returned by MAX is the 
value of the maximum- valued argument. The 
returned value is converted to conform to 
the highest characteristics of all the 
arguments that were specified. If the 
arguments are fixed-point values and have 
precisions: 

<Pi#q±># (Pa.qa)f-i <Pn#qn> 

then the precision of the result is as 
follows: 

(MIN(N,MAX(pi-q ±f . . . ,p n -q n )+ 

MAX (q* , . . . , q n ) ) , MAX (q^ , . . . q n ) ) 



Arg uments : Two arguments must be given. 
Before the function is invoked, the base 
and scale of each argument are converted 
according to the rules for the conversion 
of expression operands, as given in Section 
F, "Data Conversion.™ 

Result: The value returned by MOD is the 
positive remainder resulting from the divi- 
sion of "Xi" by n x 2 " to yield an integer 
quotient. If the result is in floating- 
point scale, its precision is the higher of 
the precisions of the arguments (i.e. , 
p=MAX(p ir p 2 ) ) ; if the result is in fixed- 
point scale, its precision is defined as 
follows: 

(MIN(N,p 2 -q 2 +MAX(q 1 ,q 2 )),MAX(q lf q 2 )) 

where: 

^Pi»qi^ anc ^ (Pa»q2^ are the precisions 
of "xi" and "x 2 ," respectively. 

The base and scale of the result are 
those of the converted arguments. 
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PRECISION Arithmetic Built-in Function 



Qsf inition_:_ PRECISION converts a given 
value to a specified precision and returns 
the converted value to the point of 
invocation. 



Reference^ PRECISION (x,p[,qj) 

k£2ura§_Q.kS£ T he first argument, "x f " rep- 
resents the value to be converted to the 
specified precision. Arguments "p" and "q" 
("q" is optional and may be signed) are 
decimal integer constants specifying the 
precision of the result. If "x" is a 
fixed- point value, "p" and "q" must be 
specified; if "x" is a floating-point 
value, only "p" must be specified. 

Result^ The value returned by this func- 
tion is the value of "x" converted to the 
specified precision. The base and scale of 
the returned value are the same as those of 
"x.«" 



Note that the rounding of a negative 
quantity results in the rounding of the 
absolute value of that quantity. 

Example: If X is a fixed-point decimal 
variable of precision (7,5) containing the 
value 36.21976, and Y and Z are fixed-point 
decimal variables of precision (6,4), then 
after the execution of the following state- 
ments, 

Y=ROUND(X, 3) ; 
Z=R0UND(X,4) ; 

the value of Y is 36.2500 and the value of 
Z is 36.2498. 



SIGN Arithmetic Built-in Function 



Def inition : SIGN determines whether a 
value is positive, negative, or zero, and 
it returns an indication to the point of 
invocation. 



Reference: SIGN (x) 



ROUND Arithmetic Built-in Function 

Q§fi!lition£ ROUND rounds a given value at 
a specified digit and returns the rounded 
value to the point of invocation. 

Kef ® r l§.Q.2§l ROUND (expression, n) 

Ar3.y(0§Ilt:Sl The first argument, 
"expression," must be coded arithmetic or 
numeric character. It is an element 
expression or array name representing the 
value (or values, in the case of an array) 
to be rounded; the second argument, "n," is 
an unsigned decimal integer constant speci- 
fying the digit at which the value of 
"expression" is to be rounded. 

Result^ If "expression" is fixed-point, 
ROUND returns the value of "expression" 
rounded at the nth digit to the right of 
the decimal (or binary) point. The base 
and scale of the result are the same as the 
base and scale of "expression;" the preci- 
sion of the result is: 



I 
expr 
and 
f loa 
expr 
the 
expr 
and 
thos 



(MIN(p+l) ,N) ,q) 

f "expression" is a floating-point 
ession,, the second argument is ignored, 

the rightmost bit in the internal 
ting-point representation of the 
ession value is set to 1 if it is 0; if 

rightmost bit is 1, the value of the 
ession is unchanged. The base,, scale, 

precision of the returned value are 
e of the value of "expression. " 



Argument: The argument is "x." 

Result: This function returns a fixed- 
point binary value of default precision 
(15) according to the following rules: 

1. If "x" is greater than 0, the returned 
value is 1. 

2. If "x" is equal to zero, the returned 
value is 0. 

3. If "x" is less than zero, the returned 
value is -1. 



TRUNC Arithmetic Built-in Function 



Definition: TRUNC truncates a given value 
to an integer as follows: first, it 
determines whether a given value is posi- 
tive, negative, or equal to zero. If the 
value is negative, TRUNC returns the smal- 
lest integer that is greater than that 
value; if the value is positive or equal to 
zero, TRUNC returns the largest integer 
that does not exceed that value. 

Re ference: TRUNC (x) 

Arg ument: The argument is "x." 

Result^ If "x" is less than zero,, the 
value returned by TRUNC is CEIL(x). If "x" 
is greater than or equal to zero,, the value 
returned by TRUNC is FLOOR(x). In either 
case, the base and scale of the result are 
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the same as those of "x." If "x" is 
floating-point, the precision remains the 
same. If "x" is a fixed-point value of 
precision (p»q), the precision of the 
result is: 



If "y" is specified, th€;n the value 
whose arctangent is to be found is taken to 
be the expression x/y. In this; case, both 
"x" and "y" may not be equal to at the 
same time. 



(MIN(N,MAX(p-q+l,l) ) ,0) 



MATHEMATICAL BUILT-IN FUNCTIONS 



All arguments to the mathematical built- 
in functions should be in coded arithmetic 
form and in floating-point scale. Any 
argument that does not conform to this rule 
is converted to coded arithmetic and 
floating-point before the function is 
invoked, according to the rules stated in 
Section F, "Data Conversion." Note, there- 
fore;, that in the function descriptions 
below, a reference to an argument always 
means the converted argument, if conversion 
was necessary. 

In general, an argument to ei mathemati- 
cal built-in function may be an element 
expression or an array name. If an argu- 
ment is an array name the value returned by 
the built-in function is an array of the 
same dimension and bounds as the argument 
(the function having been performed once 
for each element of the array). Thus, for 
example, an array argument passed to the 
cosine function COS results in an array, 
each element of which is the cosine of the 
corresponding element in the argument 
array. 

All of the mathematical built-in func- 
tions return coded arithmetic floating- 
point values. The base and precision of 
these values are always the same as those 
of the arguments. 

Figure S-l at the end of this section 
provides a quick reference to the 
mathematical built-in functions. 



Result: When "x" alone is specified, the 
value returned by ATAN is the curctangent of 
"x," expressed in radians, where: 



-pi/2<ATAN(x)<pi/2 



If both 



and 



are specified, the 



possible values returned by this function 
are defined as follows: 

1. For y>0 and any x, the value is 
arctangent (x/y) in radians. 

2. If x>0 and y=0, the value is (pi/2) 
radians. 

3. If x>0 and y<0, the value is (pi+ 
arctangent (x/y)) radians. 

4. If x<0 and y=0, the value is (-pi/2) 
radians. 

5. If x<0 and y<0, the value is (~pi+ 
arctangent (x/y)) radians. 



ATAND Mathematical Built-in Function 



Definition: ATAND finds the arctangent of 
a given value and returns the result, 
expressed in degrees, to the point of 
invocation. 

Reference:. ATAND ( x [ , y ] ) 

Argu ments :- If y_ is omitted, "x" represents 
the value whose arctangent is to be found. 
If "y" is specified, the value whose arc- 
tangent is to be found is represented by 
the expression x/y; in this case, both "x" 
and "y" cannot be equal to C at the same 
time. 



ATAN; Mathematical Built-in Function 



2.§f Initio.!!! ATAN finds the arctangent of a 
given value and returns the result 
expressed in radians, to the point of 
invocation. 

§ef er ence^ ATAN ( x [ , y ] ) 

krgum^nts! The argument "x" must always be 
specified; the argument "y" is optional. 
If "y" is omitted, "x." represents the value 
whose arctangent is to be found. 



Result: If "y" is specified, the value 
returned by this function is simply the 
arctangent of "x, " expressed in degrees, 
where: 

-90<ATAND(x)<90 

If y is specified, the value returned by 
this function is ATAN (x,y), except that 
the value is expressed in degrees and not 
in radians (see "ATAN Mathematical Built-in 
Function" in this section) ; that is, the 
returned value is defined as: 

ATAND (x,y) = (180/pi) +ATAIS (x, y) 
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ATANH Mathematical Built-in Function 



Definition! ATANH finds the inverse hyper- 
bolic tangent of a given value and returns 
the result to the point of invocation. 



Argu ment; The value whose hyperbolic 
cosine is to be found is given by "x. n 



Re sult: The value returned by this func- 
tion is the hyperbolic cosine of "x." 



Reference: 



ATANH (x) 



krayment! The value whose inverse hyper- 
bolic tangent is to be found is represented 
by "x." The absolute value of "x" must not 
be greater than or equal to 1; that is, it 
is an error if ABS(x)>l. 

Result^. The value returned by this func- 
tion is the inverse hyperbolic tangent of 
n x n . 



COS Mathematical Built-in Function 



5§f.iQitiqn! COS finds the cosine of a 
given value, which is expressed in radians, 
and returns the result to the point of 
invocation. 



Reference: 



:os (x) 



Argument! Tne value whose cosine is to be 
found is given by "x" ; this value must be 
expressed in radians. 

Result! Tne value returned by this func- 
tion is the cosine of "x." 



ERF Mathematical Built-in Function 



Definition: ERF finds the error function 
of a given veilue and returns it to the 
point of invocation. 

Reference: ERF ( x ) 

Ar gument: The value for which the error 
function is to be found is represented by 
"x." 

Result: The value returned by this func- 
tion is defined as follows: 

x 

ERF(x)= -L- / e" t2 dt 
vTT J 

o 

ERFC Mathematical Built-in Function 



Definition : ERFC finds the complement of 
the Error Function (ERF) for a given value 
and returns the result to the point of 
invocation. 



Reference: ERFC (x) 



COSD Mathematical Built-in Function 



Definition! COSD finds the cosine of a 
given value, which is expressed in degrees, 
and returns the result to the point of 
invocation. 

R§£§.E§!l!::e! COSD (x) 

k£2urcent! Tne value whose cosine is to be 
found is given by "x"; this value must be 
expressed in degrees. 

Result! The value returned by this func- 
tion is the cosine of "x." 



:0SH Mathematical Built-in Function 



Definition! COSH finds the hyperbolic 
cosine of a given value and returns the 
result to the point of invocation. 

Reference: COSH (x) 



Argument: The argument, "x," represents 
the value whose error function complement 
is to be found. 

Result: The value returned by this func- 
tion is defined as follows: 

ERFC(x) = l-ERF(x) 



EXP Mathematical Built-in Function 



Definition: EXP raises e (the base of the 
natural logarithm system) to a given power 
and returns the result to the point of 
invocation. 

Refer enc e: EXP (x) 

Argument: The argument, "x, " specifies the 
power to which e is to be raised. 

Result: The value returned by this func- 
tion is e raised to the power of "x. " 



Section G; 



Built-in Functions and Pseudo-Variables 



167 



LOG Mathematical Built-in Function 



Result; The value returned by this func- 
tion is the sine of "x. " 



Definition^ LOG finds the natural logar- 
ithm (i.e., base e) of a given value and 
returns it to the point of invocation. 



Reference: 



LOG (x) 



SIND Mathematical Built-in Function 



^£313[D®Qti The argument, "x, " is the value 
whose natural logarithm is to be found; it 
must not be less than or equal to 0. 

Result^ The value returned by this func- 
tion is the natural logarithm of "x. " 



LOG10 Mathematical Built-in Function 



Definition^ LOG10 finds the common logar- 
ithm (i.e., base 10) of a given value and 
returns it to the point of invocation. 



Definition: SIND finds the sine of a given 
value,, which is expressed in degrees,, and 
returns the result to the point of invoca- 
tion. 

Reference: SIND (x) 



Arg ument: The argument,, "x, 
whose sine is to be found; 
expressed in degrees. 



is the value 
'x" must be 



Result: The value returned by this func- 
tion is the sine of ™x." 



SINH Mathematical Built-in Function 



Reference: 



LOG10 (x) 



^SyEDSD-tj. The argument, "x," represents 
the value whose common logarithm is to be 
found; this value must not be less than or 
equal to 0. 

Result^ The value returned by this func- 
tion is the common logarithm of "x,. " 



LOG2 Mathematical Built-in Function 



Definition: SINH finds the hyperbolic sine 
of a given value and returns the result to 
the point of invocation. 

Refer ence : SINH (x) 

Argument: The argument, "x, " is the value 
whose hyperbolic sine is to be found. 

Resu lt: The value returned by this func- 
tion is the hyperbolic sine of n x. " 



Def iQitioQl LOG2 finds the binary (i.e., 
base 2) logarithm of a given value and 
returns it to the point of invocation. 

Refer ence^ LOG2 (x) 

Argument^ The argument, "x," is the value 
whose binary logarithm is to be found; it 
must not be less than or equal to 0. 

Result^ The value returned to this func- 
tion is the binary logarithm of "x., " 



SQRT Mathematical Built-in Function 



Definition: SQRT finds the square root of 
a given value and returns it to the point 
of invocation. 

Refere nce : SQRT (x) 

Argument: The argument,, "x," is the value 
whose square root is to be found; it must 
not be less than 0. 



SIN Mathematical Built-in Function 



Result: The value returned by this func- 
tion is the positive square root of "x." 



Definition^. SIN finds the sine of a given 

value, which is expressed in radians, and TAN Mathemat ical Bui lt -in Fu nctio n 

returns it to the point of invocatian. 



^eference^ SIN (x) 

^Eay^eirti The argument, "x," is the value 
whose sine is to be found; it must be 
expressed in radians. 



Definition: TAN finds the tangent of a 
given value, which is expressed in radians, 
and returns it to the point of invocation. 

Reference: TAN (x) 
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kraumeiit^ The argument, "x, " represents 
the value whose tangent is to be found; "x" 
must be expressed in radians. 

Result^ The value returned by this func- 
tion is the tangent of "x." 

5^ND_Mathematical_Built-in_Function 

Definition^ TAND finds the tangent of a 

given value, which is expressed in degrees, 

and returns the result to the point of 
invocation. 

Reference: TAND (x) 



ARRAY MANIPULATION BUILT-IN FUNCTIONS 



The built-in functions described here 
may be used for the manipulation of arrays. 
All of these functions require array name 
arguments and return single element values. 
Note that since these functions return 
element values, a function reference to any 
of them is considered an element expres- 
sion. 



ALL Array Manipulation Function 



krauroenJil The argument, "x," represents 
the value whose tangent is to be found; "x n 
must be expressed in degrees. 

Result^ The value returned by this func- 
tion is the tangent of "x." 



Definition; ALL tests all bits of a given 
bit-string array and returns the result, in 
the form of an element bit- string, to the 
point of invocation. The element bit- 
string indicates whether or not the corres- 
ponding bits of given array elements are 
all ones. 



TANH Mathematical Bui lt- in Function 

2®f.i!lition.l TANH finds the hyperbolic tan- 
gent of a given value and returns the 
result to the point of invocation. 

Reference: TANH (x) 

kraument^ The argument, "x, " represents 
the value whose hyperbolic tangent is to be 
found. 

Result i The value returned by this func- 
tion is the hyperbolic tangent of "x." 



Reference: ALL (x) 



Argument: The argument, "x," is an array 
of bit strings. If the elements are not 
bit strings, they are converted to bit 
strings. 



Result^ The value returned by this func- 
tion is a bit string whose length is equal 
to the length of an element in "x" (all 
elements in "x" must have the same length, 
of course) , and whose bit values are deter- 
mined by the following rule: 



Sunimary_of_Mathematical_Functigns 



If the ith bits of all of the ele- 
ments in "x" are l !f then the ith bit 
of the result is 1; otherwise, the 
ith bit of the result is 0. 



Figure G-l summarizes the mathematical 
built-in functions. In using it, the read- 
er should be aware of the following: 

1. All arguments must be coded arithmetic 
and floating-point scale, or such that 
they can be converted to coded arith- 
metic and floating-point. 

2„ The value returned by each function is 
always in floating-point. 

3,. The error conditions are those defined 
by the PL/I Language. Additional 
error conditions detected by the D- 
Compiler can be found in the 

publication IBM System/360 Disk and 

Tape OEerating^ Systems*. PL/ 1 

Programmer's Guide, Form C24-9005. 



ANY Array Manipulation F unction 



Definition: ANY tests the bits of a given 
bit-string array and returns the result, in 
the form of an element bit-string, to the 
point of invocation. The element bit- 
string indicates whether or not at least 
one of the corresponding bits of the given 
array elements is set to 1. 



Reference: 



ANY (x) 



A rgument : The argument, "x," is an array 
of bit strings. If the elements are not 
bit strings, they are converted to bit 
strings. 
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Result^ The value returned by this func- 
tion is a bit string whose length is equal 
to the length of an element in "x" (all 
elements in "x" must have the same length, 
of course), and whose bit values are deter- 
mined by the following rule: 



If the ith bit of any element in "x" 
is 1, then the ith bit of the result 
is 1; otherwise, the ith bit of the 
result is 0. 



(Function Reference 
,. 



Value Returned 



j Error Conditions 

. + 

4 



ATAN(x) 



arctan(x) in radians 
-(pi/2XATAN(xX(pi/2) 



-H 

-H 

-H 
-H 

-H 
! 
i 

-H 
! 

-H 

-H 



ArAN(x,y) 



see function 
description 



error if 
x=0 and y=0 



ATAND(x) 



arctan(x) in degrees 
-90<ATAND(xX90 



ArAND(x,y) 



see function 
description 



t- 



+■ 



error if 
x=0 and y=0 



ATANH(x) 



tanh" :L (x) 



+- 



error if ABS(x)>l 



COS(x) 

x in radians 



cosine Cx) 



+- 



COSD(x) 

x in degrees 



cosine (x) 



COSH(x) 



cosh(x) 



ERF(x) 



■f 



2 f X - f a 

7T / e - dt 



ERFC(x) 



1 - ERF(x) 



-+ 



EXP(x) 



LOG(x) 



log. (x> 



error if x<0 



L03LO(x) 



log ao (x) 



error if x<0 



LOG2(x) 



log 2 (xJ 



error if x<0 



SIN(x) 

x in radians 



sine (x) 



■+- 



SIND(x) 

x in degrees 



sine(x) 



SINH(x) 



;inh(x; 



SQRT(x) 



-t 



\fx 



error if x<0 



4- 



TAN(x) 

x in radians 



tangent (x) 



rAND(x) 

x in degrees 



tangent (x) 



|TANH(x) 

L 



| tanh(x) 

x. 

Built-in Functions 



Figure G-l. Mathematical 
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p^2D_^£E§:Z-_^§.QiBiii§.t.io!i_Eyn2fei2Q 



Definition^ PROD finds the product of all 
of the elements of a given array and 
returns that product to the point of invo- 
cation. 



Reference; 



PROD (x) 



krgumenti T he argument, "x," should be an 
array of coded arithmetic floating-point 
elements. If it is not, each element is 
converted to coded arithmetic and floating- 
point before being multiplied with the 
previous product. 

Result^ The value returned by this 
function is the product of all of the 
elements in "x." The scale of the result 
is floating-point, while the base and pre- 
cision are those of the converted elements 
of "x." 



and returns a. pointer value to the point of 
invocation. This pointer value identifies 
the location at which the variable has been 
allocated. 

Refer ence: ADDR (x) 

Ar gu ment: The argument, "x," is the vari- 
able whose location is to be found. It can 
be an element variable, an array, a struc- 
ture, an element of an array, or an element 
of a structure. It can be of any data type 
and storage class. 

Result: ADDEt returns a pointer value iden- 
tifying the location at which n x" has been 
allocated. If "x" is a parameter, the 
returned value identifies the corresponding 
argument (dummy or otherwise) . If "x" is a 
based variable, the returned value is det- 
ermined from the pointer variable declared 
with "x"; if this pointer variable contains 
no value, the value returned by ADDR is 
undefined. 



SUM Array Manipulation Function 



Definition^ SUM finds the sum of all of 
the elements of a given array and returns 
that sum to the point of invocation. 



Reference; 



SUM (x) 



kE2umentj_ Tne argument, "x, " should be an 
array of coded arithmetic floating-point 
elements. If it is not, each element is 
converted to coded arithmetic and floating,— 
point before being summed with the previous 
total. 

Result^ The value returned by this 
function is the sum of all of the elements 
in "x. 1 " The scale of the result is 
floating-point, while the base and preci- 
sion are those of the converted elements of 
the argument. 



MISCELLANEOUS BUILT-IN FUNCTIONS 



The functions described in this section 
have little in common with each other and 
with the other categories of built-in func- 
tions. Some require arguments and others 
do not. Those that do not require argu- 
ments will be so identified. 



DATE Built-in Function 

Definition: DATE returns the current date 
to the point of invocation. 

Refere nce: DATE 

Arguments : None 

Result: The value returned by this func- 
tion is a character string of length six, 
in the form yymmdd, where: 

yy is the current year 

mm is the current month 

dd is the current day 

Example: If the current date is February 
29, 1968, execution of the statement 

X=DATE; 

will cause the character string '680229' to 
be returned to the point of invocation. 



NULL Built-in Function 



ADDR Built-in Function 



Defi nitio n: NULL returns a null pointer 
value to the point of invocation. 



Reference: NULL 
D^lLiQi^ioQi ADDR finds the location at 
which a given variable has been allocated Arguments: None 
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Result^. The value returned by this func- 
tion is a null pointer value. For the 
D-Compiler, a null pointer is an invalid 
address that can be used as a unique 
indicator. 



STRING Built-in Function 



5§f2iQiti.2Ql STRING forms a character 
string from a given structure having the 
PACKED attribute and returns that string to 
the point of invocation. 

Kef&rence^ STRING (strname) 

krgument^ The argument, "strname," must be 
the name of a structure having the PACKED 
attribute. This structure must be composed 
of character strings and/or numeric charac- 
ter data only. 

Result^ The value returned by this func- 
tion is a character string resulting from 
the concatenation of all of the elements in 
"strname. " 



PSEUDO- VARIABLES 



In general,, pseudo-variables are certain 
built-in functions that can appear wherever 
other variables can appear to receive 
values. In short,, they are built-in func- 
tions used as receiving fields. A pseudo- 
variable can appear on the left of the 
equal sign in an assignment statement or it 
can appear in the data list of a GET 
statement. It cannot appear elsewhere. 



There are only two pseudo-variables, 
SUBSTR and UNSPEC. Since they have built- 
in function counterparts, only a short 
description of each pseudo-variable is 
given here; the corresponding built-in 
function should be consulted for the 
details. 



SUBSTR Pseudo-variable 



IIME_Bjiilt-in_Fujiction 

5§f iQit.ion.1 TIME returns the current time 
to the point of invocation. 

E§f§E§ncei TIME 
krgunents! None 

Result^ The veilue returned by this func- 
tion is a character string of lengt.h nine, 
in the form hhmmssttt, where: 

hh is the current hour of the day 

mm is the number of minutes 



Refer ence ; SUBSTR (string, i,j) 



Descr ipti on: The value being assigned to 
SUBSTR is assigned to the substring of 
"string," as defined for the built-in func- 
tion SUBSTR (with one exception: for the 
SUBSTR pseudo-variable "string" must be an 
element variable) . The remainder of 
"string" remains unchanged. 



UNSPEC Pseudo-variable 



Reference: UNSPEC (v) 



ss is the number of seconds 

ttt is the number of milliseconds in 
machine-dependent increments . 

Example^ If the current time is 4 P.M., 23 
minutes, 19 seconds, and 80 milliseconds, a 
reference to the TIME function will return 
the character string •162319080* to the 
point of invocation. 



Description: The letter "v" represents an 
element variable of arithmetic, character 
string, or pointer type; it c£innot be a 
bit-string variable. The value being 
assigned to UNSPEC is evaluated, converted 
to a bit string (the length of which is a 
function of the attributes of "v" -- see 
the UNSPEC built-in function) , and then 
assigned to "v, " without conversion to the 
type of "v." 
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SECTION H: ON-CONDITIONS 



INTRODUCTION 



The ON-conditions are those exceptional 
conditions that can be specified in PL/I by 
means of an ON statement. If a condition 
is enabled,, the occurrence of the condition 
will result in an interrupt. The inter- 
rupt, in turn, will result in the execution 
of the current action specification for 
that condition. If an ON statement for 
that condition is not in effect, the cur- 
rent action specification is the standard 
system action for that condition. If an ON 
statement for that condition is in effect, 
the current action specification is either 
SYSTEM,, in which case the standard system 
action for that condition is taken, or an 
on-unit, in which case the programmer nas 
supplied his own action to be taken for 
that condition (i.e., either a null state- 
ment or a GO TO statement) . 



Such a condition prefix renders the corres- 
ponding condition disabled throughout the 
scope of the prefix; the condition remains 
enabled outside this scope (see Part I, 
Chapter 11, "Exceptional Condition Handling 
and Program Checkout" for a discussion of 
the scope of condition prefixes) . 

Conversely, the condition that is always 
disabled unless it has been enabled by a 
condition prefix is SIZE. The appearance 
of this condition in a condition prefix 
renders the condition enabled throughout 
the scope of the prefix; the condition 
remains disabled outside this scope. 
Further, a condition prefix specifying 
NOSIZE will disable the SIZE condition 
throughout the scope of that prefix. 

All other conditions are always enabled 
and remain so for the duration of the 
program. These conditions are: 



If a condition is not enabled (i.e., if 
it is disabled), and the condition occurs, 
an interrupt will not take place, and 
errors may result. 



ENDFILE 

ENDPAGE 

ERROR 

KEY 

RECORD 

TRANSMIT 



Some conditions are always enabled 
unless they have been explicitly disabled 
by condition prefixes; another (i.e., SIZE) 
is always disabled unless it has been 
explicitly enabled by a condition prefix; 
and still others are always enabled and 
cannot be disabled. 



Those conditions that are always enabled 
unless they have been explicitly disabled 
by condition prefixes are: 



CONVERSION 

FIXEDOVERFLOW 

OVERFLOW 

UNDERFLOW 

ZERODIVIDE 

Each of the above conditions can be disa- 
bled by a condition prefix specifying the 
condition name preceded by NO without 
intervening blanks. Thus, one of the fol- 
lowing names in a condition prefix will 
disable the respective condition: 

NOCONVERSION 
NOFIXEDOVERFLOW 
NO OVERFLOW 
NOUNDERFLOW 
NOZERODIVIDE 



SECTION ORGANIZATION 



This section presents each condition in 
its logical grouping,, and in alphabetical 
order within that grouping. In general, 
the following information is given for each 
condition: 

!• General format — given only when it 
consists of more than the condition 
name. 

2. Description — a discussion of the 
condition, including the circumstances 
under which the condition can be 
raised. Note that an enabled condi- 
tion can always be raised by a SIGNAL 
statement; this fact is not included 
in the descriptions. 

3. Result — the result of the operation 
that caused the condition to occur. 
This applies when the condition is 
disabled as well as when it is ena- 
bled. In some cases,, the result is 
not defined; that is, it cannot be 
predicted. This is stated wherever 
applicable. 
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**• Standard system act ion ~- the action 
taken by the system when an interrupt 
occurs and the programmer has not 
specified an on-unit to handle that 
interrupt. 

5. Status — an indication of the 
enabled/disabled status of the condi- 
tion at the start of the program, and 
how the condition may be disabled (if 
possible) or enabled. 

6. Normal return — the point to which 

control is returned as a result of a 
null statement on-unit. A GO TO 
statement on-unit is an abnormal on- 
unit termination. Note that if a 
condition has been raised by the 
SIGNAL statement, the normal return is 
always to the statement immediately 
following SIGNAL. Also note that the 
conditions ENDFILE, KEY, and CONVER- 
SION cannot have null statement on- 
units associated with them and,, 
therefore, a normal return can never 
be made for these conditions. 

The conditions are grouped as follows: 

1- Computational conditions — those con- 
ditions associated with data handling, 
expression evaluation, and computa- 
tion. They are: 

CONVERSION 

FIXEDOVERFLOW 

OVERFLOW 

SIZE 

UNDERFLOW 

ZERODIVIDE 



attempt may be made internally or during an 
input/output operation. For example, the 
condition occurs when a character other 
than or 1 exists in a character string 
being converted to a bit string or when 
characters that cannot be interpreted as 
arithmetic are encountered during a STREAM 
transmission operation for an arithmetic 
variable. 

All conversions of character-string data 
are carried out character-by-character in a 
left-to-right sequence and the condition 
occurs for the first illegal character. 
When such a character is encountered, an 
interrupt occurs (provided, of course, that 
CONVERSION has not been disabled) and the 
current action specification for the condi- 
tion is executed. 



Result; When CONVERSION occurs, the con- 
tents of the entire result field are unde- 
fined. 



Standard System Action: In the absence of 
an on-unit, the system prints a message and 
raises the ERROR condition. 



Statusj. CONVERSION is enabled throughout 
the program, except within the scope of a 
condition prefix specifying NOCONVERSION. 



Normal Return: 



null on-unit cannot be 



specified for this condition. 



3. 



i-HE^t/output conditions -- those con- 
ditions associated with data transmis- 
sion. They are: 

ENDFILE 

ENDPAGE 

KEY 

RECORD 

TRANSMIT 

System action condition — the condi- 
tion (i.e., ERROR) that provides 
facilities to extend the standard sys- 
tem action that is taken after the 
occurrence of a condition. 



The FIXEDOVERFLOW Condition 



Descr iption: The FIXEDOVERFLOW condition 
occurs when the length of the result of a 
fixed-point arithmetic operation exceeds N. 
For System/360 implementations, N is 15 for 
decimal fixed-point values cind 31 for 
binary fixed-point values. 



Result^. The result of the invalid 
point operation is undefined. 



f ixed- 



Standard System Action: In the absence of 
an on-unit, the system prints a message and 
raises the ERROR condition. 



:OMPUTATIONAL CONDITIONS 



The CONVERSION Condition 



Status: FIXEDOVERFLOW is enabled through- 
out the program, except within the scope of 
a condition prefix specifying MOFIXEDOVER- 
FLOW. 



Descriptioni The CONVERSION condition 
occurs whenever an illegal conversion is 
attempted on character-string data. This 



Normal R etu rn: If a null on-unit is 

specified for this condition, control 
returns to the point immediately following 
the point of interrupt. 
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The OVERFLOW Condition 



Description^ Tne OVERFLOW condition occurs 
when the magnitude of a floating-point 
number exceeds the permitted maximum. (For 
System/360 implementations, the magnitude 
of a floating-point number or intermediate 
result must not be greater than approxi- 
mately 10 75 or 2 252 .) 

Result^ The value of such an illegal 
floating-point number is undefined. 

§t§.[l^§.^l_System_fiLCtion^ In the absence of 
an Da-unit, the system prints a message and 
raises the ERROR condition. 

Status^ OVERFLOW is enabled throughout the 
program, except within the scope of a 
condition prefix specifying NOOVERFLOW. 

Normal_Return^ If a null on- unit is speci- 
fied for this condition, control returns to 
the point immediately following the point 
of interrupt. 



Normal Return; If a null on-unit is speci- 
fied for this condition, control returns to 
the point immediately following the point 
of interrupt. 



The UNDERFLOW Condition 



Description; 
occurs when 
point number 
minimum. (1 : 
the magnitude 
not be less 
2- 26 °. ) 



The UNDERFLOW condition 

the magnitude of a floating- 

is smaller than the permitted 

or System/360 implementations, 

of a floating-point value may 

than approximately 10- 7a or 



UNDERFLOW does not occur when equal 
numbers are subtracted (often called 
significance error) . 

Note that for the D-Compiler, the 
expression X+*(-Y) (where Y>0) is evaluated 
by taking the reciprocal of X**Y; hence, 
the OVERFLOW condition may be raised 
instead of the UNDERFLOW condition. 



The SIZE Condition 



Result; The invalid floating-point value 
is set to 0. 



2§§2£iEfei2:Di Tne SIZE condition occurs 
only when high-order (i.e., leftmost) non- 
zero binary or decimal digits are lost in 
an assignment operation (i.e.,, assignment 
to a variable or an intermediate result) or 
in an input/output operation. This loss 
may result from a conversion involving 
different data types, different bases, 
different scales, or different precisions. 

The SIZE condition differs from the 
FIXEDOVERFLOW condition in an important 
sense, i.e.,, FIXEDOVERFLOW occurs when the 
size of a calculated fixed-point value 
exceeds N (the maximum allowed), whereas 
SIZE is raised when the size of the value 
being assigned to a data item exceeds the 
declared (or default) size of the data 
item. SIZE can be raised on assignment of 
a value regardless of whether or not 
FIXEDOVERFLOW was raised in the calculation 
of that value. 



Stan dard Syst e m Action ; In the absence of 
an on-unit, the system prints a message and 
continues execution from the point. at which 
the interrupt occurred. 

Status_; UNDERFLOW is enabled throughout 
the program,, except within the scope of a 
condition prefix specifying NOUNDERFLOW. 

Normal Return; If a null on-unit is speci- 
fied for this condition, control returns to 
the point immediately following the point 
of interrupt. 



The ZERODIVIDE Condition 



Description; The ZERODIVIDE condition 
occurs when an attempt is made to divide by 
zero. This condition is raised for fixed- 
point and floating-point division. 



Result: The contents of the data item 
receiving the wrong-sized value are unde- 
fined. 

Standard .System Actiom In the absence of 
an on-unit, the system prints a message and 
raises the ERROR condition. 

Status: SIZE is disabled within the scope 
of a NOSIZE condition prefix and elsewhere 
throughout the program, except within the 
scope of a condition prefix specifying 
SIZE. 



Result; The result of a division 
is undefined. 



by zero 



Sta ndard System Action: In the absence of 
an on-unit, the system prints a message and 
raises the ERROR condition. 

Sta tus ; ZERODIVIDE is enabled throughout 
the program,, except within the scope of a 
condition prefix specifying NOZERODIVIDE. 



Normal 



Return : 



specified for 



If a null on-unit is 
this condition, control 
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returns to the point immediately 
the point of interrupt. 



INPUT/OUTPUT CONDITIONS 



following After ENDPAGE has been raised,, a 
page can be started in either of 
following ways: 

1. Execution of a PAGE option or a 
format item. 



new 
the 



PAGE 



rue input/output conditions are always 
enabled and cannot appear in condition 
prefixes; they can be specified only in ON, 
SIGNAL, and REVERT statements. 



£he_ : 3NDFILE_Condition 

General_Format_:_ ENDFILE ( file-name j 

5§.sc£i£ti°!2:i Tne ENDFILE condition can be 
raised during ci GET or READ operation; it 
is caused by an attempt to read past the 
file delimiter of the file named in the GET 
or READ statement. 

After ENDFILE has been raised, the file 
should be closed. 



2. Execution of a LINE option or a LIME 
format item specifying a line number 
less than or equal to the current line 
number. 

When either of these occurs, a new page 
is started in the same way that it is when 
a PAGE option is executed, i.e.,, ENDPAGE is 
not raised and the current line is set to 
1. If a new page is not started,, the 
current line number may increase indefin- 
itely. 

If ENDPAGE is raised during data trans- 
mission, then, on return from a null on- 
unit,, the data is written on the current 
line. If ENDPAGE results from a LINE or 
SKIP option, then, on return from a null 
on-unit, the action specified by LINE or 
SKIP is ignored. 



Standard System_ActiorK_ In the absence of 

an on-unit, the; system prints a message and 
raises the ERROR condition. 

Status^ The ENDFILE condition is always 
enabled; it cannot be disabled. 

Normal Return^. A null on-unit ceinnot be 

specified for this condition. 



Standard System Action: In the absence of 
an on-unit,, the system starts a new page. 



Status: ENDPAGE is always enabled; 
cannot be disabled. 



it 



Normal Return: Upon the execution of a 

null on-unit for this condition, execution 
of the PUT statement continues in the 
manner described above. 



The tiNDPAGE Condition 



Jeneral Format 



ENDPAGE (file-name) 



The KEY Condition 



The "file name" must be the name; 
file having the PRINT attribute., 

Description! The ENDPAGE conditi 
raised when a PUT statement result. 
attempt to start a new line beyo 
limit specified for the current page 
limit can be specified by the P 
option in an OPEN statement. If P 
has not been specified, an instal 
defined system limit applies. The 
to exceed the limit may be made duri 
transmission (including any forma 
specif ied in the PUT statement) , 
LINE option, or by the SKIP 
ENDPAGE is raised only once per page 



of 



on is 
s in an 
nd the 
This 
AGESIZE 
AGESIZE 
lation- 
attempt 
ng data 
t items 
by the 
option. 



tfhen ENDPAGE is raised, the current line 
number is one greater than theit specified 
by the PASESIZE option (or the default) so 
that it is possible to continue writing on 
the same page. 



Ge neral Format: KEY (file-name) 

Description: The KEY condition can be 
raised only during operations on keyed 
records. It is raised in ciny of the 
following cases: 

1. The keyed record cannot be found for a 
READ or REWRITE statement. 

2. An attempt is made to add s. duplicate 
key by a WRITE or LOCATE statement. 

3. The key has not been specified cor- 
rectly. 

4. No space is available to add the keyed 
record. 

Standa rd Syste m Actio n: In the absence of 
an on-unit, the system prints a message and 
raises the ERROR condition. 
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Status! KEY is always enabled; it cannot 
be disabled. 

No£0?.§.i_5®turn! A null on-unit cannot be 
specified for this condition. 



The RECORD Condition 



Sener a 1_ Format^ RECORD (file-name) 

Description! The RECORD condition can be 
raised only during a READ,, WRITE, REWRITE,,, 
or LOCATE operation. It is raised by 
either of the following: 



1. 



2. 



The size of the record is greater than 
the size of the variable. 



The size of the record is 
th€» size of the variable. 



less than 



It is raised by a permanent transmission 
error and,, as a result, any data transmit- 
ted is potentially incorrect. During 
input, the condition is raised after 
assignment of the potentially incorrect 
data item or record. During output,, the 
condition is raised after the transmission 
of the potentially incorrect data item or 
record has been attempted. 

Standard System Action : In the absence of 
an on-unit, the system prints a message and 
raises the ERROR condition. 



Status : TRANSMIT is 
cannot be disabled. 



always enabled; it 



Normal Retur n: Upon execution of a null 
on-unit, processing continues with the next 
data item for STREAM input/output,, or the 
next statement for RECORD input/output. 



If the size of the record is greater 
than the size of the variable, the excess 
data in the record is lost on input and is 
unpredictable on output. If the size of 
the record is less than the size of the 
variable, the excess data in the variable 
is not transmitted on output and is unalt- 
ered on input. 

Standarc|_System_Action! In the absence of 
an on-unit, the system prints a message and 
raises the ERROR condition. 

Status! RECORD is always enabled; it can- 
not be (3Lisabled. 

Normal_Return! Upon execution of a null 
on-unit,, execution continues with the 
statement immediately following the one for 
which RECORD occurred. 



The TRANSMIT Condition 



General __Fgr mat! TRANSMIT (file- name) 

Description: The TRANSMIT condition can be 
raised during any input/output operation. 



SYSTEM ACTION CONDITION 



The ERROR Condition 



Descri ption: The ERROR condition is raised 
under the following circumstances: 

1. As a result of the standard system 
action for an ON-condition for which 
that action is to "print an error 
message and raise the ERROR condition" 

2. As a result of an error (for which 
there is no ON-condition) occurring 
during program execution 

Sta ndard System Action: In the absence of 
an on-unit, the D-Compiler prints a message 
and returns control to the operating system 
control program. 

Status: ERROR is always enabled; it cannot 
be disabled. 

Normal Return: Upon execution of a null 
on-unit, control is returned to the operat- 
ing system control program. 
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SECTION I: ATTRIBUTES 



A name appearing in a PL/I program may 
have one of many different meanings. It 
may, for example, be a variable referring 
to arithmetic data items; it may be a file 
name; it may be a variable referring to a 
character string, or it may be a .'statement 
label or a variable referring to a state- 
ment label. 



Properties, or characteristics, of the 
values a name represents (for example, 
arithmetic characteristics of data items 
represented by an arithmetic varicible) and 
other properties of the name itself (such 
as scope, storage class, etc.) together 
make up the set of attributes that can be 
associated with a name. 



The attributes enable the compiler to 
assign a unigue meaning to the identifier 
specified in a DECLARE statement. For 
example, if the variable is an arithmetic 
data variable, the base, scale, and preci- 
sion attributes must be associated with the 
name. Associated attributes are those 
specified in a DECLARE statement or assumed 
by default. 

This section discusses the different 
attributes. The attributes are grouped by 
function and then detailed discussions fol- 
low, in alphabetic order, showing the 
rules, defaults, and format for each attri- 
bute. 



Factoring of Attributes 



Except for the dimension and file des- 
cription attributes, any attributes comniion 
to several names can be factored in a 
declaration to eliminate repeated specifi- 
cation of the same attribute for many 
identifiers. Factoring is achieved by 
enclosing the names in parentheses, and 
following this by the set of attributes 
which apply. All factored attributes must 
a PPly to a ll of the names. No factored 
attribute can be overridden for any of the 
names, but any name within the list may be 
given other attributes so long as there is 
no conflict with the factored attributes. 
For the D-Compiler, factoring can be nested 
to a level of eight. See the fourth 
example below for an illustration of such 
nesting. 

Names within the parenthesized list are 
separated by commas. 

Notei Structure level numbers can also be 
factored,, but a factored level number must 
precede the parenthesized list. 

Examples : 

DECLARE (A, B,C„D) BINARY FIXED (31); 

DECLARE ( E DECIMAL (6,5), 

F CHARACTER (10)) STATIC; 

DECLARE 1A, 2(B,C,D) BINARY FIXED 
(15), ...; 



DECLARE ((A,B) FIXED (10), C 
(5)) EXTERNAL; 



FLOAT 



SPECIFICATION OF ATTRIBUTES 



Attributes specified in a DECLARE state- 
ment are separated by blanks. Except for 
the dimension, length, FILE, and precision 
attribute specifications, they may appear 
in any order. The dimension attribute 
specification must immediately follow the 
array name; the length and precision attri- 
bute specifications must follow one of 
their associated attributes; the FILE 
attribute must appear first in the declara- 
tion of a file name. A comma must, follow 
the last attribute specification for a 
particular name* (or the name itself „ if no 
attributes are specified with it) ,. unless 
it is the last name in the DECLARE, state- 
ment,, in which case the semicolon is used. 



DATA ATTRIBUTES 



PROBLEM DATA 



Attributes for problem data are used to 
describe arithmetic and string variables. 
Arithmetic variables have attributes that 
specify the base,, scale, and precision of 
the data items. String variables have 
attributes that specify whether the vari- 
able represents character strings or bit 
strings and that specify the length to be 
maintained. The arithmetic datci attributes 
are: 
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BINARY I DECIMAL 



FILE DESCRIPTION ATTRIBUTES 



FIXED | FLOAT 

(precision) 

PICTURE 

The string data attributes are: 

BIT | CHARACTER 

(length) 

PICTURE 

Other attributes can also be declared 
for data variables. The DEFINED attribute 
specifies that the data item is to occupy 
the same storage area as that assigned to 
other data. The storage class and scope 
attributes also apply to data. 

Three other attributes apply only to 
data aggregates. For array variables, the 
dimension attribute specifies the number of 
dimensions and the bounds of an array. The 
ALIGNED and PACKED attributes specify the 
arrangement in storage of string or numeric 
character data elements within data aggre- 
gates. 



PROGRAM CONTROL DATA 



The file description attributes esta- 
blish an identifier as a file name and 
describe characteristics for that file, 
e.g., how the data of the file is to be 
transmitted, whether records of a file are 
to be buffered. If the same file name is 
declared in more than one external proce- 
dure, the declarations must not conflict. 
Except for a file name parameter, a file 
name must always have the EXTERNAL attri- 
bute, either explicitly or by default; file 
name parameters cannot have a scope attri- 
bute. 

The file description attributes are: 

FILE 

STREAM | RECORD 

INPUT | OUTPUT | UPDATE 

PRINT 

SEQUENTIAL | DIRECT 

BUFFERED | UNBUFFERED 

BACKWARDS 

ENVIRONMENT (option- list) 

KEYED 



attributes for program control data 
specify that the associated name is to be 
used by the programmer to control the 
execution of his program. The program 
control attributes are LABEL and POINTER. 



SCOPE ATTRIBUTES 



ENTRY NAME ATTRIBUTES 



The entry name attributes identify the 
name being declared as an entry name and 
describe features of that entry point. For 
example, the attribute BUILTIN specifies 
that the reference to the associated name 
within the scope of the declaration is 
interpreted as a reference to the built-in 
function or pseudo-variable of the same 
name. The entry name attributes are: 

ENTRY 

RETURNS 

BUILTIN 



The scope? attributes specify whether or 
not a name may be known in another external 
procedure. The scope attributes are EXTER- 
NAL and INTERNAL. For a discussion of the 
scope of neirnes, see Part I, Chapter 7, 
"Recognition of Names." 

All external declarations for the same 
identifier in a program are linked as 
declarations of the same name. The scope 
of this name is the union of the scopes of 
all the external declarations for this 
identifier. 

In all of the external declarations for 
the same identifier, the attributes 
declared must be consistent, since the 
declarations all involve a single name. 
For example, it would be an error if the 
identifier ID were declared as an EXTERNAL 
file name in one procedure and as an 
EXTERNAL entry name in another procedure in 
the same program. 
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The INTERNAL attribute specifies that 
the declared name cannot be known in any 
other block except those contained in the 
block in which the declaration is nade. It 
cannot be specified for a file name. 

The same identifier may be declared with 
the INTERNAL attribute in more than one 
block without regard to whether the attri- 
butes given in one block are consistent 
with the attributes given in another block, 
since the compiler regards such declara- 
tions as referring to different names. 



STORAGE CLASS ATTRIBUTES 



same type, there should be no unused stor- 
age between two adjacent elements. In 
other cases, some unused space may appear., 
but storage is to be conserved when possi- 
ble. The PACKED attribute permits overlay 
defining. 



ALIGNED allows the compiler to choose 
the alignment for each string data element 
within the aggregate to suit the environ- 
ment. For System/360 implementations, the 
alignment is on byte boundaries. Two adja- 
cent string or numeric character elements 
of an homogeneous aggregate with the 
ALIGNED attribute may not necessarily occu- 
py contiguous storage, if a more efficient 
program is possible. 



The storage class attributes are used to 
specify the type of storage for a data 
variable. The storage class attributes 

are:: 



Note^ The ALIGNED and PACKED attributes 
have no effect when the data itself 
requires full-word or double-word align- 
ment. 



STATIC 

AUTOMATIC 

BASED (pointer- variable) 



General format: 

ALIGNED | PACKED 
General rules: 



ALPHABETIC LIST OF ATTRIBUTES 



1. Arguments to be passed to the STRING 
built-in function must be PACKED 
structures. 



following are detailed descriptions of 
the attributes, listed in alphabetic order. 
Alternative attributes are discussed 
together, with the discussion list€'d in the 
alphabetic location of the attribute whose 
name; is the lowest in alphabetic order. A 
cross-reference to the combined discussion 
appears wherever an alternative appears in 
the alphabetic listing. 



2. The PACKED attribute cannot be speci- 
fied for aggregates containing bit 

strings. 

3. PACKED must be specified for data 
aggregates used in overlay defining. 

Assumptions : 

1. The default for major structures is 
PACKED. 



^LIGNED_and_PACKED_XArray_and_Structure 
Attributes) 



2. The default for arrays that are not 
part of structures is ALIGNED. 



The ALIGNED and PACKED attributes speci- 
fy the arrangement in storage of string or 
numeric character data elements within data 
aggregates. Either attribute may be speci- 
fied for the name of a major structure or 
the name of an array that is not itself 
part of a structure. 

PACKED specifies that each character 
string or numeric character field element 
is to be packed in storage contiguous with 
the character string or numeric character 
elements that surround it. If all the data 
elements of the aggregates are character 
string or numeric character items of the 



AUTOMATIC, STAT IC, and BASED (Storage Clas s 
Attributes) 



The storage class attributes are used to 
specify the type of storage allocation to 
be used for data variables. 

AUTOMATIC specifies that storage is to 
be allocated upon each entry to the block 
to which the storage declaration is inter- 
nal. The storage is released upon exit 
from the block. 
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STATIC specifies that storage is to be 
allocated when the program is loaded and is 
not to be released until program execution 
has been completed. 



The BASED (pointer-variable) attribute 
specifies a variable that is a description 
of data that can be applied to different 
locations in storage. 

General format: 

STATIC | AUTOMATIC | BASED (pointer- variable) 

General rules: 

1. AUTOMATIC and BASED variables can have 
INTERNAL scope only. STATIC variables 
may have either INTERNAL or EXTERNAL 
scope. 

2. Storage class attributes cannot be 
specified for entry names, file names, 
members of structures, DEFINED data 
items, or parameters. 

3. For a. structure variable, a storage 
class attribute can be given only for 
the; major structure name. The attri- 
bute then applies to all elements of 
the; structure. 

4. The following rules govern the use of 
based variables: 

a. The pointer variable must be 
explicitly declared with the POIN- 
TER attribute. The pointer vari- 
able must be an unsubscripted ele- 
ment variable and must not be an 
element of a structure; it cannot 
have the BASED attribute. 

b. When reference is made to a based 
variable, the data attributes 
assumed are those of the based 
variable, while the associated 
pointer variable identifies the 
location of data. 

c. A based variable may be used to 
identify and describe existing 
data or to obtain storage in a 
buffer by use of the LOCATE state- 
ment. 

d. The attribute EXTERNAL cannot 
appear with a based variable dec- 
laration,, but a based variable can 
be used with an EXTERNAL pointer 
variable. 

Assumptions: 

1. If no storage class attribute is spec- 
ified and the scope is INTERNAL,, AUTO- 
MATIC is assumed. 



If no storage class attribute is spec- 
ified and the scope is EXTERNAL, STA- 
TIC is assumed. 

If neither the storage class nor the 
scope attribute is specified, AUTOMAT- 
IC is assumed. 



BACKWA RDS (F i le Descr iption Attribute^ 



The BACKWARDS attribute specifies that 
the records of a SEQUENTIAL INPUT file on 
magnetic tape are to be accessed in reverse 
order, i.e., from the last record to the 
first record. 

General format: 

BACKWARDS 

General rules: 

1. The BACKWARDS attribute applies to 
RECORD files only; thus, it conflicts 
with the STREAM attribute. 

2. The BACKWARDS attribute applies to 
tape files only. 

3. The BACKWARDS attribute cannot be 
specified for variable length records. 



BASED (Stora ge Class At tribute) 



See AUTOMATIC. 



BINARY and DECIMAL (Arithmetic Data 
Attributes) 



The BINARY and DECIMAL attributes speci- 
fy the base of the data items represented 
by the arithmetic variable as either binary 
or decimal . 

General format: 

BINARY | DECIMAL 

General rule: 

The BINARY or DECIMAL attribute cannot 
be specified with the PICTURE attribute. 

Assumptions: 

Undeclared identifiers (or identifiers 
declared only with one or more of the 
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dimension, PACKED, ALIGNED,, storage class, 
and scope attribute's) are assumed to be 
arithmetic variables with assigned attri- 
butes depending upon the initial letter. 
For identifiers beginning with any letter I 
through N, the default attributes are FIXED 
BINARY (15) . For identifiers beginning 
with any other alphabetic chareicter the 
default attributes are FLOAT DECIMAL (6). 
If FIXED or FLOAT is declared, then DECIMAL 
is assumed. If DECIMAL or BINARY is 
declared, FLOAT is assumed. The default 
precisions are those defined for System/360 
implementations . 

Example: 



6. Bit strings cannot appe;ar in aggre- 
gates having the PACKED attribute. 



BUFFERED and UNBUFFERED (File Description 
Attributes) 



The BUFFERED attribute specifies that 
during transmission to and from external 
storage each record of a SEQUENTIAL RECORD 
file must pass through intermediate storage 
buffers that can be addressed through the 
use of based variables. 



DECLARE A BINARY, B DECIMAL; 

Ihe defaults for A are FLOAT(21); 
defaults for B are FL0AT(6). 



§I3!_and_CHARACTER_lString_At tributes). 



The UNBUFFERED attribute specifies that 
such records do not pass through buffers, 
the No hidden buffers are used by the D- 
Compiler for UNBUFFERED files. 

General format: 

BUFFERED I UNBUFFERED 



The BIT and CHARACTER attributes are 
used to specify string variables. The BIT 
attribute specifies a bit string. The 
CHARACTER attribute specifies a character 
string. The length attribute for the 
string must also be specified. 



General format: 



{' BIT "^ 
. CHARACTER J 



General rules: 



(length) 



1. The length attribute specifies the 
length of the declared string. It 
must be a decimal integer constant, 
unsigned and greater than zero. The 
maximum length specification is 255 
for character strings and 64 for bit 
strings. 

2. The length attribute must immediately 
follow the CHARACTER or BIT attribute 
at the same factoring level with or 
without intervening blanks. 

3. The BIT and CHARACTER attributes can- 
not be specified with the PICTURE 
attribute. 

4. The PICTURE attribute can be used 
instead of CHARACTER to declare a 
character-string variable (see the 
PICTURE attribute). 

5. All of the string attributes must be 
declared explicitly unless the PICTURE 
attribute is used. There are no 
defaults for string data. 



General rules: 

1. The BUFFERED and UNBUFFERED attributes 
can be specified for SEQUENTIAL RECORD 
files only; thus if a file with the 
STREAM or DIRECT attribute cannot have 
one of these attributes. 

2. The UNBUFFERED attribute must not be 
specified for variable length or 
blocked records. 

3. The UNBUFFERED attribute can be speci- 
fied only for files associated with 
magnetic tape or direct access devi- 
ces. 

Assumption: 

Default is BUFFERED. 



BUILTIN (Entry Attribute) 



The BUILTIN attribute specifies that any 
reference to the associated name within the 
scope of the declaration is to be inter- 
preted as a reference to the built-in 
function or pseudo-variable of the same 
name. 

General format: 

BUILTIN 

General rules: 

1. BUILTIN is used to refer to a built-in 
function or pseudo-variable; in a block 
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that is contained in another block in 
which the same identifier has been 
declared to have another meaning. 

If the BUILTIN attribute is declared 
for an entry name, the entry name can 
have no other attributes. 



The BUILTIN attribute 
declared for parameters. 



iSARACTfcR_03tring__Attribute)_ 



cannot be 



3. 



attribute, it cannot be a based vari- 
able, and it cannot be a parameter. 

The base identifier cannot be a minor 
structure or an element of a struc- 
ture. 



There are two types of defining,, corres- 
pondence defining and overlay defining. If 
both the defined item and base identifier 
are arrays with the same number of dimen- 
sions,, corr esponden ce defining is in 

effect. In all other cases,, overlay ..defin- 
ing^ is in effect. 



See BIT. 



Correspondenc e Defini ng 



DECIMAL (Arithmetic Data Attribute) 



See BINARY. 



DEFINED (Data Attribute) 



The DEFINED attribute specifies that the 
variable being declared is to represent 
part or all of the same storage as that 
assigned to other data. The DEFINED attri- 
bute can be declared for element, array, or 
major structure variables. 

General format: 

DEFINED base-identifier 

The "base identifier" is the variable whose 
storage is also to be represented by the 
variable being declared. 

Rules for defining: 

1. The storage class and scope attributes 
cannot be specified for the defined 
item. It should be noted that 
although the base can have the EXTER- 
NAL attribute,, the defined item always 
has the INTERNAL attribute and cannot 
be declared with any scope attribute. 
If the base is external, its name will 
be known in all blocks in which it is 
declared external, but the name of the 
defined item will not. However, the 
value of the defined item will be 
changed if the value of the base item 
is changed in any block. 

2. The base identifier must always be 
known within the block in which the 
defined item is declared. The base 
identifier cannot have the DEFINED 



Correspondence defining means that a 
reference to an element of the defined item 
is interpreted as a reference to the cor- 
responding element of the base identifier. 

Corresponding arrays must have the same 
number of dimensions and bounds. The ele- 
ments of the base identifier and the ele- 
ments of the defined item must have the 
same description. 



O verlay Defining 



Overlay defining means that the defined 
item is to occupy part or all of the 
storage allocated to the base. In this 
way,, changes to the value of either vari- 
able may be reflected in the value of the 
other. Overlay defining is permitted 
between the items shown in Figure 1-1: 

Rule for overlay defining: 

The extent of the defined item must not 
be larger than the extent of the base. 
Extent is calculated by summing the lengths 
of the parts of the data,, including all 
individual elements of arrays. 



Dimension (Ar ray Attribu te) 



The dimension attribute specifies the 
number of dimensions of an array and the 
bound of each dimension. 

General f ormeit : 

( bound [ ,, bound [, bound ]] ) 
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Defined Item 



Base Identifier 



A coded arithmetic 
element variable 

An element label 
variable 

An element pointer 
variable 

A character classy- 
variable 

A structure 



An unsubscripted coded arithmetic element variable of the same 
base, scale, and precision 

An unsubscripted element label variable 



An unsubscripted element pointer variable 



Character class 1 data 



An identiccil structure whose makeup is such that matching pairs 
of items from the structure are valid examples for overlay de- 
fining of coded arithmetic,, label, and pointer element vari- 
ables. The elements can also be strings or numeric character 
data items of matching lengths. 



1 The character class consists of: 

a. Numeric character data 

b. Character strings 

c. Packed structures consisting of items a, b, and d 

d. Packed arrays consisting of items a and b 



Figure 1-1. Permissible Items for Overlay Defining 



General rules: 



The number of bounds specifies the 
number of dimensions in the array. As 
shown by the general format, the maxi- 
mum number of dimensions allowed by 
the D-Compiler is three. 

Each bound must be an unsigned decimal 
integer constant greater than zero. 
This number specifies the upper bound 
of the corresponding dimension. The 
lower bound is always assumed to be 1. 
Therefore, this number also specifies 
the extent of the corresponding dimen- 
sion. For example, if a bound is 8, 
the extent of that dimension is 1, 
2,.. .,8. 

The dimension attribute must immedi- 
ately follow the array name. Inter- 
vening blanks are optional. It cannot 
be factored. 



DIRECT and SEQUENTIAL (File Description 
Attributes) 



that the records of the file are to be 
accessed by use of a key. Each record of a 
direct file must, therefore, have a key 
associated with it. 

Note that SEQUENTIAL and DIRECT specify 
only the current usage of the file; they do 
not specify physical properties of the data 
set associated with the file. 

General format: 

SEQUENTIAL | DIRECT 

General rules: 

1. DIRECT files must also have the KEYED 
attribute which is implied by DIRECT. 
SEQUENTIAL files must not have the 
KEYED attribute. 

2. The DIRECT and SEQUENTIAL attributes 
cannot be specified with the STREAM 
attribute. 

Assumption: 

Default is SEQUENTIAL for RECORD files.. 



The DIRECT and SEQUENTIAL attributes 
specify the manner in which the records of 
a RECORD file are to be accessed,. SEQUEN- 
TIAL specifies that the records are to be 
accessed according to their logical 
sequence in the data set. DIRECT specifies 



ENTRY Attribute 



The ENTRY attribute specifies that the 
identifier being declared is an entry name. 
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General format: 

ENTRY 
General rules: 

1. The ENTRY attribute must be specified 
for any entry name that is declared 
elsewhere and not known within the 
block if any reference is made to that 
entry name (such as in an argument 
list) unless, within the block: 

a. The entry name appears in a CALL 
statement or a function reference 
with an argument list, either of 
which constitutes a contextual 
declaration of the ENTRY attri- 
bute,, or 

b. The entry name is declared to have 
one of the attributes BUILTIN or 
RETURNS, the latter of which 
implies ENTRY. The ENTRY attri- 
bute cannot be specified for a 
name that is given the BUILTIN 
attribute. 

2. The ENTRY attribute must be explicitly 
declared or implied for an entry name 
that is a parameter. 

3. The ENTRY attribute can be declared 
for an INTERNAL entry name only within 
the block to which the name is inter- 
nal., Internal procedures declared 
with an ENTRY attribute must also be 
given the INTERNAL attribute in the 
same declaration. 

Assumptions: 

The ENTRY attribute can be assumed eith- 
er contextually or by implication, as des- 
cribed in Rule 1. The appearance of a name 
as a label of either a PROCEDURE statement 
or an ENTRY statement constitutes an expli- 
cit declaration of that identifier as an 
entry name. 



EN VI R0NMENT_1F i 1 e_Des cr i 



The ENVIRONMENT attribute is an 
implementation-def ined attribute that 
specifies various file characteristics that 
are not part of the PL/I language. 

General format: 

ENVIRONMENT (option- list) 

The option-list is defined individually 
for each implementation of PL/I. For the 
D-level compiler,, it is as follows: 



(CONSECUTIVE 
[REGIONAL 



VE 1 
<{1|3})J 



fF (b 
V (m 
U (m, 



blocksize [, records 

maxblocksize) 

maxblocksize) 



ize] H 



[BUFFERS (n)] 

MEDIUM ( logical-device-name , 

physical-device- type) 
[LEAVE] [NOLABEL] [VERIFY] 
[KEYLENGTH (decimal-integer-constant) ] 

General rules: 

1. Each file declaration must have an 
associated ENVIRONMENT attribute. 

2. The options must be separated by one 
or more blanks. 

3. The CONSECUTIVE option implies that 
the (n+l)th record of the file is 
located after the nth record of that 
file. An example of an I/O device for 
which the CONSECUTIVE option is manda- 
tory is a card reader or a printer. 
If neither the CONSECUTIVE or the 
REGIONAL option is specified, the CON- 
SECUTIVE option is assigned by 
default. 

4. The REGIONAL option implies that the 
physical location of a record on a 
storage medium is specified by a key. 
The key is specified by the programmer 
and constitutes the only way to access 
the record. The REGIONAL option is 
permitted only for direct access 
files. 

REGIONAL (1) is used for files where 
records are referred to by their rela- 
tive location with respect to the 
first record in the file. The rela- 
tive record number is specified in the 
KEY or KEYFROM options. 

REGIONAL (3) is used for files where 
the records are referred to by the 
location of the track containing this 
record relative to the first track in 
the file and a key associated with the 
record. Both the key and the relative 
track number (which is a part of the 
key) are specified in the options KEY 
or KEYFROM. 

5. The F„ V, and U options are used to 
describe physical records. F speci- 
fies fixed length records, V specifies 
variable length records and U speci- 
fies records of undefined length. 

Fixed-length records require a block 
size specification. The record size 
specification is optional. Both block 
size and record size are specified by 
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means of unsigned decimal integer con- 
stants. The quotient of bLock size 
divided by record size must b€; an 
integer. Fixed -length blocked records 
are constructed if both block size and 
record size are specified. The block- 
ing factor is the block size divided 
by the record size. If only the block 
size is specified,, the record size is 
assumed to be equal to the block size, 
and the file is considered to be 
unblocked. 



If fixed-length blocked records are to 
be transferred by a READ SET or LOCATE 
statement, the record size must be 
divisible by 8. 



When using the V option, the record 
size for records to be transferred by 
means of READ SET or LOCATE statements 
must yield a remainder of 4 after 
division by 8. 



The BUFFERS (n) option, where n must be 
1 or 2, is used to specify the number 
of buffers to be used. The BUFFERS 
option may be used for STREAM files 
even though neither the BUFFERED nor 
the UNBUFFERED attributes are permit- 
ted since STREAM files have hidden 
buffers. The BUFFERS option may also 
be used for BUFFERED RECORD files. 
The UNBUFFERED attribute precludes the 
use of the BUFFERS option. The 
default is BUFFERS (1), 

The MEDIUM option is used to specify 
the logical unit name and the device 
type for the file being declared. 

The logical device name has the form 
SYSxxx, where xxx may be: 

a. IPT - System input device 

b. LST - System output device used 
for listing 

c. PCH - System output device (card 
punch) 

d. 000 through 222 - Logical units 
SYS000 through SYS244 

The device-type specification contains 
the number of the device to be used. 
For instance, if the IBM 1442N1 Card 
Read/Punch is to be used, the option 
would be written as 14 42. Figure 1-2 
shows how the individual device types 
are specified. 

The device types listed in Figure 1-2 
may be assigned to the logical unit 



10. 



11. 



names SYSIPT, SYSLST, and SYSPCH as 
shown in Figure 1-3. 



The LEAVE option is used to specify 
that no rewind operation is to be 
performed at file open or close time. 
It should be given for files that have 
the BACKWARDS attribute to ensure pro- 
per positioning of the file. 



The NOLABEL option is used to specify 
that no file labels are to be proc- 
essed for a magnetic tape file. 



If the NOLABEL option is specified for 
output files,, a tape mark is automat- 
ically written as the first record on 
the tape. Non-standard labels and 
additional user labels are not proc- 
essed. 



The VERIFY option is used to specify 
that a read-check is to be performed 
after every write operation. This 
option is permitted only with direct- 
access devices. 

The KEYLENGTH option is used to 
specify the length of the key for 
input and output operations. This 
option is permitted only with the 
option REGIONAL (3). The minimum key- 
length is 9. 

No te: The key length must not be 
included in the record length. 
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Logical Unit 
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Figure 1-3. 



Assumptions: 



x J 

Device Types Associated to 
SYSIPT, SYSLST, and SYSPCH 



CONSECUTIVE data set organization is 
assumed unless stated otherwise. Tape 
reels are rewound unless the LEAVE option 
is specified. If the BUFFERS (n) option is 
not specified, one buffer is allocated. 



EXTERNAL _and_INTERNAL_iScope^ 



any storage class. EXTERNAL is assumed for 
file names and entry names of external 
procedures . 



FILE Attribute 



The FILE attribute specifies that the 
identifier being declared is a file name. 

General format: 

FILE 

General rule: 

The FILE attribute must be explicitly 
declared for each file name and file name 
parameter. It must be the first attribute 
in a file declaration. 



FIXED and FL OAT (Arith metic Data 
Attributes) 



The FIXED and FLOAT attributes specify 
the scale of the arithmetic variable being 
declared. FIXED specifies that the vari- 
able is to represent fixed-point data 
items. FLOAT specifies that the variable 
is to represent floating-point data items. 

General format: 



The EXTERNAL and INTERNAL attributes 
specify the scope of a name. INTERNAL 
specifies that the name can be known only 
in the declaring block and its contained 
blocks. EXTERNAL specifies that the name 
may be known in other blocks containing an 
external declaration of the same name. 

General format: 

EXTERNAL | INTERNAL 

General rules: 

1. All file names must be external. They 
cannot, be declared as internal. 

2. All external names are restricted by 
the D-Compiler to a maximum length of 
six characters. 

Assumptions: 

INTERNAL is assumed for entry names of 
internal procedures and for variables with 



FIXED | FLOAT 

General rule: 

The FIXED and FLOAT attribures cannot be 
specified with the PICTURE attribute. 

Assumptions: 

Undeclared identifiers (or identifiers 
declared only with one or more of the 
dimension, PACKED, ALIGNED, storage class, 
and scope attributes) are assumed to be 
arithmetic variables with assigned attri- 
butes depending upon the initial letter. 
For identifiers beginning with any letter I 
through N, the default attributes are FIXED 
BINARY (15) . For identifiers beginning 
with any other alphabetic character, the 
default attributes are FLOAT DECIMAL (6). 
If BINARY or DECIMAL is specified,, FLOAT is 
assumed. If FIXED or FLOAT is specified, 
DECIMAL is assumed. The default precisions 
are those defined for System/360 implemen- 
tations. 
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FLOAT (Arithmetic Data Attribute) 



KE YED (File Description Attribu te) 



See FIXED. 



INPJT, OUTPUT, and UPDATE (File Description 
Attributes) 



The INPUT, OUTPUT,, and UPDATE attributes 
indicate the function of the file. INPUT 
specifies that data is to be transmitted 
from the data set to the program, OUTPUT 
specifies that data is to be transmitted 
from the program to the data set, not an 
existing data set, but a newly created one. 
UPDATE specifies that the data can be 
transmitted in either direction; that is, 
the file is both an input and an output 
file. 

General format: 

INPUT | OUTPUT | UPDATE 

General rules: 

1. A file with the INPUT attribute cannot 
have the PRINT attribute. 

2. A file with the OUTPUT attribute can- 
not have the BACKWARDS attribute. 

3. A file with the UPDATE attribute can- 
not have the STREAM, BACKWARDS, or 
PRINT attributes. A declaration of 
UPDATE for a SEQUENTIAL file indicates 
the update-in-place mode. To access 
such a file, the sequence of state- 
ments must be READ, then REWRITE. 

i\ . One of the above attributes must be 
given for each file unless the file 
has been declared with the PRINT 
attribute, in which case, OUTPUT is 
implied. 

5. These attributes must be specified in 
the DECLARE statement except in the 
case of an UNBUFFERED file, in which 
case, INPUT or OUTPUT can be specified 
in the OPEN statement. 

Assumption: 

The PRINT attribute implies OUTPUT. 



The KEYED attribute specifies that each 
record in the file has a key associated 
with it, and that the statement options KEY 
and/or KEYFROM may be used to access 
records in the file. 

General format: 

KEYED 

General rules: 

1. A KEYED file cannot be read sequen- 
tially. 

2. The KEYED attribute can be specified 
for DIRECT files only. 

Assumption: 

The DIRECT attribute implies KEYED. 



LABEL (Program Control D ata Attribu te) 



The LABEL attribute specifies that the 
identifier being declared is a label vari- 
able and is to have statement labels as 
values. 

General format: 

LABEL 

General rules: 

1. The variable can have as values any of 
the statement labels known within the 
scope of the variable. 

2. If the variable is a parameter, its 
value can be any statement label vari- 
able or constant passed £is an argu- 
ment. 

3. An entry name cannot be a value of a 
label variable. 



Length ( St ring Attribute) 



See BIT, 



lNTERNAL_lScope_Attribute)_ 



OUTP UT (F ile Descri ption Attribute) 



See EXTERNAL. 



See INPUT. 
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P^^KED_XArra^_and_Structure_Attribute)_ 



See ALIGNED. 



Editing and suppression characters are 
not allowed in character picture 
specifications. Each picture specifi- 
cation character must represent an 
actual character in the data item. 



PICTURE (Data Attribute) 



The PICTURE attribute is used to define 
the internal and external formats of 
character-string and numeric character data 
and to specify the editing of data. Numer- 
ic character data is data having an arith- 
metic value but stored internally in char- 
acter form. Numeric charcter data must be 
converted to coded arithmetic before arith- 
metic operations can be performed. 

The picture characters are described in 
Section D, "Picture Specification Charac- 
ters. " 

General format: 

PICTURE 

{"' character- picture- specif ication'"^ 
..* numeric-picture-specif ication' J 

K "picture specification," either character 
or numeric, is composed of a string of 
picture characters enclosed in single quo- 
tation marks (as shown in the format) . An 
individual picture character may be preced- 
ed by a repetition factor,, which is an 
unsigned decimal integer constant greater 
than zero, n, enclosed in parentheses, to 
indicate repetition of the character n 
times. Picture characters in a specifi- 
cation are considered to be grouped into 
fields, some of which contain subfields. 

General rules: 

1. The "character picture specification" 
is used to describe a character-string 
data item. Only the picture character 
X can be used. It indicates that the 
associated position in the data item 
can contain any character. At least 
one X must be specified. h character 
picture specification is a single 
field with no contained subfields. 

Example: 

DECLARE ORDER# PICTURE '(13)X'; 

This declaration specifies that values 
of ORDER# are to be character strings 
of length 13. For example, the char- 
acter string "GF342-63-0024* would fit 
this description. 



2. The "numeric picture specification" is 
used to describe a character item that 
represents an arithmetic value or a 
character-string value, depending on 
its use. A numeric picture specifi- 
cation can consist of one or more 
fields, some of which can be divided 
into subfields. A single field is 
used to describe a fixed-point number 
or the mantissa of a floating-point 
number. Either may be divided into 
two subfields, one describing the 
integer portion, the other describing 
the fractional portion. For floating- 
point numbers, a second field is 
required to describe the exponent; it 
cannot be divided into subfields . 
Four basic picture characters can be 
used in a numeric picture specifi- 
cation: 

9 indicating any decimal digit 

V indicating the assumed location of 
a decimal point. It does not 
specify an actual character in the 
character-string value of the data 
item., It indicates the end of a 
subfield of a picture specifi- 
cation. 

K indicating, for floating-point 
data items, that the exponent 
should be assumed to begin at the 
position associated with the pic- 
ture character following the K. 
It does not specify an actual 
charcicter in the character-string 
value of the data item. The K 
delimits the two fields of the 
specification. 

E indicating, for floating-point 
data items,, that the associated 
position will contain the letter E 
to indicate the beginning of the 
exponent. The E also delimits the 
two fields. 

In addition to these characters, zero 
suppression characters, editing char- 
acters,, and sign characters may be 
included in a numeric picture specifi- 
cation to indicate editing. Editing 
characters are not a part of the 
arithmetic value of a numeric charac- 
ter datci item,, but they are a part of 
its cha -acter-string value. Each 
numeric picture specification must 
include at least one digit specifier. 
Repetition factors are allowed in 
numeric picture specifications. 
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A numeric character data item can have 
only a decimal base. Its scale and 
precision are specified by the picture 
characters. The PICTURE attribute 
cannot be specified in combination 
with base, scale, or precision attri- 
butes. 

The following paragraphs indicate the 
combinations of picture characters for 
different arithmetic data formats.. 

a. Decimal fixed-point items are des- 
cribed in the following general 
form: 

PICTURE ' [9] . . . [V] [9] ..." 

Sign, editing, and zero suppres- 
sion picture characters can be 
included in a fixed-point specifi- 
cation. The V may not appear more 
than once in a specification, 
although it may be used in combi- 
nation with the decimal point (.) 
or comma (,) editing characters, 
which cause insertion of a period 
or comma. If no V is included, 
the decimal point is assumed to be 
to the right of the rightmost 
digit. Only one sign indicfition 
can be included in the field. The 
specification must include at 
least one digit position. 

Example: 

DECLARE A PICTURE '999V99'; 

This specification describes 
numeric character items of five 
digits, two of which are assumed 
to be fractional digits. 

b. Decimal floating-point items are 
described by the following general 
form: 

PICTURE * [9] . .. [V] [9] . . . [E|K}9[9] • 
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5. 



sion picture characters can be 
included in a floating-point 
specification. One sign indica- 
tion is allowed for each field. 
Only one V is allowed, and it can 
appear in the first field only. 
As with fixed-point specifi- 
cations, the V may appear in com- 
bination with the decimal point 
editing character (as .V or V. ) . 
X, T, I, R, CR„ DB, and sterling 
picture characters are not 
allowed. 

The precision of a numeric character 
variable is dependent upon the number 
of digit positions, actual and condi- 
tional. Digit positions can be speci- 
fied by the following characters: 

9 which is an actual digit character 



"^ which 
/ acter 



are conditional digit char- 
s specifying zero suppression 



which are digit characters speci- 
fying an overpunch 
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Sign,, editing, and zero suppres- 



A variable representing sterling data 
items can be specified by using a 
numeric picture specification that 
consists of three fields, one each for 
pounds, shillings, and pence. The 
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pence field can be divided into two 
subfields. Data so described is 
stored in character format as three 
contiguous numbers corresponding to 
each of the three fields. If any 
arithmetic operations are specified 
for the variable, its value is con- 
verted to coded fixed-point decimal 
representing the value in pence. 
Sterling picture specifications have 
the following form: 

PICTURE 

' G [editing-character-1] . . . 

M. pounds-field 

M [separator-13 . . . 

shillings-field 
M [separator-2] . . . 
pence-field 
[editing-character-2] . . . ' 

Picture specifications characters, 
editing characters, and separators 
that can be used in any of these 
fields are discussed in Section D, 
"Picture Specification Characters." 
The precision (p,q) of a sterling data 
item is defined as follows: 



q = number of fractional digits 
the pence field. 



xn 



3 + q + the number of digit 
positions, actual and condi- 
tional, in the pounds field. 



POINTER (Program Control Data Attribute) 



The POINTER attribute specifies that the 
identifier being declared is a pointer 
variable and can be used to identify data 
existing in any storage class. 

General format: 

POINTER 

General rules: 

1. The POINTER attribute can be given to 
an identifier only via a DECLARE 
statement. Thus, a pointer variable 
must be explicitly declared with the 
POINTER attribute. 

2,. The value of a pointer variable can be 
established in two ways: 

a. by pointer assignment. 

b. by the SET clause in a READ or 
LOCATE statement. 

3. Pointer data cannot appear as an oper- 
and in an arithmetic expression, nor 



4. 



5. 



6. 



can conversions be performed between 
pointer data and other data types. 

The only operators that can be applied 
directly to pointer data are the com- 
parison operators = and t=. 

Pointer data cannot be read or written 
via STREAM transmission. 

A pointer variable cannot have the 
BASED attribute. Therefore, a pointer 
variable cannot be an element of a 
structure having the BASED attribute. 



Precision (Arithmetic Data Attribute) 



The precision attribute is used to spec- 
ify the minimum number of significant 
digits to be maintained for the values of 
variables, and to specify, for fixed-point 
decimal variables, the scale factor (the 
assumed position of the decimal point) . 
The precision attribute applies to both 
binary and decimal data. 

General format: 

(number-of-digits [, scale-factor] ) 

The "number of digits" and "scale factor" 
are unsigned decimal integer constants. 
The "number of digits" cannot be zero. The 
precision attribute specification is often 
represented,, for brevity, as (p,q) , where p 
represents the "number of digits" and g 
represents the "scale factor." 

General rules: 

1. The precision attribute must immedi- 
ately follow, with or without inter- 
vening blanks, the scale (FIXED or 
FLOAT), or base (DECIMAL or BINARY) 
attribute at the same factoring level. 

2. The "number of digits" specifies the 
number of digits to be maintained for 
data items assigned to the variable. 
The scale factor specifies the number 
of fractional digits. No point is 
actually present; its location is 
assumed. 

3. The "scale-factor" is a decimal inte- 
ger constant that states the number of 
digits to the right of the decimal 
point. It can be used only with 
decimal fixed- point variables. A 
binary fixed-point variable may rep- 
resent only integer numbers and there- 
fore always has an assumed scale fac- 
tor of zero. 
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4. When the scale factor is not specified 
for decimal fixed-point data, it is 
assumed to be zero; that is, the 
variable is to represent integers., 

5. The scale factor can be larger than 
the number of digits. Such a scale 
factor always specifies a fraction, 
with the decimal point assumed to be 
located the specified number of digit 
places to the left of the rightmost 
actual digit. Intervening zeros are 
assumed, but they are not. stored; only 
the specified number of digits are 
actually stored. 

6. The precision attribute cannot be 
specified in combination with the PIC- 
TURE attribute. 

7. The maximum number of digits allowed 
for System/36 implementations is 15 
for decimal fixed-point data, 31 for 
binary fixed-point data, 16 for deci- 
mal floating-point data, and 53 for 
binary floating-point data. For the 
D-Compiler the scale factor cannot be 
greater than 15. 

Assumptions: 

The defaults for the D-Compiler are: as 
follows: 

(5,0) for DECIMAL FIXED 

(15) for BINARY FIXED 

(6) for DECIMAL FLOAT 



reserved for ASA printer control char- 
acters. Any length specification of 
the record must be 1 plus the length 
of the print line to account for this 
control character. These control 
characters are set by the PAGE, SKIP, 
or LINE format items or options. 



Assumption: 

If no FILE or STRING 
appears in a PUT statement, 
output file is assumed. 



specification 
the standard 



RECORD and STREAM (File Description 
Attributes) 
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(21) for BINARY FLOAT 



General format: 



PEINT_XFile_Description_Attribute)_ 



RECORD I STREAM 



General rules: 



The PRINT attribute specifies that the 
data of the file is ultimately to be 
printed. The PAGE, LINE, and SKIP options 
of the PUT statement and the PAGESIZE 
option of the OPEN statement can be used 
only with files having the PRINT attribute. 
These options are described in Section J, 
"Statements". 

General format: 

PRINT 

General rules: 

1. The PRINT attribute implies the OUTPUT 
and STREAM attributes. 

2. The PRINT attribute causes the initial 
data byte within each record to be 



1. A file with the STREAM attribute can 
be specified only in the OPEN, CLOSE, 
GET, and PUT statements. 

2. A file with the RECORD attribute can 
be specified only in the OPEN, CLOSE, 
READ, WRITE, REWRITE,, and LOCATE 
statements. 

3. A file with the STREAM attribute can- 
not have any of the following attri- 
butes: UPDATE, DIRECT, SEQUENTIAL, 
BACKWARDS, BUFFERED, UNBUFFERED, and 
KEYED . 



4. A file with the RECORD attribute 
not have the PRINT attribute. 

Assumptions: 

Default is STREAM. 



can- 
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RETURNS (Entry Name Attribute) 



The RETURNS attribute may be specified 
in a DECLARE statement for an entry name 
that is used in a function reference within 
the scope of the declaration. It is used 
to describe the attributes of the function 
value returned when that entry name is 
invoked as a function. 

General format: 

RETURNS (attribute ) 

It is used in the following manner: 

DECLARE entry-name [ENTRY] 
RETURNS (attribute...); 

General rules: 



specified only in a DECLARE statement 
that is internal to the same block as 
the function procedure. 

5. Unless default attributes for the 
entry name apply, any invocation of a 
function must appear within the scope 
of a RETURNS attribute declaration for 
the entry name. 

Assumptions: 

If the RETURNS attribute is not speci- 
fied within the scope of a function ref- 
erence, the defaults assumed for the 
returned value are FIXED BINARY (15) if the 
entry name begins with any of the letters I 
through N; otherwise, the defaults are 
FLOAT DECIMAL (6). Default precisions are 
those defined for System/360 implementa- 
tions. 



The RETURNS attribute implies the 
ENTRY attribute, and, hence, ENTRY can 
be omitted. 

The attributes in the parenthesized 
list following the keyword RETURNS are 
separated by blanks. They must agree 
with the attributes specified (or 
assumed by default) in the PROCEDURE 
or ENTRY statement to which the entry 
name is prefixed. If the attributes 
of the actual value returned do not 
agree with those declared with the 
RETURNS attribute, no conversion will 
be performed. 

Only arithmetic,, string, PICTURE, or 
POINTER attributes can be specified. 

Internal procedures declared with a 
RETURNS attribute must also be given 
the INTERNAL attribute in the same 
declaration. For an internal func- 
tion,, the RETURNS attribute can be 



SEQUENTIAL (File Description Attribute) 



See DIRECT. 



STATIC (Stor ag e Class Att ribute) 



See AUTOMATIC. 



STREAM (File Description Attribute) 



See RECORD. 



UPDATE (File Description _Attribute) 



See INPUT. 
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SECTION J: STATEMENTS 



This section presents the PL/I state- 
ments in alphabetical order. Most state- 
ments are accompanied by the following 
inf Drmation: 



1. 



4. 



Function -- a short description of the 
meaning and use of the statement 



General format — the 
statement 



syntax of the 



Syntax rules — rules of syntax that 
are not reflected in the general for- 
mat 

General rules — rules governing the 
use of the statement and its meeming 
in a PL/I program 



Th e Assignment Statement 



Function: 

The assignment statement evaluates 
expressions and assigns values to elements, 
arrays, or structures. 

General formats: 

The assignment statement has five gener- 
al format types. They are as shown in 
Figure J-l. 

Syntax rules: 

1. In Type 1, the variable in the receiv- 
ing field (i.e.,, to the left of the 
equal sign) must represent a single 



element- expression; 



Typel. Element Assignment 

I element-variable 

J pseudo-variable 

Type_2. Array_Assignment 

array- express ion 

element- express ion 

1 T XI2§_2.^ Structure Assignment 

Structure-expression 

element- express ion 
T^pe_4^ Statement_Label_Assignment_^2 



array- variable 



structure- variable 



a. element-label-variable = 



label- const ant 
b. label-array = ^ element-label-variable 
label-cirray 



i label-constant | 

element-label-variable J 

}• 



Type_5 i Pointer Assignment (2 forms) 

a. element-pointer-variaible = element-pointer-expression; 

element- pointer-express ion 
pointer-array 
Figure J-l. Assignment Statement Types 



b. pointer-array 
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element whose data type is arithmetic 
or string. 

In Type 2, the variable in the receiv- 
ing field must represent an array of 
arithmetic or string elements. 

If an element expression appears to 
the right of the equal sign, the value 
of the expression is assigned to each 
element of the array in the receiving 
field. 

If an array expression appears to the 
right of the equal sign, all of the 
arrays in the receiving field and all 
array operands in the expression must 
have the same number of dimensions and 
identical bounds. 

In Type 3, the variable in the receiv- 
ing field must represent a structure 
and each element of the structure must 
be an arithmetic or string element. 
(Pointer and label elements are also 
allowed, but these are special cases; 
see general rule 3.) 

If an element expression appears to 
the right of the equal sign, the value 
of the expression is assigned to every 
element of the structure in the 
receiving field. 

If a structure expression appears to 
the right of the equal sign, then, the 
relative structuring of all structures 
on. both sides must be the same. 

In Type 4 , item b,, if a label constant 
or an element label variable appears 
on the right, then the constant or the 
value of the variable is assigned to 
every element in the label array in 
the receiving field. 

If a label array appears on the right, 
then the number of dimensions and the 
bound of each dimension of that array 
must be identical to those of the 
label array in the receiving field. 

In. Type 5, an "element pointer 
expression" is either an element poin- 
ter variable or a function reference 
that returns an element pointer value. 

In Type 5, item b, if an element 
pointer expression appears to the 
right of the equal sign, the value of 
the expression is assigned to every 
element of the pointer array in the 
receiving field. 

Also item b, if a pointer array 
appears to the right, the number of 
dimensions and the bound of each 
dimension of that array must be ident- 



ical to those of the pointer array in 
the receiving field. 

General rules: 

1. The assignment statement is evaluated 
as follows: 

a. For Types 1, 4, and 5, any expres- 
sions that appear in the receiving 
field, either in subscripts or in 
pseudo- variables, are evaluated 
from left to right. The expres- 
sion on the right of the equal 
sign is evaluated and its value is 
assigned to the variable in the 
receiving field. 

b. For Types 2 and 3, the assignment 
statement is treated as a sequence 
of element assignment statements 
involving corresponding elements 
of the arrays or structures con- 
cerned. For arrays, the elements 
are assigned in row-major order; 
for structures, the elements are 
assigned in the order in which 
they were declared. 

Note that the result of the evalu- 
ation for a later position in an 
array or structure may be affected 
by the evaluation and assignment 
to an earlier position (see Exam- 
ple 1 below) . 

c. When necessary, the value of the 
expression on the right is con- 
verted to the characteristics of 
the variable in the receiving 
field according to the rules given 
in Section F, "Data Conversion. " 

2. When a variable in the receiving field 
is a string or the UNSPEC pseudo- 
variable, the expression on the right 
is evaluated as in general rule 1, and 
the assignment is performed from left 
to right, starting with the leftmost 
bit or character position. The 
following may also apply: 

a. If the value of the expression is 
longer than the string, the value 
is truncated on the right to match 
the length of string. 

b. If the value of the expression is 
shorter than the string, the value 
is extended on the right with 
zeros for bit strings and with 
blanks for character strings. 

3. If a pointer or label variable is an 
element of a structure appearing in a 
receiving field, it is assigned a 
value just like any other element in 
the structure. However, no conversion 
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is performed and,, therefore, the value 
assigned to such a pointer 02: label 
variable must be another pointer or 
label variable. 



4, Label array and pointer array assign- 
ment as shown in Types 4 and 5, 
respectively, follow the rules given 
for array assignment in general rule 

1. 



Exatnpl el : 

The following example illustrates array 
assignment: 

Given the array A 2 4 

3 6 
1 7 

4 8 

and i-he array E 1 5 

7 8 

3 4 

6 3 

Consider the assignment statement: 

A = (A+B)**2-A(l, 1) ; 
After execution, A has the value: 

7 74 
93 189 

9 114 
93 114 

Note that the new value for A. (1,1), 
whica is 7, is used in evaluating the 
expression for all other elements. 

ExamiDl e_2 : 

The following example illustrates string 
assignment: 

Given: 

A is a string whose value is ' XZ/BQ'. 
3 is a string whose value is ' MAFY*. 
C is a string of length 3. 
D is a string of length 5. 

Then in the statement: 

C = A, the value of C is *XZ/". 

C = * X* , the value of C is 'Xbb*. 

D = B, the value of D is 'MAFYo'. 

D = SUBSTR (A, 2, 3) | | SUBSTR (A, 2 ,3), 

the value of D is 'Z/BZ/'.. 
SUBSTR (A, 2, 4) = B, the value of A is 

'XMAFY' . 
SUBSTR (B,2,2) = 'R', the value of B 

is ' MRbY*. 



The following example (where A„ B,, and C 
are element variables) illustrates element 
assignment: 



A=A+SIN(B) + C**2; 



Example 4: 

The following examples illustrate struc- 
ture assignment: 

a. DECLARE 1 X, 2 Y, 2 Z, 2 R„ 3 S, 3 P, 

1 A„ 2 B, 2 C, 2 D„ 3 E, 3 Q; 

X = X * A; 

The assignment statement is equivalent 
to the following statements: 

X.Y = X.Y * A.B; 

X.Z = X.Z * A.C; 

X.S = X.S * A.E; 

X.P = X.P * A.Q; 

b. DECLARE 1 A,, 2 B, 2 C, 3 D„ 3 E; 

A = A + A.B; 

The assignment statement is equivalent 
to the following: 

A.B = A.B + A.B; 
A.C = A.C + A.B; 

The last statement is equivalent to: 

A.D = A.D + A.B; 
A.E = A.E + A.B; 



Examp le 5 : 

The following example illustrates state- 
ment label assignment: 

DECLARE P LABEL; 
P = A; 
GO TO P; 



A: X = Y**2; 

This set of statements causes control to 
transfer to A when the GO TO P statement is 
executed. 



Exampl e 6 : 

The following example illustrates con- 
version of data defined by a picture des- 
cription assigned to floating-point data, 
and vice versa: 
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DECLARE A FLOAT, B PICTURE ' 999V99'; 

A = B; (B is converted from fixed- 
point to floating-point. ) 

B = A; (A is converted from floating- 
point to fixed- point. ) 



The BEGIN Statement 



however, that if the attributes of an 
argument are not consistent with those 
of its corresponding parameter, no 
conversion is performed and an error 
will probably result. 

General rule: 

See Part 1,, Chapter 10, "Subroutines and 
Functions" for detailed descriptions of the 
interaction of arguments with the paramet- 
ers that represent these arguments in the 
invoked procedure. 



Function: 

The BEGIN statement heads and identifies 
a begin block. 

General format: 



The CLOSE Statement 



BEGIN; 
General rules: 



A BEGIN statement is used in 
conjunction with an END statement to 
delimit a begin block. A complete 
discussion of begin blocks can be 
found in Part 1,, Chapter 6, "Blocks, 
Flow of Control, and Storage Alloca- 
tion. " 



Function: 

The CLOSE statement dissociates the 
named file from the data set with which it 
was associated by a previous opening. It 
also dissociates from the specified file, 
either INPUT or OUTPUT and PAGESIZE, if 
specified in the opening of that file. 
However, all attributes explicitly speci- 
fied for that file in a DECLARE statement 
remain in effect. 



A RETURN statement cannot appear with- 
in a begin block. 



The CALL Statement 



General format: 

CLOSE FILE (file-name) 

l.,FILE(file-name)]. . . 

General rules: 



Function: 

The CALL statement invokes a procedure 
and causes control to be transferred to the 
specified entry point of that procedure. 

General format: 

CALL entry-name 

I. (argument [, argument] ...)]; 

Syntax rules: 

1. The entry name represents an entry 
point of the procedure that is being 
invoked. 



1. The "file name" in the FILE (file-name) 
specification indicates the file to be 
closed. Since more than one such 
specification can be given in a CLOSE 
statement, more than one file can be 
closed by one CLOSE statement. 

2. A closed file can be reopened. 

3. Closing an unopened file, or a pre- 
viously closed file,, has no effect. 

4. If a file is not closed by a CLOSE 
statement, it is automatically closed 
at the completion of the program in 
which it was opened. 



2. An argument can be any expression 
except a based variable, a built-in 
function name, an operational struc- 
ture; expression, or an operational 
arrciy expression. Examples of valid 
arguments include minor structure 
names, label variables, entry names, 
pointer expressions, string constants,, 
arreiy names, and file names. Note, 



The DECLARE Statement 



Function: 



The DECLARE statement is the principal 
method for explicitly declaring attributes 
of names. 
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General format: 

DECLARE 

[level] identifier [attribute]... 
[.[level] identifier [attribute]...] 



Syntax rules: 

1. "Level" is a nonzero unsigned decimal 
integer constant. It Ccin appear only 
in structure declarations; the major 
structure must have the level 1. A 
blank space must separate a level 
number from the identifier following 
it. 

2. In general,, attributes must immediate- 
ly follow the identifier to which they 
apply (as shown in the: general 
format) . However, attributes common 
to several name declarations can be 
factored to eliminate repeated speci- 
fication of the same attribute for 
many identifiers. Factoring is 
achieved by enclosing the involved 
declarations (non-common attributes 
included) in parentheses and following 
this by the set of common attributes. 
In the case of a factored level num- 
ber, the level number must precede the 
parenthesized list (a blank is not 
required between the factored level 
number and the left parenthesis) . 
Dimension and file description attri- 
butes cannot be factored. Factoring 
can be nested up to a level of eight. 
For examples of factoring, see 
"Factoring of Attributes" in Section 
I, "Attributes." 



General rules: 

1. A major structure identifier or an 
identifier not contained within a 
structure can be specified in only one 
DECLARE statement within a particular 
block. All attributes given explicit- 
ly for that identifier must be 
declared together in that DECLARE 
statement. (Note, however, that cer- 
tain identifiers having the FILE 
attribute may be given the INPUT or 
OUTPUT attribute in an OPEN statement 
as well. See "The OPEN Statement" in 
this section and in Part I, Chapter 8, 
"Input and Output," for further infor- 
mation. ) 

2. Attributes of external names, in sep- 
arate blocks and compilations, must be 
consistent. 

3. Labels may be prefixed to DECLARE 
statements (however, such labels are 
treated as comments and, hence, have 
no meaning) . Condition prefixes can- 



not be 
ment . 



attached to a DECLARE state- 



ly . File names must be explicitly 
declared,, and the first eittribute in a 
file declaration must be FILE. 



The DISPLAY Statement 



Function: 



The DISPLAY statement causes a message 
to be displayed to the machine operator. 
An option allows the machine operator to 
reply. 



General format: 



DISPLAY (element-expression) 

[REPLY (character-string-element- variable) ] ; 

Syntax rule: 

The "character-string element variable" 
cannot be a pseudo- variable. 

General rules: 

1. Execution of the DISPLAY statement 
causes the element expression to be 
evaluated, and, where necessary, con- 
verted to a character string. This 
character string is the message to be 
displayed to the machine operator. 



For the D-compiler, it can be no 
than 80 characters long. 



more 



If the REPLY option is s 
machine operator will res 
message that is to be as 
character-string elemen 
specified in the optic 
Compiler does not restri 
of the reply; however, t 
string variable, like 
character string, cannc 
characters. 



pecified, the 
pond with a 
signed to the 
t variable 
n. The D- 
ct the length 
he character 
any other 
t exceed 255 



If the REPLY option is not specified, 
execution continues uninterrupted 
after the execution of the DISPLAY 
statement. 

If the REPLY option is specified, 
execution of the program is suspended 
until the operator's reply has been 
completed. 
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I!ze§_JL« D0 » 

Type_2. DO WHILE (element-expression) ; 

Ty£e_3„ DO variable =specif ication [, specif ication] ... ; 
where "specification" has the following form: 
TO expression2 [BY expression3] 
BY expression3 [TO expression2] 



expression! 



[ WHILE ( expressions ) ] 



Figure J-2. General Format of DO Statement 



The DO Statement 



Function: 

The DO 
can also 
execution 
group. 



statement heads a DO-Group and 
be used to specify repetitive 
of the statements within the 



6. If both "TO expression2" and "BY 
express:Lon3" are omitted from a speci- 
fication it implies a single execution 
of the group, with the control 
"variable" having the value of 
"expressionl. " This is true even if 
"WHILE expression 1 *" is included. 



General rules: 



General formats: 

The three format types for the DO state- 
ment are shown in Figure J-2 . 

Syntax rules: 

1. In all three types,, the DO statement 
is used in conjunction with the END 
statement to delimit a DO-group. Only 
Type 1 does not provide for the itera- 
tive execution of the statements with- 
in the group. 

2. In Type 3, the "variable" must rep- 
resent a single element; it cannot be 
subscripted. Arithmetic variables are 
generally used, but label, pointer, 
and string variables are allowed,, pro- 
vided that the expansions given in the 
general rules below result in valid 
PL/I programs. Note,, however,, that if 
"variable" is neither arithmetic nor 
bit string "expression2" and "expres- 
sions" must be omitted. 

3. Each expression in a specification 
must be an element expression. 

4. If "BY expression3" is omitted from a 
"specification," and if "TO expres- 
sion2" is included, "expression3" is 
assumed to be 1. 

5. If "TO expression2" is omitted from a 
"specification," iterative execution 
continues until it is terminated by 
the WHILE clause or by some statement 
within the group. 



1. In Type 1,, the DO statement only 
delimits the start of a DO-group; it 
does not provide for iterative execu- 
tion. 

2. In Type 2,, the DO statement delimits 
the start of a DO-group and provides 
for iterative execution as defined by 
the following: 

LABEL: DO WHILE (expression) ; 
statement- 1 



statement- n 
END ; 
NEXT: statement 

/♦STATEMENT FOLLOWING THE DO 
GROUP*/ 

The above is exactly equivalent to the 
following expansion: 

LABEL: IF (expression) THEN; 
ELSE GO TO NEXT; 
statement- 1 



statement-n 
GO TO LABEL; 
NEXT: statement 

/♦STATEMENT FOLLOWING 
THE DO GROUP*/ 

In Type 3,, the DO statement delimits 
the start of a DO-group and provides 
for controlled iterative execution as 
defined by the following: 
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LABEL: DO variable=expressionl 

TO expression2 BY expression3 
WHILE (expression^) ; 
statement-1 



Note that statements 1 through m 
are not actually duplicated in the 
program. 



LABELl : 
NEXT: 



statement-m 

END; 

statement 



b. If the WHILE clause is omitted, 
the , IF statement immediately 
preceding statement--! in the 
expansion is omitted. 



The above is exactly equivalent: 
following expansion: 



to the 



LABEL: el=expressionl ; 
e2=expression2 ; 
e3=expression3 ; 
v=el; 
LABEL2:IF (e3>=0) & (v>e2) | (e3<0) 6 (v<e2) 
THEN GO TO NEXT; 
IF (expression**) THEN; 

ELSE GO TO NEXT; 
3tatement-l 



c. If "TO expression2" is omitted,, 
the statement e2-expression2 and 
the IF statement identified by 
LABEL2 are omitted. 



If both "TO expression2" and 
"BY expression3" are omitted, all 
statements involving e2 and e3, as 
well as the statement GO TO LABEL2 
are omitted. 



statement-m 
LABELl :v=v+e3; 

GO TO LABEL2; 
NEXT: statement 

In the above expansion el, e2, and e3 
are compiler-created work areas having the 
attributes of "expression^, " "expression2, " 
and "expression3, " respectively; v is 
synonymous with "variable." 



a. The above expansion 
result of one "spec 
the DO statement 
than one "specif 
statement labeled 
first statement i 
for the next "speci 
second expansion is 
the first expansion 
pect. Thus, if a s 
cation" appeared in 
ment the second 
look like this: 



only shows the 
if ication. " If 

contains more 
ication, " the 

NEXT is the 

n the expansion 

f ication. " The 

analogous to 

in every res- 
econd * specif i- 

the DO state- 
expansion would 



NEXT: e5=expression5; 



v=e5; 
LABEL3: IF... THEN GO TO NEXT1; 
IF (expressions) THEN; 

ELSE GO TO NEXri; 
statement-1 



statement-m 
LABEL4: v=v+e7; 

GO TO LABEL3; 
NEXT1 : statement 



4. The WHILE clause in Types 2 and 3 
specifies that before each iteration 
of statement execution, the associated 
element expression is evaluated, and : , 
if necessary,, converted to a bit 
string. If any bit in the resulting 
string is 1, the statements of the 
DO-group are executed. If all bits 
are 0, then, for Type 2, execution of 
the DO-group is terminated, while for 
Type 3,, only the execution associated 
with the "specification" containing 
the WHILE clause is terminated; itera- 
tive execution for the next "specifi- 
cation," if one exists,, then begins. 

5. In a "specification," "expression!" 
represents the initial veilue of the 
control "variable"; "expression3" rep- 
resents the increment to be added to 
the control variable after each execu- 
tion of the statements in the group; 
"expression2" represents the terminat- 
ing value of the control "variable." 
Execution of the statements in a DO 
group terminates for 6i "specification" 
as soon as the value of the control 
"variable" is outside the range 
defined by "expression!" and "expres- 
sion." When execution for the last 
"specification" is terminated, control 
passes to the statement following the 
DO-group. 

6. Control may transfer into a DO-group 
from outside the DO-group only if the 
DO-group is delimited by the DO state- 
ment in Type 1; that is, only if 
iterative execution is not: specified. 
Consequently, iterative DO-groups can- 
not contain ENTRY statements. 
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The END Statement 



in an ENTRY statement (the sum total 
of all of the parameters in any one 
procedure cannot exceed 12) . 



Function: 

The END statement terminates blocks and 
groups. 

General format: 

END [statement-label-constant]; 

General rules: 

1. The END statement always terminates 
that group or block headed by the 
nearest preceding DO, BEGIN, or PROCE- 
DURE statement for which there is no 
corresponding END statement. Thus, if 
a statement label constant follows 
END, it must be the label of such a 
DO,, BEGIN, or PROCEDURE statement. 
Note that if END corresponds to a DO 
or BEGIN statement to which more than 
one label has been attached, the label 
following END must be the label 
immediately preceding the keyword DO 
or BEGIN. 

2„ If control reaches an END statement 
for a procedure,, it is treated as a 
RETURN statement. 



The ENTRY Statement 



Function: 

The ENTRY statement specifies a secon- 
dary entry point of a procedure. 

General format: 

entry-name: ENTRY [ (parameter 

[, parameter] . . . ) ] [attribute] . . . ; 

Syntax rules: 

1. The only attributes that may be speci- 
fied with an ENTRY statement are the 
arithmetic,, string,, PICTURE, and 
POINTER attributes. The attributes 
specified determine the charac- 
teristics of the value returned by the 
procedure when it is invoked as a 
function at this entry point. 

2. A condition prefix cannot be specified 
for an ENTRY statement. 

3. The ENTRY statement must have one and 
only one entry name appended to it. 

4. No more than 12 parameters can appear 



General rules: 

1. The relationship established between 
the parameters of a secondary entry 
point and the arguments passed to that 
entry point is similar to that esta- 
blished for primary entry point param- 
eters and arguments. See Part I, 
Chapter 10„ "Subroutines and 
Functions" for a complete discussion 
of this subject. 

2. As stated in syntax rule 1, the attri- 
butes specified with an ENTRY state- 
ment determine the characteristics of 
the value returned by the procedure 
when it is invoked as a function at 
this entry point. The value being 
returned by the procedure (i.e., the 
value of the expression in a RETURN 
statement) is converted, if necessary, 
to correspond to the specified attri- 
butes . If the attributes are not 
specified at the entry point,, default 
attributes are applied, according to 
the first letter of the entry name 
used to invoke the entry point. The 
data attributes of a secondary entry 
point (default or otherwise) must be 
exactly the same as those of the 
primary entry point if the procedure 
is used as a function procedure. 

3. The ENTRY statement must be internal 
to the procedure for which it defines 
a secondary entry point. It may not 
be internal to any block contained in 
this procedure; nor may it be within a 
DO group that specifies iterative exe- 
cution. 

4 . The parameters of a secondary entry 
point must be explicitly declared 
elsewhere in the block (i.e., either 
in the parameter list of the PROCEDURE 
statement or in a DECLARE statement,, 
or both) . 

5. For the D-Compiler, the maximum length 
of an external name is six. There- 
fore, the entry name of an ENTRY 
statement internal to an external pro- 
cedure cannot be longer than six. 



The FORMAT Statement 



Function: 

The FORMAT statement specifies a format 
list that can be used by edit-directed 
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transmission statements to control the for- 
mat of the data being transmitted. 

General format: 

label: [label:]... FORMAT (format-list); 



General format: 

GET Tfile( file-name) 

STRING (character-string-variable) 



b 



data-specification; 



Syntax rules: 

1. The "format list" must be specified 
according to the rules governing for- 
mat list specifications with edit- 
directed transmission as described in 
Part I, Chapter 8, "Input and Output." 

2. At least one "label" must be specified 
for a FORMAT statement. In general, 
one of the labels (or a label variable 
having the value of one of the: labels) 
is the statement label designator 
specified in a remote format item. 

General rules: 

1. A GET or PUT statement may include a 
remote format item, R, in the format 
list of an edit-directed data specifi- 
cation. That portion of the' format 
list represented by R must be supplied 
by a FORMAT statement identified by 
the statement label specified with R. 
An R format item cannot appear in the 
format list of a. FORMAT statement. 

2. The remote format item and the FORMAT 
statement must be internal to the same 
block. 

3. If a condition prefix is associated 
with a FORMAT statement, it must be 
identical to the condition prefix 
associated with the GET or PUT state- 
ment referring to that FORMAT state- 
ment. 



Syntax rules: 



The "data specification" is as des- 
cribed in Part I, Chapter 8, "Input 
and Output." 



2. The "data specification" must follow 
the FILE or STRING option, if either 
option is specified. 



3. The "character string variable" refers 
to the character string that is to 
provide the values to be assigned to 
the variables in the "data specifi- 
cation. " 



The "file name" is the name of a file 
that has been associated (by an impli- 
cit or explicit opening) with the data 
set that will provide the values to be 
assigned to the variables in the "data 
specification." It must have the 
STREAM and INPUT attributes. 



5. If neither the FILE nor the STRING 
option appears, the standard system 
input file is assumed. 



General rules: 



The GET Statement 



Function: 

The GET statement is a STREAM transmis- 
sion statement that can be used in either 
of the following ways: 

1. It can cause the assignment, of data 
from an external source (that is, from 
a data set) to one or more internal 
receiving fields (that is, to one or 
more variables) . 

2. It can cause the assignment of data 
from an internal source (that is, from 
a character-string variable) to one or 
more internal receiving fields (that 
is, to one or more variables). 



If the FILE option refers to an un- 
opened file, the file is opened impli- 
citly. 



If the STRING option has 
fied, the internal GE 
always begins at the begin 
specified string. If t 
characters in this string 
the total number of 
required by the variables 
specification, " the ERROR 
raised. Note that the v 
the "data specification" 
to be character strings; t 
assignment is the same a 
mission from the stream 
storage, the only diffe 
that the "character strin 
is considered to be the i 



been speci- 
T operation 
ning of the 
he number of 
is less than 
characters 
in the "data 
condition is 
ariables in 

do not have 
he internal 
s the trans - 
to internal 
rence being 
g variable" 
nput stream. 
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The 30 TO Statement 



The IF Statement 



Function;: 

The GO TO statement causes control to be» 
transferred to the statement identified by 
the specified label. 



General format: 

GO rol (label-constant; 

GOTO j 1 element-label-variable; 
General rules: 

1. If an "element label variable" is 
specified, the value of the label 
variable determines the statement to 
which control is transferred. Since 
the label variable may have different 
values at each execution of the GO TO 
statement, control may not always pass 
to the same statement. 

2. A GO TO statement cannot pass control 
to an inactive block. 

3. A. GO TO statement cannot transfer 
control from outside a DO group to a 
statement inside the DO group if the 
DO-group specifies iterative execu- 
tion, unless the GO TO terminates a 
procedure invoked from within the DO- 
group or unless the GO TO is an 
on-unit given control from within the 
DO-group. 

4. If a GO TO statement transfers control 
from within a block to a point not 
contained within that block, the block 
is terminated. Also, if the transfer 
point is contained in a block that did 
not directly activate the block being 
terminated all intervening blocks in 
the activation sequence are also 
terminated (see Part I, Chapter 6,, 
"Blocks, Flow of Control, and Storage 
Allocation" for examples and details) . 
When one or more blocks are terminated 
by a GO TO statement, conditions are 
reinstated and automatic variables are 
freed just as if the blocks had termi- 
nated in the usual fashion. 

5. When a GO TO statement transfers con- 
trol, out of a procedure that has been 
invoked as a function, the evaluation 
of the expression that contained the 
corresponding function reference is 
discontinued. 

6. If the GO TO statement is an on-unit,, 
the specified label must be unsub- 
scripted. 



Function: 

The IF statement tests the value of a 
specified expression and controls the flow 
of execution according to the result of 
that test. 

General format: 

IF element-expression THEN unit-1 

[ELSE unit-2] 

Syntax rules: 



Each unit is either a single statement 
(except DO,, END,, PROCEDURE,, BEGIN,, 
DECLARE, FORMAT, or ENTRY),, a D0- 
group, or a begin block. 

The IF statement itself is not 
terminated by a semicolon; however, 
each "unit" specified must be termi- 
nated by a semicolon. 

Each "unit" may be labeled and may 
have a condition prefix. 



3. 



General rules: 

1. The element expression is evaluated 
and, if necessary, converted to a bit 
string. When the ELSE clause (that 
is,, ELSE and its following "unit") is 
specified, the following occurs: 

If any bit in the string is 1, 
"unit-1" is executed, and control 
then passes to the statement fol- 
lowing the IF statement. If all 
bits in the string have the value 
0, "unit-1" is skipped and "unit-2" 
is executed,, after which control 
passes to the next statement. 

When the ELSE clause is not specified, 
the following occurs: 

If any bit in the string is 1, 
"unit-1" is executed, and control 
then passes to the statement fol- 
lowing the IF statement. If all 
bits are 0, "unit-1" is not execut- 
ed and control passes to the next 
statement. 

Each "unit" may contain statements 
that specify a transfer of control 
(e.g., GO TO); hence, the normal 
sequence of the IF statement may be 
overridden. 

2. IF statements may be nested; that is, 
either "unit," or both, may itself be 
an IF statement. Since each ELSE 
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3. 



clause is always associated with the 
innermost unmatched IF in the same 
block or DO-group, an ELSE with a null 
statement may be required to specify a 
desired sequence of control. 

A condition prefix to the IF statement 
itself applies to "element expression" 
only. 



The LOCATE Statement 



Function: 

The LOCATE statement is a RECORD trans- 
mission statement that can be used only for 
output files having the BUFFERED attribute. 
It allocates storage for a based variable 
in an output buffer to allow the creation 
of a record for that based variable. The 
record is created by assigning values to 
the based variable within the buffer. The 
record is not transmitted to the external 
medium until immediately before the next 
WRITE., LOCATE,, or CLOSE statement (or 
implicit close operation) is executed for 
the specified file. 

General format: 

LOCATE based- variable FILE (file-name) 
SET (pointer-variable) ; 



Syntax rules: 

1. The FILE and SET specifications must 
appear in the order shown in the 
general format. 

2. The based variable must be ar\ unsub- 
scripted based variable that is not a 
minor structure or an element of a 
structure. 

3. The pointer va ria ble must oe a sub- 
scripted or unsubscripted element 
pointer variable. 

U. The file name is the name of a file 
that has been associated (by opening) 
with the data set that will eventually 
receive the record. The file must 
have the SEQUENTIAL, OUTPUT, and BUF- 
FERED attributes. 



The record identified by the based 
variable is written out of the buffer,, 
and into the output file,, immediately 
before the next WRITE, LOCATE, or 
CLOSE operation (implicit or explicit) 
for that file. For blocked records, 
the record is not written until the 
whole block is completed. Note that 
the length of the record identified by 
the based variable must be evenly 
divisible by 8, for fixed-length 
records,, and must yield a remainder of 
4 after division by 8, Jfor variable- 
length records. 

The FILE specification must refer to a 
previously opened file. 



The Null Statement 



Function: 

The null statement causes no action and 
does not modify sequential statement 
execution. 

General format: 

[label:]. ..; 



The ON Statement 



Function: 

The ON statement specifies what action 
is to be taken (programmer-defined or 
standard system action) when an interrupt 
results from the occurrence of the speci- 
fied exceptional condition. 

General format: 

ON condition {SYSTEM; | on-unit} 

Syntax rules: 

1. The condition may be a;iy of those 
described in Section a "ON-Condi- 
tions." 



Gensral rules:: 

1. The based variable is used, for 
variable-length records, to fletermine 
the length of the record. When the 
LOCATE statement is executed, the 
pointer variable in the SET specifi- 
cation is set to identify the locaition 
in the buffer at which tne based 
variable is to be allocated. 



The "on-unit" represents a programmer - 
defined action to be taken when an 
interrupt results from the occurrence 
of the specified "condition." It can 
be either a single unlabeled GO TO or 
null statement. 

Since the "on-unit" itself requires a 
semicolon, no semicolon is shown for 
the "on-unit" in the general format. 



!04 



However, the word SYSTEM must be 
followed by a semicolon. 



termination of the block contain- 
ing the later ON statement. 



General rules: 

1. The ON s 
handle a 
for the s 
the inter 
system f 
supplied 
action 
statement 



2. 



tatement determines how to 
n interrupt that has occurred 
pecified condition. Whether 
rupt is handled in a standard 
ashion or by a programmer- 
method is determined by the 
specification in the ON 
as follows: 



The 

"on-- 

exec 

bloc 

that 

in 

by t 

by 1: 

ment 

lows 

a. 



If the action specification is 
SYSTEM,, the standard system action 
is taken. The standard system 
action is not the same for every 
condition, although for most con- 
ditions the system simply prints a 
message and raises the ERROR 
condition. Section H, 
"ON-Conditions" gives the standard 
system action for each condition. 
(Note that the standard system 
action is always taken if an 
interrupt occurs and no ON state- 
ment for the condition is in 
effect.) 

If the action specification is an 
"on-unit," the programmer has sup- 
plied his own interrupt-handling 
action, namely, the action defined 
by the statement in the on-unit 
itself. The on-unit is not exe- 
cuted when the ON statement is 
executed; it is executed only when 
an interrupt results from the 
occurrence of the specified 
condition (or if the interrupt 
results from the condition being 
raised by a SIGNAL statement) . 

action specification (i.e., 
unit" or SYSTEM) established by 
uting an ON statement in a given 
k remains in effect throughout 
block and throughout all blocks 
any activation sequence initiated 
hat block, unless it is overridden 
he execution of another ON state- 

or a REVERT statement, as fol- 



If a later ON statement specifies 
the same condition as a prior ON 
statement and this later ON state- 
ment is executed in a block that 
lies within the activation 
sequence initiated by the block 
containing the prior ON statement,, 
the action specification of the 
prior ON statement is temporarily 
suspended, or stacked. It can be 
restored either by the execution 
of a REVERT statement, or by the 



b. If the later ON statement and the 
prior ON statement are internal to 
the same invocation of the same 
block, the effect of the prior ON 
statement is completely nullified. 



The label of a GO TO statement on-unit 
must be known within the block in 
which the ON statement for that on- 
unit is executed. (Remember that an 
ON statement is executed as it is 
encountered in statement flow; 
whereas* the action specification for 
that ON statement is executed only 
when the associated interrupt occurs.) 



The file name of an input/output 
condition must be known within the 
procedure or begin block to which the 
ON statement specifying the condition 
is internal. 

A condition raised during execution 
results in an interrupt if and only if 
the condition is enabled at the point 
where it is raised. 

a. The SIZE condition is disabled by 
default. All other conditions are 
enabled by default. 

b. The enabling and disabling of 
OVERFLOW, FIXEDOVERFLOW, UNDER- 
FLOW,, ZERODIVIDE, CONVERSION, and 
SIZE,, can be controlled by 
condition prefixes. 



The OPEN Statement 



Function: 

The OPEN statement opens a file by 
associating a filename with a data set. It 
also can complete the specification of 
attributes for the file, if a complete set 
of attributes has not been declared for the 
file being opemed. 

General format: 

OPEN FILE (file- name) options-group 
[,, FILE (file-name) options-group] . . . ; 

where "options-group" is as follows: 

[INPUT | OUTPUT] 

[PAGESIZE (element-expression) ] 
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Syntax rules: 

1. The INPUT or OUTPUT option can be 
specified in an OPEN statement only 
for an UNBUFFERED file. If it is not 
specified in the OPEN statement, then 
the corresponding INPUT or OUTPUT 
attribute must have been specified in 
the DECLARE statement for the file. 
INPUT or OUTPUT cannot be specified in 
both the OPEN and DECLARE statements. 

2. The FILE specification must appear 
first. 

3. The "file name" is the name of the 
file that is to be associated with a 
data set. Several files can be opened 
by one OPEN statement. 

General rules: 

1. The opening of an already open file 
does not affect the file. In such 
cases, any expressions in the "options 
group" are evaluated, but they are not 
used. 



• It specifies the attributes of the 
value that is returned by the procedure 
when it is invoked as a function at its 
primary entry point. 

General format: 

entry-name: PROCEDURE [ (parameter 
[ , parameter] . . . ) ] 

[OPTIONS (option-list) ] 

[data- attributes] ; 

where,, for the D-Compiler, "option list" is 
defined as: 

MAIN[,ONSYSLOG] 

Syntax rules: 

1. The "data attributes" represent the 
attributes of the value: returned by 
the procedure when it is invoked as a 
function at its primary entry point. 
Only arithmetic, string, PICTURE, and 
POINTER attributes are allowed. 



The PAGESIZE option can be specified 
only for a file having the STREAM and 
PRINT attributes. The element, expres- 
sion is evaluated and converted to an 
integer,, which represents the maximum 
number of lines to a page. This 
integer must be; greater than zero and 
less than 256. During subsequent 
transmission to the PRINT file, a new 
page may be started by use of the PAGE 
format item or by an option in the PUT 
statement. For the D-Compiler, if 
PAGESIZE is not specified, the default 
is defined by the installation- 
specified system limit. 

When a PRINT file is opened,, a new 
page is started. 



The PROCEDURE Statement 



Function: 

The PROCEDURE statement has the follow- 
ing functions: 

• It heads a procedure. 

• It defines the primary entry point to 
the procedure. 

• It specifies the parameters, if any, 
for the primary entry point. 

• It may specify certain special charac- 
teristics that a procedure can have. 



OPTIONS is a special procedure speci- 
fication. It and the "data 
attributes" may appear in any order 
and are separated by blanks. OPTIONS 
can and must be specified for only one 
external procedure in the program. 

One and only one emtry name must 
appear on a PROCEDURE statement. 

The sum total of different parameters 
that can be specified for one proce- 
dure (including any specified in ENTRY 
statements) cannot exceed 12. 



General rules: 



When the procedure is invoked, a rela- 
tionship is established between the 
arguments passed to the procedure and 
the parameters that represent those 
arguments in the invoked procedure. 
This topic is discussed in Part I, 
Chapter 10, "Subroutines and Func- 
tions ." 

The OPTIONS specification can be used 
only for an external procedure. The 
MAIN option specifies that this proce- 
dure is the initial procedure and will 
be invoked by the operating system as 
the first step in the execution of the 
program. The ONSYSLOG option speci- 
fies that all output resulting from 
actions derived from ON conditions 
will go on the system log. No other 
options are permitted. If both are 
specified, MAIN must appear first. 
The procedure declared with the 
OPTIONS attribute remains active for 
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the duration of the program and hence 
cannot be called by other procedures. 
For the D-Compiler, one and only one 
external procedure must have the 
OPTIONS (MAIN) designation. 

The "data attributes" specify the 
attributes of the value returned by 
the procedure when it is invoked as a 
function at its primary entry point. 
The value specified in the RETURN 
statement of the invoked procedure is 
converted to conform with these attri- 
butes before it is returned to the 
invoking procedure. 

If "data attributes" are not speci- 
fied, default attributes are supplied. 
In such a case, the name of the entry 
point (the entry name by which the 
procedure has been invoked) is used to 
determine the default base, scale, and 
precision. 

The entry name of an external proce- 
dure is an external name and as such 
is restricted by the D-Compiler to a 
maximum length of six. 



2. The FILE option specifies transmission 
to a data set on an external medium. 
The files name in this option is the 
name of the file that has been 
associated (by implicit or explicit 
opening) with the data set that is to 
receive the values. This file must 
have the OUTPUT and STREAM attributes. 

3. The STRING option specifies transmis- 
sion from internal storage locations 
(represented by variables or expres- 
sions in the "data specification") to 
a character string (represented by the 
"character string variable"). The 
"character string variable" cannot be 
a pseudo- variable. 

4. The "data-specification" option is as 
described in Part I,, Chapter 8,, "Input 
and Output." 

5. If the FILE or STRING option appears, 
it must be the first option. If the 
data-sp€»cif ication appears, it must be 
the last option. A minimum of either 
the PAGE,, LINE,, SKIP, or "data 
specification" must appear. 



The PUT Statement 



Function: 

The PUT statement is a STREAM transmis- 
sion steitement that can be used in either 
of the following ways: 

1. It can cause the values in one or more 
internal storage locations to be 
transmitted to a data set on an exter- 
nal medium. Related to this, it can 
control the format of a PRINT file. 

2. It can cause the values in one or more 
internal storage locations to be 
assigned to an internal receiving 
field (represented by a character - 
string variable) . 



General format: 
PUT 
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FILE (file-name) 

STRING (character-string-variable) 



PAGE [ LINE ( element-expression) ] 
SKIP[ (element-expression) ] 
LINE (element-expression) 



[data-specification] ; 

Syntax rules: 

1. If neither the FILE nor STRING option 
appears, the standard system output 
file is assumed. 



General rules: 

1. If the FILE option is specified,, and 
the "file name" refers to an unopened 
file, the file is opened implicitly. 

2. If the STRING option is specified, the 
PUT operation begins assigning values 
to the beginning of the string (that 
is, at the left most character 
position) , after appropriate conver- 
sions have been performed. Blanks and 
delimiters are inserted as usual. If 
the string is not long enough to 
accomodate the data, the ERROR 
condition is raised. Note that the 
variable's in the "data specification" 
do not have to be character strings; 
the internal assignment is the same as 
the transmission from internal storage 
to the stream, the only difference 
being that the "character-string 
variables" is considered to be the 
output stream. 

3. The options PAGE, SKIP, and LINE can 
be given only for PRINT files. If 
specified, they take effect before the 
transmission of the values defined by 
the "data specification" takes place. 
If PAGE and LINE are specified in the 
same PUT statement, PAGE takes effect 
before LINE. 

4. The PAGE option causes a new current 
page to be defined within the data 
set. If a "data specification" is 
present,, the transmission of values 
occurs after the definition of the new 
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page. 
1. 



A new current page implies line 



2. 



The SKIP option causes a new current 
line to be defined for the data set. 
The "element expression," if present, 
is converted to an integer, w which 
must be greater than or equal to and 
less than or equal to 3 . If w is 
greater than zero, w-1 blank lines are 
created, and the new current line is w 
plus the line value for the old cur- 
rent line. If w is equal to ;:ero, the 
effect is that of a carriage return, 
with the current line remaining con- 
stant; characters previously written 
will be overprinted. If "element 
expression" is not present, w is 
assumed to be 1. If less than w lines 
remain on the current page (where the 
number of lines on the current page is 
determined by the PAGESIZE option of 
the OPEN statement or by default) , the 
ENDPAGE condition is raised. 

The LINE option causes a new current 
line to be defined for the data set. 
The "element expression" is converted 
to an integer w. The new current line 
is set equal to w, and blank lines are 
inserted between the old current line 
and the new current line. However,, if 
w is less than or equal to the old 
current line, or if w exceeds the 
number of lines on the current page 
(see the PAGESIZE option description 
in the OPEN statement) , the ENDPAGE 
condition is raised. If w is less 
than or equal to zero, it is assumed 
to be 1. 



The "file name" is the name of the 
file from which the record is to be 
read. This file must have the RECORD 
attribute and must also .have eithesr 
the INPUT or UPDATE attributes. 



3. 



ption is the 
record is to 



The variable of the INTO o; 

variable into which the 

be read. It must be an unsubscripted 

variable not contained in a structure. 

It cannot be a label variable or a 

parameter and it cannot have the 

DEFINED attribute. 



General rules: 



3. 



The file appearing in the FILE speci- 
fication must have been opened pre- 
viously. 

The KEY option must appear if the file 
has the DIRECT attribute. The 
"element expression" is the key that 
determines which record will be read, 
(See Part I, Chapter 8, "Input and 
Output" for a discussion of keys.,) 
The KEY option cannot appear for a 
SEQUENTIAL file. 

The SET option cannot be specified for 
files having the UNBUFFERED or DIRECT 
attributes. This option specifies 
that the record is to be read into a 
buffer and the "pointer variable" is 
to be set to point to the location of 
that record within the buffer. The 
description of the record is deter- 
mined by a based variable associated 
with that pointer variable. The value 
of the pointer variable is valid until 
the next READ statement is executed or 
until the file is closed. 



The READ Statement 



Function: 



The RETURN Statement 



Ihe READ statement is a RECORD transmis- 
sion statement that transmits a record from 
an INPUT or UPDATE file to a variable in 
internal storage. 

General format: 

READ FILE (file-name) 

INTO (variable) "*! 
SET (pointer-variable) | 
[KEY (element-expressicn)]; 

Syntax rules: 

I. The FILE specification must appear 
first. INTO or SET must be specified. 



Function: 

The RETURN statement terminates execu- 
tion of the procedure to which the RETURN 
statement is internal, and returns control 
to the invoking procedure. It may also 
return a value to the invoking procedure. 

General format: 

RETURN [ (element-expressicn) ] ; 

General rules: 

1. If the "element expression" is not 
specified, the RETURN statement can 
only terminate a procedure that has 
not been invoked as a function. When 
such a statement is executed, control 
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is returned to the invoking procedure 
at the point logically following the 
point of invocation. If a RETURN 
statement is executed in the initial 
procedure, program execution is termi- 
nated. 



If the "element expression" is speci- 
fied, the procedure terminated by this 
statement must be a function proce;- 
dure. When such a statement is exe- 
cuted, control is returned to the 
invoking procedure at the point of 
invocation; the value returned to this 
point is the value of the "element 
expression. " If this value does not 
conform to the explicit or default 
attributes specified for the procedure 
being terminated, the value is con- 
verted to these attributes before it 
is actually returned. 



The RETURN statement 
within a begin block. 



cannot appear 



The REWRITE Statement 



Function: 



The REWRITE statement can be used only 
for update files. It replaces an existing 
record in a data set. 



General format: 

REWRITE FILE (file-name) [FROM (variable) 
[KEY (element-expression)]]; 

Syntax rules: 

1. The FILE specification must appear 
first. KEY cannot be specified with- 
out FROM. 

2. The "file name" is the name of the 
file containing the record to be rew- 
ritten. The file must have the UPDATE 
attribute. 



The REVERT Statement 



Function: 



The REVERT statement nullifies the 
effect of the current action specification 
for the specified condition only if the 
current action specification is the result 
of an ON statement executed within the same 
invocation of the block in which the REVERT 
statement is executed. When this is true, 
the action specification that was in effect 
for the specified condition when the block 
containing the REVERT statement was invoked 
is re-established and once again takes 
effect,. 

Geueral format: 

REVERT condition; 

Syntax rule: 

The "condition" is any of those des- 
cribed in Section H, "ON-Conditions. " 

General rule: 

The execution of a REVERT statement has 
the effect described above only if (1) an 
ON statement, specifying the same condition 
and internal to the same block, was execut- 
ed after the block was activated and (2) 
the execution of no other similar REVERT 
statement has intervened. If either of 
these two conditions is not met, the REVERT 
statement is treated as a null statement. 



3. The "variable" in the FROM option 
represents the record that will 
replace the existing record in the 
specified file. It must be an unsub- 
scripted variable; it cannot be con- 
tained in a structure; it cannot be a 
parameter; and it cannot have the 
DEFINED attribute. 

General rules: 

1. The file whose name appears in the 
FILE specification must have been 
opened previously. 

2. The KEY option must appear if the file 
has the DIRECT attribute; it cannot 
appear otherwise. The element- 
expression is converted to a character 
string., This character string is the 
source key that determines which 
record is to be rewritten. 

3. The FROM option must be specified for 
UPDATE files having either the DIRECT 
attribute or both the SEQUENTIAL and 
UNBUFFERED attributes. 

4. The FROM option can be omitted only 
for update files having the SEQUENTIAL 
and BUFFERED attributes. When this is 
the case, the record rewritten is the 
record in the buffer. Hence, this 
record must be the last record that 
was read and it should have been read 
by a READ statement with a SET option. 
(The record will be updated by whatev- 
er assignments were made to it in the 
buffer.) If it was read by a READ 
with an INTO option,, the record would 
be rewritten unchanged. 
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The SIGNAL Statement 



The WRITE Statement 



Function: 



Function: 



Fhe SIGNAL statement simulates the occu- 
rence? of an interrupt. It may be used to 
test the current action specification for 
the associated condition. 



The WRITE statement is a RECORD trans- 
mission statement that transfers a record 
from a variable in internal storage to an 
OUTPUT or UPDATE file. 



General format: 

SIGNAL condition; 

Syntax rule: 

The "condition" is any one cf those 
described in Section H, "ON-Conditicns. " 

General rules: 



General format: 



WRITE FILE (file-name) FROM (variable) 
[KEYFROM( element-expression) ] ; 



Syntax rules 



When a SIGNAL statement is executed, 
it is as if the specified condition 
has actually occurred. Sequential 
execution is interrupted and control 
is transferred to the current on-unit 
for the specified condition. If the 
on-unit is a null statement, control 
normally returns to the statement 
immediately following the SIGNAL 
statement. 



1. The FILE specification must appear 
first. 



2. The "file name" specifies the file in 
which the record is to be written. 
This file must be a RECORD file that 
has either the OUTPUT attribute or the 
DIRECT and UPDATE attributes. 



If the specified condition is disa- 
bled, no interrupt occurs, and the 
SIGNAL statement becomes equivalent to 
a null statement. 

If there is no current on-unit for the 
specified condition, then the standard 
system action for the condition is 
performed. 



The STOP Statement 



3. The "variable" in the FROM specifi- 
cation contains the record to be writ- 
ten. It must be an un subscripted 
variable; it cannot be contained in a 
structure; it cannot be a parameter,; 
and it cannot have the DEFINED attri- 
bute. 



4. The KEYFROM option must be specified 
for DIRECT files; it cannot be speci- 
fied otherwise. 



General rules: 



Function: 

The STOP statement causes immediate ter- 
mination of the program in which it is 
executed. 

General format: 

STOP; 



The file must have 
viously . 



been oipened pre- 



2. If the KEYFROM option is specified, 
the "element expression" is the source 
key that specifies the relative loca- 
tion in the data set where the record 
when it is written. (See Part I, 
Chapter -8, "Input and Output" for a 
discussion of source keys.) 



210 



SECTION K: DEFINITIONS OF TERMS 



This section provides definitions for 
most of the terms used in this publication. 



ari thmetic operators: any of the prefix 
operators, + and -, or the infix operators,, 
+ r -# *, /f and **. 



access! the act that encompasses the ref- 
erence to and retrieval of data. 

§^ti^n_:E>Eecif ication! in an ON statement,, 
the on-unit or single keyword SYSTEM,, eith- 
er of which specifies the action to be 
taken whenever an interrupt results from 
the raising of the named condition. 

activation! institution of execution of a 
block. h procedure block is activated when 
it is invoked at any of its entry points; a 
begin block is activated when it is encoun- 
tered in normal sequential flow. 

active! the state in which a block is said 
to be after activation and before termina- 
tion. 

additive attributes^ file attributes for 

which there are no defaults and which,, if 
required, must always be stated explicitly. 

address:, a specific storage location at 
which a data item can be stored. 

aAi2.cat§d_ .variable! a variable with which 
storage has been associated. 

allocation! tne association of storage 
with a variable. 

alRil§_k>etic character! any of the charac- 
ters A through Z and the alphabetic exten- 
ders #, $, and a. 

alE^americ character! an alphabetic char- 
acter or a digit. 

alternative attributes: file attributes 

that may be chosen from groups of two or 
more alternatives. If none is specified, a 
default is assumed. 

argument! an expression, file name, state- 
ment label constant or variable, or entry 
name passed to an invoked procedure as part 
of the procedure reference. It cannot be a 
built-in function name or a based variable. 

atLthmetic_conversiqn! the transformation 
of a value from one arithmetic representa- 
tion to another arithmetic representation. 

arithmetic_data! data that has the charac- 
teristics of base, scale, and precision. 
It includes coded arithmetic data and 
numeric character data. 



array: a named, ordered collection of data 
elements, all of which have identical 
attributes. An array has dimensions, and 
elements that are identified by subscripts. 



giving a value to a variable, 



assignment: 

attr ibute: a descriptive property asso- 
ciated with a name or expression to des- 
cribe a characteristic of a data item or a 
file that the name may represent. 

automatic stor age: storage that is allo- 
cated at the activation of a block and 
released at the termination of that block. 

base! the number system in terms of which 
an arithmetic value is represented. In 
PL/I, the base is binary or decimal. 

based variable: a variable declared to 

have the BASED (pointer- variable) attribute 
specification. The pointer variable asso- 
ciates the description with an allocation 
of storage. 

begi n b lock: a collection of statements 
headed by a BEGIN statement and ended by an 
END statement that delimits the scope of 
names and is activated by normal sequential 
statement flow. It controls the allocation 
and freeing of automatic storage declared 
in that block. 

binary: the number system based on the 
value 2. 

bit: a binary digit, either or 1 

bit string: a string of one or more bits . 

bit-string operators: any of the operators 
i (not) , 6 (and), and |(or). 

block: a begin block or a procedure block. 

bound: the upper limit of an array dimen- 
sion. The lower limit is always assumed to 
be 1. 

buffer: an intermediate area, used in 
input/output operations, into which a 
record is read during input and from which 
a record is written during output. 

built-in funct ion: one of the PL/I-defined 
functions. 
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2§Ii.l the invocation of a subroutine by 
means of the CALL statement. 

charac ter_strincj^ A string composed of one 
or more characters from the data character 
set. 

coded arithmetic data*, arithmetic data 

whose characteristics are given by the 
base, scale, and precision attributes. The 
types for System/360 are packed decimal, 
binary full words, and hexadecimal 
floating-point. 

comment \_ a string of characters, used for 
documentation, which is preceded by /* and 
terminated by */ and which is treated as a 
blanlc. 



S2.SE<iti§2[i 2E e £§.t25!.§ : L the 

<= 1 ; = = >= > T> 



operators -,< < 



compile time:_ the time during which a 

source program is translated into an object 

module. 

9.2^12 ^l 6 .?.! a translator tnat converts a 
source program into an object module. 



co nversion : the transformation of a value 
from one representation to another. 

dataj_ representation of information or of 
value. 

data character set: all of tiose charac- 
ters whose bit configuration is recognizcid 
by the computer in use. 

data item: a single unit of data; it is 
synonymous with "element." 

data list: a list of expressions used in a 
STREAM input/output specification that rep- 
resent storage areas to which data items 
are to be assigned during input, and from 
which data items are to be written,, during 
output. (On input, the list may contain 
only variables.) 

data set: a collection of data external to 
the program. 

data specification: the portion of an 

edit-directed data transmission statement 
that specifies the mode of transmission 
(EDIT) and includes the delta list and the 
format list. 



com^ou^d_st axemen tj^ ai statement that con- 
tains other statements. IF and ON are the 
only compound statements. 

concatenation^ the operation that connects 
two strings in the order indicated thus 
forming one string whose length is €:qual to 
the sum of the lengths of the two strings. 
It is specified by the operator | | . 

^.oQ^ltio^name^ a language keyword that 
represents an exceptional condition that 
might arise during execution of a program. 

csB^ition £refix^ a parenthesized list of 

one or more condition names prefixed; to a 
statement by a colon. It determines wheth- 
er cr not the program is to oe interrupted 
if one of the specified conditions occurs 
within the scope of the prefix. Condition 
nanies within the list are separated by 
commas. 

Scnstant.! an arithmetic or string data 
item that does not have a name; a statement 
label. 

22D.tained_in^ all of the text of a block 
except the entry names of that block. (A 
label of a BE3IN statement is not contained 
in the begin block defined by that state- 
ment. ) 

contextual_declarationj_ the association of 
attributes with an identifier according to 
the context in which the identifier 
appears. Only entry names can be contex- 
tually declared. 



decimal: the number system 
value 10. 



based on the 



declar ati on: the association of attributes 
with an identifier explicitly, contextual- 
ly, or implicitly. 

defa ult: the alternative assumed when an 
identifier has not been decle.red to have 
one of two or more alternative attributes. 

de limiter: any valid special character or 
combination of special characters used to 
separate identifiers and constants, or 
statements from one another. 

dimensiona lity : the number of bound speci- 
fications associated with an array. It 
cannot be greater than three. 

disabled: the state in which the occur- 
rence of a particular condition will not 
result in a program interrupt. 

DO-group: a sequence of statements headed 
by a DO statement and closed by its corres- 
ponding END statement. 

dummy argument: a compiler-assigned vari- 
able for an argument that has no 
programmer-assigned name. 



edit-directed transmission: 



STREAM trans- 



mission; both a data list and a format list 
are specified. 

elem ent : a single data item as opposed to 
a collection of data items, such as a 
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structure or an array. (Sometimes called a 
"scalar item.") 

§I§!S§Qt ..variable j_ a variable that can rep- 
resent only a single value at any one point 
in time,, 

§!l a .b|k§<ll that state in which the occur- 
rence of a particular condition will result 
in a program interrupt. 

entry name^ a label of a PROCEDURE or 

ENTRY statement. 

§!l*i£Z_Q2i!l!il a point in a procedure at 
which it may be invoked by reference to the 
entry name. (See primary_entry__point and 
§222n^ a 2-!Z_§ntr^_point . ) 

§E>iL29.u§i. those processes which occur at 
the termination of a block. 

§x2§Eti2Q§i 22H^iti2Dl an occurrence, 

which can cause a program interrupt, of an 
unexpected situation, such as an overflow 
error, or an occurrence of an expected 
situation, such as an end of file, that 
occurs at an unpredictable time. 

explicit declaration^ the assignment of 

attributes to an identifier by means of the 
DECLARE statement, the appearance of the 
identifier as a label, or the appearance of 
the identifier in a parameter list. 

§xponent_X.2f floating-point constant)^ a 

decimal integer constant specifying the 
power to which the base of the floating- 
point number is to be raised. 

expressions the representation of a value; 
examples are variables and constants 
appearing alone or in combination with 
operators, and function references. The 
term "expression" refers to an element 
expression, an array expression, or a 
structure expression. 

external declaration: an explicit or con- 
textual declaration of the EXTERNAL attri- 
bute for an identifier. Such an identifier 
is known in all other blocks f or_which_such 
§_^22i a .!L a tion_exists. 

§xtej:na]L_name:_ an identifier which has the 
EXTERNAL attribute. 

external_procedure^ a procedure that is 
not contained in any other procedure. 

f igld jljLn the data str eam) : that portion 

of the data stream whose width,, in number 
of characters,, is defined by a single data 
or spacing format item. 

field X2l §. Ei2ture §LE®2if i2 a .ti2?l2.1 a 

character-string picture specification or a 
portion (or all) of a numeric character 



picture specification. If more than one 
field appears in a single specification, 
they are divided by the K or E exponent 
character for floating-point data or the M 
field-separator for sterling data. Only 
one field can appear in a fixed-point 
specification. 

filej_ a symbolic representation, within a 
program, of a data set. 

fil e name : a symbolic name used within a 
program to refer to a data set. 

format item: a specification used in edit- 
directed transmission to describe the 
representation of a data item in the stream 
or to control the format of a printed page. 

format list: a list of format items 

required for an edit-directed data specifi- 
cation. 

function: a procedure that is invoked by 
the appearance of one of its entry names in 
a function reference. 

function reference: the appearance of an 

entry name in an expression, usually in 
conjunction with an argument list. 

group: a DO group. 

identifier: a string of alphameric and 
break characters,, not contained in a com- 
ment or constant, preceded and followed by 
a delimiter and whose initial character is 
alphabetic. 

implicit declaration: association of 

attributes with an identifier used as a 
variable without having been explicitly or 
contextually declared; default attributes 
apply, depending upon the initial letter of 
the identifier. 

inactive block: a procedure or begin block 
that has not been activated or that has 
been terminated. 



infix operator: an operator that 
an operation between two operands. 



defines 



ini tial pro cedure: an external procedure 
whose PROCEDURE statement has the OPTIONS 
(MAIN) attribute. Every PL/I program must 
have an initial procedure. It is invoked 
automatically as the first step in the 
execution of a program. 

input/output : the transfer of data between 
an external medium and internal storage. 



internal block: a block that is 
within another block. 



contained 



in ternal name: an identifier that has the 
INTERNAL attribute. 
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iDLternal_£rocedure^ a procedure that is 
contained in another block. 

internal tq^. all of the text contained in 

a block except that text contained in 
another block, Thus the text of an inter- 
nal block (except for its entry mines) is 
not internal to the containing block. 
Note^ An entry name of a block is not 
£2Qtained_in that block. 

iQt§ttyR5:l tne suspension of normal pro- 
gram activities as the result of the occur- 
rence of an enabled condition. 



tions,, or two or more EXTERNAL declarations 
of the same identifier as different names 
within a single program. 



name: an identifier that 
declared. 

nesting: 

1. the occurrence of 
another block. 

2. the occurrence of 
another group. 



has 



been 



block within 



group 



within 



invoice^ to activate a procedure ait one; of 
its entry points. 

inyp<;ed procedure: a procedure taat has 
been activated at one of its entry points. 

invoking block^ a block containing a 

statement that activates another block. 

iteration_f actqr^ an expression that spe- 
cifies the number of times a given format 
item or list of format items is to be used 
in succession in a format list. 



3. the occurrence of an IF statement in a 
THEN clause or an ELSE clause. 

4. the occurrence of a function reference 
as an argument of another function 
reference. 

numeric character data: arithmetic data 

described by a picture that is stored in 
character form. It has both an arithmetic 
value and a character-string value. The 
picture must not contain an X picture 
specification character. 



!i§Zl see s°urce_key and recorded_key_^_ 

keyword^ an identifier that is par™ of the 
language and which, when used in the proper 
context, has a specific meaning to the 
compiler. 

iSD;2wii^ a term that is used to indicate the 
scope of an identifier. For example, an 
identifier is always known in the block in 
which it has been declared. 



I§b§ k-CQQS t ant : 
label. 



synonymous with 



.atement 



i.§^®iL_B£§f i^l an unparenthesized identifi- 
er prefixed to a statement by a colon. 

l^§^ : kH2_2erqs^ zeros that have no signifi- 
cance in the value of an arithmetic number; 
all zeros to the left of the first signifi- 
cant digit (1 through 9) of a number. 

level number^ an unsigned decimal integer 

constant specifying the hierachy of a name 
in a structure. It appears to the; left of 
the name and is separated from i :. by a 
blank. 

S§Li^!L_structurej_ a structure whose name is 
declared with level number 1. 

05i?12;r_structure^ a structure whose name is 
declared with a level number greener than 
1. 

muiyLple_declaration.L two or more declara- 
tions of the scime identifier internal to 
the same block without different qualifica- 



on-unit: the action to be executed upon 
the occurrence of the ON-condition named in 
the containing ON statement. 

operator: a symbol specifying an operation 
to be performed. See arithmetic operators:, 
bit -string operators ,, comparison operators, 
and concatenation . 

option : a specification in a statement 
that may be used by the programmer to 
influence the execution of the statement. 

packed decimal: the System/360 internal 

representation of a fixed-point decimal 
data item. 

parameter: a name in an invoked procedure 
that is used to represent an argument 
passed to that procedure. 

picture: a character-by-characcer specifi- 
cation describing the composition and 
attributes of numeric character and 
character-string data. It allows editing. 

poin t of invocation : the point in the 
invoking block at which the procedure ref- 
erence to the invoked procedure appears. 

poin ter variable: a variable that iden- 
tifies the storage to be used when refer- 
ring to a based variable. 

precision: the value range of an arithmet- 
ic variable expressed as the total number 
of digits allowed and, for fixed-point 
variables, the assumed location of the 
decimal (or binary) point. 
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prefix^ a label or a parenthesized list of 
condition names connected by a colon to the 
beginning of a statement. 

prefix operator^ an operator that pre- 
cedes, and is associated with, a single 
operand. The prefix operators are i + -. 

EEi[D a EZ._£Qfe£X_E2i!2t:_ the entry point named 
in the PROCEDURE statement. 

E£°!2lem.„datajL string or arithmetic data 
that is processed by a PL/I program. 

E£22§^lil£®i a block of statements,, headed 
by a PROCEDURE statement and ended by an 
END statement,, that defines a program 
region and delimits the scope of names and 
that is activated by a reference to its 
name. It controls allocation and freeing 
of automatic storage declared in that 
block. 

££2cedure_ reference^ a function or subrou- 
tine reference. 

Qr2.3.?L a Qli a set °f one or more external 

procedures, one of which must have the 

OPTIONS (MA.IN) attriDUte in its PROCEDURE 
statement. 

program controldata^ data used in a PL/I 

program to affect the execution of the 
program. Label data and pointer data are 
the types of program control data. 

E>E°li°.9U§! those processes that occur at 
the activation of a block. 

E§§ydo-variable£ one of the built-in func- 
tion names that can be used as a receiving 
field. Only SUBSTR and UNSPEC can be so 
used. 

gualified name^ a sequence of names of 

structure members connected by periods, to 
uniquely identify a component of a struc- 
ture. 



receiving fi§l<li. any field to 

value may be assigned. 



which 



record^ the unit of transmission in a 
RECORD input or output operation. 

rec^rded_key! a character string recorded 
in a direct-access volume to identify the 
data record that immediately follows. 

£§E*§ti* ; ion f§.2tor! a parenthesized 

unsigned decimal integer constant preceding 
a string configuration as a shorthand rep- 
resentation of a string constant. The 
repetition factor specifies the number of 
occurrences that make up the actual con- 
stant. In picture specifications,, the 
repetition factor specifies repetition of a 
single picture character. 



repetitive s pecif ication ; an element of a 
data list that specifies controlled itera- 
tion to transmit a list of data items, 
generally used in conjunction with arrays. 

returned value ; the value returned by a 
function procedure to the point of invoca- 
tion. 



scale; fixed- or floating-point 
tat ion of an arithmetic value. 

scope (of a condition prefix) : 

of a program throughout which a 
prefix applies. 



represen- 



the range 
condition 



scope (of a name) : the range of a program 
throughout which a name has a particular 
interpretation . 

second ary entry point ; an entry point 

defined by a label of an ENTRY statement 
within a procedure. 

source key: a character string or a numer- 
ic character data item referred to in a 
RECORD transmission statement that iden- 
tifies a particular record within a direct- 
access data set. The source key is a 
string to be compared with, or written as, 
a recorded key to positively identify the 
record. 

source program: the program that serves as 
input to the compiler. 

sta ndard file : a file assumed by the 
compiler in the absence of a FILE or STRING 
option in a GET or PUT statement. 

st atement: a basic element of a PL/I 
program that is used to delimit a portion 
of a program,, to describe data used in the 
program,, or to specify action to be taken, 
edure 

statement label: an identifying name pre- 
fixed to any statement other than a PROCE- 
DURE or ENTRY statement. 



statement 



label 



variable: 



variable 

declared with the LABEL attribute and thus 
able to assume as its value a statement 
label. 

st atic st orage: storage that is allocated 
before execution of the program begins and 
that remains allocated for the duration of 
the program. 

stream: data being transferred from or to 
an external medium represented as a con- 
tinuous string of data items in character 
form. 

string: a connected sequence of characters 
or bits that is treated as a single data 
item. 
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§^£y'2ty£6^ a hierarchical set of names 
that refers to an aggregate of dci~a items 
that may have different attributes. 

subfield.!. tne integer description portion 
or the fraction description portion of a 
pictare specification field that describes 
a noninteger fixed-point data item. The 
subfields are divided by the picture char- 
acter V. 

subroutine: a procedure that is invoked by 
a ZAhL statement. A subroutine cannot 
return a value to the invoking block, but 
it can alter the value of variables that 
are known within the invoking block- 

sybscript.1 an element expression speci- 
fying a location within a dimension of an 
array. 



termination; cessation of execution of a 
block,, and the return of control to the 
activating block by means of a RETURN or 
END statement, or the transfer of control 
to the activating block or some other 
active block by means of a GO TO statement. 
A return of control to the operating system 
via a RETURN or END statement in the 
initial procedure or a STOP statement in 
any block results in the termination of the 
program. See epilogue. 



var iable: a name that represents data. 
Its attributes remain constant, but it can 
represent different values at different 
times. Variables fall into three categor- 
ies: element, array, and structure varia- 
bles. Variables may be subscripted and/or 



qualified. 
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SECTION L: UPWARD COMPATIBILITY 



The DOS/TOS PL/I D-Compiler is upwardly 
compatible with the PL/I F-Compiler, which 
operates under the IBM System/36 Operating 
System. In general, a PL/I source program 
written for the D-Compiler produces the 
same results when compiled and executed 
under the F-Compiler. However, since the 
compilejrs are still evolving, some upward 
incompatibilities exist between the version 
of the D-Compiler described in this publi- 
cation and the version of the F-Compiler 
that is described in the publication IBM 

System/ 3 60 PL/ I Reference Ma nua 1 , Form 

C28-8201. These upward incompatibilities 
are discussed in the list below. 



Pointers, based variables, and the 
STRING,, ADDR, and NULL built-in func- 
tions are not implemented by the F- 
Compiler. 

Some error conditions defined by the 
PL/I language are not checked by the 
D-Compiler but they are checked by the 
F-Compiler. For example, the D- 
Compiler does not check for transfers 
into an iterative DO-group; hence, the 
programmer will get unpredictable 
results at object-time. However, the 
F-Compiler does check for this error 
condition and will provide a diag- 
nostic should it arise. 

If a SIZE error occurs during output 
controlled by an F or E format item, 
the value that caused the error is 
transmitted as a field of asterisks by 
the D-Compiler, whereas the F-Compiler 
transmits the truncated value. (This 
is so whether or not SIZE is enabled.) 

If the magnitude of a value transmit- 
ted as output under control of the F 
format item is less than one, or if 
the mantissa of a value transmitted 
under E format is zero, the F-Compiler 
places a leading zero before the deci- 
mal point; the D-Compiler does not. 
For example, a value transmitted by 
the D-Compiler as -.500, would be 
transmitted by the F-Compiler as 
-0.500. 

Under the D-Compiler„ the first PUT 
statement referring to a PRINT file 
results in a new page; under the 
F-Compiler, it does not. Therefore, 
for consistent output, it is suggested 
that the PAGE option be used in the 
first PUT statement referring- to the 
standard system output file. 



The F-Compiler gives warning diag- 
nostics for, and effectively ignores, 
any ENVIRONMENT attribute options 
valid for the D-Compiler but not valid 
for the F-Compiler. Such options must 
be specified in DD statements for the 
F-Compiler. 

The keywords SYSIN and SYSPRINT have 
no meaning under the D-Compiler. How- 
ever, they do have meaning under the 
F-Compiler, so care should be taken in 
using them. "Standard Files" in Part 
I, Chapter 8 of this publication con- 
tains a complete discussion of this 
subject., 

When running a D- level program under 
the F-Compiler,, keywords that are not 
implemented in the D-Compiler, e.g. , 
REAL, COMPLEX, PT, may cause problems. 
For example, if REAL is an external 
procedure in a D-level program, the 
name of that procedure should be 
changed before the program is run 
under the F-Compiler. Otherwise, a 
function reference to REAL will be 
taken as a reference to the built-in 
function of that name. 

Bit-string to arithmetic conversion in 
the D-Compiler always results in a 
value whose attributes are FIXED 
BINARY (31). However, the F-Compiler 
follows the rules specified in the 
publication IBM System/360 PL/I Ref- 
erence Manual, Form C28-8201,, and. 



therefore, will 
FIXED BINARY (15) . 



sometimes convert to 



10. Under the D-Compiler, the order of 
evaluation of TO and BY expressions in 
the DO statement proceeds by first 
evaluating "expression2" and then 
evaluating "expression3, " while the 
F-Compiler evaluates the expressions 
in the sequence in which they are 
specified. Different results can 
occur only if during evaluation of one 
of these expressions a function is 
called and this function changes vari- 
ables that are used in the other 
expression. 

11. Under the F-Compiler,, the character 
value of a numeric character data item 
when all digit positions (integer and 
fractional) have been suppressed, will 
contain a drifting character in the 
rightmost digit position, if all digit 
position in the field have employed 
that drifting character. Under the 
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D-Compiler, this drifting character reply in the REPLY option of the 
does not appear; the character value DISPLAY statement cannot exceed 72 
consists entirely of blanks. characters; for the D-Compiler, this 

length is not restricted. 
12. For the F-Compiler, the length of the 
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action specification 112,113,173,205 
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scale in 36,152 
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arithmetic data 21-26 

attributes for 178 
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defaults for 182,187,188 
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results of 32,155-157 
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arithmetic operators 17 
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154,155 
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examples of 154 
arithmetic to character-string conversion 
34 

by STRING option 53 
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96,137,189 
array 27,14,109,183,184 

dimensions of 183,28 

of structures 31 
array arguments 109 
array assignment 194,195 
array bounds 29,183,184 
array expressions 41 

in array assignment 195 

data conversion in 43 

operands of 41 

with element operands 4 2 

with infix operators 42 

with prefix operators 4 2 
array manipulation built-in functions 
169,158 

values returned by 169 
array operations 

results of 41,42 
array parameters 109 
ASA printer control setting 192 
assignment 

array 194,195 

bit-string 195,94 

by assignment statement 194,52,94 

conversion by 35,94 

element 194,195 

label 194,195 

pointer 194,116,117 

structure 194,195 
assignment statement 194,14,34,35,52,94 

evaluation of 195 

for computation and assignment 52 
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for internal data movement 52,95 

types of 194 
ASSGN job control statement 81,82 
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asterisk picture character (*) 138 
asterisks 

in E format output. 217 

In F format output. 217 
ATAN built-in function 166 
ATAND built-in function 16 6 
ATANH built-in function 167 
attributes 178,13,50 
(also see individual attrioutes) 

additive 74,72 

alphabetic listing of 180 

alternative 73,72 

buffering 73 

contextual declaration of 66 

default 13,68 
also see default 

entry name 106,57,104 

explicit declaration of 65,197 

factoring of 178,198 

file 72 

implicit declaration of 67 

in DECLARE statement 19 7 

in ENTRY statement 2 01 

in PROCEDURE statement 206 

listing of 14,69 

of result in arithmetic operations 
155-157,36,37 

of source in conversions 45,15 3,154 

of target in conversions 46,15 3,154 

scope 69 

specification of 178 

storage class 62 
AUTOMATIC attribute 180,62,63 
automatic storage 63,14,62 

B format item 147,87 
B picture character 14 
BACKWARDS attribute 181,74,109 
base 21,35 

a- tributes for 181 

binary 23,24 

decimal 2 2,23 

in arithmetic conversion 153,36,46 

in exponentiation 46,157 

of arithmetic data 181,21 

of arithmetic targets 4 6 

of numeric character data 189,2.5,137 
base conversion 153,35,3 6,4 6 
base identifier of DEFINED attribute 183, 

32 
based 

storage 63,115,181 

variables 115,63,89,181 
BASED attribute 181,63,89,115 
begin block 5 8,13,197 

END statement for 209,51 

termination of 61 
BEGIN statement 19 7,57 

condition prefix to 112 
BINARY attribute 181,23,24,179 
binary base 21,23,2 4,181 
BINARY built-in function 163 
binary data 

fixed-point 23 

floating-point 2 4 
binary full word 23 
binary logarithm 16 8 
BIT attribute 182,27,179 



BIT built-in function 158,99 
bit class data 184 
bit-string comparison 39 
bit-string data 27 

assignment of 195,94 

attributes for 182,27 

constants 27 

comparison of 3 9 

concatenation of 40 

conversion of 153-155,46 

variables 27,182 
bit-string format item (B) 147,87 
bit-string operations 38 
bit-string operators 38,17 
bit-string target 46,48,153,154,155 
bit-string to arithmetic conversion 155, , 

46 
bit-string to character-string conversion 

153,34,46 
blank picture character (B) 140,98 
blanks 18,30 

extension with 94 

in keys 79,80 

in numeric character data L40 

in picture specifications 140 

in structure declarations 30 

use of 18 
block size 77,78,185,186 
block structure 13,58 
blocking of records 71,78,185,186 
blocks 58,13,20 

activation of 5 9 

begin 58,13,20,197 

invocation of 6 

nested 59 

procedure 58,13,20 

record 71,78 

termination of 61 
BOOL built-in function 159,100 
boolean operation 159,38,100 
bounds 29,183,184 

of array parameters 109 
branch 
(also see GO TO statement) 

conditional 53 

unconditional 53 
BSI picture characters 144 
BSI shilling characters 144 
BUFFERED attribute 182,73,179 
buffering attributes 73,182 
buffers 73,82,89,182,204 

allocation of 82 

hidden 74 
BUFFERS option 186,82 
built-in functions 158,44,105 

arithmetic 162,158 

array manipulation 169,158 

as arguments 109 

computational 158 

mathematical 166,158 

miscellaneous 171,158 

string-handling 158,99 

values returned by 105 
BY clause 199,85 
BUILTIN attribute 182,105,106 

CALL statement 197,55,59,102,185 
capacity record 80 
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card punch codes 

for 48-character set 132 

for 6 0-character set 131 
CEIL built-in function 163,155 
ceiling values 155 
CHAR built-in function 160,99 
CHARACTER attribute 182,26,178 
charactex class data 184 
character-string comparison 39 
character sets 131,16 
character-string data 26 

as keys 79,8 

assignment of 195,94 

attributes for 182,26,178 

comparison of 39 

concatenation of 40 

constants 26,94 

conversion of 153,46,48 

defined on numeric character data 97, 
119,120 

picture specification for 189,27,96, 
136 

variables 26,182 
character-string format item (A) 147,87 
character-string key specification 80 
character-string targets 153,46,48 

length of 48 
character-string to arithmetic conversion 
34 

by STRING option 53 
character-string to bit-string conversion 

153,34 
character-string value of numeric character 

data 96,97,137,189 
characters 

alphabetic 16 

alphameric 16 

special 16,18 
classes 

of statements 50 

of storage 62,14,180 
clauses 

BY 199,85 

ELSE 203,53 

THEN 203,53,54 

TO 199,85 

WHILE 199,85 
CLOSE statement 197,52,75 
closing of files 74-75,52,97 

multiple 197,75 
coded arithmetic data 

conversion to numeric character 153 

compared with numeric character data 
25 

internal form of 21-23 
collating sequence 

highest character in 160,99 

lowest character in 161,99 
collections of data 28-31,14 

arrays 28 

arrays of structures 31 

structures 30 
COLUMN format item 188,48,119 
comma picture character (,) 139-140,98 
commas in declarations 178 
comments 9 

delimiter 9 
common logarithm 16 8 



comparison 

of arithmetic data 39 

of bit-string data 39 

of character-string data 39 

of pointer data 39 

operations 35 

priority of types in 35 
result of 35 

operators 35,17 
compatibility, upward 217,77 
composite symbols 

in 48-character set 132 

in 60-character set 131 
compound statements 19 
computational built-in functions 158 

arithmetic 162 

array manipulation 169 

mathematical 166 

string handling 158 
computational conditions 174 
concatenation 

of bit-string data 40 

of character-string data 40 

operations 39-40 
operands of 39 
result of 39-40 
concepts of data conversion 45 
condition name 173-174,15,55,111 

use of NO with 173,111 
condition prefix 111,15,17 3 

effect on nested blocks 112 

scope of 111,173 
conditional branch 53 
conditional digit position 138,190 
conditional insertion characters 139 
conditions 173,11,55,111 
(also see individual conditions) 

computational 174 

disabled 173,111,205 

enabled 173,111,205 

exceptional 111,11 

input/output 174 

raised in conversions 49 

system action 177 
CONSECUTIVE organization 78,185 

devices permitted for 7 8 
CONSECUTIVE option 185,78 

compared with SEQUENTIAL attribute 7: 
constants 21 

arithmetic 22 

attributes of 21 

bit-string 27 

character-string 26 

label 27 

sterling 23 
contained in 65 

contextual declaration of entry names 
66-67,59,106 

scope of 66 
control 

flow of 59,53 

return of 

from a procedure 61,102,103 
from an on- unit 112,17 4 
control format items 8 8 

examples of 88 
control statements 53 

for input/output 51 
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control variable in DO statement 200, 54 
conversion 45,14,34,152 
arithmetic 152,34,46 
base in 153,36,46 
precision in 152,36,47 
scale in 152,36,46 
target attributes in 46, 153 „ 154 
assignment statement for 94,34 
base 153,36,46 
bit-string to character-string 153,, 34, 

94 
bit-string to coded arithmetic 155,, 34 
bit-string to numeric character 155,34 
character-string to bit-string 153,, 34 
coded arithmetic to bit-string 154,, 35 
coded arithmetic to numeric character 

153 
conditions raised in 48 

in arithmetic operations 35-36,155-157 
in array expressions 41 
in bit-string operations 3 8 
in comparison operations 3 9 
in exponentiation operations 37-38, 

46-47,157 
intermediate results in 4 5 
numeric character to coded arithmetic 

153 
numeric character to bit-string 155,35 
numeric character to character-string 

153,35 
type 153,34,46 
CONVERSION condition 174,49 

for character-string to bit-string 153 
in B format input 147 
in E format input 14 8 
in stream input 174 
correspondence defining 183,32 
COS built-in function 167 
COSD built-in function 167 
COSH built-in function 167 
CR picture characters 142 
credit picture characters (CR) 142 

140,98 
currency symbol picture character ()_ 
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attributes of 178,65 
also see attributes 

arithmetic 21 

comparison of 39 
conversion of 152,46 

bit-string 27 

comparison of 39 
concatenation of 4 
conversion of 153-155,46 
operations with 3 8 

character-string 26 
comparison of 3 9 
concatenation of 40 
conversion of 153-155,46 

collections of 28-31,14 

conversion of 45,14,34,152 

editing of 9 4 

format items 14 6,86-88 
examples of 8 8 

label 27 

movement of 51,52 



pointer 28,115 

comparison of 39 
problem 21 
program control 27 
string 26 
types of 21,13 
data list 84-86 

element of 85 
data set 71 

association with file 75 
organization of 78 

CONSECUTIVE 78,185 
default for 78,185 
REGIONAL(l) 79,91,185 
REGIONALO) 8 0,81,185 
positioning of 82 
data specification 91,93,110 
data transmission 71 

(also see input/output) 
DATE built-in function 171 
DB picture characters 142 
deactivation (see termination) 
debit picture characters (DB) 142 
decimal, packed 22 

DECIMAL attribute 181,22,178,183 
decimal base 21 
DECIMAL built-in function 163 
decimal data 

fixed-point 22,181 
floating-point 23-24,181 
decimal point picture character (V) 
137-138,97,98 

compared with point picture character 
140,98 
declarations 65 
contextual 66 

scope of 66 
explicit 65 

scope of 66 
implicit 67 

scope of 67 
multiple 70 
scope of 69 
DECLARE statement 197,21,50,65,178 
attributes in 178,50,197 
condition prefix to 112 
default rules for 50 
default 13,68 

attributes assumed by 178,13,68 

conditions disabled by 173,111,205 

conditions enabled by 173,111,205 

for arithmetic data 18 2,18 7 

for file attributes 73 

for attributes of value returned by 

function 104 
rules based on first letter of 

identifier 67,182,187 
rules for DECLARE statement 50 
DEFINED attribute 183,32,97,119 
defined item 183,32 
defining 

correspondence 183,32 
overlay 183,32,119 
descriptive statements 50 
device independence 77 
devices 186,187 

digit specifier picture characters 137, 
190 
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digits 16 
dimension 28,18 3 

bounds of 29,183 

extent of 29,183 

maximum number of 29,183 
dimension attribute 183,29 
DIRECT attribute 18 4,73,80 
direct-access storage devices 79 
disabled conditions 173,111,205 

compared to null on-unit 112 
DISPLAY statement 198,52 
division operation 37 

attributes of the result of 157 

fixed-point 37 

remainder of 164 
division operator 35 
DO, keyword in repetitive specification 

85 
DO statement 199,20,54,57 

condition prefix to 111 

iterative 111 

types of 199 

noniterative 54 
DO-group 57,20,54,59,199 

transfer of control into 203 
drifting picture characters 140,143 
drifting string 140 
dummy arguments 108 
dummy records 80 
dynamic storage allocation 62,14 

E format, item 148,87 

E picture character 144,190 

EBCDIC codes 

for 48-character set 131 

for 60-character set 132 
EDIT keyword 83 
edit-directed transmission 83-89 

data specification for 83 

format items for 146,86-88 

FORMAT statement for 201 
editing 94,52,136,189 

by assignment 94,52 

by PICTURE attribute 96,136,189 

conversion and 52 

of numeric character, data 136 
element 

and array operations 42 

and structure operations 43 

assignment 194,195 

expression 33 

in array assignment 195 
in IF statement 54,2 03 
in RETURN statement 208 
of a data list 85 
of a structure 30 

operations 42 

variable 28 
ELSE clause 203,53,54 
enabled condition 173,111,205 
END statement 201,20,55,59 

for begin block termination 61 

for procedure termination 61,102 
ENDFILE condition 176,112,119 
ENDPAGE condition 176,76,119,208 
ENTRY attribute 184,59,66,106-108 

contextual declaration of 66,184 

compared with ENTRY statement 57 
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entry name 59,66,106,184 

arguments 107,109 

attributes for 179 

contextual declaration of 66 

explicit declaration of 106,184 

in CALL statement 197 

par amet ers 109,108 
entry point 

primary 59,60,206 

secondary 59,60,201 
ENTRY statement 201,57,106 

compared with ENTRY statement 57 

condition prefix to 112 

label of 59,106 

parameters of 201 
ENVIRONMENT attribute 185,74,77,109,179 

options of 185,77 
epilogues 63-64 
ERF built-in function 167 
ERFC built-in function 167 
ERROR condition 177,38,62,173,174 

raised by GET statement 202 

raised by PUT statement 207 

results in program termination 62 
established action 112,113 
exception control statements 55,50 
exceptional conditions 111,15,173 
EXP built-in function 167 
explicit declaration 65,106,197 

by DECLARE statement 197 

scope of 66 
explicit opening 74,205 
exponent 

in picture specification 142,137,189 

of exponentiation operation 37 

of floating-point data 24 
exponent field 142,137 

exponent specifier picture characters 142 
exponentiation operations 37-38,46 

attributes of result of 157 

base in 4 6 

conversion in 37 

precision in 38,46 

scale in 46 
expressions 33,14 

array 41,33 

operands of 41 

as subscripts 29 

attributes of result of 36,39,40 

element 33 

evaluation of 4 

function reference operands 4 4 

in RETURN statement 103 

operands of 44 

operational 33 

structure 43,33 
operands of 43 

use of parentheses in 41 
extenders, alphabetic 16,67 
extent 

in overlay defining 183 

of a dimension 29,183 
EXTERNAL attribute 187,69 
external declaration 179 
external name 69,18 

length of 69,18 
external procedure 59,69 
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external storage 71 

F format item 149,87 

F- format (fixed-length) records 77-78,185 

factor 

iteration 86 

repetition 26 
factoring of attributes 178,197 

nesting in 178 
field 

in a picture specification 137,189 

width 146 
file 12 

association with data set 75,51,197, 
205 

attributes for 72,179 

closing of 75,52,197 

name of 
see file name 

opening of 74,51,205 

standard 76 
FILE attribute 187,, 72, 179 
file declarations 

examples of 119 
file name 72,187 

arguments 10 9 

length of 76 

parameters 109 
FILE option 9 

of GET statement 2 02 

of PUT statement 207 
FILE specification 90 

of READ statement 208 

of REWRITE statement 209 

of WRITE statement 210 
FIXED attribute 187,22,23 
FIXED built-in function 16 3 
fixed-length records (F-format) 77-78,185 
fixed-point data 22,23 

assignment of 22 

attributes for 22,23,187 

binary 23 

constants 22,23 

conversion of 152,154 

decimal 22 

division operations with 37 

picture specification for 190,137 

sterling 23 

variables 22,23 
fixed-point format item (F) 14 9,87 
fixed-point scale 21 
FIXEDOVERFLOW condition 174,49 
FLOAT attribute 18 8,23,24 
FLOAT built-in function 163 
f loating-point data 23,24 

attributes of 23,24,187 

binary 24 

constants 23,24 

conversion of 152,154 

decimal 23 

long form of 152,24 

picture specification for 190,137 

short form of 152,24 

variables 23,24 
floating-point format, item (E) 148,87 
floating-point scale 21 
FLOOR built-in function 16 4 
flow of control 59,53 



format, record 77-78 
format items 146,86-88 

alphabetic list of 147 

control 88 

data 146,87 

printing 146 

remote 147 

spacing 146 

summary of 89 
format list 86,146 

in FORMAT statement 201 
FORMAT statement 201,50,88,147,150 
fractional digits 

in E format item 148 

in F format item 149 
fractional subfields 137 
free format 16,120 
FROM option 91,209 
FROM specification 210 

compared with SIZE condition 175 
full word, binary 23 
function 102,44,105,158 

arguments of 103,104 

built-in 158,44,105 

invocation of 102 

name of 104 

termination of 103 

value returned by 103-10 4,208 

without arguments 104 
function reference 102,44,66 
function value 

(see function, value returned by) 
function file attributes 7 3 

G sterling picture character 144 
GET statement 202,51,52,71,83,89,95,146 
as input/output statement 51 
for internal data movement 52 
with standard input file 76 
with STRING option 95,52 
GO TO statement 203,53 

for begin block termination 61 
for procedure termination 62,102 
as on-unit 112 
label variable in 53,203 

H sterling picture character 144 

hidden buffers 74 

hierarchy of names 30 

HIGH built-in function 160,99 

high-order digits, loss of 36 

I picture character 14 2 

IBM pence characters 144 

identical structuring, meaning of 43 

identifiers 17, 65 

length of 17 

reserved 65 
IF statement 203,19,53 

condition prefix to 111 

element expression in 203,54 

nested 54,203 
implementation information 5 
implication, file attributes derived by 

72 
implicit declaration 67 

scope of 67 
implicit opening 75,202,207 
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implied attributes 72,107 
inactive block 60,103 
independence 

device 77 

machine 13,5 
INDEX built-in function 160,99 
infix operation 35 

result of 36 
infix operator 35 

in array expressions 42 

in structure expressions 43 
initial procedure 60,2 06 
(also see main procedure) 
input 71,15 

standard system file for 76 
INPUT attribute 188,73,109,179 
INPUT option 205-206,75 
i np u t /o utp ut 

conditions 176,111,174,205 

record-oriented 89-93,15,72,95 
statements for 90 

streara-oriented 83-89,71,95 
conversion in 110 
edit-directed 83-89,51 
statements for 89,51 

statements 
(see individual statements) 
insertion picture characters 139-140,97, 

98 
integer subfield 137 
intermediate string 154 
internal 

coded arithmetic form 22,23,24 

data movement 52,95 

procedure 59 
INTERNAL attribute 187,69 
internal to 65 
interrupt 111,15,173,204 

established action for 112,204,205 

simulation of 210,56 
INTO option 90,208 
invocation 

CALL statement for 197,59,102 

procedure 59 
invoked procedure 60 

return of control from 61-6 2 
iteration factor of format list 86 
iterative execution 54 
(also see repetitive execution) 



label 

argument 109,102,103,104,108 

assignment 194-195 

constants 27 

data 27-28 

parameters 109,108 

prefix 19,27 

statement label 28,66 

variable 188,28 
LABEL attribute 188,28,108 
layout of pages for PRINT file 75-76 
leading blanks in stream 146 
leading zeros 138 

in keys 80 
LEAVE option 186,82 
length 

in arithmetic to bit-string conversion 
155,48 

maximum for strings 27 

minimum for strings 27 

of bit-string targets 48,153,154,155 

of character-string targets 48,153 

of external names 69,18 

of file names 76 

of identifiers 18 

of keys 82,49 

of record blocks 78,71 

of recorded keys 79,82 

of string parameters 110 

of strings 27 
length attribute 182,27,188 
level number 30-31 

factoring of 178 

for structure parameters 109 

in DECLARE statement 198 
LINE format item 150,88,176 
LINE option 207,88,176 
line position format item 
(see LINE format item) 
line skipping format item 

(see SKIP format item) 
LOCATE statement 204,51,90,92,116 
LOG built-in function 168 
logarithms 168 
logical records 71,78 
LOG10 built-in function 168 
LOG2 builtin function 168 
long floating-point form 152,24 
LOW built-in function 160,99 
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KEY condition 176,80,174 
KEY option 91,79,80 

in READ statement 208,91 

in REWRITE statement 209,91 
KEYED attribute 188,74,79,91,92 
KEYFROM option 92,210 
KEYLENGTH option 186,77,80,82,91 
keys 79,74,82,91,176,188 

length of 82,49 

l'ecorded 79 

source 79 
keyword statement 19 
keywords 17 

alphabetic list of 133 
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machine independence 14,5 

magnetic tape 71 

MAIN option 206,60 

main procedure 60,206 

major structure name 30 

mantissa 

in E format item 14 8 

in picture specification 137 
mathematical built-in functions 166,158 

arguments of 166 

error conditions for 169-170 

summary of 169-170 

values returned by 166 
MAX built-in function 164 
maximum length 

of bit-string data 27 

of character-string data 27 
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of identifiers 18 

of keys 82 

of picture specification 27 
maximum number of binary digits 23,24 
maximum number of decimal digits 22,24 
maximum precisions 47,154,155 
MEDIUM option 186,75,77,81 
merging of attributes 75 
MIN built-in function 164 
minor structure name 3 
minus sign picture character (-) 142 
miscellaneous built-in functions 171,158 
MOD built-in function 164 
modes of transmission 51,71 
modularity 13 

multiple closing of files 75,197 
multiple declarations 70 
multiple opening of files 74-75,205 
multiplication 37 

attributes of the result of 1.56 

name s 65,13,18 

attributes for 178,13,65 

condition names 111,20,17 3 

entry names 59,66 

external neimes 6 9,18 

file names 7 2 

hierarchy of 30 

major structure names 30 

minor structure names 30 

procedure names 58 

qualification of 31,70 

qualified names 31,70 

scope of 65,69,179 

structure names 3 

subscripted names 29 
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natural logarithm 168 
nested blocks 59 

transfer into 70 
nested IF statements 54 
nested repetitive specifications 85 
nesting 

effect of condition prefix with 112 

of blocks 59 

of factored attributes 178 
NO with condtion names 173,20,111 
NOCONVERSION 173,113 
NOF I XED OVERFLOW 173,113 
noniterative DO statements 55 
NOLABEL option 186,82 
NOOVERFLOW 173 
normal return 174 
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of procedure 61-62 

of program 6 2 
normalized hexadecimal f loating-poi.nt 24 
NOSIZE 17 3 
"not" operation 38 
"not" symbol 38 
NOUNDERFLOW 173 
NOZERODIVIDE 17 3 
NULL built-in function 171,118 
null ELSE clause 203 
null on-unit 112,174 

compared with disabled conditior. 112 
null statement 204,19 



as on-unit 112,174 
numeric character data 25,96,136,189 

arithmetic value of 96,137 

character-string value of 96,137 

conversion to character-string 153 

conversion to coded arithmetic 153,99 

editing of 97 

form of 25 

picture characters for 13(3 

picture specification for 189,25,96, 
136 

examples of 137-145 
signs in 140 
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arithmetic value of 96,137 

assignment to 96 

character-string value of 96,137 

point alignment in 98,140 

ON statement 204,19,55,112,173 

condition prefix to 111,19,173 

purpose of 55,112 

scope of 113 
ON-conditions 173,111,204 

examples of use of 113,114 
on-unit 112,55,56,174,204,205 

GO TO statement as 112,17 4 

null statement as 112,17 4 

return of control from 174,112 
ONSYSLOG option 206 
OPEN statement 205,50,74,75,109,119 

as a descriptive statement 50 

as an input/output control statement 
51 

options of 205,75 
opening files 74,51,205 

explicit openings 74 

implicit openings 75 

multiple openings 7 4 
operands 44 

element 
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structure expressions with 4 3 

function reference 44 

of array expressions 42 

of bit-string operations 38 
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data conversion in 34 
operations 

arithmetic 35 
results of 36 
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conversion in 38 

combinations of 4 

comparison 3 8 
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operands of 39 
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element 33 
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arithmetic 35,17 

bit-string 38,17 
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concatenation 39,17 

infix 35 

array expressions with 42 
structure expressions with 4 3 

prefix 35 

array expressions with 42 
structure expressions with 43 

priority of 40 

string 17 
options, see individual options 
OPTIONS (iMAIN) specification 60,206 
"or"' operation 38 
"or*" symbol 38 

ordeir of evaluation of expressions 40 
organization of data sets 78 
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(also see input/output) 
OUTPUT attribute 188,73,179 
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standard system output file 76 
OUTPUT option 205,75 
OVERFLOW condition 175,4 9 
overlay defining 183,32,97,119 

PACKED attribute for 32 
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PACKED attribute 180,31,32,189 

packed decimal format 22 

PAGE format item 150,88 

page layout 76-77 

PAGE option 207,88 

PAGESIZE option 206,75,150,176 

default for 206,176 
paging format item (PAGE) 150,88 
parameter lists 101,201,206 
parameters 191,201,2 06 

array 109 

attributes of 101,104,108,109 

bounds and lengths of 109,110 

default attributes for 108 
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entry ncime 109 

explicit declaration of 101 

file name 109 

label 109 

of primary entry point 206 
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pointer 109 

storage allocation for 110 

string 10 8,110 
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use with arguments 107,108 

use with expressions 41 
pence chareicter specifier (P) 144 
pence digit specifiers (7 and 8) 144 
pence field 145,138 
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PICTURE attribute 189,27,96,136 
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for character-string data 136,189 

for numeric character data 136,190 



picture specification 189,136 

for character-string data 189,136 

for editing 97 

for numeric character data 190,136 
PL/ 1 "program example 119 
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140,98 
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compared with V picture character 140, 
98 
point of invocation 60 
POINTER attribute 191,28,89,115 
pointer data 28,115 

assignment of 116,118,195,196 

comparison of 39,118 

input/output of 117 

manipulation of 118 
pointer variable 8 9 

attributes of 191,89 

declaration of 8 9,115,18 2 

in BASED attribute 18 2,89,115 

setting of 116 

value of 116 

with LOCATE statement 204,90,116 

with READ statement 208,116 
positioning of data sets 82 
pounds field 145 
precision 22,23,24 

attribute 191,178 
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conversion of 152,36 

default 192,22,23,24 

evaluation in conversions 152 

in arithmetic conversion 46,47 

in exponentiation 37,46 

maximum 47,154,155 
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of source 46 

of sterling data 191 

of subscripts 29 

of target 47 
PRECISION built-in function 165 
prefix list 111,20 
prefix operations 35 

results of 36 
prefix operators 35 

array expressions with 42 
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condition 111,20 

label 27,20 
primary entry point 59,206 

parameters of 206 
PRINT attribute 192,51,74,75 

options and statements used with 192 
PRINT files 192,75,88,89 

column positioning of 148,88,207 

format items for 8 9 

line positioning of 150,88,207 

paging of 150,88,176,207 
printing format items 146,88 
priority 

of operators 4 

of types in comparison operations 39 
problem data 21 

attributes for 179 
procedure 58,13,56 
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communicatxon between procedures 101, 
57 

2ND statement for 2 01,5 9 

external 59 

function 102,57 

initial 60 

internal 59 

invocation of 60,57,102,197 

main 60,206 

nesting of procedures 5 9 

subroutine 102 
procedure block, see procedure 
procedure name 58 
procedure reference 60 
PROCEDURE statement 206,56,58,101 

condition prefix to 112 

label of 58 
procedure termination 61 
PROD built-in function 171 
program blocks 58 
program control data 2 7 

attributes for 17 9 
program interrupt 111,15,55 
program structure statements 56 
program termination 62 
prologues 63-64 
pseudo- variables 172,44,99 
PUT statement 207,51,71,76,89,95,176 

ENDPAGE condition raised by l''6,207 

for internal data movement 52 

with standard output file 76 

with STRING option 52,95 
qualified names 31,70 
quotation marks in the stream 147 

R format item 150,8 8,2 01 

R picture character 142 

READ statement 208,51,72,90,92,119 

purpose of 51 

with SET option 116 
receiving field 172,44 

in assignment statement 194 
RECORD attribute 192,73,17 9 
record blocks 71,78 
RECORD condition 177 
record format 78 

options 185 
record size 78,71,185 

logical 78,185,186 

physical 78,185,186 

RECORD condition raised by 177 
record-oriented transmission 89,51,72,95 

attributes for 72 

characteristics of 51,72 

conversion in 9 5 

statements 9 0,51 
format 92-93 
options of 9 0-92 
summary of 9 

summary of 9 3 
recorded keys 79,80,81,82,91,188 

length of 79,82 
records 71,15 

addition of 90,93 

blocked 71,72 

capacity 80 

dummy 8 0,81 

F-format 78,185,186 



format of 77,185 

logical 71,78 

physical 71,78 

relative 79 

replacement of 90,81,93 

retrieval of 90,93 

U-format 78,185,186 

unblocked 71 

V-format 78,185,186 
references 

ambiguous 70 

function 102,44,59 

procedure 59 

subroutine 102 
region specification 8 

REGIONAL data set organization 79-81,91, 
185 

devices for 79,186 

direct access of 79 

no sequential access of 79 
REGIONAL (1) data set organization 79-80, 

81,185 
REGIONAL (3) data set organization 80,81, 
185 

search for key 8 
regions 79 
relative record 79 
relative structuring 109 
relative track 79 
relative track number 80 
remote format item (R) 150,8 8,20 2 
REPEAT built-in function 161,99 
repetition factor 26 

in bit-string constants 27 

in character-string constants 26 

in character-string picture specifica- 
tions 27 

in numeric character picture: specif- 
ications 25 
repetitive execution 199,54 
repetitive specification 

in data lists 85 

in DO-groups 199,86 

nested 85,86 
REPLY option 198,52 
reserved identifiers 65,17 
results 

attributes of 4 6 

of arithmetic operations 36 

of array operations 41 

of bit-string operations 38 

of comparison operations 39 

of concatenation operations 39-40 

of structure operations 43 
return of control 

from a function 103 

from an invoked procedure 62,63 

from an on- unit 174,112 

from a subroutine 102 
RETURN statement 208,103 

expression in 103,49,208,209 

for function termination 103 

for subroutine termination 10 2 
returned value 209,103,104 

attributes of 104,193,201,206 

conversion of 104,49 

default attributes for 201,206 

of arithmetic built-in function 162 
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of array manipulation built-in function 

169 
of mathematical built-in function 166 
of string-handling built-in function 
158 
RETURNS attribute 193,104 
REVERT statement 209,56,113 
REWRITE statement 209,51,90,91,92,93,94, 

119 
ROUND built-in function 165 
row-major order 29,86 

S picture character 14 2 
scalar expression 33 
scalar variable 28 
scale 21 

conversion of 35,36 

fixed-point 21 

floating-point 21 

in arithmetic conversion 36,46 

in exponentiation 38,47 

of a numeric character data item 190, 
24 

of arithmetic targets 46,36 
scale factor 

in arithmetic conversions 154 

in precision attribute 191,192 

negative 47 
scaling factor in F format item 14 8,87 
scope 69 

attributes for 187,69,179 

of a condition prefix 111,173 

of a declaration 65 
contextual 6 6 
explicit 66 
implicit 67 

of a name 65-70 

of an ON statement 113 
secondary entry point 59,2 01 

parameters of 201 
semicolon, function of 18 
SEQUENTIAL attribute 184,73,92,193 

compared with CONSECUTIVE option 78 
SET option 90 

with LOCATE statement 204,116 

with READ statement 2 08,116 
shilling digit specifier (8) 144 
shillings field 145 
short floating-point form 152,24 
sign, determination of 165 
SIGN built-in function 165 
sign picture characters 140-142,190 

drifting use of 140 

static use of 140 
SIGNAL statement 210,56,114 
significant digits 

in E format item 14 8 

loss of 153 
(also see SIZE condition) 
simple statement 19 

simulation of an interrupt 210,56,114 
SIN built-in function 168 
SIND built-in function 168 
SINH built-in function 168 
SIZE condition 175,20,22,49,114,137,190 

compared with FIXEDOVERFLOW condition 
175 

in base conversion 153 
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in F format output 150,217 

in precision conversion 153 
SKIP format item 150,88,176 
SKIP option 208,88,89,176 
slash picture character 145 
source data item 45 

precision of 46,152,154 
source keys 79,80 
spacing format item (X) 151,88 
special characters 16 

functions of 18 
specification in DO statement 199 
SORT built-in function 168 
standard files 76-77,83 

GET statement with 20 2 

PUT statement with 207 

system input 76,202 

system output 76,207 
standard system action 112,56,174 
statement label constants 27 
statement label designator 150,202 
statement label variable 188,28 
statement labels 19 

declaration of 66 
statements 193,50 
(also see individual statements) 

classes of 50 

compound 19 

keyword 19 

null 19 

simple 19 
static allocation 62-63 
STATIC attribute 180,62,63,193 
static picture characters 140 
static storage class 62 
static variables 62 
sterling fixed-point data 23 

constants 23 

variables 23,191 
precision of 191 
sterling picture specifications 144-145, 
191 

examples of 145 
STOP statement 210,55,61,102 
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allocation of, see storage allocation 

classes of, see storage classes 

external 71 
storage allocation 62,14,180 

attributes for 180 

dynamic 62,14 

for parameters 110 

static 62,14 
storage classes 62,14 

attributes for 180,62 

automatic 63,14 

based 63,14,115 

static 63,14 
storage devices 78,79 
stream 71,146 

STREAM attribute 192,72,73,89,193 
stream-oriented transmission 83-89,15,51, 
71,82,95 

attributes xor 72 

characteristics of 51,95 

conversion in 95 

statements 51 
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